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Foreword 

This Technical Specification (TS) has been produced by the 3"* Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document specifies the MAC protocol. 
The specification describes: 

- MAC architecture; 

- MAC entities; 

- channel structure; 

- services provided to upper layers; 

- MAC functions; 

- services expected from the physical layer; 

elements for layer- to-layer communication including primitives between MAC and RLC; 

- elements for peer-to-peer communication; 

- protocol data units, formats and parameters; 

- elementary procedures. 

2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GFF document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[1] 


3GFFTR 21.905: 


"Vocabulary for 3GFP Specifications". 


[2] 


3GFPTS 25.301: 


"Radio Interface Frotocol Architecture". 


[3] 


3GFFTS 25.302: 


"Services provided by the Fhysical Layer". 


[4] 


3GFFTS 25.303: 


"Interlayer Procedures in Connected Mode". 


[5] 


3GFF TS 25.304: 
Mode". 


"UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected 


[6] 


3GFFTS 25.322: 


"RLC Protocol Specification". 


L7J 


3GFFTS 25.331: 


"Radio Resource Control (RRC); protocol specification". 


[8] 


3GFF TR 25.921: 


"Guidelines and Principles for Protocol Description and Error Handling". 


[9] 


3GFFTR 25.990: 


"Vocabulary for the UTRAN". 


[10] 


3GFFTS 33.102: 


"Security architecture". 


[11] 


3GFF TS 25.425: 
Data Streams". 


"UTRAN lur Interface User Plane Protocols for Common Transport Channel 
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[18] 


3GPPTS 25.224: 


"Physical layer procedures (TDD)". 


[19] 


3GPP TS 25.222: 


"Multiplexing and Channel Coding (TDD)". 


[20] 


3GPPTS 25.225: 


"Physical layer - Measurements (TDD)". 


[21] 


3GPPTS 25.221 
(TDD)" 


"Physical Channels and Mapping of Transport Channels onto Physical Channels 


[22] 


3GPPTS 25.213: 


"Spreading and modulation (FDD)". 


[23] 


3GPPTS 25.306: 


"UE Radio Access Capabilities". 


[24] 


3GPPTS 25.211: 
(FDD)" 


"Physical channels and mapping of transport channels onto physical channels 



3 Definitions and abbreviations 
3.1 Definitions 

For the piuposes of the present document, the terms and definitions given below and in [9] and [1] apply. 

3.1 .1 HS-DSCH Specific Definitions 

3.1 .2 E-DCH Specific Definitions 

3.1.2.1 General 

E-DCH: The Enhanced Dedicated Channel (E-DCH) is an upUnk transport channel. 

HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions. For 
1.28 Mcps TDD, it also includes a retransmission timer attribute. 

Power offset attribute (FDD): This represents the power offset between E-DPDCH(s) and reference E-DPDCH power 
level for a given E-TFC. This power offset attribute is set to achieve the required QoS in this MAC-d flow when carried 
alone in a MAC-e or MAC-i PDU and subsequently in the corresponding CCTrCh of E-DCH type. Details on the 
mapping on Beta factors can be found in [13]. The reference E-DPDCH power offset is signalled to the UE for one (or 
several) reference E-TFC(s) (see details in subclause 11.1). 

Power offset attribute (TDD): The power offset attribute is set to achieve the required QoS in this MAC-d flow when 
carried alone in a MAC-e or MAC-i PDU and subsequently in the corresponding CCTrCh of E-DCH type. Details on 

the power offset can be found in [18]. 

Primary Absolute Grant: Absolute Grant received with the primary E-RNTI. Note that the primary E-RNTI is the 
only E-RNTI for TDD. 

Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler. A UE has one 
Serving E-DCH cell. 
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Serving_Grant (FDD): The state variable Serving_Grant indicates the maximum E-DPDCH to DPCCH power ratio 
that the UE is allowed to use for scheduled data in the following transmission. The value in the appropriate state 
variable will be provided to the E-TFC selection function to help in selecting the best format for the upcoming 
transmission. Possible values are: "Zero_Grant" and numerical values. The DPCCH power assumed for the 
Serving_Grant in a compressed frame is the actual DPCCH power in the compressed frame minus 1 0LoQio 
(Npiiot,N/Npiiot,c) as defined in [13]. 

Serving_Grant (TDD): The state variable Serving_Grant indicates the power ratio of maximum E-PUCH power level 

per TDD resource unit relative to a reference E-PUCH power level Pe-iet that the UE is allowed to use for scheduled data 
on the physical resources associated with the E-AGCH grant. Pe-ret is defined as the calculated E-PUCH transmit power 
(Pe-puch) in [18] with Pe=0. The value in the appropriate state variable will be provided to the E-TFC selection function 
to help in selecting the best format for the upcoming transmission. Possible values are: "Zero_Grant" and numerical 
values. 

UL Common MAC Flow(1.28 Mcps TDD): an UL Common MAC Flow is a flow of MAC-c PDU mapped to E-DCH 
configured for UEs in Cell_FACH state and IDLE mode. 

3.1.2.2 FDD 

Active Process: HARQ process for which Scheduling Grant are applicable, i.e. scheduled data can be sent. 

AG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI). 

Common E-DCH resource: Common E-DCH resources are under direct control of the Node B and are shared by UEs 
in CELL_FACH state and IDLE mode. 

E-DCH active set: The set of cells which carry the E-DCH for one UE. For FDD, in CELL_FACH state and Idle mode, 
the E-DCH active set consists of the Serving E-DCH cell only. 

Inactive Process: HARQ process for which Scheduling Grants are not applicable, i.e. scheduled data cannot be sent. 

INACTIVE: Absolute Grant value that can be sent by the serving cell's scheduler on the E-AGCH to deactivate a 
process or to switch the UE to its secondary E-RNTl. In CELL_FACH state, this absolute grant value is used to release 
a common E-DCH resource. 

Lowest Configured Serving Grant Value: The serving grant value indicated by index of the SG table in use. 

Maximum_Serving_Grant: The variable Maximum_Serving_Grant indicates the maximum E-DPDCH to DPCCH 
power ratio that the UE is allowed to use for scheduled data while the timer Non_Serving_RG_Timer has not expired. 

Maximum number of re-transmissions, Maximum number of transmissions: Maximum number of re-transmissions 
= maximum number of transmissions - 1. Both these notations are used. 

Minimum_Grant: The value Minimum_Grant corresponds to the minimum E-DPDCH to DPCCH power ratio that the 
UE considers. This value is in index of the configured scheduling grant table described in subclause 9.2.5.2.1. 

Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the 
Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several 
Non-serving E-DCH RL(s). 

Non_Serving_RG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 
2ms TTI). 

Primary Absolute Grant: Absolute Grant received with the primary E-RNTI. 

Primary_Grant_AvailabIe: This state variable is a Boolean, indicating whether the UE's serving grant is only affected 
by Primary Absolute Grants and Relative Grants (i.e. not by Secondary Absolute Grants). 

Primary Uplink Frequency: If a single uplink frequency is configured for the UE, then it is the primary uplink 
frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the 
frequency on which the E-DCH corresponding to the serving E-DCH cell associated with the serving HS-DSCH cell is 
transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers. 

reference_ETPR: The state variable reference_ETPR holds the E-DPDCH to DPCCH power ratio used as reference 
for relative grant commands. This variable is set to the E-DPDCH to DPCCH power ratio used for the E-TFC selected 
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for the previous TTI on this HARQ process, calculated using the amplitude ratios prior to the quantization according to 
subclause 5.1.2.5B.2.3 or 5.1.2.5B.2.4 of [13], excluding non-scheduled transmissions, excluding any scaling applied 
according to subclause 5.1.2.6 of [13] and is obtained from the physical layer. In case no scheduled transmission took 
place on a HARQ process in the previous TTI, reference_ETPR shall be set to Minimum_Grant for this HARQ process. 

reference_ETPR2: The state variable reference_ETPR2 holds the E-DPDCH to DPCCH power ratio used as reference 
for non serving relative grant commands. This variable is set to the previously stored reference_ETPR on this HARQ 
process when the reference_ETPR is updated with a new value. 

Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI. 

Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the 
UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS. For FDD, in 
CELL_FACH state and Idle mode, the Serving E-DCH RLS or Serving RLS contains the Serving E-DCH cell only, 
from which the UE can receive one Relative Grant. 

Stored_Secondary_Grant: This state variable is used to store the value derived from the last received Secondary 
Absolute Grant Value. Possible values are: "Zero_Grant" and numerical values. 

UL Conunon MAC Flow: an UL Common MAC Flow is a flow of MAC-c PDU mapped to E-DCH configured for 
UEs in Cell_FACH state and IDLE mode. 

3.1 .3 DTX-DRX and HS-SCCH less Specific definitions (FDD only) 

MAC DTX cycle: Defines the pattern of time instances where the start the uplink E-DCH transmission after 

inactivity is allowed. 

MAC Inactivity Threshold: E-DCH inactivity time after which the UE can start E-DCH transmission only at given 
times. 

UE DTX DRX Offset: Uplink DPCCH burst pattern and HS-SCCH reception pattern offset in subframes. 

HS-SCCH less mode of operation: HS-SCCH less mode of operation is enabled when the variable 
HS_SCCH_LESS_STATUS defined in [7] is set to TRUE. 

Inactivity Threshold for UE Grant Monitoring: Determines the number of E-DCH TTls after an E-DCH scheduled 
transmission during which the UE is required to monitor the full E-AGCH transmissions from the serving radio link and 
the full E-RGCH(s) from all the cells in the E-DCH active set. 

Inactivity Threshold for UE DTX cycle 2: Defines a number of consecutive E-DCH TTIs without an E-DCH 
transmission, after which the UE shall immediately move from UE_DTX_cycle_l to using UE_DTX_cycle_2. 

Default-SG-in-DTX-Cycle-2: Defines the default E-DCH Serving Grant used in the case when the UE moves from UE 
DTX cycle 1 to UE DTX cycle 2 after Inactivity Threshold for UE DTX cycle 2 triggers. 

3.1 .4 HS-DSCH/E-DCH SPS Specific definitions (1 .28 Mcps TDD only) 

HS-DSCH SPS operation: HS-DSCH SPS operation is enabled when the variable HS_DSCH_SPS_STATUS defined 

in [7] is set to TRUE. 

HS-DSCH SPS resources: Defines the downhnk physical resources in term of timeslots and codes on which the first 
HS-DSCH transmission of transport blocks is performed without the accompanying HS-SCCH and HARQ 
retransmission of the first HS-DSCH transmission are accompanied by HS-SCCH. 

E-DCH SPS operation: E-DCH SPS operation is enabled when the variable E_DCH_SPS_STATUS defined in [7] is 
set to TRUE. 

E-DCH SPS resources: Defines the uplink physical resources in term of granted timeslots, codes and power on which 
the UE may transmit transport blocks without receiving other grants on E-AGCH. 
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3.1 .5 Dual Cell E-DCH Specific definitions (FDD only) 

Activated Uplink Frequency: For a specific UE, an uplink frequency is said to be activated if the UE is allowed to 

transmit on that frequency. The primary uplink frequency is always activated when configured while a secondary uplink 
frequency has to be activated by means of an HS-SCCH order in order to become activated. 

Configured Uplink Frequency: For a specific UE, an uphnk frequency is said to be configured if the UE has received 
all relevant information from RRC in order to perform transmission on that frequency. 

Secondary Uplink Frequency: A secondary uplink frequency is a frequency on which an E-DCH corresponding to a 
serving E-DCH cell associated with a secondary serving HS-DSCH cell is transmitted. The association between a pair 
of uphnk and downlink frequencies is indicated by higher layers. 

Secondary E-DCH Active Set: The set of cells on the secondary downhnk frequency where E-DCH is carried for one 
UE. 

Secondary Serving E-DCH cell: Cell from which the UE can receive Absolute Grants from the Node-B scheduler on 
the secondary downlink. A UE has one configured Serving E-DCH cell on the secondary uphnk frequency. 

Secondary Serving E-DCH RLS or Secondary Serving RLS: The set of ceUs which contains at least the Secondary 
Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. A UE can have zero or one 
Secondary Serving E-DCH RLS. 

Secondary Non-serving E-DCH RL or Secondary Non-serving RL:The cell which belongs to the Secondary E-DCH 
active set but does not belong to the Secondary Serving E-DCH RLS and from which the UE in CELL_DCH can 
receive one Relative Grant. The UE can have zero, one or several Secondary Non-serving E-DCH RL(s). 

3.2 Abbreviations 



For the purposes of the present document, the following abbreviations apply: 



AG 


Absolute Grant 


ASC 


Access Service Class 


BCCH 


Broadcast Control Channel 


BCH 


Broadcast Channel 


C- 


Control- 


CCCH 


Common Control Channel 


DCCH 


Dedicated Control Channel 


DCH 


Dedicated Channel 


DL 


Downlink 


DSCH 


Downlink Shared Channel 


DTCH 


Dedicated Traffic Channel 


E-AGCH 


E-DCH Absolute Grant Channel 


E-DCH 


Enhanced Dedicated Transport Channel 


E-DPCCH 


E-DCH Dedicated Physical Control Channel (FDD only) 


ENI 


E-UCCH Number Indication (1.28Mcps TDD only) 


E-HICH 


E-DCH HARQ Acknowledgement Indicator Channel 


E-PUCH 


Enhanced Uplink Physical Channel (TDD only) 


E-RGCH 


E-DCH Relative Grant Channel 


E-RGCH 


E-DCH Relative Grant Channel (FDD only) 


E-RNTI 


E-DCH Radio Network Temporary Identifier 


E-RUCCH 


E-DCH Random Access Uplink Control Channel (TDD only) 


E-TFC 


E-DCH Transport Format Combination 


E-TFCl 


E-DCH Transport Format Combination Indicator 


E-UCCH 


E-DCH Uplink Control Channel (TDD only) 


EACH 


Forward Link Access Channel 


FDD 


Frequency Division Duplex 


HARQ 


Hybrid Automatic Repeat Request 


HCSN 


HS-SCCH Cychc Sequence Number 


HSDPA 


High Speed Downlink Packet Access 


HS-DSCH 


High Speed Downlink Shared Channel 


LI 


Layer 1 (physical layer) 
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L2 


Layer 2 (data link layer) 


L3 


Layer 3 (network layer) 


MAC 


Medium Access Control 


MBMS 


Multimedia Broadcast Multicast Service 


MCCH 


MBMS point-to-multipoint Control Channel 


MTCH 


MBMS point-to-multipoint Traffic Channel 


MSCH 


MBMS point-to-multipoint Scheduling Channel 


PCCH 


Paging Control Channel 


PCH 


Paging Channel 


PDU 


Protocol Data Unit 


PHY 


Physical layer 


PhyCH 


Physical Channels 


RACH 


Random Access Channel 


RG 


Relative Grant 


RLC 


Radio Link Control 


RLS 


Radio Link Set 


RNC 


Radio Network Controller 


RNS 


Radio Network Subsystem 


RNTI 


Radio Network Temporary Identity 


RRC 


Radio Resource Control 


RSN 


Retransmission Sequence Number 


SAP 


Service Access Point 


SDU 


Service Data Unit 


SHCCH 


Shared Channel Control Channel 


SRNC 


Serving Radio Network Controller 


SRNS 


Serving Radio Network Subsystem 


TDD 


Time Division Duplex 


TFCI 


Transport Format Combination Indicator 


TFI 


Transport Format Indicator 


TSN 


Transmission Sequence Number 


U- 


User- 


UE 


User Equipment 


UL 


Uplink 


UMTS 


Universal Mobile Telecommunications System 


USCH 


Uphnk Shared Channel 


UTRA 


UMTS Terrestrial Radio Access 


UTRAN 


UMTS Terrestrial Radio Access Network 



4 General 

4.1 Objective 

The objective is to describe the MAC architecture and the different MAC entities from a functional point of view. 

4.2 MAC architecture 

The description in this subclause is a model and does not specify or restrict implementations. 

According to the RRC functions the RRC is generally in control of the internal configuration of the MAC. 

Both MAC-hs and MAC-ehs are responsible for handling the data transmitted on the HS-DSCH. Furthermore they are 
responsible for the management of the physical resources allocated to HS-DSCH. Upper layers configure which of the 
two entities, MAC-hs or MAC-ehs, is to be applied to handle HS-DSCH functionaUty. 

Both MAC-e/es and MAC-i/is are responsible for handling the data transmitted on the E-DCH. Upper layers configure 
which of the two entities, MAC-e/es or MAC-i/is, is to be appUed to handle E-DCH fimctionaUty. 
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4.2.1 MAC Entities 

The diagrams that describe the MAC architecture are constructed from MAC entities. 
The entities are assigned the following names. 

MAC-b is the MAC entity that handles the following transport channels: 

- broadcast channel (BCH) 

- MAC-c/sh/m, is the MAC entity that handles the following transport channels: 

- paging channel (PCH) 

- forward access channel (FACH) 

- random access channel (RACH) 

- downlink shared channel (DSCH). The DSCH exists only in TDD mode, 
uplink shared channel (USCH). The USCH exists only in TDD mode. 

MAC-d is the MAC entity that handles the following transport channels: 

- dedicated transport channel (DCH) 

- MAC-hs/ehs is the MAC entity that handles the following transport channels: 

- high speed downhnk shared channel (HS-DSCH) 

- MAC-m is the MAC entity that handles the following transport channels: 

- forward access channel (FACH). 

MAC-e/es and MAC-i/is are the MAC entities that handle the following transport channels: 

enhanced dedicated transport channel (E-DCH). 

The exact functions completed by the entities are different in the UE from those completed in the UTRAN. 

NOTE: When a UE is allocated resources for exclusive use by the bearers that it supports the MAC-d entities 

dynamically share the resources between the bearers and are responsible for selecting the TFI/ TFCI that 
is to be used in each transmission time interval. 

4.2.2 IVIAC-b 

The following diagram illustrates the cormectivity of the MAC-b entity in a UE and in each cell of the UTRAN. 
MAC-b represents the control entity for the broadcast channel (BCH). 

There is one (current cell) or multiple (current and neighbour cells) MAC-b entities in each UE and one MAC-b in the 
UTRAN for each cell. 

The MAC Control SAP is used to transfer Control information to MAC-b. 
The MAC-b entity is located in the Node B. 
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BCCH Mac Control 




BCH 

Figure 4.2.2.1 : UE side and UTRAN side arcliitecture 

4.2.3 Traffic Related Architecture - UE Side 

Figure 4.2.3.1 illustrates the connectivity of MAC entities. 

The MAC-c/sh/m controls access to all common transport channels, except the HS-DSCH transport channel and the E- 
DCH transport channel (FDD and 1.28Mcps TDD only). 

The MAC-d controls access to all dedicated transport channels, to MAC-c/sh/m and MAC-hs/ehs. 

The MAC-c/sh/m controls access to MAC-is/i. (FDD and 1.28Mcps TDD only for UEs in CELL_FACH state and Idle 
mode). 

The MAC-hs/ehs handles the HSDPA specific functions and controls access to the HS-DSCH transport channel. Upper 
layers configure which of the two entities, MAC-hs or MAC-ehs, is to be applied to handle HS-DSCH fimctionality. 

The MAC-e/es or MAC-i/is controls access to the E-DCH transport channel. Upper layers configure which of the two 
entities, MAC-e/es or MAC-i/is, is to be applied to handle E-DCH functionality. 

In case of selective combining of MTCH channels from multiple cells, the MAC-m controls access to the EACH 
transport channels used to carry MTCH and MSCH. 

In the downhnk, if logical channels of dedicated type are mapped to common transport channels then MAC-d receives 
the data from MAC-c/sh/m or MAC-hs/ehs via the illustrated connection between the functional entities. 

In the downlink, if logical channels of common type are mapped to HS-DSCH then MAC-c/sh/m receives the data from 
MAC-ehs via the illustrated cormection between the functional entities (FDD and 1.28 Mcps TDD only). 

In the uplink, if logical channels of dedicated type are mapped to common transport chaimels then MAC-d submits the 
data to MAC-c/sh/m and MAC-is/i via the illustrated connection between the functional entities. 

The mapping of logical channels on transport channels depends on the multiplexing that is configured by RRC. 

The MAC Control SAP is used to transfer Control information to each MAC entity. 

The associated signalling shown in the figure illustrates the exchange of information between layer 1 and layer 2 
provided by primitives shown in [3]. 
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Figure 4.2.3.1 : UE side lUIAC architecture 



4.2.3.1 MAC-c/sh/m entity - UE Side 

Figure 4.2.3.1.1 shows the UE side MAC-c/sh/m entity. 
The following functionality is covered: 

- TCTF MUX: 

this function represents the handling (insertion for uplink channels and detection and deletion for downlink 
channels) of the TCTF field in the MAC header, and the respective mapping between logical and transport 
channels. 

The TCTF field indicates the common logical channel type, or if a dedicated logical channel is used; 

- add/read UE Id: 

the UE Id is added for RACH transmissions; 

the UE Id, when present, identifies data to this UE. 

- read MBMS Id: 

- the MBMS Id is read in case of MTCH reception; 

- the MBMS Id identifies received data to an MBMS service. 
UL: TF selection: 

in the uplink, the possibiUty of transport format selection exists. 
ASC selection: 

For RACH, MAC indicates the ASC associated with the PDU to the physical layer. This is to ensure that 
RACH messages associated with a given Access Service Class (ASC) are sent on the appropriate signature(s) 
and time slot(s). MAC also applies the appropriate back-off parameter(s) associated with the given ASC. 
When sending an RRC CONNECTION REQUEST message, RRC will determine the ASC; in all other cases 
MAC selects the ASC; 

scheduling /priority handling 
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this functionality is used to transmit the information received from MAC-d on RACH based on logical 
channel priorities. This function is related to TF selection. 

TFC selection 

transport format and transport format combination selection according to the transport format combination 
set (or transport format combination subset) configured by RRC is performed. 

The RLC provides RLC-PDUs to the MAC, which fit into the available transport blocks on the transport channels. 

There is one MAC-c/sh/m entity in each UE. 



PCCBHCCH (TDD only) CCCH CTCH BCCH MCCH MSCH MTCH MTCH 




From B 

MAC-ehs ■ 
(FDD and ■ 
1.28Mcp s ■ 
TDD only) 



read 
MBMS Id 



MAC-c/sh/m 



< ' add/read 



TCTFMUX 



TFC 
selection 



Scheduling/Priority 
Handling (1) 



UL: TF selection 



ASC 
selection 



PCH DSCH DSCH 

TDDonly TDDonly 



T 1 

USCH USCH 

TDDonly TDDonly 



I 1 

FAGH FIACH 



MAC -Control 



Note: Dashed lines are FDD and 1.28McpsTDD only 

Figure 4.2.3.1.1 : UE side IVIAC architecture / IVIAC-c/sh/m details 



to MAC -d 



4.2.3.1b MAC-m entity- UE Side 

Figure 4.2.3. lb. 1 shows the UE side MAC-m entity. 
The following functionality is covered: 

- TCTF DEMUX: 

this function represents the handling (detection and deletion for downlink channels) of the TCTF field in the 
MAC header, and the respective mapping between logical and transport channels. 
The TCTF field indicates the common logical channel type; 

- read MBMS Id 

- the MBMS Id is read in case of MTCH reception; 

- the MBMS Id identifies received data to an MBMS service. 
The MAC Control SAP is used to transfer control information to MAC-m. 

If MTCH channels are selectively combined, the MAC-m entity exists in the UE. Otherwise, the MAC-m entity does 
not exist. 

In case of selective combining of MTCH channels from multiple cells, there are one MAC-c/sh/m for the current cell 
and one MAC-m entity for each neighboring cell in the UE. 
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Figure 4.2.3.1 b.1 : UE side lUIAC architecture / iUIAC-m details 
4.2.3.2 MAC-d entity - UE Side 

Figure 4.2.3.2.1 shows the UE side MAC-d entity. 

The following functionality is covered: 

- Transport Channel type switching 

- Transport Channel type switching is performed by this entity, based on decision taken by RRC. This is 
related to a change of radio resources. If requested by RRC, MAC shall switch the mapping of one 
designated logical channel between common and dedicated transport channels. 

- C/T MUX: 

- The C/T MUX is used when multiplexing of several dedicated logical channels onto one transport channel 
(other than HS-DSCH) or one MAC-d flow (HS-DSCH) is used. An unambiguous identification of the 
logical channel is included. If MAC-ehs is configured, C/T MUX toward MAC-ehs is not used. 

- Ciphering: 

- Ciphering for transparent mode data to be ciphered is performed in MAC-d. Details about ciphering can be 
found in [10]. 

Deciphering: 

- Deciphering for ciphered transparent mode data is performed in MAC-d. Details about ciphering can be 
found in [10]. 

UL TFC selection: 



- Transport format and transport format combination selection according to the transport format combination 
set (or transport format combination subset) configured by RRC is performed. 

The MAC-d entity is responsible for mapping dedicated logical channels for the uplink either onto dedicated transport 
channels or to transfer data to MAC-c/sh/m to be transmitted via common channels. 

One dedicated logical channel can be mapped simultaneously onto DCH and DSCH in TDD mode. 

One dedicated logical channel can be simultaneously mapped onto DCH and HS-DSCH. 

The MAC-d entity has a connection to the MAC-c/sh/m entity. This connection is used to transfer data to the MAC- 
c/sh/m to transmit data on transport channels that are handled by MAC-c/sh/m (uplink) or to receive data from transport 
channels that are handled by MAC-c/sh/m (downUnk). 
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The MAC-d entity has a connection to the MAC-hs or MAC-ehs entity. This connection is used to receive data from the 
HS-DSCH transport channel which is handled by MAC-hs or MAC-ehs (downlink). 

The MAC-d entity has a connection to the MAC-e/es or MAC-i/is entity. This connection is used to transmit data on the 
E-DCH transport channel which is handled by the MAC-e/es or MAC-i/is (uplink). 

There is one MAC-d entity in the UE. 



DCCH DTCH DTCH 




Figure 4.2.3.2.1 : UE side lUlAC arcliitecture / lUlAC-d details 



4.2.3.3 MAC-hs entity - UE Side 

In the model below the MAC-hs comprises the following entities. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, 
the associated downlink control channel and uplink control channel pair controlling the HS-DSCH transmission on the 
certain carrier shall be allocated on the same carrier. The downlink control channel carries the HS-DSCH operation 
related info and the upUnk control channel carries the feedback info from the UE side. 

- HARQ: 

The HARQ entity is responsible for handling the MAC functions relating to the HARQ protocol. The HARQ 
functional entity handles all the tasks that are required for hybrid ARQ. It is responsible for generating ACKs or 
NACKs. The detailed configuration of the hybrid ARQ protocol is provided by RRC over the MAC-Control 
SAP. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, multiple HARQ processes are assigned for HS-DSCH 
operaton on every carrier independently, namely HARQ sub-entity; only one HARQ process is allowed to 
receive HS-DSCH in one TTl for each carrier. The maximum number of HARQ process per HS-DSCH per TTI 
on which an HS-DSCH transmission can be received is one. 

- Reordering Queue distribution: 

The reordering queue distribution function routes the MAC-hs PDUs to the correct reordering buffer based on 
the Queue ID.For 1 .28 Mcps TDD, the reordering queue distribution function discards the MAC-hs PDU if the N 
field in MAC-hs header is zero. 

Reordering: 

The reordering entity reorders received MAC-hs PDUs according to the received TSN. MAC-hs PDUs with 
consecutive TSNs are delivered to the disassembly function upon reception. MAC-hs PDUs are not delivered to 
the disassembly function if MAC-hs PDUs with lower TSN are missing. There is one reordering entity for each 
Queue ID configured at the UE. 
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Disassembly: 

The disassembly entity is responsible for the disassembly of MAC-hs PDUs. When a MAC-hs PDU is 
disassembled the MAC-hs header is removed, the MAC-d PDUs are extracted and any present padding bits are 
removed. Then the MAC-d PDUs are delivered to higher layer. 

The associated signalling shown in the figure illustrates the exchange of information between layer 1 and layer 2 
provided by primitives shown in [3]. 
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Figure 4.2.3.3.1 : UE side lUlAC arcliitecture / lUlAC-lis details 
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Figure 4.2.3.3.2: UE side lUIAC arcliitecture/IUIAC-lis details (1.28IUIcps TDD multi-frequency HS-DSCH 

operation mode only) 
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4.2.3.4 MAC-e/es entity - UE Side 

The split between MAC-e and MAC-es in the UE is not detailed. In the model below the MAC-e/es comprises the 
following entities: 

- HARQ: 

The HARQ entity is responsible for handhng the MAC functions relating to the HARQ protocol. It is responsible 
for storing MAC-e payloads and re-transmitting them. The detailed configuration of the hybrid ARQ protocol is 
provided by RRC over the MAC-Control SAP. 

For FDD: The HARQ entity provides the E-TFC, the retransmission sequence number (RSN), and the power 
offset to be used by LI. Redundancy version (RV) of the HARQ transmission is derived by LI from RSN, 
CFN and in case of 2 ms TTI from the sub-frame number. 

For TDD: The HARQ entity provides the HARQ process identity, the E-TFC, the retransmission sequence 
number (RSN) and an indication of the power offset to be used by LI. The redundancy version (RV) of the 
HARQ transmission is derived by LI from RSN. RRC signalling can also configure the LI to use RV=0 for 
every transmission. 

Multiplexing and TSN setting: 

The multiplexing and TSN setting entity is responsible for concatenating multiple MAC-d PDUs into MAC-es 
PDUs, and to multiplex one or multiple MAC-es PDUs into a single MAC-e PDU, to be transmitted in the next 
TTI, as instructed by the E-TFC selection function. It is also responsible for managing and setting the TSN per 
logical channel for each MAC-es PDU. 

E-TFC selection: 

This entity is responsible for E-TFC selection according to the scheduling information. Relative Grants (FDD 
only) and Absolute Grants, received from UTRAN via LI and Serving Grant value signalled through RRC, and 
for arbitration among the different flows mapped on the E-DCH. The detailed configuration of the E-TFC entity 
is provided by RRC over the MAC-Control SAP. The E-TFC selection function controls the multiplexing 
function. 

Scheduling Access Control (TDD only): 

The Scheduling Access Control entity is responsible for routing associated uplink signalling via E-UCCH and 
MAC-e PDU (in the case that E-DCH resources are assigned) or via E-RUCCH (in the case that no E-DCH 
resources are assigned). It is also responsible for obtaining and formatting the appropriate information to be 
carried on E-UCCH/E-RUCCH. 

NOTE: HARQ process ID and RSN are carried on E-UCCH. 
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Figure 4.2.3.4.1b: UE side lUIAC architecture / iUIAC-e/es details (TDD) 



4.2.3.5 MAC-ehs entity - UE Side 

In the model below the MAC-ehs comprise the following entities, In 1.28 Mops TDD multi-frequency HS-DSCH cell, 
the associated downlink control channel and uplink control channel pair controlling the HS-DSCH transmission on the 
certain carrier shall be allocated on the same carrier. The downlink control channel carries the HS-DSCH operation 
related info and the uplink control channel carries the feedback info from the UE side. 
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- HARQ: 

The HARQ entity is responsible for handling the HARQ protocol. There shall be one HARQ process per HS- 
DSCH per TTI for single stream transmission and two HARQ processes per HS-DSCH per TTI for dual stream 
transmission. There shall be one HARQ entity per HS-DSCH (FDD only). The HARQ functional entity handles 
all the tasks that are required for hybrid ARQ. It is for example responsible for generating ACKs or NACKs. 
The detailed configuration of the hybrid ARQ protocol is provided by RRC over the MAC-Control SAP.In 1.28 
Mcps TDD multi-frequency HS-DSCH cell, multiple HARQ processes are assigned for HS-DSCH operaton on 
every carrier independently, namely HARQ sub-entity; only one HARQ process is allowed to receive HS- 
DSCH in one TTI for each carrier. The maximum number of HARQ process per HS-DSCH per TTI on which 
an HS-DSCH transmission can be received is one. 

- Disassembly 

The disassembly entity disassembles the MAC-ehs PDUs by removing the MAC-ehs header and possible 
padding. For 1 .28 Mcps TDD, the disassembly entity discards the MAC-ehs PDU if the L field in MAC-ehs 
header is zero. 

Reordering queue distribution 

The reordering queue distribution function routes the received reordering PDUs to correct reordering queues 
based on the received logical channel identifier. 

- Reordering: 

The reordering entity organises received reordering PDUs according to the received TSN. Data blocks with 
consecutive TSNs are delivered to reassembly entity upon reception. A timer mechanism determines delivery of 
non-consecutive data blocks to higher layers. There is one reordering entity for each MAC-ehs Queue ID 
configured at the UE. For the logical channels BCCH and PCCH no re-ordering is appUed. 

Reassembly: 

The reassembly entity reassembles segmented MAC-ehs SDUs (corresponding to either MAC-c or MAC-d 
PDUs) and forwards the MAC PDUs to LCH-ID demultiplexing entity. 

LCH-ID demultiplexing: 

The demultiplexing entity routes the MAC-ehs SDUs to correct logical channel based on the received logical 
channel identifier. 

The following is allowed: 

The MAC-ehs SDUs included in a MAC-ehs PDU can have a different size and a different priority and can be 
mapped to different priority queues. 
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4.2.3.6 MAC-i/is entity - UE Side 

The split between MAC-i and MAC-is in the UE is not detailed. In the model below the MAC-i/is comprises the 
following entities: 

- HARQ: 

The HARQ entity is responsible for handling the MAC functions relating to the HARQ protocol. It is responsible 
for storing MAC-i payloads and re-transmitting them. The detailed configuration of the hybrid ARQ protocol is 
provided by RRC over the MAC-Control SAP. 

- For FDD: There shall be one HARQ entity per E-DCH. The HARQ entity provides the E-TFC, the 

retransmission sequence number (RSN), and the power offset to be used by LI. Redundancy version (RV) of 
the HARQ transmission is derived by LI from RSN, CFN and in case of 2 ms TTI from the sub-frame 
number. 

For TDD: The HARQ entity provides the HARQ process identity, the E-TFC, the retransmission sequence 
number (RSN) and an indication of the power offset to be used by LI. The redundancy version (RV) of the 
HARQ transmission is derived by LI from RSN. RRC signalUng can also configure the LI to use RV=0 for 
every transmission. 

Multiplexing and TSN setting: 

The multiplexing and TSN setting entity is responsible for concatenating multiple MAC-d PDUs into MAC-is 
PDUs, and to multiplex one or multiple MAC-is PDUs into a single MAC-i PDU, or, when more than one uplink 
frequency is activated, one or two MAC-i PDUs, to be transmitted in the next TTI, as instructed by the E-TFC 
selection function. It is also responsible for managing and setting the TSN per logical channel for each MAC-is 
PDU. 

In FDD and 1 .28 Mcps TDD, the multiplexing and TSN setting entity is responsible for multiplexing MAC-c 
PDUs or segments of MAC-c PDUs into a single MAC-is PDU, and for multiplexing MAC-is PDUs into a 
single MAC-i PDU, to be transinitted in the next TTI, as instructed by the E-TFC selection function. It is also 
responsible for managing and setting the TSN for the conmion control channel for each MAC-is PDU. 

Segmentation: 

The segmentation function is responsible for segmenting MAC-d PDUs and MAC-c PDUs (FDD and 1 .28 Mcps 
TDD only). 

- CRC Attachment (FDD and 1 .28 Mcps TDD only): 

If segmentation is performed for MAC-c PDUs, a CRC is appended to the MAC-c PDU and segmentation is then 
performed for the entire MAC-c PDU including CRC. The size of the CRC field is 8 bits and the CRC is 
calculated as specified in section 4.2.1.1 in [16] or [19]. In the CRC field, see Figure 9.1.5.4d , the LSB is the 
rightmost bit and the MSB is the leftmost bit. 

- Add UE ID (FDD only): 

In CELL_DCH state, no E-RNTI is included in the MAC-PDU header. 

In CELL_FACH, the E-RNTI is added in all MAC-i PDUs for DCCH and DTCH transmission at the UE side 

until the UE receives an E-AGCH with its E-RNTI (through an E-RNTI-specific CRC attachment). 

In CELL_FACH state and in Idle mode, no E-RNTI is added in MAC-i PDUs for CCCH data transmission. 

E-TFC selection: 

This entity is responsible for E-TFC selection according to the scheduling information, Relative Grants (FDD 
only) and Absolute Grants, received fromUTRAN via LI and Serving Grant value signalled through RRC, and 
for arbitration among the different flows mapped on the E-DCH. The detailed configuration of the E-TFC entity 
is provided by RRC over the MAC-Control SAP. The E-TFC selection function controls the multiplexing 
function. 

- ASC selection (FDD and 1 .28 Mcps TDD only): 

At the start of the Enhanced Uphnk in CELL_FACH state and Idle mode, MAC-is/i applies the appropriate 
back-off parameter(s) associated with the given ASC. When sending an RRC CONNECTION REQUEST 
message, RRC will determine the ASC; in all other cases MAC-is/i selects the ASC. 

Scheduling Access Control (TDD only): 

The Scheduling Access Control entity is responsible for routing associated uplink signalling via E-UCCH and 
MAC-i PDU (in the case that E-DCH resources are assigned) or via E-RUCCH (in the case that no E-DCH 
resources are assigned). It is also responsible for obtaining and formatting the appropriate information to be 
carried on E-UCCH/E-RUCCH. 
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Figure 4.2.3.6-1 : UE side lUlAC architecture / lUlAC-i/is details (FDD) 
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Figure 4.2.3.6-2: UE side lUlAC architecture / lUlAC-i/is details (TDD) 



4.2.4 Traffic Related Architecture - UTRAN Side 

Figure 4.2.4.1 illustrates the connectivity between the MAC entities from the UTRAN side. 

It is similar to the UE case with the exception that there will be one MAC-d for each UE and each UE (MAC-d) that is 
associated with a particular cell may be associated with that cell's MAC-c/sh/m. 

MAC-c/sh/m is located in the controlling RNC while MAC-d is located in the serving RNC. MAC-hs/ehs is located in 
the Node B. The MAC-d PDUs to be transmitted are transferred from MAC-c/sh/m to the MAC-hs/ehs via the lub 
interface in case of configuration with MAC-c/sh/m, or from the MAC-d via lur/Iub in case of configuration without 
MAC-c/sh/m. 

For TDD, and for FDD in CELL_DCH, for each UE that uses E-DCH, one MAC-e or MAC-i entity per Node-B and 
one MAC-es or MAC-is entity in the SRNC are configured. MAC-e or MAC-i, located in the Node B, controls access 
to the E-DCH and is cormected to MAC-es or MAC-is, located in the SRNC. MAC-es or MAC-is is further cormected 
to MAC-d. There is one transport bearer set up per E-DCH MAC-d flow. 

For FDD and 1.28 Mcps TDD, for DTCH and DCCH transmission in CELL_FACH, for each UE that uses E-DCH, one 
MAC-i entity per Node-B and one MAC-is entity in the SRNC are configured. MAC-i, located in the Node B, controls 
access to the E-DCH and is connected to MAC-is, located in the SRNC. MAC-is is further connected to MAC-d. 

For FDD, for CCCH transmission, for each UE that uses E-DCH, one MAC-i entity per Node-B and one MAC-is entity 
in the CRNC are configured. MAC-i, located in the Node B, controls access to the E-DCH and is cormected to MAC-is 
in the CRNC. 

For 1 .28 Mcps TDD, for CCCH transmission, for each UE that uses E-DCH, one MAC-i entity per common E-RNTl in 
Node-B and one MAC-is entity in the CRNC are configured. MAC-i, located in the Node B, controls access to the E- 
DCH and is connected to MAC-is in the CRNC. 

The MAC Control SAP is used to transfer Control information to each MAC entity belonging to one UE. 
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The associated signalling shown in the figure illustrates the exchange of information between layer 1 and layer 2 
provided by primitives shown in [3]. 
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Figure 4.2.4.1 : UTRAN side lUlAC arcliitecture 
4.2.4.1 MAC-c/sh/m entity - UTRAN Side 

Figure 4.2.4.1.1 shows the UTRAN side MAC-c/sh/m entity. The following functionaUty is covered: 

- Scheduling - Buffering - Priority Handling; 

- this function manages FACH and for TDD DSCH resources between the UEs and between data flows 
according to their priority and delay requirements set by higher layers. 

- TCTF MUX 

- this function represents the handUng (insertion for downlink channels and detection and deletion for upUnk 
channels) of the TCTF field in the MAC header, and the respective mapping between logical and transport 
channels. 

The TCTF field indicates the conamon logical channel type, or if a dedicated logical channel is used; 

- UEIdMux; 

for dedicated type logical channels, the UE Id field in the MAC header is used to distinguish between UEs; 

- MBMS Id Mux; 

- for MTCH channels, the MBMS Id field in the MAC header is used to distinguish between MBMS services; 

- TFC selection: 

- in the downlink, transport format combination selection is done for FACH and PCH and for TDD DSCHs; 

- Demultiplex; 

- for TDD operation the demultiplex function is used to separate USCH data from different UEs, i.e. to be 
transferred to different MAC-d entities; 

- DL code allocation; 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



30 



ETSI TS 125 321 V9.8.0 (2012-07) 



- for TDD this function is used to indicate the code used on the DSCH; 
- Flow control; 

a flow control function exists toward MAC-d to limit buffering between MAC-d and MAC-c/sh/m entities, a 
flow control function also exists towards MAC-hs/ehs in case of configuration with MAC-c/sh/m. 

The RLC provides RLC-PDUs to the MAC, which fit into the available transport blocks on the transport channels. 

There is one MAC-c/sh/m entity in the UTRAN for each cell; 



PCCH BCCH SHCCH CCCH CTCH 

(TDD only) 




MAC-c/sh 



TFC selection 



PCH FACH FAGH 



DSCH DSCH 

TDD only TDD only 



USCH USCH 

TDD only TDD only 



MAC -Control 




Flow Control 
MAC-c/sh / MAC-d 



~ to MAC-d 



DL Downlink 

TF Transport Format 

TFC TransportFomiatCombination 



UE 
UL 



User Equipment 
Uplink 



Figure 4.2.4.1.1 : UTRAN side lUlAC arcliitecture / lUlAC-c/sli/m details 



4.2.4.2 MAC-d entity - UTRAN Side 

Figure 4.2.4.2.1 shows the UTRAN side MAC-d entity. 
The following functionaUty is covered: 

- Transport Channel type switching: 

- Transport Channel type switching is performed by this entity, based on decision taken by RRC; this is related 
to a change of radio resources. If requested by RRC, MAC shall switch the mapping of one designated 
logical channel between common and dedicated transport channels. 

- C/T MUX box; 

- the function includes the C/T field when multiplexing of several dedicated logical channels onto one 
transport channel (other than HS-DSCH) or one MAC-d flow (HS-DSCH) is used. If MAC-ehs is configured, 
C/T MUX toward MAC-ehs is not used. 

- LCH MUX box; 

- If MAC-ehs is configured, the LCH MUX function associates each block of MAC-d PDUs of a logical 
channel with the related LCH-ID, regardless whether one or several logical channels are multiplexed onto 
one MAC-d flow. 
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- Priority setting; 

- This function is responsible for priority setting on data received from DCCH / DTCH; 

- Ciphering; 

- Ciphering for transparent mode data to be ciphered is performed in MAC-d. Details about ciphering can be 
found in [10]. 

Deciphering; 

- Deciphering for ciphered transparent mode data is performed in MAC-d. Details about ciphering can be 
found in [10]. 

- DL Scheduling/Priority handling; 

in the downlink, scheduling and priority handling of transport channels is performed within the allowed 
transport format combinations of the TFCS assigned by the RRC. 

- Flow Control; 

a flow control function exists toward MAC-c/sh/m to limit buffering between MAC-d and MAC-c/sh/m 
entities. This function is intended to Umit layer 2 signalUng latency and reduce discarded and retransmitted 
data as a result of EACH or for TDD DSCH congestion. For the lur interface this is specified in [11]. A flow 
control function also exists towards MAC-hs/ehs in case of configuration without MAC-c/sh/m, see 
subclause 4.2.4.2. 

A MAC-d entity using common channels other than the high speed downlink shared channel is connected to a MAC- 
c/sh/m entity that handles the scheduling of the common channels to which the UE is assigned and DL (FACH) priority 
identification to MAC-c/sh/m; 

A MAC-d entity using downlink shared channel is connected to a MAC-c/sh/m entity that handles the shared channels 
to which the UE is assigned and indicates the level of priority of each PDU to MAC-c/sh/m; 

A MAC-d entity using the high speed downlink shared channel may be connected to a MAC-c/sh/m entity that in turn is 
connected to the MAC-hs/ehs entity in the Node B (configuration with MAC-c/sh/m); alternately, a MAC-d entity using 
the high speed downlink shared channel may be connected to the MAC-hs/ehs entity in the Node B in case of 
configuration without MAC-c/sh/m. 

A MAC-d entity using the enhanced dedicated transport channel (Uplink only) is connected to a MAC-es or MAC-is 
entity that handles the re-ordering and combining of data received from different Node Bs. Given that the MAC-es or 
MAC-is is collocated in the SRNC, it is not necessary to flow control this connection. The MAC-es or MAC-is 
indicates the logical channel for which the data is intended, to allow the MAC-d to route it appropriately. 

A MAC-d entity is responsible for mapping dedicated logical channels onto the available dedicated transport channels 
or routing the data received on a DCCH or DTCH to MAC-c/sh/m or to MAC-hs/ehs. 

One dedicated logical channel can be mapped simultaneously on DCH and DSCH in TDD mode. Different scheduling 
mechanisms apply for DCH and DSCH. One dedicated logical channel can be mapped simultaneously on DCH and HS- 
DSCH. 

There is one MAC-d entity in the UTRAN for each UE that has one or more dedicated logical channels to or from the 
UTRAN. 
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Figure 4.2.4.2.1 : UTRAN side lUlAC architecture / lUlAC-d details 



4.2.4.3 MAC-hs entity - UTRAN Side 

There is one MAC-hs entity in the UTRAN for each cell that supports HS-DSCH transmission. The MAC-hs is 
responsible for handhng the data transmitted on the HS-DSCH when configured by upper layers. Furthermore, when 
configured by upper layers, it is responsible for the management of the physical resources allocated to HSDPA. There 
should be priority handhng per MAC-d PDU in the MAC-hs. The MAC-hs is comprised of four different functional 
entities: 

Flow Control: 

This is the companion flow control function to the flow control function in the MAC-c/sh/m in case of 
configuration with MAC-c/sh/m and MAC-d in case of configuration without MAC-c/sh/m. Both entities 
together provide a controlled data fiow between the MAC-c/sh/m and the MAC-hs (Configuration with MAC- 
c/sh/m) or the MAC-d and MAC-hs (Configuration without MAC-c/sh/m) taking the transmission capabihties of 
the air interface into account in a dynamic manner. This function is intended to limit layer 2 signalling latency 
and reduce discarded and retransmitted data as a result of HS-DSCH congestion. Flow control is provided 
independently by MAC-d flow for a given MAC-hs entity. 

Scheduling/Priority Handling: 

This function manages HS-DSCH resources between HARQ entities and data flows according to their priority. 
Based on status reports from associated uphnk signalling either new transmission or retransmission is 
determined. Further it determines the Queue ID and TSN for each new MAC-hs PDU being serviced, and in the 
case of TDD the HCSN is determined. A new transmission can be initiated instead of a pending retransmission at 
any time to support the priority handling. 

In 1.28 Mcps TDD multi-ftequency HS-DSCH cell: 

multiple HARQ processes are assigned for HS-DSCH operaton on every carrier for every user, namely 
HARQ sub-entity; only one HARQ process in HARQ sub-entity is allowed to receive HS-DSCH in one 
TTI for each carrier. 

choice of 6bit or 9bit TSN is configured by upper layer signalhng 
- HARQ: 

One HARQ entity handles the hybrid ARQ functionality for one user. One HARQ entity is capable of supporting 
multiple instances (HARQ process) of stop and wait HARQ protocols. There shall be one HARQ process per 
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HS-DSCH per TTI. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, multiple HARQ processes are assigned 
independently for HS-DSCH operation on every carrier for every user, namely HARQ sub-entity. Only one 
HARQ process in HARQ sub-entity is allowed to receive HS-DSCH in one TTI for each carrier. 

- TFRC selection: 

Selection of an appropriate transport format and resource for the data to be transmitted on HS-DSCH. 

The associated signalUng shown in the figure illustrates the exchange of information between layer 1 and layer 2 
provided by primitives shown in [3]. 
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Figure 4.2.4.3.1 : UTRAN side lUIAC arcliitecture / iVIAC-lis details 




Figure 4.2.4.3.2: UTRAN side MAC architecture/IVIAC-hs details (1.28Mcps TDD multi-frequency HS- 
DSCH operation mode only) 
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4.2.4.4 MAC-es entity - UTRAN Side 

For each UE, there is one MAC-es entity in the SRNC. When configured by the upper layers, the MAC-es sublayer 
handles E-DCH specific functionality, which is not covered in the MAC-e entity in Node B. In the model below, the 
MAC-es comprises the following entities: 

Reordering Queue Distribution: 

The reordering queue distribution fimction routes the MAC-es PDUs to the correct reordering buffer based on 
the SRNC configuration. 

Reordering: 

This function reorders received MAC-es PDUs according to the received TSN and Node-B tagging i.e. (CFN, 
subframe number). MAC-es PDUs with consecutive TSNs are delivered to the disassembly function upon 
reception. Mechanisms for reordering MAC-es PDUs received out-of-order are left up to the implementation. 
There is one Re -ordering Process per logical channel. 

Macro diversity selection (FDD only): 

The function is performed in the MAC-es, in case of soft handover with multiple Node-B s (The soft combining 
for all the cells of a Node-B takes place in the Node-B). This means that the reordering function receives 
MAC-es PDUs from each Node-B in the E-DCH active set. The exact implementation is not specified. 
However the model below is based on one Reordering Queue Distribution entity receiving all the MAC-d flow 
from all the Node-Bs, and one MAC-es entity per UE. 

Disassembly: 

The disassembly function is responsible for disassembly of MAC-es PDUs. When a MAC-es PDU is 
disassembled the MAC-es header is removed, the MAC-d PDU's are extracted and delivered to MAC-d. 
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Figure 4.2.4.4-1 : UTRAN side lUlAC arcliitecture / lUlAC-es details (SIHO case, FDD only) 
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Figure 4.2.4.4-1 b: UTRAN side lUlAC arcliitecture / lUlAC-es details (TDD) 



4.2.4.5 



MAC-e entity - UTRAN Side 



There is one MAC-e entity in the Node B for each UE and one E-DCH scheduler function in the Node-B. When 
configured by the upper layers the MAC-e and E-DCH scheduler handle HSUPA specific functions in the Node B. In 
the model below, the MAC-e and E-DCH scheduler comprises the following entities: 

- E-DCH Scheduling: 

This function manages E-DCH cell resources between UEs. Based on scheduling requests, Scheduling Grants 
are determined and transmitted. The general principles of the E-DCH scheduling are described in subclauses 
1 1.8.2.3 and 1 1.9.2.3 below. However implementation is not specified (i.e. depends on RRM strategy). 

- E-DCH Control: 

The E-DCH control entity is responsible for reception of scheduling requests and transmission of Scheduhng 
Grants. The general principles of the E-DCH schedulhng are described in subclauses 11.8.2.3 and 11.9.2.3 

below. 

De-multiplexing: 

This function provides de-multiplexing of MAC-e PDUs. MAC-es PDUs are forwarded to the associated 
MAC-d flow. 

- HARQ: 

One HARQ entity is capable of supporting multiple instances (HARQ processes) of stop and wait HARQ 
protocols. Each process is responsible for generating ACKs or NACKs indicating dehvery status of E-DCH 
transmissions. The HARQ entity handles all tasks that are required for the HARQ protocol. 

The associated signalhng shown in the figures illustrates the exchange of information between layer 1 and layer 2 
provided by primitives. 
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Figure 4.2.4.5-1 a: UTRAN side MAC architecture / lUlAC-e details (FDD) 
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Figure 4.2.4.5-1 b: UTRAN side lUlAC arcliitecture / lUlAC-e details (TDD) 



4.2.4.6 MAC-ehs entity UTRAN Side 

There is one MAC-ehs entity in the UTRAN for each cell that supports HS-DSCH transmission. The same MAC-ehs 
entity may support HS-DSCH transmission in more than one cell served by the same Node-B (FDD only). The MAC- 
ehs is responsible for handling the data transmitted on the HS-DSCH when configured. There should be priority 
handUng per MAC-ehs SDU in the MAC-ehs. The MAC-ehs is comprised of six different functional entities: 
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Flow Control: 

The flow control for MAC-ehs is identical to the flow control for MAC-hs. 

- Scheduling/Priority HandUng: 

This function manages HS-DSCH resources between HARQ entities and data flows according to their priority 
class. In FDD and 1.28Mcps TDD, the scheduler determines for each TTI if single or dual stream transmission 
should be used. Based on status reports from associated uphnk signalling either new transmission or 
retransmission is determined when operating in CELL_DCH state. In FDD, when operating in CELL_FACH, 
CELL_PCH and URA_PCH state HS-DSCH reception, the MAC-ehs can perform retransmission without uplink 
signalling. In 1.28 Mcps TDD, when operating in CELL_FACH, CELL_PCH and URA_PCH state and HS- 
DSCH reception without dedicated H-RNTI, the MAC-ehs can perform retransmission without uphnk 
signalling. Further it sets the logical channel identifiers for each new reordering SDU and TSNs for each new 
reordering PDU being serviced. To maintain proper transmission priority a new transmission can be initiated on 
a HARQ process at any time. The TSN is unique to each MAC-ehs Queue ID within a HS-DSCH. It is not 
permitted to schedule new transmissions, including retransmissions originating in the RLC layer, along with 
retransmissions originating from the HARQ layer within the same TTI over the same HS-DSCH, and HARQ 
process (FDD only). It is not permitted to schedule new transmissions, including retransmissions originating in 
the RLC layer, along with retransmissions originating from the HARQ layer within the same TTI, and HARQ 
process (TDD only). 

- HARQ: 

One HARQ entity handles the hybrid ARQ functionality for one user and per HS-DSCH transport channel (FDD 
only). One HARQ entity handles the hybrid ARQ functionality for one user (TDD only). One HARQ entity is 
capable of supporting multiple instances (HARQ process) of stop and wait HARQ protocols. There shall be one 
HARQ entity per HS-DSCH, one HARQ process per HS-DSCH per TTI for single stream transmission and two 
HARQ processes per HS-DSCH per TTI for dual stream transmission (FDD only). There shall be one HARQ 
process per TTI for single stream transmission and two HARQ processes per TTI for dual stream transmission 
(TDD only). 

In 1.28 Mcps TDD multi-frequency HS-DSCH cell: 

multiple HARQ processes are assigned for HS-DSCH operaton on every carrier for every user, namely 
HARQ sub-entity; only one HARQ process in HARQ sub-entity is allowed to receive HS-DSCH in one 
TTI for each carrier. 

choice of 6bit or 9bit TSN is configured by upper layer signalling. 
TFRC selection: 

The TFRC selection for MAC-ehs is identical to the TFRC selection of the MAC-hs. 

Priority Queue MUX: 

This function determinates the number of octets to be included in a MAC-ehs PDU from each priority queue 
based on the scheduling decision and available TFRC for this function. 

Segmentation: 

This function performs necessary segmentation of MAC-ehs SDUs. 
The following is allowed: 

The MAC-ehs SDUs included in a MAC-ehs PDU can have a different size and a different priority and can be 
mapped to different logical channels. 

The associated signalling shown in the figure illustrates the exchange of information between layer 1 and layer 2 
provided by primitives shown in [3]. 
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Figure 4.2.4.6-2: UTRAN side MAC architecture/MAC-ehs details (1.28Mcps TDD multi-frequency HS- 
DSCH operation mode only) 
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4.2.4.7 MAC-is entity - UTRAN Side 

For TDD, and for FDD in CELL_DCH and CELL_FACH, for each UE, there is one MAC-is entity in the SRNC. For 
FDD, for CCCH transmission in CELL_FACH state and Idle mode, there is one MAC-is entity per connmon E-DCH 
resource configured in the controlHng RNC. For 1.28 Mcps TDD, for CCCH transmission in CELL_FACH state and 
Idle mode, there is one MAC-is entity per UE in the controlling RNC. When configured by the upper layers, the MAC- 
is sublayer handles E-DCH specific functionality, which is not covered in the MAC-i entity in Node B. In the model 
below, the MAC-is comprises the following entities: 

Disassembly: 

The disassembly function is responsible for disassembly of MAC-is PDUs. When a MAC-is PDU is 
disassembled the MAC-is header is removed. 
Reordering Queue Distribution: 

For DCCH and DTCH transmission, the reordering queue distribution function routes the MAC-is PDUs to the 
correct reordering buffer based on the SRNC configuration. 
- Reordering: 

This function reorders received MAC-is PDUs according to the received TSN and Node-B tagging i.e. (CFN, 
subframe number). MAC-is PDUs with consecutive TSNs are delivered to the disassembly function upon 
reception. Mechanisms for reordering MAC-is PDUs received out-of-order are left up to the implementation. 
There is one Re-ordering Process per logical channel. 
Macro diversity selection (FDD only): 

The function is performed in the MAC-is, in case of soft handover with multiple Node-B s (The soft combining 
for all the cells of a Node-B takes place in the Node-B). This means that the reordering function receives MAC- 
is PDUs from each Node-B in the E-DCH active set and in the Secondary E-DCH Active Set. The exact 
implementation is not specified. However the model below is based on one Reordering Queue Distribution entity 
receiving all the MAC-d flow from all the Node-Bs, and one MAC-is entity per UE. 
Reassembly: 

For DTCH/DCCH transmission, the reassembly function reassembles segmented MAC-d PDUs, and delivers the 
MAC-d PDUs to the correct MAC-d entity. For CCCH transmission, the reassembly function reassembles 
segmented MAC-c PDUs, and deUvers it to the CRC Error Detection function. 
- CRC Error Detection (FDD and 1 .28 Mcps TDD only): 

When the MAC-c PDU is received correctly after reassembly is performed for CCCH, then the CRC field is 
removed and the resulting data is delivered to the MAC-c. However, if a MAC-c PDU has been received with 
an incorrect CRC, the MAC-c PDU is discarded. The size of the CRC field is 8 bits and the CRC is calculated as 
specified in section 4.2.1.1 in [16] or [19]. 
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Figure 4.2.4.7-1 : UTRAN side lUlAC arcliitecture / lUlAC-is details for DCCIH/DTCI-I transmission (SHO 

case, FDD only) 
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Figure 4.2.4.7-1 a: UTRAN side lUIAC arcliitecture / lUIAC-is details for 2 configured uplink frequencies 
(for DTCH and DCCH transmission, SHO case, FDD only) 
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Figure 4.2.4.7-2: UTRAN side lUlAC arcliitecture / lUlAC-is details (TDD) 
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Figure 4.2.4.7-3: UTRAN side lUIAC arcliitecture / lUIAC-is detaiis (for CCCH transmission, FDD and 

1.28 Mcps TDD only) 



4.2.4.8 MAC-i entity - UTRAN Side 

For TDD, and for FDD in CELL_DCH, there is one MAC-i entity in the Node B for each UE. For FDD, there is one 
MAC-i entity in the Node B for each conunon E-DCH resource. For 1.28 Mcps TDD in CELL-FACH state, there is one 
MAC-i entity in the Node B for each UE with dedicated E-RNTI, and one MAC-i entity in the Node B for each 
common E-RNTI. And there is one E-DCH scheduler function in the Node-B. When configured by the upper layers, the 
MAC-i and E-DCH scheduler handle HSUPA specific functions in the Node B. In the model below, the MAC-i and E- 
DCH scheduler comprises the following entities: 

- E-DCH Scheduling: 

This function manages E-DCH cell resources between UEs. Based on scheduling requests. Scheduling Grants 
are determined and transmitted. The general principles of the E-DCH scheduUng are described in subclauses 
1 1.8.2.3 and 1 1.9.2.3 below. However implementation is not specified (i.e. depends on RRM strategy). 

- E-DCH Control: 

The E-DCH control entity is responsible for reception of scheduling requests and transmission of ScheduUng 
Grants. In FDD, for UEs in CELL_FACH state and Idle mode, the E-DCH control entity is additionally 
responsible for collision resolution and common E-DCH resource release by transmitting Scheduling Grants. 
The general principles of the E-DCH schedulUng are described in subclauses 11.8.2.3 and 11.9.2.3 below. 

- De-multiplexing: 

This fiinction provides de-multiplexing of MAC-i PDUs per E-DCH. For DTCH/DCCH transmission, MAC-is 
PDUs are forwarded to the associated MAC-d flow. For CCCH transmission (FDD and 1.28 Mcps TDD only), 
MAC-is PDUs are forwarded to the associated UL Common MAC flow. 

- Read UE id (FDD only): 

In CELL_DCH state, no UE ID is included in the MAC-PDU header. 

In CELL_FACH, the E-RNTI is added in all MAC-i PDUs for DTCH and DCCH transmission at the UE side 
until the UE receives an E-AGCH with its E-RNTI (through an E-RNTI- specific CRC attachment). 
In CELL_FACH state and in Idle mode, CCCH data can be transmitted only as no E-RNTI has been added in the 
MAC-i PDU for transmission from the UE. 

- HARQ: 
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One HARQ entity is capable of supporting multiple instances (HARQ processes) of stop and wait HARQ 
protocols. Each process is responsible for generating ACKs or NACKs indicating delivery status of E-DCH 
transmissions. The HARQ entity handles all tasks that are required for the HARQ protocol. For FDD, there shall 
be one HARQ entity per E-DCH. 

The associated signalling shown in the figures illustrates the exchange of information between layer 1 and layer 2 
provided by primitives. 




Figure 4.2.4.8-1 : UTRAN side lUlAC architecture / lUlAC-i details (FDD) 
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Figure 4.2.4.8-2: UTRAN side lUIAC architecture / lUIAC-i details (TDD) 



4.3 Channel structure 

The MAC operates on tlie ctiannels defined below; tlie transport channels are described between MAC and Layer 1, the 
logical channels are described between MAC and RLC. 

The following subclauses provide an overview, the normative description can be found in [2] and [3] respectively. 

4.3.1 Transport channels 

Common transport channel types are: 

- Random Access Channel(s) (RACH); 
Forward Access Channel(s) (FACH); 

- Downlink Shared Channel(s) (DSCH), for TDD operation only; 

- ffigh Speed Downlink Shared Channel(s) (HS-DSCH); 

- Uphnk Shared Channel(s) (USCH), for TDD operation only; 

- Broadcast Channel (BCH); 

- Paging Channel (PCH); 

Enhanced Dedicated Channel (E-DCH) for UL operation only (FDD and 1.28 Mcps TDD only). 
Dedicated transport channel types are: 

- Dedicated Channel (DCH); 

- Enhanced Dedicated Channel (E-DCH) for UL operation only. 
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4.3.2 Logical Channels 

The MAC layer provides data transfer services on logical channels. A set of logical channel types is defined for 
different kinds of data transfer services as offered by MAC. 

Each logical channel type is defined by what type of information is transferred. 

4.3.2.1 Logical channel structure 

The configuration of logical channel types is depicted in figure 4.3.2.1. 
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Figure 4.3.2.1 : Logical cliannel structure 

4.3.2.2 Control Channels 

Following control channels are used for transfer of control plane information only: 

- Broadcast Control Channel (BCCH); 

- Paging Control Channel (PCCH); 

- Common Control Channel (CCCH); 

- Dedicated Control Channel (DCCH); 

- Shared Channel Control Channel (SHCCH); 

- MEMS point-to-multipoint Control Channel (MCCH); 

- MEMS point-to-multipoint Scheduling Channel (MSCH) 

4.3.2.3 Traffic Channels 

Following traffic channels are used for the transfer of user plane information only: 

- Dedicated Traffic Channel (DTCH); 

- Common Traffic Channel (CTCH); 

- MEMS point-to-multipoint Traffic Channel (MTCH). 
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5 Services provided to upper layers 

This clause describes the different services provided by the MAC to higher layers. For a detailed description of the 
following functions see [2]. 

5.1 Description of Services provided to upper layers 

- Data transfer: This service provides unacknowledged transfer of MAC SDUs between peer MAC entities 
without data segmentation. 

- Reallocation of radio resources and MAC parameters: This service performs on request of RRC execution of 
radio resource reallocation and change of MAC parameters. 

- Reporting of measurements: Local measurements are reported to RRC. 

6 Functions 

6.1 Description of the MAC functions 

The functions of MAC include: 

- mapping between logical channels and transport channels; 

- selection of appropriate Transport Format for each Transport Channel depending on instantaneous source rate; 

- priority handUng between data flows of one UE; 

priority handling between UEs by means of dynamic scheduUng; 
identification of UEs on common transport channels; 

- identification of MBMS services on common transport channels; 

multiplexing/demultiplexing of upper layer PDUs into/from transport blocks delivered to/from the physical layer 

on common transport channels; 

- multiplexing/demultiplexing of upper layer PDUs into/from transport block sets dehvered to/from the physical 
layer on dedicated transport channels; 

- segmentation and reassembly of upper layer PDUs 
traffic volume measurement; 

Transport Channel type switching; 

- ciphering for transparent mode RLC; 

- Access Service Class selection for RACH transmission; 

- control of HS-DSCH transmission and reception including support of HARQ; 

- HS-DSCH Provided Bit Rate measurement; 

- control of E-DCH transmission and reception including support of HARQ; 
generation of uplink scheduling information to assist with E-DCH resource allocation; 

- E-DCH Provided Bit-rate measurement. 
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6.2 Relation between MAC Functions and Transport Channels 

6.2.1 Relation between IVIAC Functions and Transport Cliannels in 
UTRAN 



Table 6.2.1.1 : UTRAN MAC functions corresponding to tlie transport cliannel 
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NOTE 1 : In case of HS-DSCH the TF selection is replaced by TFRC selection. 

NOTE 2: The UTRAN should not perform MAC-ehs segmentation for MAC-ehs SDUs from BCCH and PCCH 
logical channels. 
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6.2.2 Relation of MAC Functions and Transport Channels in UE 



Table 6.2.2.1 : UE MAC functions corresponding to the transport channel 
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7 Services expected from physical layer 

The physical layer offers information ti-ansfer services to MAC. For detailed description, see [3]. 



8 Elements for layer-to-layer communication 

The interaction between the MAC layer and other layers are described in terms of prinnitives where the primitives 
represent the logical exchange of information and control between the MAC layer and other layers. The primitives shall 
not specify or constrain implementations. The MAC is connected to layer 1, RLC and RRC. The following subclauses 
describe the primitives between these layers. 
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8.1 Primitives between layers 1 and 2 

8.1.1 Primitives 

The primitives are described in [3]. 

8.1.2 Parameters 

a) Transport Format Resource Indicator (TFRI) for HS-DSCH: 

- For HS-DSCH the Transport Block size is derived from the TFRI value signalled on the HS-SCCH. The 
mapping between TFRI value and Transport Block size is specified in subclause 9.2.3. 

b) HARQ information for E-DCH: 

- ACK/NACK information (details specified in subclause 9.2.5.1). 

- RSN information (details specified in subclause 9.2.5.1). 

- Power offset (details specified in subclauses 11.8.1.4 and 11.9.1.4). 
E-TFCI (details specified in subclauses 11.8.1.4 and 11.9.1.4). 

c) Relative Grant information for E-DCH (FDD only): 

- Serving Relative Grant information (details specified in subclause 9.2.5.2. 1). 

- Non-serving Relative Grant information (details specified in subclause 9.2.5.2.1). 

d) Absolute Grant information for E-DCH (details specified in subclause 9.2.5.2.2 for FDD and in 9.2.6.2.1 for TDD). 

- Identity Type for E-DCH (FDD only) . 

- Absolute Grant Value. 

- Absolute Grant Scope (FDD only). 

- Absolute Grant Code Resource (TDD only) 

- Absolute Grant Timeslot Resource (TDD only) 

- Absolute Grant Resource Duration (TDD only) 

- E-HICH Indicator (1 .28 Mcps TDD only) 

- E-UCCH Number Indicator (1 .28 Mcps TDD only) 

e) Happy Bit (FDD only, details specified in subclause 9.2.5.2.2). 

f) Synchronization Command ( 1.28 Mcps TDD only, details specified in subclause 11.6.3.1). 

8.2 Primitives between IVIAC and RLC 
8.2.1 Primitives 

The primitives between MAC layer and RLC layer are shown in table 8.2.1.1. 
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Table 8.2.1.1 : Primitives between lUlAC layer and RLC layer 



Generic Name 


Parameter 


Request 


indication 


Response 


Confirm 


iUIAC-DATA 


Data, BO, UE-ID type 
indicator, RLC Entity 
Info 


Data, No_TB, 
TD (note). Error 
indication 






iWAC-STATUS 




No_PDU, PDU_Size, 
TX status 


BO, 

RLC Entity Info 




NOTE: TDD only. 



MAC-DATA-Req/Ind: 

- MAC-DATA-Req primitive is used to request that an upper layer PDU be sent using the procedures for the 
information transfer service; 

MAC-DATA-Ind primitive indicates the arrival of upper layer PDUs received within one transmission time 
interval by means of the information transfer service. 

MAC-STATUS-Ind/Resp: 

MAC-STATUS-lnd primitive indicates to RLC for each logical channel the rate at which it may transfer data to 
MAC. Parameters are the number of PDUs that can be transferred in each transmission time interval and the 
PDU size; it is possible that MAC would use this primitive to indicate that it expects the current buffer 
occupancy of the addressed logical chaimel in order to provide for optimised TFC selection on transport 
channels with long transmission time interval. At the UE, MAC-STATUS-lnd primitive is also used to indicate 
from MAC to RLC that MAC has requested data transmission by PHY (i.e. PHY-DATA-REQ has been 
submitted, see Fig. 1 1.2.2.1), or that transmission of an RLC PDU on RACH or that the common E-DCH 
resource acquisition of Enhanced Uplink in CELL_FACH state or Idle mode has failed due to exceeded 
preamble ramping cycle counter. 

- MAC-STATUS-Resp primitive enables RLC to acknowledge a MAC-STATUS-lnd. It is possible that RLC 
would use this primitive to indicate that it has nothing to send or that it is in a suspended state or to indicate the 
current buffer occupancy to MAC. 

8.2.2 Parameters 

a) Data: 

- it contains the RLC layer messages (RLC-PDU) to be transmitted, or the RLC layer messages that have been 
received by the MAC sub-layer. 

b) Number of transmitted transport blocks (No_TB) : 

- indicates the number of transport blocks transmitted by the peer entity within the transmission time interval, 
based on the TFT value. 

c) Buffer Occupancy (BO): 

- the parameter Buffer Occupancy (BO) indicates for each logical channel the amount of data in number of 
bytes that is available for transmission and retransmission in RLC layer. When MAC is connected to an AM 
RLC entity, control PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be 
included in the BO. RLC PDUs that have been transmitted but not negatively acknowledged by the peer 
entity shall not be included in the BO. 

d) RX Timing Deviation (TD), TDD only: 

it contains the RX Timing Deviation as measured by the physical layer for the physical resources carrying the 
data of the Message Unit. This parameter is optional and only for Indication. It is needed for the transfer of 
the RX Timing Deviation measurement of RACH transmissions carrying CCCH data to RRC. 

e) Number of PDU (No_PDU): 
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- specifies the number of PDUs that the RLC is permitted to transfer to MAC within a transmission time 



f) PDU Size (PDU_Size): 

- specifies the size of PDU that can be transferred to MAC within a transmission time interval. 

g) UE-ID Type Indicator: 

indicates the UE-ID type to be included in MAC for a DCCH and DTCH when they are mapped onto a 
conmion transport channel (i.e. FACH, RACH in FDD). On the UE side UE-ID Type Indicator shall always 
be set to C-RNTI. 



- when set to value "transmission unsuccessful" this parameter indicates to RLC that transmission of an RLC 
PDU failed in the previous Transmission Time Interval, when set to value "transmission successful" this 
parameter indicates to RLC that the requested RLC PDU(s) has been submitted for transmission by the 
physical layer. 

i) RLC Entity Info 

indicates to MAC the configuration parameters that are critical to TFC selection depending on its mode and 
the amount of data that could be transmitted at the next TTl. This primitive is meant to insure that MAC can 
perform TFC selection (see subclause 11.4). 

j) Error indication 

- When a MAC SDU is delivered to upper layer, an error indication is given for the SDU to upper layer if an 
error indication for the SDU has been received from lower layer. 



interval. 



h) TX status: 



k) (Void) 



8.3 



Primitives between IVIAC and RRC 



8.3.1 



Primitives 



The primitives between MAC and RRC are shown in table 8.3.1.1. 
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Table 8.3.1.1 : Primitives between lUlAC sub-layer and RRC 



Generic Name 


Parameter 


Request 


Indication 


Response 


Confirm 


CiUIAC-CONFiG 


UE information elements, 

RB information elements, 

TrCH information elements, 

RACH transmission control elements. 

Ciphering elements, 

MBIVIS information elements, 

E-DCH configuration elements. 

Idle interval information elements 

(TDD only) 








CiWAC- 
MEASUREMENT 


IVIeasurement information elements 


IVIeasurement 
result 






CiMAC-STATUS 


Cell Reselection(1 .28 Mcps TDD only) 


Status info, 
E-DCH resource 
index, Enhanced 
Uplink in 

CELL_FACH and 
Idle mode 
process 
termination, 
E-RUCCH 
failure(only for 
1.28Mcps TDD), 
Cell Reselection 
Indication 
process 
termination (1 .28 
Mcps TDD only) 







CMAC-CONBTG-Req: 

- CMAC-CONFTG-Req is used to request for setup, release and configuration of a logical channel, e.g. RNTI 
allocation, switching the connection between logical channels and transport channels, TFCS update or 
scheduling priority of logical channel. 

CMAC-MEASUREMENT-Req/Ind: 

- CMAC-MEASUREMENT-Req is used by RRC to request MAC to perform measurements, e.g. traffic volume 
measurements; 

- CMAC-MEASUREMENT-lnd is used to notify RRC of the measurement result. 
CMAC-STATUS-Req: 

- CMAC-STATUS-Req primitive notifies MAC of status information. 
CMAC-STATUS-Ind: 

- CMAC-STATUS-Ind primitive notifies RRC of status information. 

8.3.2 Parameters 

See [7] for a detailed description of the UE, RB and TrCH information elements. 

a) UE information elements 
S-RNTI 
SRNC identity 
C-RNTl 
Activation time 

Primary E-RNTI configured per Configured Uplink Frequency 
Secondary E-RNTI configured per Configured Uphnk Frequency 
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b) RB information elements 

RB multiplexing info (Transport channel identity, Logical channel identity, MAC logical channel priority) 
DDI mapping table for E-DCH transmission 

Indication whether the Logical channel is considered when the Scheduling Information is generated 

c) TrCH information elements 
Transport Format Combination Set 
MAC-hs/ehs reset indicator 
MAC-es/e/i/is reset indicator 
Re-ordering release timer (Tl) 

HARQ Profile parameters (power offset, maximum number of re-transmissions and for 1.28 Mcps TDD 

retransmission timer) 

E-DCH TTI duration (FDD only) 

Allowed combinations for multiplexing of MAC-d flows into MAC-e PDUs or MAC-i PDUs 
E-DCH grant type of MAC-d flows (scheduled or non- scheduled) 

List of HARQ processes on which non-scheduled grants are allowed (for FDD only, this is if the grant type is 
non-scheduled and the E-DCH TTI duration is 2ms) in the Primary Uplink Frequency. 
TSN field extension for MAC-ehs entity (for FDD only) 
TSN field extension for MAC-i/is entity (for FDD only) 

d) Measurement information elements 
Reporting Quantity identifiers 

Time interval to take an average or a variance (appUcable when Average or Variance is Reporting Quantity) 
CELL_DCH measurement occasion info LCR. 

e) Measurement result 
Reporting Quantity 

f) Status info 

when set to value "transmission unsuccessful" this parameter indicates to RRC that transmission of a TM RLC 
PDU failed (due to e.g. Maximum number of preamble ramping cycles reached for RACH in FDD), when set to 
value "transmission successful" this parameter indicates to RRC that the requested TM RLC PDU(s) has been 
submitted for transmission by the physical layer. 

g) RACH transmission control 

Set of ASC parameters (identifier for PRACH partitions, persistence values) 

Maximum number of preamble ramping cycles (FDD) or synchronisation attempts (1.28 Mcps TDD) M„^ 
Minimum and maximum number of time units between two preamble ramping cycles, NBoimmand NBoimax (FDD 
only) 

ASC for RRC CONNECTION REQUEST message 
Type of random access procedure (1.28 Mcps only) 

Enhanced Uplink in CELL_FACH and Idle mode support indicator (FDD and 1.28 Mcps TDD only) 

h) Ciphering elements 
Ciphering mode 
Ciphering key 
Ciphering sequence number 

i) (Void) 

j) MEMS information elements 
MEMS Id 

k) E-DCH configuration elements 

E-DPCCH to DPCCH power offset (FDD only) 
Happy bit delay condition (FDD only) 
E-TFCI table index 

minimum set E-TFCI per Configured Uplink Frequency (FDD only) 
Reference E-TFCI (FDD only) 

Periodicities for Scheduling Information with and without grant (FDD only) 

The code, timeslots and maximum power available per TDD resource unit per slot in TTIs designated for non- 
scheduled use by a given UE (TDD only) 
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The frames designated for non-scheduled use by a given UE (specified by means of a start frame number, 
repetition period and repetition length) (3.84/7.68 Mcps TDD only) 

The subframes designated for non-scheduled use by a given UE (specified by means of a start subframe number, 
repetition period and repetition length) (1.28 Mcps TDD only) 
Scheduling Information power offset 

List of HARQ processes on which scheduled grants are allowed per Configured Uplink Frequency (for FDD 

only, this is if the E-DCH TTI duration is 2ms) 

Initial Serving Grant value and type (FDD only) 

E-DCH maximum and minimum allowed coderates (TDD only) 

A table of paired values, each pair consists of code rate and P normative value (TDD only). 

Parameters controlUng E-RUCCH operation, such as T-RUCCH, T-SCHED, and a set of persistence values 

(one for each ASC) associated with E-RUCCH (3.84/7.68 Mcps TDD only) 

Symbol offset Soffset (FDD only in CELL_FACH state and Idle mode) 

Additional E-DCH transmission back off (FDD only in CELL_FACH state or Idle mode) 

E-DCH transmission continuation back off (FDD only in CELL_FACH state or Idle mode) 

Maximum period for collision resolution phase (FDD only in CELL_FACH state and Idle mode) 

Maximum E-DCH resource allocation for CCCH (FDD only in CELL_FACH state and Idle mode) 

Parameters controUing E-RUCCH operation, such as T-RUCCH, N-RUCCH, T-WAIT, T-SI associated with E- 

RUCCH (1.28 Mcps TDD only) 

Conmion E-RNTIs Ust for CCCH transmission (1.28 Mcps TDD only in CELL_FACH state and Idle mode) 

1) DTX-DRX and HS-SCCH less Information Elements (FDD only) 

MAC DTX Cycle 

MAC Inactivity Threshold 

UE DTX DRX Offset 

HS-SCCH less mode of operation 

Inactivity Threshold for UE Grant Monitoring 

Inactivity Threshold for UE DTX cycle 2 

Default SG in DTX Cycle 2 

m) E-DCH resource index (FDD only). 

n) Enhanced Uplink in CELL_FACH and Idle mode process termination (FDD only) 
o) Cell Reselection Indication process termination (1.28 Mcps TDD only) 
p) E-RUCCH failure(only for 1.28Mcps TDD) 

q) HS-DSCH/E-DCH SPS Information Elements (1.28 Mcps TDD only) 

HS-DSCH SPS operation 
E-DCH SPS operation 

r) Idle interval information elements (TDD only) 

Idle interval period 
Idle interval offset 

s) Cell Reselection (1.28 Mcps TDD only) 

t) MIMO operation (1.28 Mcps TDD only) 



9 Elements for peer-to-peer comnnunication 

9.1 Protocol data units 
9.1.1 General 

A MAC PDU is a bit string, with a length not necessarily a multiple of 8 bits. In the drawings in clause 9.1, bit strings 
are represented by tables in which the first bit is the leftmost one on the first Une of the table, the last bit is the rightmost 
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on the last line of the table, and more generally the bit string is to be read from left to right and then in the reading order 
of the lines. 

Depending on the provided service, MAC SDUs are bit strings with any non-null length, or bit strings with an integer 
number of octets in length. An SDU is included into a MAC PDU from first bit onward. 

In the UE for the uplink, all MAC PDUs delivered to the physical layer within one TTI are defined as Transport Block 
Set (TBS). It consists of one or several Transport Blocks, each containing one MAC PDU. The Transport Blocks, shall 
be transmitted in the order as dehvered from RLC. When multiplexing of RLC PDUs from different logical channels is 
performed on MAC, the order of all Transport Blocks originaling from the same logical channel shall be the same as the 
order of the sequence dehvered from RLC. The order of the different logical channels in a TBS is set by the MAC 
protocol. 

9.1 .2 MAC PDU (not HS-DSCH or E-DCH) 

A MAC PDU consists of an optional MAC header and a MAC Service Data Unit (MAC SDU), see figure 9.1.2.1. Both 
the MAC header and the MAC SDU are of variable size. 

The content and the size of the MAC header depends on the type of the logical channel, and in some cases none of the 
parameters in the MAC header are needed. 

The size of the MAC-SDU depends on the size of the RLC-PDU, which is defined during the setup procedure. 



MAC header MAC SDU 



< 






N 


1 




» 


TCTF 


UE-ld 
type 


UE-ld or 
MBMS-ld 


C/T 


MAC SDU 



Figure 9.1.2.1: MAC PDU 



9.1 .3 MAC-d PDU (HS-DSCH) 

For HS-DSCH the MAC-d PDU format equals the MAC PDU format for the non HS-DSCH case. 

9.1.4 MAC PDU (HS-DSCH) 

There are two different MAC PDU formats for HS-DSCH. Depending on configuration by higher layers the format is 
either MAC-hs or MAC-ehs. The MAC PDU format is determined by upper layer signalling [7]. 

When MAC-hs is configured, a MAC PDU for HS-DSCH consists of one MAC-hs header and one or more MAC-hs 
SDUs where each MAC-hs SDU equals a MAC-d PDU. A maximum of one MAC-hs PDU can be transmitted in a TTI 
per UE. The MAC-hs header is of variable size. The MAC-hs SDUs in one TTI belongs to the same reordering queue. 
If the UE receives successive MAC-hs SDUs of the same size in the MAC-hs PDU, represented by multiple (SID, N) 
combinations, the UE behaviour is not specified. In 1.28 Mcps TDD multi-frequency HS-DSCH cell, TSN can be 
extended to 9bit as indicated by RRC signalling. When TSN is extended to 9bit, the 3 least significant bits are placed 
after the last MAC-hs SDU. 
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Figure 9.1.4.1: iUIAC-hs PDU 

When MAC-ehs is configured, a MAC PDU for HS-DSCH consists of one MAC-ehs header and one or more 
reordering PDUs. Each reordering PDU consists of one or more reordering SDUs belonging to the same priority queue. 
All reordering SDUs belonging to the same priority queue in one TTI shall be mapped to the same reordering PDU. 
Each reordering SDU equals a complete MAC-ehs SDU or a segment of a MAC-ehs SDU. Each MAC-ehs SDU equals 
a MAC-d PDU or a MAC-c PDU (FDD and 1.28 Mcps TDD only). The LCH-ID and L fields are repeated per 
reordering SDU. The TSN and SI fields are repeated per reordering PDU. In 1 .28 Mcps TDD multi-frequency HS- 
DSCH cell, TSN can be extended to 9bit as indicated by RRC signalling. When TSN is extended to 9bit, the 3 least 
significant bits are placed after the last reordering PDU. If several TSNs is included in MAC-ehs header, the extented 
bits of TSN should be concatenated in the same order as that of the TSN occurrrence in the MAC-ehs header. For FDD, 
the size of the TSN field is configurable by upper layers [7]. 

The presence of the TSNj and SI, fields is based on the value of the LCH-IDj; if the LCH-IDj is mapped to the same 
reordering queue as LCH-IDj. 1 or if the value of LCH-IDj. 1 is equal to the value of LCH-IDj, there is no TSNj or Slj 
field. The mapping of the LCH-ID to the reordering queue is provided by upper layers [7], except for BCCH or PCCH 
where no reordering is apphed. The TSNi and SIi fields are always present. For BCCH or PCCH the TSN field, if 
present, is always set to zero, the SI field, if present, is always set to '00' and the TSN and SI fields shall be ignored by 
the receiver. 

Depending on the HS-DSCH physical layer category, the maximum number of MAC-ehs PDUs that can be transmitted 
in a TTI per UE is one or two per HS-DSCH transport channel. 

The reordering SDUs in one TTI can belong to different priority queues. The reordering SDUs in one TTI can belong to 
at most 3 priority queues. The MAC-ehs header is of variable size. 

The UE behaviour is unspecified, if any of the following conditions are met: 

- if reordering SDUs in one TTI belong to more than 3 priority queues, 

if the TSN field extension for MAC-ehs entity is not configured and MAC-ehs PDU(s) received during one TTI 

contain more than 26 reordering SDUs, or, 

if the TSN field extension for MAC-ehs entity is configured and MAC-ehs PDU(s) received during one TTI 
contain more than 44 reordering SDUs. 
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Figure 9.1.4.2: lUIAC-ehs PDU 
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Figure 9.1.4.3: lUIAC-hs PDU (1.28i\/lcps TDD muiti-frequency HS-DSCH operation mode oniy) 
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Figure 9.1.4.4: iUIAC-ehs PDU (1.28l\/lcps TDD multi-frequency HS-DSCH operation mode only) 



9.1.5 MAC PDU (E-DCH) 

There are two different MAC PDU formats for E-DCH. Depending on configuration by upper layers the format is either 
MAC-e/es or MAC-i/is. The MAC PDU format is determined by upper layer signalling [7]. 

When MAC-e/es is configured, there are two MAC sublayers, MAC-e and MAC-es. MAC-es sits on top of MAC-e and 
receives PDUs directly from MAC-d. MAC-es SDUs (i.e. MAC-d PDUs) of the same size, coming from a particular 
logical channel are multiplexed together into a single MAC-es payload. There is one and only one MAC-es PDU per 
logical channel per TTI (since only one MAC-d PDU size is allowed per logical channel per TTI). To this payload is 
prepended the MAC-es header (see subclause 9.2.4.1). The number of PDUs, as well as the one DDI value identifying 
the logical channel, the MAC-d flow and the MAC-es SDU size are included as part of the MAC-e header. In case 
sufficient space is left in the E-DCH transport block or if Scheduling Information needs to be transmitted, an SI will be 
included at the end of the MAC-e PDU (see subclause 9.2.4.2). Multiple MAC-es PDUs from multiple logical channels, 
but only one MAC-e PDU can be transmitted in a TTI. 

In the example MAC-e PDU shown in figure 9.1.5.2a, the field DDIq is referring to the specific DDI value that indicates 
that there is an SI included in the MAC-e PDU (see subclause 9.2.4.2). This header will not be associated with a new 
MAC-es payload. Figure 9.1.5.2b shows the MAC-e PDU format when SI is sent alone. In this case DDIq is not 
included in the MAC-e PDU and E-TFCI value is used. 
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Figure 9.1.5.2a: lUIAC-e PDU 
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Figure 9.1.5.2b: lUIAC-e PDU (SI is sent aione) 

When MAC-i/is is configured, there are two MAC sublayers, MAC-i and MAC -is. MAC-is sits on top of MAC -i and 
receives PDUs directly from MAC-d and MAC-c (FDD and 1.28 Mcps TDD only). When MAC-i/is is configured, a 
MAC PDU for E-DCH consists of one MAC-i header and one or more MAC-is PDUs. Each MAC-is PDU consists of 
one or more MAC-is SDUs belonging to the same logical channel. Each MAC-is SDU equals a complete or a segment 
of a MAC-d PDU or a MAC-c PDU (FDD and 1.28 Mcps TDD only). The MAC-is SDUs can have different sizes. The 
LCH-ID and L fields are repeated per MAC-is SDU (see subclause 9.2.4.4). The TSN and SS fields are repeated per 
MAC-is PDU (see subclause 9.2.4.3). Multiple MAC-is PDUs from multiple logical channels, but only one MAC-i 
PDU can be transmitted in a TTl per E-DCH. In case sufficient space is left in the E-DCH transport block or if 
Scheduling Information needs to be transmitted, an SI will be included at the end of the MAC-i PDU (see Figure 
9.1.5.4a and subclause 1 1.8.1.6 and subclause 1 1.9.1.5). For FDD and in CELL_FACH state only, the UE's E-RNTI 
can be included in the MAC-i header. Its inclusion is signalled with a reserved LCH-ID value. 
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MAC-d PDUs coming from one Logical Cheinnel 
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Figure 9.1.5.3 lUIAC-is PDU. 
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Figure 9.1.5.4a: lUIAC-i PDU. 



SI 
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Figure 9.1.5.4b: lUIAC-i PDU (SI is sent alone) 
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Figure 9.1.5.4c: MAC-i header part for E-RNTI transmission (FDD only) 
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Figure 9.1.5.4c-1: MAC-i PDU (SI is sent alone before contention resolution) (FDD only) 
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MAC-c PDU 



CRC 

(8 bits) 



Figure 9.1.5.4d: lUIAC-c PDU witli CRC for CCCH transmissions (FDD and 1.28 lUlcpsTDD only) 
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9.2 Formats and parameters 

NOTE: MAC header field encodings as specified in this clause with designation "Reserved" are forbidden to be 
used by a sender in this version of the protocol. 

9.2.1 MAC PDU: Parameters of the MAC PDU header (not HS-DSCH or 
E-DCH) and MAC-d PDU header (HS-DSCH and E-DCH) 

The following fields are defined for the MAC header for transport channels other than HS-DSCH and for the MAC-d 
PDU header for HS-DSCH: 

- Target Channel Type Field 

The TCTF field is a flag that provides identification of the logical channel class on EACH, USCH (TDD only), 
DSCH (TDD only) and RACH transport channels, i.e. whether it carries BCCH, CCCH, CTCH, SHCCH, 
MCCH, MTCH, MSCH or dedicated logical channel information. The size and coding of TCTF for FDD and 
TDD are shown in tables 9.2.1.1, 9.2.1.2, 9.2.1.3, 9.2.1.4 and 9.2.1.5. Note that the size of the TCTF field of 
FACH for FDD is 2,4 or 8 bits and for TDD is either 3 or 5 bits depending on the value of the 3 most significant 
bits. The TCTF of the RACH for TDD is either 2 or 4 bits depending on the value of the 2 most significant bits. 
Note that for 3.84 Mcps TDD 1MB MBSFN the size and coding of the TCTF field follows the definition in Table 
9.2.1.2, i.e. as per the coding for TCTF on FACH for FDD. 

Table 9.2.1 .1 : Coding of the Target Channel Type Field on FACH for TDD 



TCTF 


Designation 


000 


BCCH 


001 


CCCH 


010 


CTCH 


01100 


DCCH or DTCH 
over FACH 


01101 


MCCH 


01110 


MTCH 




MSCH 


01111 




100 


SHCCH 


101-111 


Reserved 
(PDUs with this coding 
will be discarded by this 
version of the protocol) 
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Table 9.2.1.2: Coding of the Target Channel Type Field on FACH for FDD 



1 u 1 r 


Designation 


00 


BCCH 


01000000 


CCCH 


01000001- 


Reserved 


01001 1 1 1 


(PDUs with this coding 
will be discarded by this 
version of the protocol) 


01010000 


MCCH 


01010001- 


Reserved 


0101 1 110 


(PDUs with this coding 

will be discarded by this 
version of the protocol) 


01011111 


MSCH 


0110 


IVITCH 


0111 


Reserved 
(PDUs with this coding 
will be discarded by this 
version of the protocol) 


10000000 


CTCH 


10000001- 


Reserved 


10111111 


(PDUs with this coding 
will be discarded by this 
version of the protocol) 


11 


DCCH or DTCH 
over FACH 



Table 9.2.1.3: Coding of the Target Channel Type Field on USCH or DSCH (TDD only) 



TCTF 


Designation 





SHCCH 


1 


DCCH or DTCH over 
USCH or DSCH 



Table 9.2.1.4: Coding of the Target Channel Type Field on RACH for FDD 



TCTF 


Designation 


00 


CCCH 


01 


DCCH or DTCH 
over RACH 


10-11 


Reserved 
(PDUs with this coding 
will be discarded by this 
version of the protocol) 



Table 9.2.1.5: Coding of the Target Channel Type Field on RACH for TDD 



TCTF 


Designation 


00 


CCCH 


0100 


DCCH or DTCH 
Over RACH 


0101- 


Reserved 


0111 


(PDUs with this coding 
will be discarded by this 
version of the protocol) 


10 


SHCCH 


11 


Reserved 
(PDUs with this coding 
will be discarded by this 
version of the protocol) 
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- C/T field 

The C/T field provides identification of the logical channel instance when multiple logical channels are carried 
on the same transport channel (other than HS-DSCH) or same MAC-d flow (HS-DSCH). The C/T field is used 
also to provide identification of the logical channel type on dedicated transport channels and on FACH and 
RACH when used for user data transmission. The size of the C/T field is fixed to 4 bits for both common 
transport chaimels and dedicated transport channels. Table 9.2.1.5a shows the 4-bit C/T field. 



Table 9.2.1.5a: Structure of the C/T field 



C/T field 


Designation 


0000 


Logical channel 1 


0001 


Logical channel 2 






1110 


Logical channel 15 


1111 


Reserved 
(PDUs with this coding will be 
discarded by this version of 
the protocol) 



- UE-ld 

The UE-ld field provides an identifier of the UE on common transport channels. The following types of UE-ld 
used on MAC are defined: 

- UTRAN Radio Network Temporary Identity (U-RNTl) may be used in the MAC header of DCCH using 
RLC UM (SRB 1), when mapped onto common transport chaimels in downlink direction; the U-RNTI is 
never used in upUnk direction; 

Cell Radio Network Temporary Identity (C-RNTl) is used on DTCH and DCCH in uplink, and may be used 
on DCCH in downlink and is used on DTCH in downlink when mapped onto common transport channels, 
except when mapped onto DSCH transport chaimel in TDD; 



Table 9.2.1.6: Lengths of UE Id field 



UE Id type 


Length of UE Id field 


U-RNTI 


32 bits 


C-RNTI 


16 bits 



- UE-ld Type 

The UE-ld Type field is needed to ensure correct decoding of the UE-ld field in MAC Headers. 



Table 9.2.1.7: UE-ld Type field definition 



UE-ld Type field 2 bits 


UE-ld Type 


00 


U-RNTI 


01 


C-RNTI 




Reserved 


10 


(PDUs with this coding will be 
discarded by this version of 
the protocol) 


11 


Reserved 
(PDUs with this coding will be 
discarded by this version of 
the protocol) 



- MBMS-ld 

The MBMS-Id field provides an identifier of MTCH for an MBMS service carried on FACH. The MBMS- 
ld is used in the MAC header of MTCH mapped onto FACH in downlink direction; the MBMS-ld is never 
used in uplink direction. The MBMS Id to be used by MAC is configured through the MAC control SAP. 
The length of the MBMS-ld field is 4 bits. Table 9.2.1.7a shows the 4-bit MBMS-ld field. 
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Table 9.2.1.8: Structure of the MBMS-ld field 



MBMS-ld 


MBMS logical channel 




lUclllliy 11 \ 


0000 


1 


0001 


2 






1110 


15 


1111 


Reserved 
(PDUs with this coding will be 
discarded by this version of 
the protocol) 



9.2.1 .1 MAC header for DTCH and DCCH (not mapped on HS-DSCH or E-DCH) 

a) DTCH or DCCH mapped to DCH, no multiplexing of dedicated channels on MAC: 

- no MAC header is required. 

b) DTCH or DCCH mapped to DCH, with multiplexing of dedicated channels on MAC: 

- C/T field is included in MAC header. 

c) DTCH or DCCH mapped to RACH/FACH: 

- TCTF field, C/T field, UE-Id type field and UE-Id are included in the MAC header. For FACH, the UE-Id 
type field used is the C-RNTI or U-RNTI. For RACH, the UE-Id type field used is the C-RNTI. 

d) DTCH or DCCH mapped to DSCH or USCH: 

- the TCTF field is included in the MAC header. The C/T field is included if multiplexing on MAC is applied. 

e) DTCH or DCCH mapped to DSCH or USCH where DTCH or DCCH are the only logical channels: 

- The C/T field is included in the MAC header if multiplexing on MAC is applied. 



Case a): 
Case b): 
Case c): 
Case d): 
Case e): 



C/T 



I C/T ' 
I I 



MAC SOU 



MAC SDU 



TCTF 


UE-Id 
type 


UE-Id 


C/T 


MAC SDU 
















TCTF 


C/T 


MAC SDU 



MAC SDU 



Figure 9.2.1.1.1: MAC PDU formats for DTCH and DCCH 

9.2.1 .la MAC-d Header for DTCH and DCCH (mapped on HS-DSCH) 

In CELL_DCH state, the MAC-d PDU header for DTCH and DCCH mapped on HS-DSCH is as shown in figure 
9.2.1. la.l. 
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C/T field is included in the MAC-d PDU header if multiplexing on MAC is applied. 
If MAC-ehs is configured by upper layers [7], no MAC-d PDU header is required. 



i C/T 



MAC SDU 



Figure 9.2.1. Ia.1 MAC-d PDU format for DTCH and DCCH mapped on HS-DSCH 

9.2.1 .1 b MAC-d Header for DTCH and DCCH (mapped on E-DCH) 

For DTCH and DCCH mapped on E-DCH there is no need for a MAC-d header. Therefore, the MAC-d PDU is as 
shown in figure 9.2.1.1b.l. 

MAC SDU 



Figure 9.2.1. Ib.1 iUIAC-d PDU format for DTCH and DCCH mapped on E-DCH 

9.2.1 .1c MAC-d or MAC-c headers for DTCH and DCCH (mapped on HS-DSCH, FDD 
and 1 .28 Mcps TDD only) 

In FDD and 1.28 Mcps TDD, the MAC-c/MAC-d PDU header for DTCH and DCCH mapped on HS-DSCH 
CELL_FACH, CELL_PCH state is as shown in figure 9.2.1. lc-1. 

- there is no MAC-d header included for DTCH and DCCH. 

- there is no MAC-c header included for DTCH and DCCH when UE dedicated H-RNTI is used. 

- the U-RNTI is only included as MAC-c header to MAC-d PDU for DCCH (SRB#1 only)when common H-RNTI 
is used 



MAC SDU 



U-RNTI 



MAC SDU 



Figure 9.2.1.1c-1: lUIAC-d/IUIAC-c PDU format for DTCH and DCCH mapped on HS-DSCH (FDD and 1.28 

lUlcpsTDD only) 

9.2.1.2 MAC header for BCCH 

a) BCCH mapped to BCH: 

- no MAC header is included. 

b) BCCH mapped to FACH: 

- the TCTF field is included in MAC header. 

c) in FDD and 1.28 Mcps TDD, when BCCH mapped to HS-DSCH 

- the MAC-ehs header is included. 
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Case a) 



Case b) 



Case c) 



MAC SDU 



TCTF 



MAC SDU 



MAC-ehs 



MAC SDU 



Figure 9.2.1.2.1 : MAC PDU formats for BCCH 

9.2.1.3 MAC header for PCCH 

There is no MAC header for PCCH when mapped on PCH. 

In FDD and 1.28 Mcps TDD when PCCH is mapped on HS-DSCH: 

- the MAC-ehs header is included as depicted in Figure 9.2.1.3-1. 



MAC-ehs 



MAC SDU 



Figure 9.2.1.3-1 : lUlAC PDU format for PCCH (FDD and 1.28 lUlcps TDD only) 
9.2.1.4 MAC header for CCCH 

CCCH mapped to RACH/FACH: 

- TCTF field is included in MAC header. 

In FDD and 1.28 Mcps TDD, CCCH mapped to HS-DSCH and to E-DCH: 

- no MAC-c header is included. 



TCTF 



MAC SDU 



Figure 9.2.1.4-1 : lUlAC PDU format for CCCH mapped to RACH/FACH 



MAC SDU 



Figure 9.2.1.4-2: lUlAC-c PDU format for CCCH mapped to HS-DSCH or E-DCH (FDD and 1.28 lUlcps 

TDD only) 

9.2.1 .5 MAC Header for CTCH 

The TCTF field is included as MAC header for CTCH as shown in figure 9.2. 1 .5. 1 . 



TCTF 



MAC SDU 



Figure 9.2.1.5.1 : lUlAC PDU format for CTCH 



9.2.1 .6 MAC Header for SHCCH 

The MAC header for SHCCH is as shown in figure 9.2.1.6.1. 
a) SHCCH mapped to RACH and USCH/FACH and DSCH: 
- TCTF has to be included. 
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b) SHCCH mapped to RACH and USCH/FACH and DSCH, where SHCCH is the only channel. 



Case a): 



Case b): 



TCTF 



MAC SDU 



MAC SDU 



Figure 9.2.1.6.1 : MAC PDU format for SHCCH 



9.2.1 .7 MAC Header for MCCH 

The MAC PDU format for MCCH is as shown in figure 9.2.1.7.1. 

a) If the MAC header for MCCH is not configured through the MAC control SAP: 

- there is no MAC header for MCCH. 

b) If the MAC header for MCCH is configured through the MAC control SAP: 

- TCTF field is included in the MAC header for MCCH. 

NOTE: If MCCH is not the only channel on the FACH, the MAC header shall be configured for the MCCH. 



Case a): 



MAC SDU 



Case bj: 



TCTF 



MAC SDU 



Figure 9.2.1.7.1 : lUlAC PDU format for lUlCCH 

9.2.1.8 MAC Header for MTCH 

The TCTF field and MBMS-Id field are included in the MAC header for MTCH as shown in figure 9.2.1.8.1. 



TCTF 



MBMS-Id 



MAC SDU 



Figure 9.2.1.8.1 : lUlAC PDU format for lUlTCH 

9.2.1 .9 MAC Header for MSCH 

The MAC PDU format for MSCH is as shown in figure 9.2. 1 .9. 1 . 

a) If the MAC header for MSCH is not configured through the MAC control SAP: 

- there is no MAC header for MSCH. 

b) If the MAC header for MSCH is configured through the MAC control SAP: 

- TCTF field is included in the MAC header for MSCH. 

NOTE: If MSCH is not the only channel on the FACH, the MAC header shall be configured for the MSCH. 
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Case a): 



MAC SDU 



Case b): 



TCTF 



MAC SDU 



Figure 9.2.1.9.1 : MAC PDU format for MSCH 



9.2.2 MAC PDU: Parameters of the MAC header (HS-DSCH) 

If MAC-hs is configured by upper layers [7], the parameters for the MAC header are: 
Version Flag (VF): 

The VF field is a one bit flag providing extension capabilities of the MAC-hs PDU format. The VF field shall be 
set to zero and the value one is reserved in this version of the protocol. 

- Queue identifier (Queue ID): 

The Queue ID field provides identification of the reordering queue in the receiver, in order to support 
independent buffer handhng of data belonging to different reordering queues. The length of the Queue ID field is 
3 bit. 

- Transmission Sequence Number (TSN): 

The TSN field provides an identifier for the transmission sequence number on the HS-DSCH. The TSN field is 
used for reordering purposes to support in-sequence dehvery to higher layers. For 1.28 Mcps TDD multi- 
ftequency HS-DSCH operation mode, the length of the TSN field can be 6 bits or 9 bits, which is configured by 
higher layer. For other operation modes, the length of the TSN field is 6 bit. 

Size index identifier (SID): 

The SID fields identifies the size of a set of consecutive MAC-d PDUs. The MAC-d PDU size for a given SID is 
configured by higher layers and is independent for each Queue ID. The length of the SID field is 3 bit. 

- Number of MAC-D PDUs (N) : 

The number of consecutive MAC-d PDUs with equal size is identified with the N field. The length of the N field 
is 7 bits. In FDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 70. In 
1.28 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 45. In 
3.84 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 3 18. In 
7.68 Mcps TDD mode, the maximum number of PDUs transmitted in a single TTI shall be assumed to be 636. If 
more PDUs than the defined maximum number of PDUs for the corresponding mode are received, the UE 
behaviour is unspecified. 

- Flag(F): 

The F field is a flag indicating if more fields are present in the MAC-hs header or not. If the F field is set to "0" 
the F field is followed by an additional set of SID, N and F fields. If the F field is set to "1" the F field is 
followed by a MAC-d PDU. The maximum number of MAC-hs header extensions, i.e. number of fields F set to 
"0", in a single TTI shall be assumed to be 7. If more extensions than the maximum defined for the 
corresponding mode are included in a TTI, the UE behaviour is unspecified. 

If MAC-ehs is configured by upper layers [7], the parameters for the MAC header are: 

Logical channel identifier (LCH-ID): 

The LCH-ID field provides identification of the logical channel at the receiver and the re-ordering buffer 
destination of a reordering SDU. 
The length of the LCH-ID is 4 bits. 

In FDD and 1.28 Mcps TDD, when SDU from BCCH or PCCH logical channel is transmitted on HS-DSCH the 
LCH-ID field in MAC-ehs header is set to 1111. The identification of the logical channel is done based on H- 
RNTI value used for broadcast information in or for paging in HS-SCCH. Table 9.2.2-0 shows the 4-bit LCH-ID 
field. 
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Table 9.2.2-0: Structure of the LCH-ID field 



1 PH-in 

ri 1 u 

field 


naeinnsitimi 


0000 


Logical channel 1 


0001 


Logical channel 2 






1110 


Logical channel 15 


1111 


Used when SDU from BCCH 
or PCCH logical channel is 
transmitted on HS-DSCH 



Transmission Sequence Number (TSN): 

The TSN field provides an identifier for the transmission sequence number on the HS-DSCH. The TSN field is 
used for reordering purposes to support in-sequence delivery to higher layers. 

For FDD, the length of the TSN field is either 6 or 14 bits, depending on configuration of TSN field extension 
for MAC-ehs entity by upper layers [7]. 

- Segmentation Indication (SI) 

The SI field indicates if the MAC-ehs SDU has been segmented. Table 9.2.2-1 shows the 2 bit SI field. 



Table 9.2.2-1 : Structure of the SI field 



SI Field 


Segmentation indication 


00 


The first reordering SDU of the reordering PDU is a 
completeMAC-ehs SDU. 

The last reordering SDU of the reordering PDU is a 
complete MAC-ehs SDU. 


01 


If there are more than one reordering SDUs in the 
reordering PDU, the last reordering SDU of the 
reordering PDU is a complete IVIAC-ehs SDU. 
The first reordering SDU of the reordering PDU is the 
last segment of a MAC-ehs SDU. 


10 


If there are more than one reordering SDUs in the 
reordering PDU, the first reordering SDU of the 
reordering PDU is a complete MAC-ehs SDU. 
The last reordering SDU of the reordering PDU is the 
first segment of a MAC-ehs SDU. 


11 


If there are more than one reordering SDUs in the 
reordering PDU, the first reordering SDU of the 
reordering PDU is the last segment of a MAC-ehs 
SDU and the last reordering SDU of reordering PDU 
is the first segment of a MAC-ehs SDU. 
If there is only one reordering SDU in the reordering 
PDU, the reordering SDU is a middle segment of a 
MAC-ehs SDU. 



- Length (L) 

The L field provides the length of the reordering SDU in octets. The reordering SDU size can vary for each 
reordering SDU in the MAC-ehs PDU, and is set for each reordering SDU individually. The length of the Length 
field is 11 bits. 

- Flag(F) 

The F field is a flag indicating if more fields are present in the MAC-ehs header or not. If the F field is set to "0" 
the F field is followed by an additional set of LCH-ID and L fields and optionally (as described in section 9.1.4) 
TSN and SI fields. If the F field is set to "1" the F field is followed by a reordering PDU. Each header extension 
corresponds to one reordering SDU. 
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9.2.2.1 MAC header for DTCH and DCCH 

If MAC-hs is configured by upper layers [7]: 
a) DTCH or DCCH mapped to HS-DSCH: 

- The Queue ID field and TSN field are always included in the MAC-hs header. One SID field, N field and F 
field is included for each MAC-d PDU size included in the MAC-hs PDU. Padding is not explicitly indicated 
but is included in the end of the MAC-hs PDU if the total size of the MAC-hs payload plus the MAC-hs 
header is smaller than the transport block set size. 

If MAC-ehs is configured by upper layers [7J: 

a) DTCH or DCCH mapped to HS-DSCH: 

- There is always one LCH ID field and L field for each reordering SDU included in the MAC-ehs PDU and 
one TSN and SI field for each reordering PDU included in the MAC-ehs PDU. Padding is not exphcitly 
indicated but is included in the end of the MAC-ehs PDU if the total size of the MAC-ehs payload plus the 
MAC-ehs header is smaller than the transport block set size. 

9.2.3 Signalling of Transport Block size for HS-DSCH 

For HS-DSCH the transport block size is derived from the TFRI value signalled on the HS-SCCH. The mapping 
between the TFRI value and the transport block size for each mode is specified below: 

9.2.3.1 Transport block size for FDD 

For all transmissions of a transport block, the transport block size is derived from the TFRI value as specified below, 
except only in those cases of retransmissions where the Node-B selects a combination for which no mapping exists 
between the original transport block size and the selected combination of channeUsation Code set and modulation type. 
In such cases, the transport block size index value signalled to the UE shall be set to 11 1 111, i.e., k,=63. 

Let kibe the TFRI signalled on the HS-SCCH value and let kojhe the value in table 9.2.3.1 or table 9.2.3.2 (as 
configured by higher layers) corresponding to the modulation and the number of codes signalled on the HS-SCCH. Let 
kt be the sum of the two values: kt = k, + koj. The transport block size L{kt) can be obtained by accessing the position kf 
in one of the tables in Aimex A (normative) or by using one of the corresponding formulas below (iirformative). 

The use of table 9.2.3.2 requires MAC-ehs. 

Formula corresponding to table 9.2.3.1: 
If /(,<40 

L(k,) = 125 + 12- k, 
else 

p = 2085/2048 



end 



Table 9.2.3.1 : Values of koiior different numbers of chianneiization codes and modulation schemes, 

bit aligned (QPSK and 1 6QAM) 



Combination i 


Modulation 
scheme 


Number of 
channelization codes 


^0,1 





QPSK 


1 


1 


1 




2 


40 


2 




3 


63 
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3 




4 


79 


4 




5 


92 


5 




6 


102 


6 




7 


111 


7 




8 


118 


8 




9 


125 


9 




10 


131 


10 




11 


136 


11 




12 


141 


12 




13 


145 


13 




14 


150 


14 




15 


153 


15 


16QAM 


1 


40 


16 




2 


79 


17 




3 


102 


18 




4 


118 


19 




5 


131 


20 




6 


141 


21 




7 


150 


22 




8 


157 


23 




9 


164 


24 




10 


169 


25 




11 


175 


26 




12 


180 


27 




13 


184 


28 




14 


188 


29 




15 


192 



NOTE: Some UE categories are only required to support values of Ki up to the value of 52 for the first HARQ 
transmission, as described in [23]. 

Formula corresponding to table 9.2.3.2: 
If /c,<40 

L(A;,) = (14 + A;,)*8 
else 



27 



296-1 



L . =27 

mm 

end 



Table 9.2.3.2: Values of ko;iot different numbers of channelization codes and modulation schemes, 

octet aligned (QPSK, 1 6QAM and 64QAM) 



Combination ; 


Modulation 
scheme 


Number of 
channelization codes 







QPSK 


1 


1 


1 




2 


58 


2 




3 


81 
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3 




4 


97 


4 




5 


109 


5 




6 


119 


6 




7 


128 


7 




8 


136 


8 




9 


142 


9 




10 


148 


10 




11 


153 


11 




12 


158 


12 




13 


163 


13 




14 


167 


14 




15 


171 


15 


16QAM 


1 


58 


16 




2 


97 


17 




3 


119 


18 




4 


136 


19 




5 


148 


20 




6 


158 


21 




7 


167 


22 




8 


174 


23 




9 


181 


24 




10 


187 


25 




11 


192 


26 




12 


197 


27 




13 


201 


28 




14 


206 


29 




15 


209 


30 


64QAM 


1 


81 


31 




2 


119 


32 




3 


142 


33 




4 


158 


34 




5 


171 


35 




6 


181 


36 




7 


190 


37 




8 


197 


38 




9 


204 


39 




10 


209 


40 




11 


215 


41 




12 


220 


42 




13 


224 


43 




14 


228 


44 




15 


233 



NOTE: Some UE categories are only required to support values of K, up to the value of 52 for the first HARQ 
transmission, as described in [23]. 

9.2.3.2 Transport block size for 3.84 Mcps TDD 

Let k be the signalled TFRI value, then the corresponding HS-DSCH transport block size is given by : 
If A;=1..510 
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8313 
8192 



Iffc = 511 

Lk = 102000 

If A:=0, Li indicates NULL and shall not be used to signal a transport block size in the TFRI. 
Transport block sizes calculated by this formula shall equal the values indicated in Table 9.2.3.2.1 



Table 9.2.3.2.1 : HSDPA Transport Block Sizes for 3.84 Mcps TDD 



TB index 
(k) 


TB size 
[bits] 


TB index 

(k) 


TB size 
[bits] 


TB index 

(k) 


TB size 
[bits] 


TB index 
(k) 


TB size 
[bits] 





NULL 


128 


372 


256 


2432 


384 


15890 


1 


57 


129 


377 


257 


2468 


385 


16124 


2 


58 


130 


383 


258 


2504 


386 


16362 


3 


59 


131 


389 


259 


2541 


387 


16604 


4 


60 


132 


394 


260 


2579 


388 


16849 


5 


61 


133 


400 


261 


2617 


389 


17098 


6 


62 


134 


406 


262 


2656 


390 


17351 


7 


63 


135 


412 


263 


2695 


391 


17607 


8 


64 


136 


418 


264 


2735 


392 


17867 


9 


65 


137 


424 


265 


2775 


393 


18131 


10 


66 


138 


431 


266 


2816 


394 


18399 


11 


66 


139 


437 


267 


2858 


395 


18671 


12 


67 


140 


443 


268 


2900 


396 


18946 


13 


68 


141 


450 


269 


2943 


397 


19226 


14 


69 


142 


457 


270 


2986 


398 


19510 


15 


71 


143 


463 


271 


3030 


399 


19798 


16 


72 


144 


470 


272 


3075 


400 


20091 


17 


73 


145 


477 


273 


3121 


401 


20388 


18 


74 


146 


484 


274 


3167 


402 


20689 


19 


75 


147 


491 


275 


3213 


403 


20994 


20 


76 


148 


499 


276 


3261 


404 


21304 


21 


77 


149 


506 


277 


3309 


405 


21619 


22 


78 


150 


514 


278 


3358 


406 


21938 


23 


79 


151 


521 


279 


3408 


407 


22263 


24 


81 


152 


529 


280 


3458 


408 


22591 


25 


82 


153 


537 


281 


3509 


409 


22925 


26 


83 


154 


545 


282 


3561 


410 


23264 


27 


84 


155 


553 


283 


3613 


411 


23607 


28 


85 


156 


561 


284 


3667 


412 


23956 


29 


87 


157 


569 


285 


3721 


413 


24310 


30 


88 


158 


578 


286 


3776 


414 


24669 


31 


89 


159 


586 


287 


3832 


415 


25033 


32 


91 


160 


595 


288 


3888 


416 


25403 


33 


92 


161 


604 


289 


3946 


417 


25778 


34 


93 


162 


613 


290 


4004 


418 


26159 
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35 


95 


163 


622 


291 


4063 


419 


26545 


36 


96 


164 


631 


292 


4123 


420 


26938 


37 


98 


165 


640 


293 


4184 


421 


27335 


38 


99 


166 


650 


294 


4246 


422 


27739 


39 


100 


167 


659 


295 


4309 


423 


28149 


40 


102 


168 


669 


296 


4372 


424 


28565 


41 


103 


169 


679 


297 


4437 


425 


28987 


42 


105 


170 


689 


298 


4502 


426 


29415 


43 


107 


171 


699 


299 


4569 


427 


29849 


44 


108 


172 


709 


300 


4636 


428 


30290 


45 


110 


173 


720 


301 


4705 


429 


30738 


46 


111 


174 


730 


302 


4774 


430 


31192 


47 


113 


175 


741 


303 


4845 


431 


31652 


48 


115 


176 


752 


304 


4916 


432 


32120 


49 


116 


177 


763 


305 


4989 


433 


32594 


50 


118 


178 


775 


306 


5063 


434 


33076 


51 


120 


179 


786 


307 


5138 


435 


33564 


52 


122 


180 


798 


308 


5213 


436 


34060 


53 


123 


181 


809 


309 


5290 


437 


34563 


54 


125 


182 


821 


310 


5369 


438 


35074 


55 


127 


183 


834 


311 


5448 


439 


35592 


56 


129 


184 


846 


312 


5528 


440 


36117 


57 


131 


185 


858 


313 


5610 


441 


36651 


58 


133 


186 


871 


314 


5693 


442 


37192 


59 


135 


187 


884 


315 


5777 


443 


37742 


60 


137 


188 


897 


316 


5862 


444 


38299 


61 


139 


189 


910 


317 


5949 


445 


38865 


62 


141 


190 


924 


318 


6037 


446 


39439 


63 


143 


191 


937 


319 


6126 


447 


40021 


64 


145 


192 


951 


320 


6217 


448 


40613 


65 


147 


193 


965 


321 


6308 


449 


41212 


66 


150 


194 


980 


322 


6402 


450 


41821 


67 


152 


195 


994 


323 


6496 


451 


42439 


68 


154 


196 


1009 


324 


6592 


452 


43066 


69 


156 


197 


1024 


325 


6689 


453 


43702 


70 


159 


198 


1039 


326 


6788 


454 


44347 


71 


161 


199 


1054 


327 


6889 


455 


45002 


72 


163 


200 


1070 


328 


6990 


456 


45667 


73 


166 


201 


1085 


329 


7094 


457 


46342 


74 


168 


202 


1101 


330 


7198 


458 


47026 


75 


171 


203 


1118 


331 


7305 


459 


47721 


76 


173 


204 


1134 


332 


7413 


460 


48426 


77 


176 


205 


1151 


333 


7522 


461 


49141 


78 


178 


206 


1168 


334 


7633 


462 


49867 


79 


181 


207 


1185 


335 


7746 


463 


50603 


80 


184 


208 


1203 


336 


7860 


464 


51351 


81 


186 


209 


1221 


337 


7976 


465 


52109 


82 


189 


210 


1239 


338 


8094 


466 


52879 


83 


192 


211 


1257 


339 


8214 


467 


53660 


84 


195 


212 


1276 


340 


8335 


468 


54453 
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85 


198 


213 


1294 


341 


8458 


469 


55257 


86 


201 


214 


1313 


342 


8583 


470 


56073 


87 


204 


215 


1333 


343 


8710 


471 


56901 


88 


207 


216 


1353 


344 


8839 


472 


57742 


89 


210 


217 


1373 


345 


8969 


473 


58595 


90 


213 


218 


1393 


346 


9102 


474 


59460 


91 


216 


219 


1413 


347 


9236 


475 


60338 


92 


219 


220 


1434 


348 


9373 


476 


61230 


93 


222 


221 


1456 


349 


9511 


477 


62134 


94 


226 


222 


1477 


350 


9652 


478 


63052 


95 


229 


223 


1499 


351 


9794 


479 


63983 


96 


232 


224 


1521 


352 


9939 


480 


64928 


97 


236 


225 


1543 


353 


10086 


481 


65887 


98 


239 


226 


1566 


354 


10235 


482 


66860 


99 


243 


227 


1589 


355 


10386 


483 


67848 


100 


246 


228 


1613 


356 


10539 


484 


68850 


101 


250 


229 


1637 


357 


10695 


485 


69867 


102 


254 


230 


1661 


358 


10853 


486 


70899 


103 


258 


231 


1685 


359 


11013 


487 


71946 


104 


261 


232 


1710 


360 


11176 


488 


73009 


105 


265 


233 


1736 


361 


11341 


489 


74087 


106 


269 


234 


1761 


362 


11508 


490 


75182 


107 


273 


235 


1787 


363 


11678 


491 


76292 


108 


277 


236 


1814 


364 


11851 


492 


77419 


109 


281 


237 


1840 


365 


12026 


493 


78563 


110 


285 


238 


1868 


366 


12204 


494 


79723 


111 


290 


239 


1895 


367 


12384 


495 


80901 


112 


294 


240 


1923 


368 


12567 


496 


82095 


113 


298 


241 


1952 


369 


12752 


497 


83308 


114 


303 


242 


1981 


370 


12941 


498 


84539 


115 


307 


243 


2010 


371 


13132 


499 


85787 


116 


312 


244 


2039 


372 


13326 


500 


87054 


117 


316 


245 


2070 


373 


13523 


501 


88340 


118 


321 


246 


2100 


374 


13722 


502 


89645 


119 


326 


247 


2131 


375 


13925 


503 


90969 


120 


331 


248 


2163 


376 


14131 


504 


92313 


121 


336 


249 


2195 


377 


14340 


505 


93676 


122 


340 


250 


2227 


378 


14551 


506 


95060 


123 


346 


251 


2260 


379 


14766 


507 


96464 


124 


351 


252 


2293 


380 


14984 


508 


97889 


125 


356 


253 


2327 


381 


15206 


509 


99335 


126 


361 


254 


2362 


382 


15430 


510 


100802 


127 


366 


255 


2397 


383 


15658 


511 


102000 



9.2.3.2a Transport block size for 7.68 Mcps TDD 

Let k be the signalled TFRI value, then the corresponding HS-DSCH transport block size is given by : 
If A:=1..510 
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33297 
32768 



lffe = 5ll 

Lk = 204000 

If A:=0, Lk indicates NULL and shall not be used to signal a transport block size in the TFRI. 
Transport block sizes calculated by this formula shall equal the values indicated in Table 9.2.3.2.1 



Table 9.2.3.2a.1 : HSDPA Transport Block Sizes for 7.68 Mcps TDD 



TB index 
(k) 


TB size 
[bits] 


TB index 

(k) 


TB size 
[bits] 


TB index 

(k) 


TB size 
[bits] 


TB index 
(k) 


TB size 
[bits] 





NULL 


128 


442 


256 


3438 


384 


26709 


1 


57 


129 


449 


257 


3494 


385 


27140 


2 


58 


130 


457 


258 


3550 


386 


27578 


3 


59 


131 


464 


259 


3607 


387 


28023 


4 


60 


132 


472 


260 


3666 


388 


28476 


5 


61 


133 


479 


261 


3725 


389 


28935 


6 


62 


134 


487 


262 


3785 


390 


29402 


7 


63 


135 


495 


263 


3846 


391 


29877 


8 


64 


136 


503 


264 


3908 


392 


30360 


9 


65 


137 


511 


265 


3971 


393 


30850 


10 


66 


138 


519 


266 


4035 


394 


31348 


11 


67 


139 


528 


267 


4101 


395 


31854 


12 


69 


140 


536 


268 


4167 


396 


32368 


13 


70 


141 


545 


269 


4234 


397 


32891 


14 


71 


142 


553 


270 


4302 


398 


33422 


15 


72 


143 


562 


271 


4372 


399 


33961 


16 


73 


144 


572 


272 


4443 


400 


34509 


17 


74 


145 


581 


273 


4514 


401 


35066 


18 


76 


146 


590 


274 


4587 


402 


35633 


19 


77 


147 


600 


275 


4661 


403 


36208 


20 


78 


148 


609 


276 


4736 


404 


36792 


21 


79 


149 


619 


277 


4813 


405 


37386 


22 


81 


150 


629 


278 


4891 


406 


37990 


23 


82 


151 


639 


279 


4970 


407 


38603 


24 


83 


152 


650 


280 


5050 


408 


39226 


25 


85 


153 


660 


281 


5131 


409 


39860 


26 


86 


154 


671 


282 


5214 


410 


40503 


27 


87 


155 


682 


283 


5298 


411 


41157 


28 


89 


156 


693 


284 


5384 


412 


41822 


29 


90 


157 


704 


285 


5471 


413 


42497 


30 


92 


158 


715 


286 


5559 


414 


43183 


31 


93 


159 


727 


287 


5649 


415 


43880 


32 


95 


160 


739 


288 


5740 


416 


44588 


33 


96 


161 


751 


289 


5833 


417 


45308 


34 


98 


162 


763 


290 


5927 


418 


46040 
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35 


99 


163 


775 


291 


6023 


419 


46783 


36 


101 


164 


787 


292 


6120 


420 


47538 


37 


103 


165 


800 


293 


6219 


421 


48306 


38 


104 


166 


813 


294 


6319 


422 


49085 


39 


106 


167 


826 


295 


6421 


423 


49878 


40 


108 


168 


840 


296 


6525 


424 


50683 


41 


109 


169 


853 


297 


6630 


425 


51501 


42 


111 


170 


867 


298 


6737 


426 


52333 


43 


113 


171 


881 


299 


6846 


427 


53178 


44 


115 


172 


895 


300 


6957 


428 


54036 


45 


117 


173 


910 


301 


7069 


429 


54908 


46 


119 


174 


924 


302 


7183 


430 


55795 


47 


120 


175 


939 


303 


7299 


431 


56696 


48 


122 


176 


954 


304 


7417 


432 


57611 


49 


124 


177 


970 


305 


7537 


433 


58541 


50 


126 


178 


986 


306 


7658 


434 


59486 


51 


128 


179 


1001 


307 


7782 


435 


60446 


52 


131 


180 


1018 


308 


7908 


436 


61422 


53 


133 


181 


1034 


309 


8035 


437 


62414 


54 


135 


182 


1051 


310 


8165 


438 


63421 


55 


137 


183 


1068 


311 


8297 


439 


64445 


56 


139 


184 


1085 


312 


8431 


440 


65486 


57 


142 


185 


1103 


313 


8567 


441 


66543 


58 


144 


186 


1120 


314 


8705 


442 


67617 


59 


146 


187 


1138 


315 


8846 


443 


68709 


60 


148 


188 


1157 


316 


8988 


444 


69818 


61 


151 


189 


1175 


317 


9134 


445 


70945 


62 


153 


190 


1194 


318 


9281 


446 


72091 


63 


156 


191 


1214 


319 


9431 


447 


73254 


64 


158 


192 


1233 


320 


9583 


448 


74437 


65 


161 


193 


1253 


321 


9738 


449 


75639 


66 


164 


194 


1274 


322 


9895 


450 


76860 


67 


166 


195 


1294 


323 


10055 


451 


78101 


68 


169 


196 


1315 


324 


10217 


452 


79361 


69 


172 


197 


1336 


325 


10382 


453 


80643 


70 


174 


198 


1358 


326 


10550 


454 


81945 


71 


177 


199 


1380 


327 


10720 


455 


83267 


72 


180 


200 


1402 


328 


10893 


456 


84612 


73 


183 


201 


1425 


329 


11069 


457 


85978 


74 


186 


202 


1448 


330 


11248 


458 


87366 


75 


189 


203 


1471 


331 


11429 


459 


88776 


76 


192 


204 


1495 


332 


11614 


460 


90209 


77 


195 


205 


1519 


333 


11801 


461 


91666 


78 


198 


206 


1543 


334 


11992 


462 


93145 


79 


201 


207 


1568 


335 


12185 


463 


94649 


80 


205 


208 


1594 


336 


12382 


464 


96177 


81 


208 


209 


1619 


337 


12582 


465 


97730 


82 


211 


210 


1646 


338 


12785 


466 


99308 


83 


215 


211 


1672 


339 


12992 


467 


100911 


84 


218 


212 


1699 


340 


13201 


468 


102540 
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85 


222 


213 


1727 


341 


13414 


469 


104195 


86 


225 


214 


1755 


342 


13631 


470 


105877 


87 


229 


215 


1783 


343 


13851 


471 


107587 


88 


233 


216 


1812 


344 


14075 


472 


109324 


89 


237 


217 


1841 


345 


14302 


473 


111088 


90 


240 


218 


1871 


346 


14533 


474 


112882 


91 


244 


219 


1901 


347 


14767 


475 


114704 


92 


248 


220 


1932 


348 


15006 


476 


116556 


93 


252 


221 


1963 


349 


15248 


477 


118438 


94 


256 


222 


1994 


350 


15494 


478 


120350 


95 


260 


223 


2027 


351 


15744 


479 


122293 


96 


265 


224 


2059 


352 


15999 


480 


124267 


97 


269 


225 


2093 


353 


16257 


481 


126273 


98 


273 


226 


2126 


354 


16519 


482 


128312 


99 


278 


227 


2161 


355 


16786 


483 


130383 


100 


282 


228 


2196 


356 


17057 


484 


132488 


101 


287 


229 


2231 


357 


17332 


485 


134627 


102 


291 


230 


2267 


358 


17612 


486 


136800 


103 


296 


231 


2304 


359 


17897 


487 


139009 


104 


301 


232 


2341 


360 


18185 


488 


141253 


105 


306 


233 


2379 


361 


18479 


489 


143533 


106 


311 


234 


2417 


362 


18777 


490 


145850 


107 


316 


235 


2456 


363 


19081 


491 


148205 


108 


321 


236 


2496 


364 


19389 


492 


150597 


109 


326 


237 


2536 


365 


19702 


493 


153029 


110 


331 


238 


2577 


366 


20020 


494 


155499 


111 


337 


239 


2619 


367 


20343 


495 


158010 


112 


342 


240 


2661 


368 


20671 


496 


160560 


113 


348 


241 


2704 


369 


21005 


497 


163152 


114 


353 


242 


2748 


370 


21344 


498 


165786 


115 


359 


243 


2792 


371 


21689 


499 


168463 


116 


365 


244 


2837 


372 


22039 


500 


171182 


117 


371 


245 


2883 


373 


22395 


501 


173946 


118 


377 


246 


2929 


374 


22756 


502 


176754 


119 


383 


247 


2977 


375 


23124 


503 


179608 


120 


389 


248 


3025 


376 


23497 


504 


182507 


121 


395 


249 


3074 


377 


23876 


505 


185454 


122 


402 


250 


3123 


378 


24262 


506 


1 88447 


123 


408 


251 


3174 


379 


24653 


507 


191490 


124 


415 


252 


3225 


380 


25051 


508 


194581 


125 


421 


253 


3277 


381 


25456 


509 


197722 


126 


428 


254 


3330 


382 


25867 


510 


200914 


127 


435 


255 


3384 


383 


26284 


511 


204000 



9.2.3.3 Transport block size for 1 .28 Mcps TDD 

The mapping of transport block size, in bits, to TFRI value is dependent upon the UE's HS-DSCH capabiUty class. 

When MAC-hs is used, if neither HS-DSCH SPS operation nor E-DCH SPS operation is enabled, the bit ahgned table 
of transport block size defined as following shall be used. 
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If A: is the signalled TFRI value then the corresponding HS-DSCH transport block size is given by: 
If A:= 1..62 



where 



6214 

p = ^gj^ if HS-DSCH physical layer category is between 1 and 3 inclusively, 



1292 
1228 

1901 
1795 



if the HS-DSCH physical layer category is between 4 and 6 inclusively, 
if the HS-DSCH physical layer category is between 7 and 9 inclusively. 



9445 

p = if the HS-DSCH physical layer category is between 10 and 12 inclusively, 

8877 

2345 

p = 2^g^ '■^^ HS-DSCH physical layer category is between 13 and 15 inclusively, 

and 

^min = 240 

min 

If A: = 63 then, 

Li = 2788 if the HS-DSCH physical layer category is between 1 and 3 inclusively, 
5600 if the HS-DSCH physical layer category is between 4 and 6 inclusively, 
8416 if the HS-DSCH physical layer category is between 7 and 9 inclusively, 
11226 if the HS-DSCH physical layer category is between 10 and 12 inclusively, 
14043 if the HS-DSCH physical layer category is between 13 and 15 inclusively. 
If k=G, Li^ indicates NULL and shall not be used to signal a transport block size in the TFRI. 



Transport block sizes calculated by this formula shall equal the values indicated in the following tables: - 



Table 9.2.3.3.1 : HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 

category [1, 3], bit aligned 



TB index (k) 


TB size 
[bits] 


TB index (l<) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


434 


32 


817 


48 


1540 


1 


240 


17 


451 


33 


851 


49 


1602 


2 


249 


18 


470 


34 


885 


50 


1667 


3 


259 


19 


489 


35 


921 


51 


1734 


4 


270 


20 


508 


36 


958 


52 


1804 


5 


281 


21 


529 


37 


996 


53 


1877 


6 


292 


22 


550 


38 


1037 


54 


1952 


7 


304 


23 


572 


39 


1078 


55 


2031 


8 


316 


24 


596 


40 


1122 


56 


2113 


9 


329 


25 


620 


41 


1167 


57 


2198 
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10 


342 


26 


645 


42 


1214 


58 


2287 


11 


356 


27 


671 


43 


1263 


59 


2380 


12 


370 


28 


698 


44 


1314 


60 


2476 


13 


385 


29 


726 


45 


1367 


61 


2575 


14 


401 


30 


755 


46 


1423 


62 


2679 


15 


417 


31 


786 


47 


1480 


63 


2788 



Table 9.2.3.3.2: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 

category [4, 6], bit aligned 



TB index (k) 


TB size 

[DIISJ 


TB index (k) 


TB size 

[DIISJ 


TB index (k) 


TB size 

[DIISJ 


TB index (k) 


TB size 

[DIISJ 


U 


Mill 1 
l\ULL 


\ o 


1 4 




1 1 oy 


40 


£10 1 o 


1 


240 


17 


541 


33 


1219 


49 


2749 


2 


252 


18 


569 


34 


1283 


50 


2893 


3 


265 


19 


598 


35 


1350 


51 


3043 


4 


279 


20 


630 


36 


1420 


52 


3202 


5 


294 


21 


662 


37 


1494 


53 


3369 


6 


309 


22 


697 


38 


1572 


54 


3544 


7 


325 


23 


733 


39 


1654 


55 


3729 


8 


342 


24 


772 


40 


1740 


56 


3924 


9 


360 


25 


812 


41 


1831 


57 


4128 


10 


379 


26 


854 


42 


1926 


58 


4343 


11 


398 


27 


899 


43 


2027 


59 


4570 


12 


419 


28 


946 


44 


2132 


60 


4808 


13 


441 


29 


995 


45 


2244 


61 


5058 


14 


464 


30 


1047 


46 


2361 


62 


5322 


15 


488 


31 


1101 


47 


2484 


63 


5600 



Table 9.2.3.3.3: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 

category [7, 9], bit aligned 



TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


567 


32 


1421 


48 


3559 


1 


240 


17 


601 


33 


1505 


49 


3769 


2 


254 


18 


636 


34 


1594 


50 


3991 


3 


269 


19 


674 


35 


1688 


51 


4227 


4 


285 


20 


713 


36 


1787 


52 


4477 


5 


301 


21 


756 


37 


1893 


53 


4741 


6 


319 


22 


800 


38 


2005 


54 


5021 


7 


338 


23 


848 


39 


2123 


55 


5318 


8 


358 


24 


898 


40 


2249 


56 


5632 


9 


379 


25 


951 


41 


2381 


57 


5964 


10 


402 


26 


1007 


42 


2522 


58 


6317 


11 


425 


27 


1066 


43 


2671 


59 


6690 


12 


451 


28 


1129 


44 


2829 


60 


7085 


13 


477 


29 


1196 


45 


2996 


61 


7503 


14 


505 


30 


1267 


46 


3173 


62 


7946 


15 


535 


31 


1341 


47 


3360 


63 


8416 
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Table 9.2.3.3.4: HSDPA Transport Block Sizes for 1 .28 Mcps TDD, for HS-DSCH physical layer 

category [10, 12], bit aligned 



TB index (!<:) 


TB size 
[bits] 


TB index (!<:) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


608 


32 


1641 


48 


4427 


1 


240 


17 


647 


33 


1746 


49 


4711 


2 


255 


18 


688 


34 


1858 


50 


5012 


3 


271 


19 


732 


35 


1977 


51 


5333 


4 


289 


20 


779 


36 


2103 


52 


5674 


5 


307 


21 


829 


37 


2238 


53 


6037 


6 


327 


22 


882 


38 


2381 


54 


6424 


7 


348 


23 


939 


39 


2533 


55 


6835 


8 


370 


24 


999 


40 


2695 


56 


7272 


9 


394 


25 


1063 


41 


2868 


57 


7737 


10 


419 


26 


1131 


42 


3051 


58 


8232 


11 


446 


27 


1203 


43 


3247 


59 


8759 


12 


474 


28 


1280 


44 


3455 


60 


9320 


13 


505 


29 


1362 


45 


3676 


61 


9916 


14 


537 


30 


1449 


46 


3911 


62 


10550 


15 


571 


31 


1542 


47 


4161 


63 


11226 



Table 9.2.3.3.5: HSDPA Transport Block Sizes for 1 .28 Mcps TDD, for HS-DSCH physical layer 

category [13,15], bit aligned 



TB index (Ic) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


642 


32 


1836 


48 


5250 


1 


240 


17 


686 


33 


1961 


49 


5606 


2 


256 


18 


732 


34 


2094 


50 


5987 


3 


273 


19 


782 


35 


2236 


51 


6393 


4 


292 


20 


835 


36 


2388 


52 


6827 


5 


312 


21 


892 


37 


2550 


53 


7290 


6 


333 


22 


952 


38 


2723 


54 


7785 


7 


355 


23 


1017 


39 


2908 


55 


8313 


8 


380 


24 


1086 


40 


3105 


56 


8877 


9 


405 


25 


1160 


41 


3316 


57 


9479 


10 


433 


26 


1238 


42 


3541 


58 


10123 


11 


462 


27 


1322 


43 


3781 


59 


10809 


12 


494 


28 


1412 


44 


4037 


60 


11543 


13 


527 


29 


1508 


45 


4311 


61 


12326 


14 


563 


30 


1610 


46 


4604 


62 


13162 


15 


601 


31 


1719 


47 


4916 


63 


14043 



When MAC-ehs is used, or when MAC-hs is used and HS-DSCH SPS operation or E-DCH SPS operation is enabled, 
the octet aUgned table of transport block size defined as following shall be used. 

NOTE: When in CELL_FACH, CELL_PCH or URA_PCH state with HS-DSCH reception, the octet ahgned 
table of transport block size for the HS-DSCH physical layer category 9 shall be used. 

If k is the signalled TFRI value then the corresponding HS-DSCH transport block size Lk is given by: 

Ifk= 1..M 
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+ step * (A; - 1) 
8 



*8 



Ifk = M+1..62 



where 



f 348>-'3-> 

p = \ \ ' M=10, step=24 if the HS-DSCH physical layer category is between 1 and 3 inclusively, 



p = 



^700^ 



V30y 



63-1 



, M=7, step=32 if the HS-DSCH physical layer category is between 4 and 6 inclusively, 



P = 



^ 1052 ^ 



63-1 



, M=9, step=32 if the HS-DSCH physical layer category is between 7 and 9 inclusively. 



P = 



^ 1403 ^ 



63-1 



, M=10, step=33 if the HS-DSCH physical layer category is between 10 and 12 inclusively. 



1755 ^ 
. 30 J 



63-1 



, M=10, step=35 if the HS-DSCH physical layer category is between 13 and 15 inclusively, 



/1579' 



63-1 



, M=10, step=34 if the HS-DSCH physical layer category is between 16 and 18 inclusively. 



^2107^ 



63-1 



, M=10, step=36 if the HS-DSCH physical layer category is between 19 and 21 inclusively. 



P = 



^2634^ 



V 30 J 



63-1 



, M=10, step=38 if the HS-DSCH physical layer category is between 22 and 24 inclusively. 



and 



L . =30, L„ =112 



If A: = 63 then, 

L;t = 2784 if the HS-DSCH physical layer category is between 1 and 3 inclusively, 
5600 if the HS-DSCH physical layer category is between 4 and 6 inclusively, 

8416 if the HS-DSCH physical layer category is between 7 and 9 inclusively, or 25(if MIMO operation is 

enabled) 

1 1224 if the HS-DSCH physical layer category is between 10 and 12 inclusively, or 26(if MIMO operation 
is enabled) 

14040 if the HS-DSCH physical layer category is between 13 and 15 inclusively, or 27 (if MIMO operation 
is enabled) 

12632 if the HS-DSCH physical layer category is between 16 and 18 inclusively, 25(if MIMO operation is 
not enabled) or 28 
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16856 if the HS-DSCH physical layer category is between 19 and 21 inclusively, 26(if MIMO operation is 

not enabled) or 29 

21072 if the HS-DSCH physical layer category is between 22 and 24 inclusively, 27 (if MIMO operation is 
not enabled) or 30 

If k=0, Li^ indicates NULL and shall not be used to signal a transport block size in the TFRI. 



Transport block sizes calculated by this formula shall equal the values indicated in the following tables: 



Table 9.2.3.3.6: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 

category [1, 3], octet aligned 



TB index (k) 


TB size 
[bits] 


TB index (i<) 


TB size 
[bits] 


TB index (Ic) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


432 


32 


816 


48 


1536 


1 


112 


17 


448 


33 


848 


49 


1600 


2 


136 


18 


464 


34 


880 


50 


1664 


3 


160 


19 


488 


35 


920 


51 


1728 


4 


184 


20 


504 


36 


952 


52 


1800 


5 


208 


21 


528 


37 


992 


53 


1872 


6 


232 


22 


544 


38 


1032 


54 


1944 


7 


256 


23 


568 


39 


1072 


55 


2024 


8 


280 


24 


592 


40 


1120 


56 


2104 


9 


304 


25 


616 


41 


1160 


57 


2192 


10 


328 


26 


640 


42 


1208 


58 


2280 


11 


352 


27 


664 


43 


1256 


59 


2376 


12 


368 


28 


696 


44 


1312 


60 


2472 


13 


384 


29 


720 


45 


1360 


61 


2568 


14 


400 


30 


752 


46 


1416 


62 


2672 


15 


416 


31 


784 


47 


1472 


63 


2784 
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Table 9.2.3.3.7: HSDPA Transport Block Sizes for 1 .28 Mcps TDD, for HS-DSCH physical layer 

category [4, 6], octet aligned 



TB index (i<:) 


TB size 
[bits] 


TB index (l<) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


512 


32 


1152 


48 


2608 


1 


112 


17 


536 


33 


1216 


49 


2744 


2 


144 


18 


568 


34 


1280 


50 


2888 


3 


176 


19 


592 


35 


1344 


51 


3040 


4 


208 


20 


624 


36 


1416 


52 


3200 


5 


240 


21 


656 


37 


1488 


53 


3368 


6 


272 


22 


696 


38 


1568 


54 


3544 


7 


304 


23 


728 


39 


1648 


55 


3728 


8 


336 


24 


768 


40 


1736 


56 


3920 


9 


360 


25 


808 


41 


1824 


57 


4128 


10 


376 


26 


848 


42 


1920 


58 


4336 


11 


392 


27 


896 


43 


2024 


59 


4568 


12 


416 


28 


944 


44 


2128 


60 


4808 


13 


440 


29 


992 


45 


2240 


61 


5056 


14 


464 


30 


1040 


46 


2360 


62 


5320 


15 


488 


31 


1096 


47 


2480 


63 


5600 



Table 9.2.3.3.8: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [7, 9], 25(if MIMO operation is enabled), octet aligned 



TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


560 


32 


1416 


48 


3552 


1 


112 


17 


600 


33 


1504 


49 


3768 


2 


144 


18 


632 


34 


1592 


50 


3984 


3 


176 


19 


672 


35 


1688 


51 


4224 


4 


208 


20 


712 


36 


1784 


52 


4472 


5 


240 


21 


752 


37 


1888 


53 


4736 


6 


272 


22 


800 


38 


2000 


54 


5016 


7 


304 


23 


848 


39 


2120 


55 


5312 


8 


336 


24 


896 


40 


2248 


56 


5632 


9 


368 


25 


944 


41 


2376 


57 


5960 


10 


400 


26 


1000 


42 


2520 


58 


6312 


11 


424 


27 


1064 


43 


2664 


59 


6688 


12 


448 


28 


1128 


44 


2824 


60 


7080 


13 


472 


29 


1192 


45 


2992 


61 


7496 


14 


504 


30 


1264 


46 


3168 


62 


7944 


15 


528 


31 


1336 


47 


3360 


63 


8416 
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Table 9.2.3.3.9: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [10, 12], 26(if IVIIIVIO operation is enabled), octet aligned 



TB index (l<) 


TB size 
[bits] 


TB index (!<:) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index {k) 


TB size 
[bits] 





NULL 


16 


608 


32 


1640 


48 


4424 


1 


112 


17 


640 


33 


1744 


49 


4704 


2 


144 


18 


688 


34 


1856 


50 


5008 


3 


176 


19 


728 


35 


1976 


51 


5328 


4 


208 


20 


776 


36 


2096 


52 


5672 


5 


240 


21 


824 


37 


2232 


53 


6032 


6 


272 


22 


880 


38 


2376 


54 


6416 


7 


304 


23 


936 


39 


2528 


55 


6832 


8 


336 


24 


992 


40 


2688 


56 


7264 


9 


376 


25 


1056 


41 


2864 


57 


7736 


10 


408 


26 


1128 


42 


3048 


58 


8224 


11 


440 


27 


1200 


43 


3240 


59 


8752 


12 


472 


28 


1280 


44 


3448 


60 


9312 


13 


504 


29 


1360 


45 


3672 


61 


9912 


14 


536 


30 


1448 


46 


3904 


62 


10544 


15 


568 


31 


1536 


47 


4160 


63 


11224 



Table 9.2.3.3.10 : HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [13,15], 27(if MIMO operation is enabled), octet aligned 



TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 





NULL 


16 


640 


32 


1832 


48 


5240 


1 


112 


17 


680 


33 


1960 


49 


5600 


2 


144 


18 


728 


34 


2088 


50 


5976 


3 


176 


19 


776 


35 


2232 


51 


6384 


4 


216 


20 


832 


36 


2384 


52 


6816 


5 


248 


21 


888 


37 


2544 


53 


7280 


6 


280 


22 


952 


38 


2720 


54 


7776 


7 


320 


23 


1016 


39 


2904 


55 


8304 


8 


352 


24 


1080 


40 


3096 


56 


8864 


9 


392 


25 


1152 


41 


3312 


57 


9464 


10 


424 


26 


1232 


42 


3536 


58 


10112 


11 


456 


27 


1320 


43 


3776 


59 


10792 


12 


488 


28 


1408 


44 


4032 


60 


11528 


13 


520 


29 


1504 


45 


4304 


61 


12312 


14 


560 


30 


1608 


46 


4600 


62 


13144 


15 


600 


31 


1712 


47 


4912 


63 


14040 
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Table 9.2.3.3.11 : HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [16,18], 25(lf MIMO operation Is not enabled), 28, octet aligned 



TB index {k) 


TB size 
[bits] 


TB index {k) 


TB size 
[bits] 


TB index 


TB size 
[bits] 


TB index 


TB size 
[bits] 





Mi II 1 

NULL 


16 


624 


32 


1 736 


48 


4840 


1 


112 


1 7 


664 


33 


1 856 


A A 

49 


51 60 


2 


1 44 


18 


"7 A A 

704 


o >t 

34 


1 976 


C A 

50 


5496 


3 


1 76 


1 9 


752 


35 


21 04 


51 


5864 


4 


208 


20 


808 


36 


2248 


CO 

52 


6248 


5 


248 


21 


dec 

856 


0"7 

37 


OOAO 

2392 


CO 

53 


6664 


6 


280 


22 


912 


OO 

38 


2552 


C A 

54 


71 04 


7 


312 


23 


976 


39 


2720 


55 


7568 


Q 
O 




OA 


1 n/1 n 
1 U4U 


/in 




00 


oU / eL 


9 


384 


25 


1112 


41 


3088 


57 


8600 


10 


416 


26 


1184 


42 


3296 


58 


9176 


11 


448 


27 


1264 


43 


3512 


59 


9776 


12 


480 


28 


1344 


44 


3744 


60 


10424 


13 


512 


29 


1432 


45 


3992 


61 


11112 


14 


544 


30 


1528 


46 


4256 


62 


11848 


15 


584 


31 


1632 


47 


4536 


63 


12632 



Table 9.2.3.3.12: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [19,21], 26(if MllUlO operation is not enabled), 29, octet aligned 



TB Index (k) 


TB size 
[bits] 


TB index (k) 


TB size 
[bits] 


TB Index (k) 


TB size 
[bits] 


TB Index (k) 


TB size 
[bits] 





NULL 


16 


664 


32 


2008 


48 


6024 


1 


112 


17 


712 


33 


2152 


49 


6448 


2 


144 


18 


768 


34 


2304 


50 


6904 


3 


184 


19 


824 


35 


2464 


51 


7400 


4 


216 


20 


880 


36 


2640 


52 


7920 


5 


256 


21 


944 


37 


2832 


53 


8488 


6 


288 


22 


1008 


38 


3032 


54 


9088 


7 


328 


23 


1080 


39 


3248 


55 


9736 


8 


360 


24 


1160 


40 


3480 


56 


10424 


9 


400 


25 


1240 


41 


3728 


57 


11168 


10 


432 


26 


1328 


42 


3992 


58 


11960 


11 


472 


27 


1424 


43 


4272 


59 


12808 


12 


504 


28 


1528 


44 


4576 


60 


13720 


13 


544 


29 


1632 


45 


4904 


61 


14688 


14 


584 


30 


1752 


46 


5248 


62 


15736 


15 


624 


31 


1872 


47 


5624 


63 


16856 
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Table 9.2.3.3.13: HSDPA Transport Block Sizes for 1.28 Mcps TDD, for HS-DSCH physical layer 
category [22,24], 27(if IVIIIVIO operation is not enabled), 30, octet aligned 



IB index (k) 


TB size 


TB index (k) 


TB size 


TB index (k) 


TB size 

rhit<:1 


TB index (k) 


TB size 





NULL 


16 


704 


32 


2248 


48 


7136 


1 


112 


17 


760 


33 


2416 


49 


7664 


2 


144 


18 


816 


34 


2592 


50 


8240 


3 


184 


19 


872 


35 


2792 


51 


8856 


4 


224 


20 


944 


36 


3000 


52 


9520 


5 


264 


21 


1016 


37 


3224 


53 


10232 


6 


296 


22 


1088 


38 


3464 


54 


11000 


7 


336 


23 


1168 


39 


3720 


55 


11824 


8 


376 


24 


1256 


40 


4000 


56 


12712 


9 


416 


25 


1352 


41 


4304 


57 


13664 


10 


448 


26 


1456 


42 


4624 


58 


14688 


11 


488 


27 


1560 


43 


4968 


59 


15784 


12 


528 


28 


1680 


44 


5344 


60 


16968 


13 


568 


29 


1808 


45 


5744 


61 


18232 


14 


608 


30 


1944 


46 


6176 


62 


19600 


15 


656 


31 


2088 


47 


6632 


63 


21072 



9.2.4 MAC PDU: Parameters of the MAC header (E-DCH) 

9.2.4.1 MAC-es header parameters 

Transmission Sequence Number (TSN): 

The TSN field provides the transmission sequence number for the MAC-es PDU. This information is used for 
reordering purposes to support in-sequence delivery to higher layers. The length of the TSN field is 6 bits. 

9.2.4.2 MAC-e header parameters 

Data description indicator (DDI): 

The DDI field identifies the logical channel, MAC-d flow and size of the MAC-d PDUs concatenated into the 
associated MAC-es PDU. The mapping between the DDI values and the logical channel ID, MAC-d flow and 
PDU size is provided by higher layers. The length of the DDI field is 6 bits. 

For FDD: When, due to the quantization in the transport block sizes that can be supported or triggering of the 
Scheduling Information, the size of the data plus header is less than or equal to the TB size of the E-TFC 
selected by the UE minus 24 bits, the DDI value [111111] shall be appended at the end of the MAC-e header 
and a Scheduling Information shall be concatenated into this MAC-e PDU, where DDI value [111111] 
indicates that there is a Scheduhng Information concatenated in this MAC-e PDU. Otherwise, if the size of 
the data plus header is less than or equal to the TB size of the E-TFC selected by the UE minus 18 bits, a 
Scheduling Information shall be concatenated into this MAC-e PDU. In any other case it is understood that 
another MAC-es PDU or Scheduling Information does not fit and it is therefore not necessary to reserve 
room in the transport block for an additional DDI field. 

For TDD: When, due to the quantization in the transport block sizes that can be supported or triggering of the 
Scheduling Information (due to timer expiry, see subclauses 11.9.1.4a and 11.9.1.5), the size of the data plus 
header is less than or equal to the TB size of the E-TFC selected by the UE minus 29bits, the DDI value 
[111111] shall be appended at the end of the MAC-e header and a Scheduling Information shall be 
concatenated into this MAC-e PDU, where DDI value [111111] indicates that there is a Scheduhng 
Information concatenated in this MAC-e PDU. Otherwise, if the size of the data plus header is less than or 
equal to the TB size of the E-TFC selected by the UE minus 23 bits, a Scheduling Information shall be 
concatenated into this MAC-e PDU. In any other case it is understood that another MAC-es PDU or 
Scheduling Information does not fit and it is therefore not necessary to reserve room in the transport block for 
an additional DDI field. 
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- Number of MAC-d PDUs (N): 

The number of consecutive MAC-d PDUs corresponding to the same DDI value. The length of the N field is 6 
bits. 

9.2.4.3 MAC-is header parameters 

Transmission Sequence Number (TSN): 

The TSN field provides the transmission sequence number for the MAC-is PDU. This information is used for 
reordering purposes to support in-sequence delivery to higher layers. For TDD, the length of the TSN field is 6 
bits. For FDD, the length of the TSN field is either 6 or 14 bits, depending on configuration of TSN field 
extension for MAC-i/is entity by upper layers [7]. 

- Segmentation Status (SS): 

The Segmentation Status (SS) field provides indication of the segmentation status of the MAC SDU or segment 
of MAC SDU belonging to the logical channel identified by the LCH-ID field. The length of the SS field is 2 
bits. 



Table 9.2.4.3-1 : Structure of the SS field 



SS Field 


Segmentation status 


00 


The first MAC-is SDU of the IVIAC-is PDU is a 
complete IVIAC-d PDU or IVIAC-c PDU. 

The last MAC-is SDU of the MAC-is PDU is a 
complete MAC-d PDU or MAC-c PDU. 


01 


If there are more than one MAC-is SDUs in the MAC- 
is PDU, the last MAC-is SDU of the MAC-is PDU is a 

complete MAC-d PDU or MAC-c PDU. 
The first MAC-is SDU of the MAC-is PDU is the last 
segment of a MAC-d PDU or MAC-c PDU. 


10 


If there are more than one MAC-is SDUs in the MAC- 
is PDU, the first MAC-is SDU of the MAC-is PDU is a 

complete MAC-d PDU or MAC-c PDU. 
The last MAC-is SDU of the MAC-is PDU is the first 
segment of a MAC-d PDU or MAC-c PDU. 


11 


If there are more than one MAC-is SDUs in the MAC- 
is PDU, the first MAC-is SDU of the MAC-is PDU is 
the last segment of a MAC-d PDU or MAC-c PDU and 
the last MAC-is SDU of MAC-is PDU is the first 
segment of a MAC-d PDU or MAC-c PDU. 
If there is only one MAC-is SDU in the MAC-is PDU, 
the MAC-is SDU is a middle segment of a MAC-d 
PDU or MAC-c PDU. 



9.2.4.4 MAC-i header parameters 

- Length (L): 

The L field provides the length of the MAC-is SDU in octets. The size can vary for each SDU in the MAC-is 
PDU, and is set for each SDU individually. The length of the Length field is 1 1 bits. 

Logical channel identifier (LCH-ID): 

The LCH-ID field provides identification of the logical channel at the receiver and the re-ordering buffer 
destination of a MAC-is SDU. In FDD, one LCH-ID value is reserved to indicate that the UE's E-RNTI is 
included in the MAC-i header. The length of the LCH-ID is 4 bits. 
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Table 9.2.4.4-1 : Structure of the LCH-ID field (FDD only) 



LCH-ID Field 


Designation 


0000 


Logical channel 1 


0001 


Logical channel 2 






1101 


Logical channel 1 4 


1110 


Identification of CCCH (SRBO) 


1111 


Identification of E-RNTl being included. 



Table 9.2.4.4-2: Structure of the LCH-ID field (1.28 Mcps TDD only) 



LCH-ID Field 


Designation 


0000 


Logical channel 1 


0001 


Logical channel 2 






1101 


Logical channel 14 


1110 


Identification of CCCH (SRBO) 


1111 


Reserved 



- Flag(F): 

The F field is a flag indicating if more fields are present in the MAC-i header or not. If the F field is set to "0" 
the F field is followed by an additional set of LCH-ID, L and F fields. If the F field is set to " 1 " the F field is 
followed by a MAC-is PDU. Each header extension corresponds to one MAC-is SDU. 

- E-RNTl (FDD only) 

The E-RNTI field provides the UE's E-RNTI value. 

- Spare (S) (FDD only): 

The S field is needed to achieve octet alignment in case the UE's E-RNTl is included in the MAC-i header. In 
this version of the specification, the spare field shall be set to "0000". 

9.2.5 Signaling of control information for FDD E-DCH 

9.2.5.1 HARQ information 

This control information is used in support of the uphnk hybrid ARQ functionahty. 

- ACK/NACK information: 

Transmitted on the E-HICH, on the downlink frequency associated with the uplink frequency where the uplink 
transmission was made, from each cell in the E-DCH active set of each Activated UpHnk Frequency, the 
ACK/NACK information indicates the successful or un-successful decoding of the corresponding uphnk 
transinission. This information allows the UE to know whether to make another transmission for the same MAC- 
e or MAC-i PDU or to start the transmission of a new one. The length of the ACK/NACK field is 1 bit. 

- RSN: 

Transmitted on the E-DPCCH, the RSN is used to convey the uphnk HARQ transmission number. Because of 
the hmitation in the field size, the RSN saturates to the maximum value once that is reached. The combination of 
the RSN and the transmission timing allows the receiver to determine the exact transmission number (see [16]). 
The length of the RSN field is 2 bits. 

9.2.5.2 DL Scheduling information 

This control information is used by Node-Bs in a UE's E-DCH active set in order to control its use of E-DCH system 
resources. 

9.2.5.2.1 Relative Grants 

- Serving Relative Grant: 

The Serving Relative Grant is defined per Configured Uplink Frequency. The Serving Relative Grant is 
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transmitted on the downlink frequency associated with the uplink frequency where the uplink transmission will 
be made. The Serving Relative Grant is transmitted on the E-RGCH from all cells in the serving E-DCH RLS, 
and from all cells in the Secondary Serving E-DCH RLS, when the Secondary Uplink Frequency is activated. 
The serving relative grant allows the Node B scheduler to incrementally adjust the serving grant of UEs under its 
control. By definition, there can only be one serving relative grant command received at any one time per 
Activated UpUnk Frequency. This indication can take three different values, "UP", "DOWN" or "HOLD". 

- Non-serving Relative Grant: 

The Non-serving Relative Grant is defined per Configured Uplink Frequency. The Non-Serving Relative Grant 
is transmitted on the downlink frequency associated with the uplink frequency where the uplink transmission 
will be made. The Non-Serving Relative Grant is transmitted on the E-RGCH from a non-serving E-DCH RL 
and from Secondary Non-Serving E-DCH RL. The non-serving relative grant allows neighboring Node Bs to 
adjust the transmitted rate of UEs that are not under their control in order to avoid overload situations. By 
definition, there could be multiple non-serving relative grant commands received by MAC at any time per 
Activated Uphnk Frequency. This indication can take two different values, "DOWN" or "HOLD". 

The handling of the Relative Grant signalling is based on the Scheduling Grant table configured by higher layers and 
shown in Tables 9.2. 5.2.1. land 9.2.5.2.1.2. One table is used for all Configured Uplink Frequencies. 

Table 9.2.5.2.1 .1 : Scheduling Grant Table 1 (SG-table) 



Index 


Scheduled 
Grant 


^7 


^ 1 DO/ D 


■^R 
oo 




oo 


M RR/1 R'>'^*4 

^ 1 DO/ ^ O) *T 


"^4 
ot 


^ 1 \JU/ 1 t 


oo 


\ 1 OH-/ \ O) H- 






O 1 


^ 1 ou/ 1 O^ c. 


9n 

ou 


\OOl 1 Oy H- 




\ 1 DO/ 1 O ) 




^ 1 ou/ 1 O ) 


?7 


C1 94/1 

\ 1 OH-/ 1 O / 


26 


M 19/15^^ 


25 


(106/15)^ 


24 


(95/15)^ 


23 


(84/15)'' 


22 


(75/15)^ 


21 


(67/15)^ 


20 


(60/15)'' 


19 


(53/15)^ 


18 


(47/15)^ 


17 


(42/15)'' 


16 


(38/15)^ 


15 


(34/15)^ 


14 


(30/15)'' 


13 


(27/15)^ 


12 


(24/15)^ 


11 


(21/15)'' 


10 


(19/15)^ 


9 


(17/15)'' 


8 


(15/15)'' 


7 


(13/15)^ 


6 


(12/15)^ 


5 


(11/15)'' 


4 


(9/15)^ 


3 


(8/15)' 


2 


(7/15)' 


1 


(6/15)' 
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(5/15)' 



Table 9.2.5.2.1.2: Scheduling Grant Table 2 (SG-table) 



IndGx 


Grant 


37 


(377/15) x4 


36 


(336/15) x4 


35 


(237/15) x6 


34 


/OH O/H CX*^. 

(212/15) x6 


on 

33 


(237/15) x4 


32 


(168/15) 6 


31 


(150/15) 6 


30 


(168/15) 4 


29 


(150/15) x4 


28 


/A O A 1 A ^X"^. , A 

(134/15) x4 


27 


/A A r\ 1 A T~\'^, . A 

(119/15) x4 


26 


(150/15) x2 


25 


(95/15) x4 


24 


/A r^r\ 1 A T~\'^ 

(168/15) 


23 


/A i~ r\ 1 A 

(150/15) 


22 


/A O A 1 A r'\'^ 

(134/15) 


21 


/A A r\ 1 A T~\'^ 

(119/15) 


20 


/A r\r^ 1 A T~\'^ 

(106/15) 


19 


(95/15)"^ 


18 


(84/1 5)"^ 


17 


(75/15)"^ 


16 


(67/15)"^ 


15 


(60/1 5) 


14 


(53/15)"^ 


13 


(47/1 5)"^ 


12 


(42/1 5)"^ 


1 1 


(38/15) 


10 


/O A lA 

(34/15) 


9 


(30/1 5)' 


8 


(27/15)' 


7 


(24/15)' 


6 


(21/15)' 


5 


(19/15)' 


4 


(17/15)' 


3 


(15/15)' 


2 


(13/15)' 


1 


(12/15)' 





(11/15)' 



When the Serving_Grant for each Activated Uplink Frequency needs to be determined due to E-RGCH signalling (see 
subclause 11.8.1.3.2), the UE shall: 

- if the UE received a Serving Relative Grant in CELL_DCH state or in CELL_FACH state after colhsion 
resolution (FDD only): 

- Determine the lowest power ratio in the configured SG-table (table 9.2.5.2.1.1 or table 9.2.5.2.1.2) that is 
equal or higher to the reference_ETPR, and determine the corresponding index in the SG-table: SGlupr; 

- If the UE received a Serving Relative Grant "UP", based on the thresholds "3-index-step threshold" and "2- 
index-step threshold" configured by higher layers, determine the Serving_Grant as follows: 

- if SGlupr < "3-index-step threshold": 
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- Serving_Grant = SG[MIN(SGlupr + 3,37)]. 

- if "3-index-step threshold" <= SGlupr < "2-index-step threshold": 

- Serving_Grant = SG[MIN(SGlupr + 2,37)]. 

- if "2-index-step threshold" <= SGlupr:: 

- Serving_Grant = SG[MIN(SGlupr + 1 , 37)]. 

If the UE received a Serving Relative Grant "DOWN", determine the Serving_Grant: 

- Serving_Grant = SG[MAX(SGlupr -1,0)]. 

- if the UE received a Non-serving Relative Grant: 

Determine the lowest power ratio in the configured SG-table (table 9.2.5.2.1.1 or table 9.2.5.2.1.2) that is 
equal or higher to the maximum of reference_ETPR2 of all active HARQ processes, and determine the 
corresponding index in the SG-table: SGlupr2; 

- If the UE received a Non-serving Relative Grant "DOWN", determine the Serving_Grant: 

- Serving_Grant = SG[MAX(SGlupr2 -1 , 0)] 

if the UE received a Serving Relative Grant in CELL_FACH state before colhsion resolution (FDD only) or in 
Idle mode: 

- the Serving_Grant is unchanged (i.e. kept from previous TTl). 

9.2.5.2.2 Absolute Grant 

The absolute grant is defined per Configured UpUnk Frequency. 

The absolute grant message is sent on the downlink frequency associated with the upUnk frequency where the uplink 
transmission will be made, on the configured E-AGCH, from the Serving E-DCH cell and from the Secondary Serving 
E-DCH cell when the Secondary Uphnk Frequency is activated. The absolute grant message allows the Node B 
scheduler to directly adjust the granted rate of UEs under its control. In FDD, the channel is also used for collision 
resolution and release of common E-DCH resources. 

The E-AGCH is a shared channel that uses an E-RNTl specific CRC in order to address messages to specific users (see 
[16]). The RRC may configure the MAC-e or MAC-i with two different E-RNTIs per Configured Uphnk Frequency, 
one primary and one secondary. Based on the identity that is used, the following information wiU be conveyed 
impUcitly when an absolute grant message is received: 

- Identity Type: 

This variable will take the value "Primary" or "Secondary" respectively based on whether the message was 
addressed to the primary or the secondary E-RNTI. 

The absolute grant message itself includes multiple fields that are multiplexed together into 6 bits inside the MAC-e or 
MAC-i of the Node B and then submitted to the physical layer for transmission on the E-AGCH. These fields are: 

- Absolute Grant Value: 

This field is used to determine the maximum E-DCH traffic to pilot ratio (E-DPDCH/DPCCH) that the UE is 
allowed to use in the next transmission. The length of the Absolute Grant Value field is 5 bits. 

- Absolute Grant Scope: 

This field indicates the applicability of the Absolute Grant. It can take two different values, "Per HARQ process" 
or "All HARQ processes", allowing to indicate whether the HARQ process activation/de-activation will affect 
one or all processes. The Absolute Grant Scope is encoded in 1 bit. In CELL_DCH state, when the E-DCH is 
configured with 10ms TTI, only the value "All HARQ processes" is valid (see subclause 10). In case Identity 
Type is "Secondary", only the value "All HARQ processes" is valid in this version of the protocol. 
In CELL_FACH state, only the value "All HARQ processes" is valid (see subclause 10). 

Common E-DCH resource release (FDD only in CELL_FACH): 

An AG with value set to 'INACTIVE' is used by the Node B to release common E-DCH resources. 
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9.2.5.3 UL Scheduling information 

This control information is used by UEs to indicate to their serving E-DCH Node-B the amount of resources they 
require. 



9.2.5.3.1 Happy Bit 

The happy bit is a single bit field that is passed from MAC to the physical layer for inclusion on the E-DPCCH. This 
field takes two values, "Not Happy" and "Happy" indicating respectively whether the UE could use more resources or 
not. The setting of the Happy Bit is defined in subclause 11.8.1.5. 

A happy bit is reported on each of the Activated Uplink Frequencies. 



9.2.5.3.2 Scheduling Information 

The Scheduling Information is located at the end of the MAC-e or MAC-i PDU and is used to provide the serving Node 
B with a better view of the amount of system resources needed by the UE and the amount of resources it can actually 
make use of The transmission of this information will be initiated due to the quantization of the transport block sizes 
that can be supported or based on the triggers defined in subclause 1 1.8.1.6. When a Scheduling Information is 
transmitted, its contents shall always be updated in new transmissions with the buffer status after application of the E- 
TFC selection procedure described in subclause 1 1 .8. 1 .4. The logical channels for which a non-scheduled grant is 
configured shall never be taken into account when putting together this information. In addition, the RRC may restrict 
appUcabUity for logical channels for which no non-scheduled grant was configured. 

A Scheduling Information is reported independently on each of the Activated UpUnk Frequencies. 

This information includes the following fields: 

- Highest priority Logical channel ID (HLID): 

The HLID field identifies unambiguously the highest priority logical channel with available data. If multiple 
logical channels exist with the highest priority, the one corresponding to the highest buffer occupancy wiU be 
reported. The length of the HLID is 4 bits. In case the TEBS is indicating index (0 byte), the HLID shall 
indicate the value "0000". 



- Fields related to amount of available data: 



- Total E-DCH Buffer Status (TEBS): 

The TEBS field identifies the total amount of data available across all logical channels for which reporting has 
been requested by the RRC and indicates the amount of data in number of bytes that is available for transmission 
and retransmission in RLC layer. If MAC-i/is is configured, it also includes the amount of data that is available 
for transmission in the MAC-i/is segmentation entity. When MAC is connected to an AM RLC entity, control 
PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be included in the TEBS. RLC 
PDUs that have been transmitted but not negatively acknowledged by the peer entity shall not be included in the 
TEBS. 

The length of this field is 5 bits. The values taken by TEBS are shown in Table 9.2.5.3.2.1. 



Table 9.2.5.3.2-1 : TEBS Values 



Index TEBS Value (bytes) 
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TEBS = 


1 


0<TEBS< 10 


2 


10 < TEBS < 14 


3 


14 < TEBS < 18 


4 


18 < TEBS < 24 


5 


24 < TEBS < 32 


6 


32 < TEBS < 42 


7 


42 < TEBS < 55 


8 


55 < TEBS < 73 


9 


73 < TEBS < 97 


10 


97 < TEBS < 129 


11 


129 < TEBS < 171 


12 


171 < TEBS < 228 


13 


228 < TEBS < 302 


14 


302 < TEBS < 401 


15 


401 < TEBS < 533 


18 


533 < TEBS < 708 


17 


708 < TEBS < 940 


18 


940 < TEBS < 1248 


19 


1 248 < TEBS < 1658 


20 


1658 < TEBS < 2202 


21 


2202 < TEBS < 2925 


22 


2925 < TEBS < 3884 


23 


3884 < TEBS < 51 60 


24 


51 60 < TEBS < 6853 


25 


6853 < TEBS < 9103 


26 


9103 < TEBS < 12092 


27 


12092 < TEBS < 16062 


28 


16062 < TEBS < 21335 


29 


21 335 < TEBS < 28339 


30 


28339 < TEBS < 37642 


31 


37642 < TEBS 



Highest priority Logical channel Buffer Status (HLBS): 

The HLBS field indicates the amount of data available from the logical channel identified by HLID, relative to 
the highest value of the buffer size range reported by TEBS when the reported TEBS index is not 31, and 
relative to 50000 bytes when the reported TEBS index is 3 1 . The length of HLBS is 4 bits. The values taken by 
HLBS are shown in table 9.2.5.3.2.2. In case the TEBS field is indicating index (0 byte), the HLBS field shall 
indicate index 0. 



Table 9.2.5.3.2-2: HLBS Values 



Index HLBS values (%) 
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< HLBS < 4 


1 


4 < HLBS < 6 


2 


6 < HLBS < 8 


3 


8 < HLBS < 10 


4 


10 < HLBS < 12 


5 


12 < HLBS < 14 


6 


14 < HLBS < 17 


7 


17 < HLBS < 21 


8 


21 < HLBS < 25 


9 


25 < HLBS < 31 


10 


31 < HLBS < 37 


11 


37 < HLBS < 45 


12 


45 < HLBS < 55 


13 


55 < HLBS < 68 


14 


68 < HLBS < 82 


15 


82 < HLBS 



UE Power Headroom (UPH): 

The UPH field of a frequency indicates the ratio of the maximum UE transmission power and the corresponding 
DPCCH code power of that frequency defined in [17]. The length of UPH is 5 bits. 

The ScheduUng Information message is represented in figure 9.2.5.3.2-1 where for each field, the LSB is the rightmost 
bit in the figure and the MSB is the leftmost bit. 



UPH 


TEES 


HLBS 


HLID 


(5bits) 


(5bits) 


(4bits) 


(4bits) 



Figure 9.2.5.3.2-1: Sclieduiing information format 



9.2.5.4 Transport block size 

RRC can configure the MAC-e or MAC-i to use one of two Transport block size sets for the 10ms TTI duration and one 

of four Transport block size sets for the 2ms TTI duration. The normative description of the mapping between the E- 
TFCI and the corresponding transport block size is provided in Annex B: 

- If the UE is configured with E-TFCI table (see [7]) and 2ms TTI, it shall use the mapping defined in Aimex 
B.l 

- If the UE is configured with E-TFCI table 1 (see [7]) and 2ms TTI, it shall use the mapping defined in Annex 
B.2 

- If the UE is configured with E-TFCI table 2 (see [7]) and 2ms TTI, it shall use the mapping defined in Aimex 
B.2a 

- If the UE is configured with E-TFCI table 3 (see [7]) and 2ms TTI, it shall use the mapping defined in Annex 
B.2b 

- If the UE is configured with E-TFCI table (see [7]) and 10ms TTI, it shall use the mapping defined in Annex 
B.3 

- If the UE is configured with E-TFCI table 1 (see [7]) and 10ms TTI, it shall use the mapping defined in Annex 
B.4 

The mapping in Transport block size table for 2ms TTI (see table in Annex B.l) can also be obtained using the 
formula below. 

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size is given by the following formula 
(informative): 
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Lo=18 



A; = 0..118,120..126 

L,,i=Ll20*(/7)^J 
where 



11484 
120 



127-1 



The mapping in Transport block size table 2 for 2ms TTI (see table in Annex B.2a) can also be obtained using the 

formula below. 

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size is given by the following formula 
(informative): 



Lo=18 

i/ yt = 0.. 119,121. .126 
where 

1 

( 22996^127=1 

[no J 

The mapping in Transport block size table for 10ms TTI (see table in Annex B.3) can also be obtained using the 
formula below. 

Let k be the chosen E-TFCI, then the corresponding E-DCH transport block size L/^ is given by the following formula 
(informative): 



Lo=18 



if it = 0.. 126 



where 



P = \ 



( 20000 



127-1 



120 

9.2.6 Signaling of control information for TDD E-DCH 
9.2.6.1 HARQ information 

This control information is used in support of the uplink hybrid ARQ functionality. 

- ACK/NACK information: 

Transmitted on the E-HICH in the serving E-DCH cell, the ACK/NACK information indicates the successful or 
unsuccessful decoding of the corresponding uplink transmission. If NACK is received then the UE may 
retransmit if appropriate physical resources are available, otherwise it must receive a further Grant before it can 
retransmit the MAC-e or MAC-i PDU. The length of the ACK/NACK field is 1 bit. 
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- RSN: 

Transmitted on the E-UCCH, the RSN is used to convey the upUnk HARQ transmission number. Because of the 
Umitation in the field size, the maximum value that the RSN can represent is equal to 3. Once the RSN reaches 
this value, the RSN shall alternate between the values of 2 and 3 for any subsequent consecutive retransmissions. 
Thus, the RSN sequence follows the pattern 0,1,2,3,2,3,2,3,... (see subclause 11.9.1.1.2). The length of the RSN 
field is 2 bits. 

- HARQ Process Identifier 

Transmitted on the E-UCCH, the HARQ process identifier is selected by the UE and identifies the HARQ 
process for which the MAC-e or MAC-i PDU is being transmitted/retransmitted. The length of the HARQ 
process identifier field is 3 bits. For TDD, the MSB of the HARQ Process Identifier is not transmitted by the 
physical layer but may be inferred by the Node-B according to the nature of the physical resources used 
(scheduled or unscheduled). HARQ processes associated with scheduled transmission utilise HARQ Process 
Identifiers to 3. 

9.2.6.2 DL Scheduling information 

This control information is used by a Node-B in order to control its use of E-DCH system resources. 
9.2.6.2.1 Absolute Grant 

The Absolute Grant is sent on downlink on a set of configured E-AGCHs from the serving E-DCH cell and allows the 
Node B scheduler to directly adjust the granted rate and assigned physical resources for UEs under its control. The 
physical resource assignment indicates to the UE the maximum amount of uplink resources that it may use for a 
scheduled transmission. 

The E-AGCH is a shared channel that uses an E-RNTI specific CRC in order to address messages to specific UEs (see 
[19]). For TDD, the RRC shall configure the MAC with a primary E-RNTI only. 

A UE is required to monitor a set of E-AGCHs. The RRC signals to the UE details of the set of E-AGCHs that are to be 
monitored. The UE decodes an Absolute Grant intended for it on the basis of the E-RNTI sent to it by the Node B via 
the SRNC and by RRC. The following information will be conveyed in an absolute grant message: 

Absolute Grant Value - maximum power granted per resource unit (per slot) 

The physical resources to be used for transmission 

- Channelisation Code 

- Timeslots 

- Resource Duration (optional) 

The absolute grant message itself includes multiple fields that are multiplexed together into between 14 and 28 bits for 
3.84/7.68 Mcps TDD and between 23 and 26 bits for 1.28 Mcps TDD (depending on the system configuration) inside 
the MAC-e or MAC-i of the Node B and then submitted to the physical layer for transmission on the E-AGCH. These 
fields are: 

- Absolute Grant Value: 

For TDD, this field indicates the maximum E-PUCH transmission power to reference power ratio per TDD 

resource unit that the UE is allowed to use on the E-DCH resources associated with the Absolute Grant. A TDD 
resource unit is defined as one sixteenth of the OVSF codespace in one timeslot. The length of the Absolute 
Grant Value field for TDD is 5 bits. 

- Channelisation Code: 

This field describes the code component of the physical resource grant. For 1.28/3.84 Mcps TDD it comprises an 
enumerated value of length 5 bits indicating which node on the OVSF code tree has been allocated. For 7.68 
Mcps TDD it comprises an enumerated value of length 6 bits indicating which node on the OVSF tree has been 
allocated. The mapping between the allocated OVSF and the enumerated node 0...30 for 1.28/3.84 Mcps and 
0...62 for 7.68 Mcps is as given in [19]. 

Timeslot Resource Related Information: 

This field describes the timeslot component of the physical resource grant and comprises a bitmap of length 
Utrri- For 3.84/7.68 Mcps TDD, the TRRl field indicates which of the timeslots configured for E-DCH use by 
RRC have been allocated with the LSB corresponding to the lowest numbered E-DCH timeslot and the MSB 
corresponding to the highest numbered timeslot. The length of the TRRI field (nxRRi) is 5 bits and is configurable 
by RRC on a per-cell basis between 1 and 12 bits for 3.84/7.68 Mcps TDD. For 1.28 Mcps TDD, the length of 
the TRRl field (utrri) is 5 bits with MSB corresponding to TSl and LSB corresponding to TS5. 
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Resource Duration Indicator: 

Optionally, RRC may configure, on a per-cell basis the presence of a resource duration indicator field on E- 
AGCH for TDD. If configured as present in a cell, 3 bits are used to indicate the number of TTI's allocated and 
the spacing between the allocated TTIs via a single grant according to table 9.2.6.2.1-2. If the field is 
configured as not present on E-AGCH in the cell, a value of is impUcitly assumed by the UE corresponding to 
ITTI. 

Table 9.2.6.2.1-2 - Resource Duration Indicator (RDI) interpetation 

Resource Duration Indicator TTIs allocated TTI spacing 
(3 bits) 






1 


1 


1 


2 


1 


2 


2 


2 


3 


2 


4 


4 


4 


1 


5 


4 


2 


6 


4 


4 


7 


8 


1 



- E-AGCH Cyclic Sequence Number (ECSN): 

The ECSN is a 3-bit field used to assist the UE with outer-loop power control of E-AGCH (cf HCSN for HS- 
SCCH). 

- E-HICH Indicator(EI) (1.28 Mcps TDD only) 

The E-HICH indicator (EI) consists of 2 bits and is used to indicate which E-HICH will convey the 
acknowledgement indicator for the scheduled UEs. 

- E-UCCH Number Indicator (ENI) (1.28 Mcps TDD only) 

The E-UCCH Number Indicator (ENI) is a 3-bit field used to indicate the detailed number of E-UCCH. 

9.2.6.3 UL Scheduling Information 

This control information is used by UEs to indicate to the Node B the amount of resources they require. Scheduling 
Information is sent via the E-PUCH in the MAC-e or MAC-i header when the UE is granted resource and by the E- 
RUCCH when no resource has been granted. Scheduling Information consists of three components as defined below. 

Buffer Information: This consists of: 

- Highest priority Logical Channel (HLID) 

The HLID field identifies unambiguously the highest priority logical channel with available data. If multiple 
logical channels exist with the highest priority, the one corresponding to the highest buffer occupancy will be 
reported. The length of the HLID is 4 bits. In case the TEBS is indicating index (0 byte), the HLID shall 
indicate the value "0000". 

- Total E-DCH Buffer Status (TEBS) 

The TEBS field identifies the total amount of data available across all logical channels for which reporting 
has been requested by the RRC and indicates the amount of data in number of bytes that is available for 
transmission and retransmission in RLC layer. If MAC-i/is is configured, it also includes the amount of data 
that is available for transmission in the MAC-i/is segmentation entity. When MAC is connected to an AM 
RLC entity, control PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be 
included in the TEBS. RLC PDUs that have been transmitted but not negatively acknowledged by the peer 
entity shall not be included in the TEBS. 

- Highest priority Logical channel Buffer Status (HLBS) 

The HLBS field indicates the amount of data available from the logical channel identified by HLID, relative 
to the highest value of the buffer size range reported by TEBS when the reported TEBS index is not 31, and 
relative to 50000 bytes when the reported TEBS index is 31. 
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UE Power Headroom (UPH): The UPH field indicates the ratio of the maximum UE transmission power and the 
calculated UE transmit power defined as in [18] that would result for (3e equal to 0. The length of UPH is 5 bits. 

- Serving and Neighbour Cell Pathloss (SNPL): This may be used by the Node-B to assist with its estimation of 
the degree of intercell interference each UE will generate and hence the absolute grant power value and physical 
resources to assign . The length of SNPL is 5 bits. 

The length of TEBS field is 5 bits, the values taken by TEES are shown in Table 9.2.5.3.2-1. The length of HUBS is 4 
bits, the values taken by HUBS are shown in table 9.2.5.3.2-2. 

The Scheduling Information message is represented in figure 9.2.6.3-1 where for each field, the LSB is the rightmost bit 
in the figure and the MSB is the leftmost bit: 

SNPL UPH TEBS HLBS HLID 

(5 bits) (5 bits) (5 bits) (4 bits) (4 bits) 



Figure 9.2.6.3.-1 : Scheduling Information format 

If Scheduhng Information is sent via the E-RUCCH then the E-RNTI is also sent via the E-RUCCH, as shown by 
Figure 9.2.6.3-2 where the LSB is the rightmost bit in the figure and the MSB is the leftmost bit: 

Scheduling Information (23 bits) E-RNTI (16 bits) 



Figure 9.2.6.3-2: Format of information sent on E-RUCCIH 

9.2.6.4 Transport block size 

For 1.28 Mcps TDD, the normative description of the mapping between the TB index and the corresponding transport 
block size is provided in Annex BC. 

For 3.84 Mcps TDD, the normative description of the mapping between the E-TFC index and the corresponding 
transport block size is provided in Annex BA. 

For 7.68 Mcps TDD, the normative description of the mapping between the E-TFC index and the corresponding 
transport block size is provided in Annex BB. 

9.2.6.4.1 3.84 Mcps TDD Transport Block Size 

For 3.84 Mcps TDD, the mapping of transport block size L to signalled index ki = {0,1,. . .127} (see Annex BA.l) is 
given by the formula: 

In the above formula /? = 128'^^ , /(, is the TBS index (0...127) and /(„ is an integer selected based upon the 
number of timeslots allocated (n). Values for kn axe tabulated in Table 9.2.6.4.1 . 



Table 9.2.6.4.1 : k„ tabulated as a function of the number of timeslots (n) 



n k„ 

1 

2 18 

3 28 

4 36 

5 42 
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6 


46 


7 


50 


8 


54 


9 


57 


10 


60 


11 


62 


12 


65 



9.2.6.4.2 7.68 Mcps TDD Transport Block Size 

For 7.68 Mcps TDD, the mapping of transport block size Lto signalled index /c, = {0,1, ...127} (see Annex 
BB.1) is given by the formula: 



L = [60x/?'"^''J 



1 

In the above formula, p = 156™ /c/is the TBS index (0...127) and kn is an integer selected based upon the 
number of timeslots allocated (n). Values for kn are tabulated in Table 9.2.6.4.2. 



Table 9.2.6.4.2: k„ tabulated as a function of the number of timeslots (n) 



n 


kn 


1 





2 


15 


3 


25 


4 


31 


5 


36 


6 


41 


7 


44 


8 


47 


9 


50 


10 


52 


11 


54 


12 


56 



9.2.6.4.3 1 .28 Mcps TDD Transport Block Size 

For 1.28 Mcps TDD, the mapping of transport block size L to TB index A: (k = {0,1, ...63};) (see Annex BC.l) is given 
by the formula: 



Table 9.2.6.4.3: formula used to calculate the Transport Block Size 



Category 1-2 


Category 3-6 


1 Timeslot 


2 Timeslots 


3 Timeslots 


1 Timeslot | 2 Timeslots | 3 Timeslots 


4&5 Timeslots 




Lo=23,A=116,L^ 


,=162,L,=[L^y-^J,^E[2,62] 
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L,3 =1346, 
7768 


L,3 = 2754, 
2578 


L,,=4162, 
8934 


L,, = 2120, 
9781 


— 5532, 
2934 


= 8348, 
3052 


Lg3 =11160, 
9652 


P = 

7503 


P = 

2461 


P = 

8471 


P = 

9339 


P = 

2769 


P = 

2861 


p = 

9005 



NOTE: When in CELL EACH state with E-DCH transmission, the formula used to calculate the Transport Block 
Size according to the E-DCH physical layer category 3 shall be used. 

9.2.6.5 Timing Advance and Synclironisation (3.84/7.68 Mcps TDD only) 

9.2.6.5.1 Unsynchronised Handover 

In the case of unsynchronised handover (e.g. from FDD or from GERAN) and if no uplink DPCH is allocated the UE 
shall obtain timing advance in the new 3.84/7.68 Mcps TDD cell by transmission of Timing Advance Request on the E- 
RUCCH and by receiving Timing Advance Response on the E-AGCH. 

9.2.6.5.2 Synchronisation 

In the case that no uplink DPCH is allocated and after a period T-adv (configured by higher layers [7]) of no uplink 
transmission on the E-DCH or E-RUCCH and the UE has information to send on the E-DCH or HS-SICH, then the UE 
shall obtain timing advance and synchronisation by transmission of Timing Advance Request on the E-RUCCH and by 
receiving Timing Advance Response on the E-AGCH. 

9.2.6.5.3 Timing Advance Request 

Timing Advance Request is sent on the E-RUCCH using the general message format shown by Figure 9.2.6.3-1 and by 
having TEBS set to 0. 

9.2.6.5.4 Timing Advance Response 

Timing Advance Response is sent by the Node B on the E-AGCH in response to a Timing Advance Request and is 
indicated by Timeslot Resource Related Information (see Section 9.2.6.2.1) being set to 0. The value to be used for 
timing adjustment is carried by the Absolute Grant Value and ChanneUsation Code fields in the E-AGCH as shovra by 
tables 9.2.6.5-1 and 9.2.6.5-2: 



Table 9.2.6.5-1 : 3.84 Mcps TDD 



Absolute Grant Value (most 
significant 3 bits of timing advance) 


Channelisation Code (least 
significant 5 bits of timing advance) 








X 


X 


X 


X 


X 


X 


X 


X 



Table 9.2.6.5-2: 7.64 Mcps TDD 



Absolute Grant Value (most 
significant 3 bits of timing advance) 


Channelisation Code (least significant 6 bits 
of timing advance) 








X 


X 


X 


X 


X 


X 


X 


X 


X 



On receipt of Timing Advance Response the UE shall adjust its transmissions based on the the received timing advance 
adjustment [18]. If Timing Advance Response is not received within a period T-RUCCH then the UE shall retransmit 
Timing Advance Request. 
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10 Handling of unknown, unforeseen and erroneous 
protocol data 

The list of error cases is reported below: 

a) Use of reserved coding in the MAC header 

If the MAC entity receives a MAC PDU with a header field using a value marked as reserved for this version of 
the protocol, it shall discard the PDU, unless explicitly mentioned otherwise. 

b) Inconsistent MAC header 

If the MAC entity receives a MAC PDU with a header inconsistent with the configuration received from RRC, it 
shaU discard the PDU. E.g.: In case DTCH is mapped to RACH/FACH, the MAC entity shall discard a PDU 
with a C/T field indicating a logical channel number that is not configured. 

c) Erroneous MAC header fields 

The MAC PDU shall be discarded if the lower layer gives an error indication for a MAC PDU and a MAC 
header is included in the MAC PDU. 

d) Inconsistent information received on MAC control channels 

If the MAC entity receives inconsistent information on the E-AGCH, it shall ignore the entire message. The 
following conditions constitute inconsistent information: 

- The Absolute Grant Scope is "Per HARQ process" and the E-DCH TTI is configured to 10ms. 

- The UE is in CELL_DCH, the Identity Type is "Secondary" and the Absolute Grant Value is "INACTIVE". 

- The Identity Type is "Secondary" and the Absolute Grant Scope is "Per HARQ process" in this version of the 
protocol. 

- The UE is in CELL_DCH, the Identity type is "Primary", the Absolute Grant value is "INACTIVE", the 
Absolute Grant Scope is "All HARQ processes", the E-DCH TTI is configured to 10ms and a secondary E- 
RNTI was not configured. 

- The UE is in CELL_FACH and the Absolute Grant Scope is "Per HARQ process" . 



1 1 Specific functions 

11.1 Traffic volume measurement for dynamic radio bearer 
control 

Dynamic radio bearer control is performed by RRC, based on the traffic volume measurements reported by MAC. 
Traffic volume information is measured in MAC layer and the results are reported from MAC layer to RRC layer. 

At least every TTI, the MAC layer shall receive from each RLC entity the value of its Buffer Occupancy (BO), 
expressed in bytes. RRC can configure MAC to keep track of statistics (i.e. raw BO, average of BO and variance of BO) 
on the BO (see [7]) values of all Radio Bearers mapped onto a given transport channel. When the average or variance 
are requested, an averaging interval duration will also be provided. 

Every time the BO values are reported to MAC, the UE shall verify whether an event was triggered or if a periodic 
report is required (see [7]). If reporting is required (multiple reports may be triggered in a single TTI), the MAC shall 
dehver to RRC the reporting quantities required for the corresponding RBs. In the case of average and variance of BO, 
the averaging should be performed for the interval with the configured duration ending at the time when the event was 
triggered. 

RRC requests MAC measurement report with the primitive CMAC-Measure-REQ including following parameters. 
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Measurement information elements. 

Reporting Quantity identifiers 

Indicates what should be reported to RRC layer 

For each RB, BO (optional), Average of BO (optional), or Variance of BO(optional) 

- Time interval to take an average or a variance (applicable when Average or Variance is Reporting Quantity) 
Indicates time interval to take an average or a variance of BO 

The calculation of average and variance of BO shall be based on one sample of BO per 10ms during the time 
interval given in this information element. All samples taken in the time interval shall have equal weight in the 
calculation. 

MAC receives RLC PDUs with the primitive MAC-Data-REQ including following parameters. 

- Buffer Occupancy (BO) 

The parameter Buffer Occupancy (BO) indicates for each logical channel the amount of data in number of bytes 
that is available for transmission and retransmission in RLC layer. When MAC is connected to an AM RLC 
entity, control PDUs to be transmitted and RLC PDUs outside the RLC Tx window shall also be included in the 
BO. RLC PDUs that have been transmitted but not negatively acknowledged by the peer entity shall not be 
included in the BO. 

1 1 .2 Control of RACH transmissions and Enhanced Uplink in 
CELL_FACH state and Idle mode transmissions 

The MAC sublayer is in charge of controlhng the timing of RACH transmissions on transmission time interval level 
(the timing on access slot level is controlled by LI). Note that retransmissions in case of erroneously received RACH 
message part are under control of higher layers, i.e. RLC, or RRC for CCCH (and SHCCH for TDD). 

In FDD, the MAC sublayer is in charge of controlling the timing of Enhanced Uplink transmissions in CELL_FACH 
state and Idle mode on transmission time interval level (the timing on access slot level is controlled by LI). Note that 
after conraion EDCH resource allocation the transmission, retransmission and collision resolution of MAC-i PDUs is 
under control of MAC. Retransmissions in case of erroneously received MAC-is PDUs are imder control of higher 
layers, i.e. RLC, or RRC for CCCH. 

11.2.1 Access Service Class selection 

The physical RACH resources (i.e. access slots and preamble signatures for FDD, timeslot and channelisation code for 
3.84 Mcps TDD and 7.68 Mcps TDD, SYNCl code for 1.28 Mcps TDD) may be divided between different Access 
Service Classes in order to provide different priorities of RACH usage. In FDD, the physical resources for Enhanced 
Uplink in CELL_FACH state and Idle mode (i.e. access slots and preamble signatures) may be divided between 
different Access Service Classes in order to provide different priorities of the usage of the Enhanced Uplink in 
CELL_FACH state and Idle mode. It is possible for more than one ASC or for all ASCs to be assigned to the same 
access slot/signature space or SYNCl code. 

Access Service Classes are numbered in the range < ; < NumASC < 7 (i.e. the maximum number of ASCs is 8). An 
ASC is defined by an identifier i that defines a certain partition of the PRACH resources and an associated persistence 
value Pi. A set of ASC parameters consists of NumASC+1 such parameters («, Pi), i = 0, NumASC. The PRACH 
partitions and the persistence values P, are derived by the RRC protocol from system information (see [7]). The set of 
ASC parameters is provided to MAC with the CMAC-Config-REQ primitive. The ASC enumeration is such that it 
corresponds to the order of priority (ASC = highest priority, ASC 7 = lowest priority). ASC shall be used in case of 
Emergency Call or for reasons with equivalent priority. 

At radio bearer setup/reconfiguration each involved logical channel is assigned a MAC Logical channel Priority (MLP) 
in the range 1,. . .,8. When the MAC sublayer is configured for RACH or common E-DCH transmission in the UE, these 
MLP levels shall be employed for ASC selection on MAC. 

The following ASC selection scheme shall be applied, where NumASC is the highest available ASC number and 
MinMLP the highest logical channel priority assigned to one logical channel: 

- in case all TBs in the TB set have the same MLP, select ASC = min(NumASC, MLP); 
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in case TBs in a TB set have different priority, determine the highest priority level MinMLP and select 

ASC = min(NumASC, MinMLP). 

When an RRC CONNECTION REQUEST message is sent RRC determines ASC by means of the access class [7]. The 
ASC to be used in these circumstances is signalled to MAC by means of the CMAC-CONFTG-REQ message. 

If MAC has knowledge of a U-RNTI then the ASC is deternained in the MAC entity. If no U-RNTI has been indicated 
to MAC then MAC will use the ASC indicated in the CMAC-CONFTG-REQ primitive. 

1 1 .2.2 Control of RACH transmissions for FDD mode 

The RACH transmissions are controlled by the UE MAC sublayer as outlined in figure 11.2.2.1. 

NOTE: The figure shall illustrate the operation of the transmission control procedure as specified below. It shall 
not impose restrictions on implementation. MAC controls the timing of each initial preamble ramping 
cycle as well as successive preamble ramping cycles in case that none or a negative acknowledgement is 
received on AICH. 

NOTE: In Cell-FACH state, the UE should co-ordinate the UL transmission schedule with the measurement 

schedule in EACH measurement occasions so as to mininoise any delays associated with inter-frequency 
measurements. 

MAC receives the following RACH transmission control parameters from RRC with the CMAC-CONFIG-Req 
primitive: 

- a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0, . . . ,NumASC an 
identification of a PRACH partition and a persistence value (transmission probability); 

- maximum number of preamble ramping cycles M^; 

- range of backoff interval for timer Tbqi, given in terms of numbers of transmission 10 ms time intervals NBoimax 
and NBoimm. applicable when negative acknowledgement on AICH is received. 

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an 
identifier i of a certain PRACH partition and an associated persistence value P,. The procedure to be applied for ASC 
selection is described in subclause 11.2.1. 

Based on the persistence value P,, the UE decides whether to start the LI PRACH transmission procedure (see [13]) in 
the present transmission time interval or not. If transmission is allowed, the PRACH transmission procedure (starting 
with a preamble power ramping cycle) is initiated by sending of a PHY-ACCESS-REQ primitive. MAC then waits for 
access information from LI via PHY-ACCESS-CNF primitive. If transmission is not allowed, a new persistency check 
is performed in the next transmission time interval. The persistency check is repeated until transmission is permitted. 

When the preamble has been acknowledged on AICH, LI access information with parameter value "ready for data 
transmission" is indicated to MAC with PHY-ACCESS-CNF primitive. Then data transmission is requested with PHY- 
DATA-REQ primitive, and the PRACH transmission procedure shall be completed with transmission of the PRACH 
message part according to LI specifications. Successful completion (TX status) of the MAC transmission control 
procedure shall be indicated to higher layer. 

When PHY indicates that no acknowledgement on AICH is received while the maximum number of preamble 
retransmissions is reached (defined by parameter Preamble_Retrans_Max on LI), a new persistency test is performed in 
the next transmission time interval. The timer T2 ensures that two successive persistency tests are separated by at least 
one 10 ms time interval. 

In case that a negative acknowledgement has been received on AICH a backoff timer Tboi is started. After expiry of the 
timer, persistence check is performed again. Backoff timer Tbqi is set to an integer number Nbqi of 10 ms time 
intervals, randomly drawn within an interval < NBoimin ^ Nboi ^ NBoimax (with uniform distribution). NBoimin and 
NBoimax may be set equal when a fixed delay is desired, and even to zero when no delay other than the one due to 
persistency is desired. 

Before a persistency test is performed it shall be checked whether any new RACH transmission control parameters have 
been received from RRC with CMAC-CONFIG-Req primitive. The latest set of RACH transmission control parameters 
shall be applied. 
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If the maximum number of preamble ramping cycles M^ax is exceeded, failure of RACH transmission shall be reported 
to higher layer. 

Both, transmission failure and successful completion of the MAC transmission control procedure, shall be indicated 
individually for each logical channel of which data was included in the transport block set of that access attempt. When 
transparent mode RLC is employed (i.e. for CCCH), transmission status is reported to RRC with CMAC-STATUS-lnd 
primitive. For logical channels employing acknowledged or unacknowledged mode RLC, transmission status is reported 
to RLC with MAC-STATUS-Ind primitive. 
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Figure 11.2.2.1: RACH transmission control procedure (UE side, informative) 
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1 1 .2.2A Control of Enhanced Uplink in CELL_FACH state and Idle mode for 
FDD mode 

The transmissions in Enhanced Uphnk in CELL_FACH state and Idle mode are controlled by the UE MAC sublayer as 
outlined in figures 11.2.2A-1, 11.2.2A-2 and 11.2.2A-3. 

NOTE: The figures shall illustrate the operation of the transmission control procedure as specified below. It shall 
not impose restrictions on implementation. MAC controls the timing of each initial preamble ramping 
cycle as well as successive preamble ramping cycles in case that no or a negative acknowledgement is 
received carried with an AI on AICH, if the use of E-AIs is not configured, and in case that none is 
received carried with an AI or a negative acknowledgement is received carried with an E-AI, if the use of 
E-AIs is configured. 

MAC receives the following random access transmission control parameters from RRC with the CMAC-CONFIG-Req 
primitive: 

- a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,. . .,NumASC an 
identification of a PRACH partition and a persistence value P, (transmission probabiUty); 

- maximum number of preamble ramping cycles M^axJ 

range of backoff interval for timer Tboi, given in terms of numbers of transmission 10 ms time intervals NBoimax 
and NBoimin, applicable when negative acknowledgement is received carried with an E-AI, or carried with an AI, 
when the use of E-AIs is not configured. 

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an 
identifier ; of a certain PRACH partition for Enhanced Uplink in CELL_FACH state and Idle mode and an associated 
persistence value P,. The procedure to be appUed for ASC selection is described in subclause 11.2.1. 

Based on the persistence value P„ the UE decides whether to start the LI physical random access procedure for E-DCH 
(see [13]) in the present transmission time interval. If transmission is allowed, the physical random access procedure for 
E-DCH (starting with a preamble power ramping cycle) is initiated by sending of a PHY-ACCESS-REQ primitive. 
MAC then waits for access information from LI via PHY-ACCESS-CNF primitive. If transmission is not allowed, a 
new persistency check is performed in the next transmission time interval. The persistency check is repeated until 
transmission is permitted. 

When PHY indicates that neither a positive nor negative acknowledgement on AICH is received while the maximum 
number of preamble retransmissions is reached (defined by parameter Preamble_Retrans_Max on LI), a new 
persistency test is performed in the next transmission time interval. The timer T2 ensures that two successive persistency 

tests are separated by at least one 10 ms time interval. 

In case that a negative acknowledgement has been received with an AI on AICH if the use of E-AIs is not configured, 
or in case a negative acknowledgement has been received with an E-AI on AICH if the use of E-AI is configured, after 
the expiry of T2 a backoff timer Tboi is started. After expiry of the timer, persistence check is performed again. Backoff 
timer Tboi is set to an integer number Nboi of 10 ms time intervals, randomly drawn within an interval < NBoimin ^ 
Nboi ^ NBoimax (with uniform distribution). NBoimin and NBoimaxinay be set equal when a fixed delay is desired, and 
even to zero when no delay other than the one due to persistency is desired. 

Before a persistency test is performed it shall be checked whether any new access transmission control parameters for 
Enhanced Uphnk in CELL_FACH and Idle mode have been received from RRC with the CMAC-CONFIG-Req 
primitive. The latest set of random access transmission control parameters shall be applied. 

If the maximum number of preamble ramping cycles M^ax is exceeded, failure of an Enhanced Uplink transmission in 
CELL_FACH state or Idle mode shall be reported to higher layer. 

When the preamble has been acknowledged on AICH, then LI access information with parameter "E-DCH resource 
index" corresponding to the selected signature as defined in [24] is indicated to MAC with PHY-ACCESS-CNF 
primitive and the timer T2 is stopped. MAC provides the "E-DCH resource index" with the CMAC-STATUS-Ind 
primitive to the RRC and receives following control parameters from RRC with the CMAC-CONFIG-Req primitive: 

- Symbol offset Sotfset; 
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- Additional E-DCH transmission back off; 

- E-DCH and UL DPCCH configuration elements; 

- the maximum period for collision resolution phase, where a common E-DCH resource can be used before 
colUsion resolution; 

the maximum E-DCH resource allocation for CCCH; 

- E-DCH transmission continuation back off. 

Then DPCCH/E-DPCCH/E-DPDCH transmission is started with sending the PHY-DATA-REQ primitive every 
Transmission Time Interval. The PHY-Data-REQ primitive is used to request SDUs used for communications passed to 
the physical layer. Hereby, if TTl length is 10 ms, then for the first (1 + "Additional E-DCH transmission back off") 
Transmission Time Intervals no SDU is passed to the physical layer, i.e. only DPCCH transmission takes place. If TTl 
length is 2 ms, then for the first (2 + "Additional E-DCH transmission back off") Transmission Time Intervals no SDU 
is passed to the physical layer. 

The allocated common E-DCH resource shall be used by MAC to carry either only CCCH transmission or only 
DTCH/DCCH transmission, but not both. In case of CCCH transmission, the maximum E-DCH resource allocation for 
CCCH, and in case of DCCH/DTCH transmissions, the maximum period for collision resolution phase is calculated 
from the allowed start time of the E-DCH transmission. The allowed start time of the E-DCH transmission is (1 + 
"Additional E-DCH transmission back off") TTls for 10 ms TTl and (2 + "Additional E-DCH transmission back off) 
TTIs for 2 ms TTl after the start of the DPCCH transmission. 

The E-DCH enhanced physical random access transmission procedure is completed with release of the allocated 
common E-DCH resource, if one of the following conditions is fullfilled: 

- If the UE according to subclause 8.5.4A in [7] failed to estabhsh the physical channels, or if the criteria for radio 
Unk failure are met as specified in subclause 8.5.6 in [7], then the timer T2 is started. After the expiry of T2 a 
backoff timer Tboi is started. Backoff timer Tboi is set to an integer number Nboi of 10 ms time intervals, 
randomly drawn within an interval < NBoimin ^ Nbqi ^ NBoimax (with uniform distribution). NBoimin and NBoimax 
may be set equal when a fixed delay is desired, and even to zero when no delay other than the one due to 
persistency is desired. The procedure ends if timer Tboi expires or the UE performs cell reselection while timer 
Tboi is running, whatever occurs first. In case of a cell reselection, the timer Tbqi is stopped. 

In case of CCCH transmission, if the maximum E-DCH resource allocation for CCCH has been reached, then 
this triggers a CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state 
and Idle mode process termination. 

In case of CCCH transmission, when the MAC-i PDU containing the last MAC-c PDU is being transmitted, 
TEBS = byte is reported to the Node B MAC as SI in a MAC-i PDU and the MAC-STATUS-lnd primitive 
indicates to RLC for each logical channel that no PDU shall be transferred to MAC. When the empty buffer 
status has been reported and no MAC-i PDUs are left for (re-)transmission in MAC, then this triggers a CMAC- 
STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process 
termination. 

- In case of DTCH/DCCH transmission, if no E-AGCH with UE' s E-RNTI has been received (through an E- 
RNTI-specific CRC attachment) within the maximum period for collision resolution phase, then this triggers a 
CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode 
process termination. Then the timer T2 is started. After the expiry of T2 a backoff timer Tboi is started. Backoff 
timer Tboi is set to an integer number Nbqi of 10 ms time intervals, randomly drawn within an interval < 
NBoimin ^ Nbqi ^ NBoimax (with Uniform distribution). NBoimin and NBoimaxinay be set equal when a fixed delay is 
desired, and even to zero when no delay other than the one due to persistency is desired. The procedure ends 
when Tboi expires. 

Explicit common E-DCH resource release: 

In case of DTCH/DCCH transmission, if an E-AGCH with UE's E-RNTI has been received (through an E- 
RNTI-specific CRC attachment) with absolute grant value set to 'INACTIVE', then this triggers a CMAC- 
STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode process 
termination. 

Implicit release with E-DCH transmission continuation backoff 

Implicit resource release is enabled only if "E-DCH transmission continuation back off" is not set to "infinity". 
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If implicit resource release is enabled, then in case of DTCH/DCCH transmission, the timer Tb is set to "E-DCH 
transmission continuation back off value, when TEBS is byte and the last generated MAC-i PDU with higher 
layer data is provided with the PHY-data-REQ primitive to the physical layer for transmission. 
If TEBS <> byte is detected while timer Tb is running, then the timer is stopped and uplink data transmission 
on the common E-DCH resource continues. 

If a MAC-ehs PDU is received while timer Tb is running, then the timer is re-started. 

If the "E-DCH transmission continuation back off" value is set to "0" or if timer Tb expires the MAC-STATUS- 
Ind primitive indicates to RLC for each logical channel that no PDUs shall be transferred to MAC. TEBS = 
byte is reported to the Node B MAC as SI in a MAC-i PDU. If the "E-DCH transmission continuation back off" 
value is set to "0", then the SI shall be transmitted with the MAC-i PDU carrying the last DCCH/DTCH data, 
given the serving grant is sufficient to carry the SI in the same MAC-i PDU together with the remaining 
DCCH/DTCH data. Otherwise, the empty buffer status report is transmitted separately with the next MAC-i 
PDU. 

CMAC-STATUS-Ind which informs the RRC about the Enhanced Uplink in CELL_FACH state and Idle mode 
process termination is triggered when the empty buffer status has been reported and no MAC-i PDU is left in any 
HARQ process for (re-)transmission. 
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Figure 11.2.2A-1 : Enhanced Uplink in CELL FACIH state and Idle mode transmission control 

procedure (UE side, informative). Part I 
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Figure 11.2.2A-2: Enhanced Uplink in CELL FACH state and Idle mode transmission control 
procedure (UE side, informative), Part II for CCCH transmission 
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Figure 11.2.2A-3: Enlianced Upiink in CELL_FACI-I state and Idie mode transmission control 
procedure (UE side, informative), Part II for DTCH/DCCH transmission 

1 1 .2.3 Control of RACH transmissions for TDD 



1 1 .2.3.1 Control of RACH transmissions for 3.84 Mcps TDD and 7.68 Mcps TDD 

The RACH transmissions are performed by the UE as shown in figure 11.2.3.2. 

NOTE: The figure shall illustrate the operation of the transmission control procedure as specified below. It shall 
not impose restrictions on implementation. 
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MAC receives the following RACH transmission control parameters from RRC with the CMAC-Config-REQ 
primitive: 

a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,. . .,NumASC an 
identification of a PRACH partition and a persistence value P, (transmission probability). 

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an 
identifier / of a certain PRACH partition and an associated persistence value P,. The procedure to be applied for ASC 
selection is described in subclause 11.2.1. 

In order to separate different ASCs each PRACH has N sub-channels associated with it (numbered from to N-1). N 
may be assigned the value 1,2,4, or 8 by higher layer signalling. Sub-channel i for a PRACH defined in timeslot k is 
defined as the k:th slot in the frames where SFN mod N = i. Therefore follows the definition: 

Sub-channel i associated to a PRACH defined in timeslot k is defined as the k:th timeslot in the frames where 
SFN mod N = i. 

Figure 1 1.2.3.1 illustrates the eight possible subchannels for the case, N=8. For illustration, the figure assumes that the 
PRACH is assigned timeslot 3. 
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Figure 1 1 .2.3.1 Eight sub-channels for timeslot 3 

Based on the persistence value P, the UE decides whether to send the message on the RACH. If transmission is not 
allowed, a new persistency check is performed in the next transmission time interval. The persistency check is repeated 
until transmission is permitted. If transmission is allowed, a subchannel is randomly selected from the set of available 
subchannels for this ASC. The random subchannel selection shall be such that each of the allowed selections is chosen 
with equal probability. If an available subchannel is not found, the persistency check and subchannel assignment is 
repeated for the next subchannel period. If an available subchannel is found the PRACH transmission procedure is 
initiated by sending of a PHY-Data-REQ primitive. 

Successful completion (TX status) of the MAC transmission control procedure shall be indicated to higher layer 
individually for each logical channel of which data was included in the transport block set of that access attempt. When 
transparent mode RLC is employed (i.e. for CCCH), transmission status is reported to RRC with CMAC-STATUS-Ind 
primitive. For logical channels employing acknowledged or unacknowledged mode RLC, transmission status is reported 
to RLC with MAC-STATUS-Ind primitive. 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



115 



ETSI TS 125 321 V9.8.0 (2012-07) 



Start ^ 



Get RACH tx control parameters 
from RRC: set of ASC parameters 




NOTE: MAC-c/sh receives 
RACH tx control parameters 
from RRC with CMAC 
Config-REQ primitive 
whenever one of the 
parameters is updated 



ASC selection: 
(PRACH partition i, P;) 



Update RACH tx control 
parameters 



Set Timer T2(l TTI) 



Draw random number < R< 1 




Wait expiry 
Timer T2 (next TTI) 



Wait next 
Subchannel Period 



Send PHY-Data-REQ 
(start of LI PRACH transmission 
procedure), indicate TX status to 
higher layer 



Q End ~^ 

Figure 11.2.3.2: RACI-I transmission control procedure for TDD (UE side, informative) 
1 1 .2.3.1 .1 Control of E-RUCCH transmissions 

The MAC-e sublayer is in charge of controlling the timing of E-RUCCH transmission. 

MAC receives the following E-RUCCH transmission control parameters from RRC with the CMAC-Config-REQ 
primitive: 

- a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0, . . . ,NumASC a persistence 
value Pj (transmission probability). 

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an 
identifier i of a persistence value Pi. The procedure to be applied for ASC selection is described in subclause 
11.2.3.1.1.1. 
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If this is the first transmission of the E-RUCCH, i.e. timer T-RUCCH (as described in 1 1.9.1.4a) is not currently 
running, then the persistence value will be assumed to be 1, otherwise it will be the value associated with the chosen 
ASC. The persistence value will then be used in the same way as described for RACH transmissions as defined in 
section 11.2.3.1. 

Note that unlike RACH transmissions no partitioning of the E-RUCCH resource based on ASC will be 
implemented.. 

1 1 .2.3.1 .1 .1 Access Service Class selection 

For E-RUCCH transmission, the following ASC selection scheme shall be applied: 

- select ASC = min (NumASC, MinMLP); 

Where NumASC is the highest available ASC number and MinMLP is the highest priority level of the logical channels 
which have data buffered for transmission. 

1 1 .2.3.2 Control of RACH Transmissions for 1 .28 Mcps TDD 

The RACH transmissions are performed by the UE as shown in figure 1 1.2.3.3 

NOTE: The figure shall illustrate the operation of the transmission control procedure as specified below. It shall 
not impose restrictions on implementation. 

UE MAC receives the following RACH transmission control parameters from RRC with the CMAC-Config-REQ 
primitive: 

a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0,. .., NumASC an 
identification of a PRACH partition and a persistence value P, (transmission probability), 

maximum number of synchronisation attempts Mmax. 

When there is data to be transmitted, MAC selects the ASC from the available set of ASCs, which consists of an 
identifier / of a certain PRACH partition and an associated persistence value P,. 

Based on the persistence value Pj, MAC decides whether to start the LI PRACH procedure in the present transmission 
time interval or not. If transmission is allowed, the PRACH transmission procedure (starting with the 
SYNC_UL/FPACH power ramping sequence) is initiated by the sending of a PHY-ACCESS-REQ primitive. MAC 
then waits for access information from LI via the PHY-ACCESS-CNF primitive. If transmission is not allowed, a new 
persistency check is performed in the next transmission time interval. The persistency check is repeated until 
transmission is permitted. 

If a synchronisation burst has been acknowledged on its associated FPACH, PHY will inform MAC by a PHY- 
ACCESS-CNF primitive indicating "ready for RACH data transmission". Then MAC requests data transmission with a 
PHY-DATA-REQ primitive, and the PRACH transmission procedure will be completed with transmission on the 
PRACH resources associated with the FPACH. 

Successful completion of the MAC procedure is indicated to higher layer individually for each logical channel of which 
data was included in the transport block set of that access attempt. When transparent mode RLC is employed (i.e. for 
CCCH), transmission status is reported to RRC with CMAC-STATUS-Ind primitive. For logical channels employing 
acknowledged or unacknowledged mode RLC, transmission status is reported to RLC with MAC-STATUS-Ind 
primitive. 

If no synchronisation burst received an acknowledgement on the FPACH within the maximum number of transmissions 
permitted in a power ramping cycle, PHY will inform MAC by a PHY-ACCESS-CNF primitive indicating "no 
response received on FPACH". If the maximum number of synchronisation attempts permitted, Mmax, has not been 
exceeded, then MAC commences a new persistency test sequence in the next transmission time interval and the PHY- 
ACCESS-REQ procedure is repeated. The timer T2 ensures that two successive persistency tests are separated by at 
least one transmission time interval. If the maximum number of synchronisation attempts is exceeded then MAC 
abandons the RACH procedure. Failure to complete the MAC procedure is indicated to higher layer by the CMAC- 
STATUS-Ind or MAC-STATUS-Ind primitives. 
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Figure 11.2.3.3: RACH transmission control procedure for 1.28 Mcps TDD 

(UE side, informative) 



1 1 .2.3.2.1 Control of E-RUCCH transmissions 

The MAC-e or MAC-i sublayer is in charge of controlUng the timing of E-RUCCH transmission. 

MAC receives the following E-RUCCH transmission control parameters from RRC with the CMAC-Config-REQ 
primitive: 

- a set of Access Service Class (ASC) parameters, which includes for each ASC, i=0, . . . ,NumASC a persistence 
value Pi (transmission probabihty). 

- maximum number of synchronisation attempts Mmax. 

When there is E-RUCCH transmission to be initiated, MAC selects the ASC from the available set of ASCs, which 
consists of an identifier i of a persistence value Pi. The procedure to be apphed for ASC selection is described in 
subclause 11.2.3.2.1.1. 

The persistence value will be the value associated with the chosen ASC. The persistence value will then be used in the 
same way as described for RACH transmissions as defined in section 11.2.3.2. 
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If an E-RNTI change occurs in the serving cell and the Scheduling Information reporting via E-RUCCH is needed 
(described in 11.9.1.5), the ongoing E-RUCCH transmission shall be cancelled and a new E-RUCCH transmission shall 
be triggered. 

For UE in CELL_FACH state with E-DCH transmission, in case of Cell Reselection Indication sending via E-RUCCH 
or response to synchronization establishment command via E-RUCCH [18], N_RUCCH shall be assumed to zero, i.e, 
E-RUCCH retransmission is not needed. In case of Cell Reselection Indication sending via E-RUCCH, the maximum 
number of synchronisation attempts Mmax shall be assumed to 1. 

For UE in CELL_FACH state with E-DCH transmission, control of E-RUCCH transmission procedure triggered by 
different events shall be co-operated as below: 

- If Cell Reselection Indication via E-RUCCH is involved: 

- During the E-RUCCH transmission procedure triggered by Cell Reselection Indication (described in 
11.9.1.5a) ongoing, another E-RUCCH transmission shall not be triggered by any event. 

During the E-RUCCH transmission procedure triggered by any event other than Cell Reselection Indication 
ongoing, if Cell Reselection Indication via E-RUCCH needs to be sent, the ongoing E-RUCCH transmission 
shall be cancelled and a new E-RUCCH transmission triggered by Cell Reselection Indication shall be 
initiated. 



- During the E-RUCCH transmission procedure triggered by Scheduling Information reporting (described in 
11.9.1.5) ongoing, E-RUCCH transmission shall not be triggered by synchronization establishment 

command. 

- During the E-RUCCH transmission procedure triggered as response to synchronization estabhshment 
command, if Scheduling Information reporting via E-RUCCH is needed, the ongoing E-RUCCH 
transmission shall be cancelled and Scheduling Information reporting via E-RUCCH shall be initiated 
according to the UE's current status as described in 11.9.1.5. 

If one of the following criteria for E-RUCCH transmission are met, failure indication of the E-RUCCH transmission is 
sent to RRC by the CMAC-STATUS-Ind primitive with E-RUCCH failure: 

The maximum number Mmax of synchronisation attempts is reached; 

- When the hysteresis timer with the value of N-RUCCH times of T-RUCCH period, which is started when the E- 
RUCCH transmission counter is reached to N_RUCCH, is expired. 

1 1 .2.3.2.1 .1 Access Service Class selection 

For E-RUCCH transmission, the following ASC selection scheme shall be applied: 

- select ASC = min (NumASC, MinMLP); 

Where NumASC is the highest available ASC number and MinMLP is the highest logical channel priority of the logical 
channel which has data buffered for transmission. In case that there is no data buffered for transmission, MinMLP shall 
be assumed to the highest logical channel priority of all the logical channels configured for the UE. 



- Else 



11.2.3.2.1.2 



Void 



11.3 



Void 
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1 1 .4 Transport format combination selection in UE (non E-DCH) 

RRC can control the scheduling of uplink data by giving each logical channel a priority between 1 and 8, where 1 is the 
highest priority and 8 the lowest. TFC selection in the UE shall be done in accordance with the priorities indicated by 
RRC. Logical channels have absolute priority, i.e. the UE shall maximise the transmission of higher priority data. 

If the uplink TECS or TEC Subset configured by UTRAN follows the guidelines described in [7] the UE shall perform 
the TEC selection according to the rules specified below. If these guidelines are not followed then the UE behaviour is 
not specified. 

A given TFC can be in any of the following states: 
- Supported state; 
Excess-power state; 
Blocked state. 

TDD mode UEs in CELL_EACH state using the USCH transport channel and UEs in CELL_DCH state using a DCH 
shall continuously monitor the state of each TFC based on its required transmit power versus the maximum UE transmit 
power (see [7]). The state transition criteria and the associated requirements are described in [12, 14]. The UE shall 
consider that the Blocking criterion is never met for TFCs included in the minimum set of TFCs (see [7]). 

The following diagram illustrates the state transitions for the state of a given TFC: 



Elirmnation is met Blocking criterion is met 




Recovery criterion 



Figure 1 1 .4.1 : State transitions for the state of a given TFC 

FDD Mode UEs in CELL_FACH state may estimate the channel path loss and set to excess power state all the TFCs 
requiring more power than the Maximum UE transmitter power (see [7]). All other TFCs shall be set to Supported state. 

Every time the set of supported TECs changes, the available bitrate shall be indicated to upper layers for each logical 
channel in order to facilitate the adaptation of codec data rates when codecs supporting variable-rate operation are used. 
The details of the computation of the available bitrate and the interaction with the appUcation layer are not further 
specified. 

Before selecting a TEC, i.e. at every boundary of the shortest TTl, or prior to each transmission on PRACH the set of 
valid TFCs shall be established. All TFCs in the set of valid TFCs shall: 

1. belong to the TFCS. 

la. not be restricted by higher layer signalling (e.g. TFC Control, see [7]). 

2. not be in the Blocked state. 

3. be compatible with the RLC configuration. 

4. not require RLC to produce padding PDUs (see [6] for definition). 
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5. not carry more bits than can be transmitted in a TTI (e.g. when compressed mode by higher layer scheduHng is 
used and the presence of compressed frames reduces the number of bits that can be transmitted in a TTI using 
the Minimum SF configured). 

The UE may remove from the set of valid TFCs, TFCs in Excess-power state in order to maintain the quality of service 
for sensitive applications (e.g. speech). However, this shall not apply to TFCs included in the minimum set of TFCs (see 
[7]). Additionally, if compressed frames are present within the longest configured TTI to which the next transmission 
belongs, the UE may remove TFCs from the set of valid TFCs in order to account for the higher power requirements. 

The chosen TFC shall be selected from within the set of valid TFCs and shall satisfy the following criteria in the order 
in which they are listed below: 

1 . No other TFC shall allow the transmission of more highest priority data than the chosen TFC. 

2. No other TFC shall allow the transmission of more data from the next lower priority logical channels. Apply this 
criterion recursively for the remaining priority levels. 

3. No other TFC shall have a lower bit rate than the chosen TFC. 

In FDD mode the above rules for TFC selection in the UE shall apply to DCH, and the same rules shall apply for TF 
selection on RACH. 

In 3.84 Mcps TDD mode and in 7.68 Mcps TDD mode the above rules for TFC selection in the UE shall apply to DCH 
and USCH. 

11.5 Ciphering 

The ciphering function is performed in MAC (i.e. only in MAC-d) if a radio bearer is using the transparent RLC mode. 
The part of the MAC PDU that is ciphered is the MAC SDU and this is shown in Figure 1 1 .5. 1 below. 

MAC header MAC SDU 



r 



— >< 




► 


C/T 


MAC SDU 












< 


Ciphering Unit 


► 



Figure 1 1 .5.1 : Ciphered part unit for a lUlAC PDU 

In case a TTI contains multiple MAC PDUs for a given Transparent mode RB, the ciphering unit for this RB is the 
bitstring concatenation of all the MAC SDUs, resulting in the PLAINTEXT BLOCK, as defined in [15]. In case there is 
only one MAC PDU for a given Transparent mode RB, the ciphering unit is the MAC SDU, resulting in the 
PLAINTEXT BLOCK. The concatenation order is the same as the order of transmission of the Transport Blocks 
between MAC and Physical layer. 

The KEYSTREAM BLOCK as defined in [10] is applied to the PLAINTEXT BLOCK, and the end result, 
CIPHERTEXT BLOCK, becomes the ciphered part for the MAC PDU, in case there is only one MAC PDU per RB. In 
case there is more than one MAC PDU per RB, the CIPHERTEXT BLOCK is split into the corresponding ciphered 
parts for each MAC PDU. The split order is the same as the order of transmission of the Transport Blocks between 
MAC and Physical layer. 

The ciphering algorithm and key to be used are configured by upper layers [7] and the ciphering method shall be 

applied as specified in [10]. 

The parameters that are required by MAC for ciphering are defined in [10] and are input to the ciphering algorithm. The 
parameters required by MAC which are provided by upper layers [7] are listed below: 

MAC-d HFN (Hyper frame number for radio bearers that are mapped onto transparent mode RLC) 

BEARER defined as the radio bearer identifier in [10]. It will use the value RB identity -1 as in [7]) 

- CK (Ciphering Key) 
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If the TTI consists of more than one 10 ms radio frame, the CFN of the first radio frame in the TTI shall be used as 
input to the ciphering algorithm for all the data in the TTI. 



1 1 .6 Control of HS-DSCH transmission and reception 

If MAC-hs is configured by upper layers [7], the control of HS-DSCH transmission and reception is defined in 
subclauses 11.6.1 and 11.6.2. 

If MAC-ehs version is configured by upper layers [7], the control of HS-DSCH transmission and reception is defined in 
subclauses 11.6.3 and 11.6.4. 

11.6.1 Network operation 

The following are the functions of the various functional entities at the network in support of the HARQ protocol used 
on HS-DSCH when MAC-hs is configured by upper layers [7]. 

11.6.1.1 Scheduler 

The scheduler performs the following functions: 

- Schedules all UEs within a cell; 

- Services priority queues: 

The scheduler schedules MAC-hs SDUs based on information from upper layers. One UE may be associated 
with one or more MAC-d flows. Each MAC-d flow contains HS-DSCH MAC-d PDUs for one or more 
priority queues. 

- Determines the HARQ Entity and the queue to be serviced; 

Sets the TSN for new data blocks being transferred from the selected queue; 

- set the TSN to value for the first MAC-hs PDU transmitted for each Queue ID within an HS-DSCH; 

- increment the TSN with one for each transmitted MAC-hs PDU on each Queue ID within an HS-DSCH. 

NOTE: In 1 .28 Mcps TDD multi-frequency HS-DSCH cell, the length of TSN can be 6 bits or 9 bits based on the 

configuration of higher layer. 

NOTE: The scheduler may re-use TSNs by toggUng the NDI bit in order to resume pre-empted transmissions or 
to force the UE to flush the soft buffer. In this case the content of the payload may be changed but care 
should be taken to preserve the higher layer data order. 

- Indicates the Queue ID and TSN to the HARQ entity for each MAC-hs PDU to be transmitted; 

- Schedules new transmissions and retransmissions: 

- Based on the status reports from HARQ Processes the scheduler determines if either a new transmission or a 
retransmission should be made. A new transmission can however be initiated on a HARQ process at any 
time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out-of- 
date' MAC-hs SDU. 

Determines the redundancy version: 

- The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-hs PDU 
and indicates the redundancy version to lower layer. 

- Determines the TDD HCSN: 

Increment UE specific HCSN for each HS-SCCH transmission. In 1.28Mcps TDD multi-frequency HS- 
DSCH cell, UE maintains the respective HCSN for each carrier independently. 
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NOTE: For TDD, the scheduler should not schedule the UE who is in the idle interval. For 1.28Mcps TDD, the 
scheduler should not schedule the UE who is in the measurement occasion. 

11.6.1.2 HARQ entity 

- There is one HARQ entity per UE in UTRAN. In 1 .28 Mcps TDD multi-frequency HS-DSCH cell, HARQ entity 
consists of some HARQ sub-entities, each sub-entity is associated with one carrier. 

- The HARQ entity sets the Queue ID in transmitted MAC-hs PDUs to the value indicated by the UTRAN 
scheduler. 



The HARQ entity sets the transmission sequence number (TSN) in transmitted MAC-hs PDUs to the value 
indicated by the UTRAN scheduler. 



- The HARQ entity sets the HARQ process identifier in transmitted MAC-hs PDUs. UTRAN should: 

- determine a suitable HARQ process to service the MAC-hs PDU and set the HARQ process identifier 
accordingly. 

11.6.1.3 HARQ process 

- The HARQ process sets the New data indicator in transmitted MAC-hs PDUs. UTRAN should: 

set the New Data Indicator to the value "0" for the first MAC-hs PDU transmitted by a HARQ process; 
not increment the New Data Indicator for retransmissions of a MAC-hs PDU; 

- increment the New Data Indicator with one for each transmitted MAC-hs PDU containing new data. 

- The HARQ process processes received status messages. UTRAN should: 

- deliver received status messages to the scheduler. 

11.6.2 UE operation 

The UE operation in support of the HARQ protocol used on HS-DSCH is split among the following four functional 
units with their associated functions. 

11.6.2.1 HARQ Entity 

There is one HARQ entity at the UE which processes the HARQ process identifiers received on the HS-SCCH 
transmissions associated with MAC-hs PDUs received on the HS-DSCH. 

In 1.28 Mcps TDD multi-frequency HS-DSCH cell, HARQ sub-entity is configured at UE per carrier where HS-DSCH 
is configured. The associated downlink control channel and uplink control channel pair controlUng the HS-DSCH 
transmission on the certain carrier shall be allocated on the same carrier. The downlink control channel carries the HS- 
DSCH operation related info and the uplink control channel carries the feedback info from the UE side. In 1.28 Mcps 
TDD single frequency or multi-frequency HS-DSCH cell, HARQ entity or HARQ sub-entity is configured to handle the 
HARQ identity associated with the received MAC-hs PDU from every carrier where HS-DSCH is configured at UE 
side. 

A number of parallel HARQ processes are used in the UE to support the HARQ entity. The number of HARQ processes 
is configured by upper layers: 

- Each received MAC-hs PDU shall be allocated to the HARQ process indicated by the HARQ process identifier 
of the MAC-hs PDU. 
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1 1 .6.2.2 HARQ process 

The HARQ process processes the New Data Indicator indicated by lower layers for each received MAC-hs PDU. 
The UE may: 

- for FDD, if the MAC-hs PDU is received within 5 sub-frames from the reception of the previous MAC-hs PDU 
intended for this HARQ process; or 

- for TDD, if the MAC-hs PDU is received before generation of feedback resulting from reception of a previous 
MAC-hs PDU for the same H-ARQ process: 

- discard the MAC-hs PDU. 
The UE shall: 

- if the New Data Indicator has been incremented compared to the value in the previous received transmission in 
this HARQ process or this is the first received transmission in the HARQ process: 

- replace the data currently in the soft buffer for this HARQ process with the received data. 

- if the Transport Block Size index value is equal to 111111 (FDD only): 

- generate a positive acknowledgement (ACK) of the data in this HARQ process; 

discard the received data; 

assume that the data has been successfully decoded. 

- if the New Data Indicator is identical to the value used in the previous received transmission in the HARQ 
process: 

if the Transport Block Size index value is equal to 111111 (FDD only): 

- assume that the transport block size is identical to the last vahd transport block size signalled for this 
HARQ process. 

- if the data has not yet been successfully decoded: 

combine the received data with the data currently in the soft buffer for this HARQ process. 

- if the transport block size is different from the last valid transport block size signalled for this HARQ 
process: 

the UE may replace the data currently in the soft buffer for this HARQ process with the received data. 

- if the data in the soft buffer has been successfully decoded and no error was detected: 

- deliver the decoded MAC-hs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data in this HARQ process. 

- else: 

- generate a negative acknowledgement (NAK) of the data in this HARQ process; 

- For FDD, schedule the generated positive or negative acknowledgement for transmission and the time of 
transmission relative to the reception of data in a HARQ process is configured by upper layer. 

For TDD, if UE is not in the idle interval, schedule the generated positive or negative acknowledgement for 
transmission and the time of transmission relative to the reception of data in a HARQ process is configured by 
upper layer. 

For 1 .28Mcps TDD, if UE is not in the measurement occasion, schedule the generated positive or negative 
acknowledgement for transmission and the time of transmission relative to the reception of data in a HARQ 
process is configured by upper layer. 

The HARQ process processes the Queue ID in the received MAC-hs PDUs. The UE shall: 
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- arrange the received MAC-hs PDUs in queues based on the Queue ID. 

1 1 .6.2.3 Reordering entity 
11.6.2.3.1 Definitions 

In the functions described in this section the following definitions apply: 
Parameters 

- Transmitter window size (TRANSMIT_WINDOW_SIZE) 

TRANSMIT_WINDOW_SIZE is the size of the transmitter window according to the definition below. This is 
a parameter in the Node B and the value of the parameter is configured by higher layers. 

- Receiver window size (RECEIVE_WINDOW_SIZE) 

RECEIVE_WlNDOW_SlZE is the size of the receiver window according to the definition below. This is a 
parameter in the UE and the value of the parameter is configured by higher layers. 

State variables 

All state variables are non-negative integers. MAC-hs PDUs are numbered by modulo integer Transmission sequence 
numbers (TSN) cycling through the field to 63. All arithmetic operations contained in the present document on 
next_expected_TSN, RcvWindow_UpperEdge, T1_TSN and TSN_flush are affected by the 64 modulus. When 
performing arithmetic comparisons of state variables or Transmission sequence number values a 64 modulus base shall 
be used. This modulus base is subtracted (within the appropriate field) from all the values involved and then an absolute 
comparison is performed. RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1 shall be assumed to be the 
modulus base. For 1.28 Mcps TDD multi-frequency HS-DSCH operation operation mode, TSN_MAX represents 
period length of TSN; the arithmetic operations and comparisons of state variables in multi-frequency mode are 
performed on TSN_MAX modulus base. 

- next_expected_TSN: 

The next_expected_TSN is the Transmission sequence number (TSN) following the TSN of the last in-sequence 
MAC-hs PDU received. It shall be updated according to the procedures given in subclauses 11.6.2.3.2, 11.6.2.5 
and 11. 6.2.6. The initial value of next_expected_TSN =0. 

- RcvWindow_UpperEdge: 

The RcvWindow_UpperEdge represents the TSN, which is at the upper edge of the receiver window. After the 
first MAC-hs PDU has been received successfully, it also corresponds to the MAC-hs PDU with the highest 
TSN of all received MAC-hs PDUs. The initial RcvWindow_UpperEdge equals 63. RcvWindow_UpperEdge is 
updated based on the reception of new MAC-hs PDU according to the procedure given below. 

- T1_TSN: 

The TSN of the latest MAC-hs PDU that cannot be delivered to the disassembly entity, when the timer Tl is 
started. 

- TSN_MAX (1 .28Mcps TDD multi-frequency HS-DSCH operation mode only): 

TSN_MAX represents the periodicty of TSN for 1.28Mcps TDD multi-frequency HS-DSCH operation mode, 
the possible value is 64 or 5 12. 

Timers 

Re-ordering release timer (Tl): 

The Re-ordering release timer Tl controls the stall avoidance in the UE reordering buffer as described below. 
The value of Tl is configured by upper layers. 



Other definitions 

- Receiver window: 

The receiver window defines TSNs of those MAC-hs PDUs that can be received in the receiver without causing 
an advancement of the receiver window according to the procedure below. The size of the receiver window 
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equals RECEIVE_WINDOW_SIZE and spans TSNs going from RcvWindow_UpperEdge - 
RECEIVE_WINDOW_SIZE + 1 to RcvWindow_UpperEdge included. 

1 1 .6.2.3.2 Reordering functionality 

If no timer Tl is active: 

- the timer Tl shall be started when a MAC-hs PDU with TSN > next_expected_TSN is correctly received. 

- T1_TSN shall be set to the TSN of this MAC-hs PDU. 
If a timer Tl is already active: 

- no additional timer shall be started, i.e. only one timer Tl may be active at a given time. 
The timer Tl shall be stopped if: 

- the MAC-hs PDU with TSN = T1_TSN can be delivered to the disassembly entity before the timer expires. 
When the timer Tlexpires and T1_TSN > next_expected_TSN: 

- all correctly received MAC-hs PDUs with TSN > next_expected_TSN up to and including T1_TSN-1 shall be 
delivered to the disassembly entity; 

- all correctly received MAC-hs PDUs up to the next not received MAC-hs PDU shall be delivered to the 
disassembly entity. 

- next_expected_TSN shall be set to the TSN of the next not received MAC-hs PDU. 

When the timer Tl is stopped or expires, and there still exist some received MAC-hs PDUs that can not be delivered to 
higher layer: 

- timer Tl is started 

- set T1_TSN to the highest TSN among those of the MAC-hs PDUs that can not be deUvered. 
Transmitter operation: 

After the transmitter has transmitted a MAC-hs PDU with TSN=SN, any MAC-hs PDU with TSN < SN - 
TRANSMrr_WINDOW_SIZE should not be retransmitted to avoid sequence number ambiguity in the receiver. 

Receiver operation: 

When a MAC-hs PDU with TSN = SN is received: 

if SN is within the receiver window: 

- if SN < next_expected_TSN, or this MAC-hs PDU has previously been received: 

- the MAC-hs PDU shall be discarded; 

- else: 

- the MAC-hs PDU shall be placed in the reordering buffer at the place indicated by the TSN. 

- if SN is outside the receiver window: 

- the received MAC-hs PDU shall be placed above the highest received TSN in the reordering buffer, at the 
position indicated by SN; 

- RcvWindow_UpperEdge shall be set to SN thus advancing the receiver window; 
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- any MAC-hs PDUs with TSN < RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE, i.e. outside the 
receiver window after its position is updated, shall be removed from the reordering buffer and be deUvered to 
the disassembly entity; 

- if next_expected_TSN is below the updated receiver window: 

- next_expected_TSN shall be set to RcvWindow_UpperEdge - RECEIVE. WINDOW_SIZE + 1 ; 
if the MAC-hs PDU with TSN = next_expected_TSN is stored in the reordering buffer: 

- all received MAC-hs PDUs with consecutive TSNs from next_expected_TSN (included) up to the first not 
received MAC-hs PDU shall be delivered to the disassembly entity; 

next_expected_TSN shall be advanced to the TSN of this first not received MAC-hs PDU. 

In case a UE has insufficient memory to process a received MAC-hs PDU, it shall perform the following set of 
operations: 

select TSN_flush such that: next_expected_TSN < TSN_flush < RcvWindow_UpperEdge + 1 ; 
deliver all correctly received MAC-hs PDUs with TSN < TSN_flush to the disassembly entity; 

- if the MAC-hs PDU with TSN=TSN_flush has previously been received: 

deliver all received MAC-hs PDUs with consecutive TSNs from TSN_flush (included) up to the first not 
received MAC-hs PDU to the disassembly entity; 

- advance next_expected_TSN to the TSN of this first not received MAC-hs PDU. 

- else: 

- set next_expected_TSN to TSN_flush. 

1 1 .6.2.4 Disassembly entity 

For each MAC-hs PDU that is delivered to the disassembly entity, the UE shall: 

- remove any padding bits if present; 

- remove the MAC-hs header; 

- deliver the MAC-d PDUs in the MAC-hs PDU to MAC-d. 

1 1 .6.2.5 iVIAC-hs Reset 

If a reset of the MAC-hs entity is requested by upper layers, the UE shall at the activation time indicated by higher 
layers: 

flush soft buffer for all configured HARQ processes; 

- stop all active re-ordering release timer (Tl) and set all timer Tl to their initial value; 

- start TSN with value for the next transmission on every configured HARQ process; 

- initialise the variables RcvWindow_UpperEdge and next_expected_TSN to their initial values; 

- disassemble all MAC-hs PDUs in the re-ordering buffer and deliver all MAC-d PDUs to the MAC-d entity; 

- flush the re-ordering buffer; 

- treat next received Transport Block as new data. 

1 1 .6.2.6 Reconfiguration of MAC-lis parameters 

The parameters for a MAC-hs entity may be reconfigured (modifed) by upper layers. 
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When a parameter is reconfigured by the upper layer, the UE shall: 

- start using the reconfigured value of the parameter at the activation time indicated by higher layers. 
If the parameter Tl is reconfigured for an already existing re-ordering queue, the UE shall: 

- start to use the new value of Tl the next time Tl is started. 

If the MAC-d PDU size info (i.e. mapping of MAC-d PDU size index to MAC-d PDU size) is reconfigured for an 
already existing re-ordering queue, at the activation time indicated by higher layers, the UE shall: 

stop timer Tl if running; 

- set next_expected_TSN to (highest TSN of received MAC-hs PDU of this re-ordering queue +1); 

- deliver all correctly received MAC-hs PDUs in this re-ordering queue to the disassembly entity and use the old 
MAC-d PDU size info for these MAC-hs PDUs. 

If the parameter RECEIVE_WINDOW_SIZE is reconfigured for a re-ordering queue, the UE shall: 

- set RECEIVE_WINDOW_SIZE to the new value; 

- remove any MAC-hs PDUs in this re-ordering queue with TSN < RcvWindow_UpperEdge - 
RECEIVE_WINDOW_SIZE (i.e. outside the receiver window after its size is updated) from the reordering 
buffer and deliver these MAC-hs PDUs to the disassembly entity; 

- if next_expected_TSN is below the receiver window after its size is updated: 

- set next_expected_TSN to RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1 ; 

- deliver all received MAC-hs PDUs in this re-ordering queue with consecutive TSNs from 
next_expected_TSN (included) up to the first not received MAC-hs PDU to the disassembly entity; 

- advance next_expected_TSN to the TSN of this first not received MAC-hs PDU. 
If the "Memory Partitioning" (see [7]) for soft buffer is reconfigured, the UE shall: 

- flush soft buffer for all configured HARQ processes. 

If the "TSN-Length" is reconfigured, the UE shall: 

perform the operation as per subclause 11. 6. 2. 5. 

1 1 .6.2.7 HARQ procedure for HS-SCCH less operation (FDD only) 

When the HS-SCCH less mode of operation is enabled, the UE shall be able to strore 13 TTIs in a cyclic soft buffer. 
For each received MAC-hs PDU provided by the lower layers the UE shall: 

- If the associated HS-SCCH corresponds to an HS-SCCH less retransmission as defined in subclause 4.6A.2.2.1 
of [16]: 

- If the data in the soft buffer identified by the TTI [5*CFN + subframe number - 6 - PTR]mod 13 has been 
decoded successfully: 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

consider the data in the soft buffer identified by the TTI [5*CFN + sub&ame number]mod 13 has been 
decoded successfully. 

- Else: 

combine the received data with the data currently in the soft buffer identified by [5*CFN + subframe 
number - 6 - PTRJmod 13 where PTR is the value of the pointer to the previous transmission as defined 
in subclause 4.6A.2.2.1.2 of [16]; 

- If the combined data in the soft buffer has been successfully decoded and no error was detected; 
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- deliver the decoded MAC-hs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- consider the data in the soft buffer identified by the TTI [5*CFN + subframe number]mod 13 has 
been decoded successfully. 

- Else: 

- place the combined data for the HS-SCCH less TTI in the soft buffer identified by [5*CFN + 
subframe numberjmod 13, replacing any data previously stored in that buffer. 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI. 

- Else if the associated HS-SCCH corresponds to a HS-SCCH type 1 as defined in subclause 4.6 of [16]; 

- process the received MAC-hs PDU provided by the lower layers as per subclause 11 .6.2.2. 

- Else if HS-SCCH less operation is active according to the definition in [13]; 

- If the data has been successfully decoded and no error was detected; 

deliver the decoded MAC-hs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

consider the data in the soft buffer identified by the TTI [5*CFN + subframe number]mod 13 has been 
decoded successfully. 

- Else: 

- place the data for the HS-SCCH less TTI in the soft buffer identified by [5*CFN + subframe 
number]mod 13, replacing any data previously stored in that buffer. 

1 1 .6.2.8 HARQ procedure for HS-DSCH SPS operation (1 .28 Mcps TDD only) 

When the HS-DSCH SPS operation is enabled, the UE shall maintain cyclic virtual IR buffers with number of N where 
N is configured by higher layer as in [7]. And the value tagged to the virtual IR buffers should be all set to NULL. 

For each received MAC-hs PDU provided by the lower layers the UE shall: 

- If the associated HS-SCCH corresponds to an HS-SCCH SPS retransmission as defined in subclause 4.6C of 
[19]: 

if the data in the virtual IR buffer tagged with the value [2*CFN + subfteime number - 4 - PTR] mod 512 has 
not been decoded successfully: 

- combine the received data with the data currently in the virtual IR buffer tagged with the value [2*CFN + 
subframe number - 4 - PTR] mod 512, where PTR is the value of the pointer to the previous transmission 
as defined in subclause 4.6C of [19]. 

- If the data in the virtual IR buffer has been successfully decoded and no error was detected: 

- deliver the decoded MAC-hs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value NULL. 

- else: 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value [2*CFN + subframe number]. 

- else: 
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- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- discard the received data. 

- Else if the associated HS-SCCH corresponds to a HS-SCCH as defined in subclause 4.6 of [19]: 

- process the received MAC-hs PDU provided by the lower layers as per subclause 11 .6.2.2. 

- Else if the TTI is allocated to the UE with HS-DSCH SPS resources: 

if there is virtual IR buffer of which the tagged value is set to NULL: 

- place the received data for the HS-DSCH SPS TTI in any of the virtual IR buffers of which the tagged 
value is set to NULL. 

else: 

- place the received data for the HS-DSCH SPS TTI in the virtual IR buffer which contains the oldest 
MAC-hs PDU, replacing any data previously stored in this buffer. 

- If the received data has been successfully decoded and no error was detected; 

deliver the decoded MAC-hs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value NULL. 

- else: 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value [2*CFN + subframe number]. 

- For the data stored in each virtual IR buffer of which the tagged value is not set to NULL, if the time waiting for 
retransmission has been longer than 4+PTRmax TTIs, where PTRmax is the maximum value that can be 
indicated by PTR: 

- tag the virtual IR buffer with the value NULL. 

1 1 .6.3 Network operation 

The following are the functions of the various functional entities at the network in support of the HARQ protocol used 
on HS-DSCH when MAC-ehs is configured by upper layers [7]. 

11.6.3.1 Scheduler 

The scheduler performs the following functions: 

- Schedules all UEs within its cell(s); 

- Services priority queues: 

- The scheduler schedules reordering PDUs (see subsection 9.1.4) based on information from upper layers. 
One UE operating in CELL_DCH may be associated with one or more priority queues. 

- In FDD and 1 .28 Mcps TDD, when transmitting to the UE in CELL_FACH or CELL_PCH or URA_PCH state 
there can be multiple service priority queues. One service priority queue can be associated to multiple H-RNTIs. 

- Determines the HARQ Entity and the queues to be serviced; 

Sets the TSN values for new data blocks being transferred from the selected queue; 

- set the TSN to value for the first reordering PDU transmitted from the selected queue; 

- increment the TSN with one for each subsequent reordering PDU transmitted from the selected queue. 
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increment the TSN with one for each subsequent reordering PDU transmitted from the selected queue per H- 
RNTI within an HS-DSCH, when transmitting to the UEs in CELL_FACH, CELL_PCH or URA_PCH state. 

NOTE: In 1 .28 Mcps TDD multi-frequency HS-DSCH cell, the length of TSN can be 6 bits or 9 bits based on the 
configuration of higher layer. 

NOTE: The scheduler may re-use TSNs by toggling the NDI bit in order to resume pre-empted transmissions or 
to force the UE to flush the soft buffer. In this case the content of the payload may be changed but care 
should be taken to preserve the higher layer data order. 

Indicates the LCH ID and L field values for each reordering SDU to be transmitted and the TSN field and SI 
field values for each reordering PDU to be transmitted to the HARQ entity; 

Schedules new transmissions and retransmissions: 

- When transmitting for a UE in CELL_DCH state the scheduler determines based on the status reports from 
HARQ Processes if either a new transmission or a retransmission should be made. A new transmission can 
however be initiated on a HARQ process at any time. Based on a delay attribute provided by upper layers, 
the scheduler may decide to discard any 'out-of-date' MAC-ehs SDU. 

In FDD when transmitting for a UE in CELL_FACH state the scheduler determines based on RRM and IE 
"RACH Measurement Result" received on lub FP the number of retransmission that should be made after 
new transmission. If HARQ feedback is configured, the scheduler may stop retransmission based on the 
status reports fiom HARQ processes. A new transmission can however be initiated on a HARQ process at 
any time. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out- 
of-date' MAC-ehs SDU. 

- In 1 .28Mcps TDD, when transmitting CCCH or DCCH with common H-RNTI for a UE in CELL_FACH 
state the scheduler determines the number of retransmission that should be made after new transmission 
based on RRM. Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 
'out-of-date' MAC-ehs SDU. 

- In 1 .28Mcps TDD, When transmitting or retransmitting DCCH/DTCH with dedicated H-RNTI for a UE in 
CELL_FACH state, if In SYNC state is not indicated by physical layer as in [18], then the synchronization 
Command via HS-SCCH shall be sent to the UE firstly, the transmitting or retransmitting DCCH/DTCH 
shall not be initiated or resumed until In-SYNC state is detected as in [18]. The scheduler determines based 
on the status reports from HARQ Processes if either a new transmission or a retransmission should be made. 
Based on a delay attribute provided by upper layers, the scheduler may decide to discard any 'out-of-date' 
MAC-ehs SDU. 

- In 1 .28Mcps TDD, when transmissing DCCH/DTCH for a UE in CELL_PCH state, synchronization 
command via HS-SCCH shall be sent to the UE firstly. The transmitting DCCH/DTCH shall not be initiated 
until In-SYNC state is detected as in [18]. The scheduler determines based on the status reports from HARQ 
Processes if either a new transmission or a retransmission should be made. Based on a delay attribute 
provided by upper layers, the scheduler may decide to discard any 'out-of-date' MAC-ehs SDU. 

NOTE: When operating in MIMO mode, the scheduler uses the redundancy version coding to indicate whether a 
transmission is a new transmission or a retransmission, otherwise, the New Data Indicator field is used. 

Determines the redundancy version: 

- The scheduler determines a suitable redundancy version for each transmitted and retransmitted MAC-ehs 
PDU and indicates the redundancy version to lower layer. 

- Determines the TDD HCSN; 

- Increment UE specific HCSN for each HS-SCCH transmission. In 1 .28Mcps TDD multi-frequency HS-DSCH 
cell, UE maintains the respective HCSN for each carrier independently. 

- In 1 .28 Mcps TDD, the operation of HSCN on HS-SCCH with common H-RNTI and BCCH specific H-RNTI is 
unspecified. 

1 1 .6.3.2 HARQ entity 

- There is one HARQ entity per HS-DSCH for each UE operating in CELL_DCH state in UTRAN(FDD only). 
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- There is one HARQ entity per UE operating in CELL_DCH state in UTRAN (TDD only). In 1 .28 Mcps TDD 
multi-frequency HS-DSCH cell, HARQ entity consists of some HARQ sub-entities, each sub-entity is associated 
with one carrier. 

- In FDD and 1 .28 Mcps TDD, there is one HARQ entity per H-RNTI in UTRAN used for transmitting data for 
UE(s) in CELL_FACH state. 

- The HARQ entity sets the logical channel ID (LCH ID) fields in transmitted MAC-ehs PDUs to the values 
indicated by the UTRAN scheduler. 

- The HARQ entity sets the Length (L) fields in transmitted MAC-ehs PDUs to the values indicated by the 
UTRAN scheduler. 

- The HARQ entity sets the Segmentation Indication (SI) fields in transmitted MAC-ehs PDUs to the values 
indicated by the UTRAN scheduler. 

- The HARQ entity sets the transmission sequence number (TSN) fields in transmitted MAC-ehs PDUs to the 
values indicated by the UTRAN scheduler. 

- The HARQ entity sets the HARQ process identifier in transmitted MAC-ehs PDUs. UTRAN should: 

- determine a suitable HARQ process to service the MAC-ehs PDU and set the HARQ process identifier 
accordingly. 

11.6.3.3 HARQ process 

- If the New Data Indicator field exists, the HARQ process sets the New Data indicator in transmitted MAC-ehs 
PDUs. UTRAN should: 

set the New Data Indicator to the value "0" for the first MAC-ehs PDU transmitted by a HARQ process; 
not increment the New Data Indicator for retransmissions of a MAC-ehs PDU; 

- increment the New Data Indicator with one for each transmitted MAC-ehs PDU containing new data. 

- If the New Data Indicator field doesn't exist, UTRAN should: 

instruct the physical layer to set the appropriate redundancy version coding when indicating the MAC-ehs 
PDU is either an initial transmission or a retransmission. 

- The HARQ process processes received status messages. UTRAN should: 

- deliver received status messages to the scheduler. 

11.6.4 UE operation 

The UE operation in support of the HARQ protocol used on HS-DSCH is spUt among the following five functional 
units with their associated functions. 

11.6.4.1 HARQ Entity 

There is one HARQ entity per HS-DSCH at the UE which processes the HARQ process identifiers received on the HS- 
SCCH transmissions associated with MAC-ehs PDUs received on the HS-DSCH (FDD only). 

There is one HARQ entity at the UE which processes the HARQ process identifiers received on the HS-SCCH 
transmissions associated with MAC-ehs PDUs received on the HS-DSCH (TDD only). 

In 1.28 Mcps TDD multi-frequency HS-DSCH cell, HARQ sub-entity is configured at UE per carrier where HS-DSCH 
is configured. The associated downlink control channel and upUnk control channel pair controlling the HS-DSCH 
transmission on the certain carrier shall be allocated on the same carrier. The downlink control channel carries the HS- 
DSCH operation related info and the uplink control channel carries the feedback info from the UE side. In 1.28 Mcps 
TDD single frequency or multi-frequency HS-DSCH cell, HARQ entity or HARQ sub-entity is configured to handle the 
HARQ identity associated with the received MAC-ehs PDU from every carrier where HS-DSCH is configured at UE 
side. 
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A number of parallel HARQ processes are used in the UE to support the HARQ entity. The number of HARQ processes 
is configured by upper layers: 

- Each received MAC-ehs PDU shall be allocated to the HARQ process indicated by the HARQ process 
identifier of the MAC-ehs PDU. 

For FDD, upon deactivation of the secondary serving HS-DSCH cell, the UE shall: 

flush soft buffer for all configured HARQ processes associated to the secondary serving HS-DSCH cell; 

For FDD, upon activation of the secondary serving HS-DSCH cell, the UE shall: 

- treat next received Transport Blocks on all HARQ processes associated to the secondary serving HS-DSCH cell 
as new data. 

1 1 .6.4.2 HARQ process 

The HARQ process processes the New Data Indicator (if any) indicated by lower layers for each received MAC-ehs 
PDU. 

The UE may: 

for FDD, when operating in CELL_DCH state, if the MAC-ehs PDU is received within 5 sub-frames from the 
reception of the previous MAC-ehs PDU intended for this HARQ process; or 

- for FDD, when operating in CELL_FACH state with a dedicated H-RNTl, if the MAC-ehs PDU is not received 
during the sub-frames associated with the PICH (as described in section 7.2A of [24]) and the MAC-ehs PDU is 
received within 5 sub-frames from the reception of the previous MAC-ehs PDU intended for this HARQ process 
and with the same H-RNTI; or 

- for TDD, when operating in CELL_DCH state, or in CELL_FACH state with a dedicated H-RNTl (1.28 Mcps 
TDD only), if the MAC-ehs PDU is received before generation of feedback resulting from reception of a 
previous MAC-ehs PDU for the same H-ARQ process: or 

- discard the MAC-ehs PDU. 
The UE shall: 

- when operating in CELL_FACH or CELL_PCH state with a dedicated H-RNTI, if the MAC-ehs PDU is 
received with a different H-RNTI compared to the H-RNTI in the previous received transmission in this HARQ 
process; or 

if the New Data Indicator (if any) has been incremented compared to the value in the previous received 
transmission in this HARQ process or in absence of a New Data Indicator field, the physical layer redundancy 
version coding indicates it is an initial transmission: 

replace the data currently in the soft buffer for this HARQ process with the received data. 

NOTE: The UTRAN may, when transmitting a MAC-ehs PDU with a different H-RNTI compared to the H-RNTI 
used in the previous transmission in this HARQ process, not increment the New Data Indicator. 

- if the Transport Block Size index value is equal to 111111 (FDD only): 

generate a positive acknowledgement (ACK) of the data in this HARQ process; 

- discard the received data; 

- assume that the data has been successfully decoded. 

if the New Data Indicator is not present and the physical layer redundancy version coding indicates it is a 
retransmission and the UE had positively acknowledged the earlier transmission: 

- discard received data and generate a positive acknowledgement (ACK). 
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if the New Data Indicator (if any) is identical to the value used in the previous received transmission in the 
HARQ process or in absence of a New Data Indicator field, the physical layer redundancy version coding 
indicates it is a retransmission and the UE had negatively acknowledged the earlier transmission: 

- if the Transport Block Size index value is equal to 111111 (FDD only): 

- assume that the transport block size is identical to the last vahd transport block size signalled for this 
HARQ process. 

- if the data has not yet been successfully decoded: 

- combine the received data with the data currently in the soft buffer for this HARQ process. 

- if the transport block size is different from the last valid transport block size signalled for this HARQ 
process: 

- the UE may replace the data currently in the soft buffer for this HARQ process with the received data. 

- if the data in the soft buffer has been successfully decoded and no error was detected: 

deliver the decoded MAC-ehs PDU to the disassembly entity; 

- when operating in CELL_DCH state or, if configured by higher layers, in CELL_FACH state while the UE is 
using a common E-DCH resource and after coIUsion resolution (FDD only), or operating in CELL_FACH 
state with dedicated H-RNTI for 1 .28 Mcps TDD, generate a positive acknowledgement ( ACK) of the data in 
this HARQ process, if the decoded MAC-ehs PDU has not been received with the BCCH specific H-RNTI. 

- else: 

when operating in CELL_DCH state or, if configured by higher layers, in CELL_FACH state while the UE is 
using a common E-DCH resource and after collision resolution (FDD only), or operating in CELL_FACH 
state with dedicated H-RNTI for 1 .28 Mcps TDD, generate a negative acknowledgement (N AK) of the data 
in this HARQ process, if the decoded MAC-ehs PDU has not been received with the BCCH specific H- 
RNTI; 

- schedule the generated positive or negative acknowledgement for transmission and the time of transmission 
relative to the reception of data in a HARQ process is configured by upper layer. 

1 1 .6.4.3 Disassembly entity 

For each MAC-ehs PDU that is delivered to the disassembly entity, the UE shall: 

- for 1 .28 Mcps TDD, discard the MAC-ehs PDU if the L field in MAC-ehs header is zero; 

- remove any padding bits if present; 
remove the MAC-ehs header; 

deliver the reordering PDUs in the MAC-ehs PDU to reordering distribution entity. 

1 1 .6.4.4 Reordering queue distribution entity 

Reordering shall be applied to all logical channels except for BCCH and PCCH. 

For each reordering PDU in the MAC-ehs PDU, except for BCCH and PCCH, the UE shall: 

- route the reordering PDU to the correct reordering queue based on the received LCH ID. The mapping of the 
LCH ID to queue is provided by upper layers [7]. 

1 1 .6.4.5 Reordering entity 
11.6.4.5.1 Definitions 

In the functions described in this section the following definitions apply: 
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Parameters 

- Transmitter window size (TRANSMIT_WINDOW_SIZE) 

TRANSMIT_WINDOW_SIZE is the size of the transmitter window according to the definition below. This is 
a parameter in the Node B and the value of the parameter is configured by higher layers. 

- Receiver window size (RECEIVE_WINDOW_SIZE) 

RECEIVE_WINDOW_SIZE is the size of the receiver window according to the definition below. This is a 
parameter in the UE and the value of the parameter is configured by higher layers. 

- TSN field length (TSN_LEN) 

TSN_LEN is the length of TSN field in bits. This is a parameter in both the Node B and the UE. Value of the 
parameter is configured by higher layers. 

State variables 

All state variables are non-negative integers. Reordering PDUs are numbered by modulo integer Transmission sequence 
numbers (TSN) cycling through the field to 2^^'^-'^^'^-l. All arithmetic operations contained in the present document 
on next_expected_TSN, RcvWindow_UpperEdge, T1_TSN and TSN_flush are affected by the 2"^^^^-^™ modulus. When 
performing arithmetic comparisons of state variables or Transmission sequence number values a 2^^'^-'^'^ modulus base 
shall be used. This modulus base is subtracted (within the appropriate field) from all the values involved and then an 
absolute comparison is performed. RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1 shall be assumed to be 
the modulus base. For 1.28 Mcps TDD multi-frequency HS-DSCH operation operation mode, TSN_MAX represents 
period length of TSN; the arithmetic operations and comparisons of state variables in multi-frequency mode are 
performed on TSN_MAX modulus base. 

- next_expected_TSN: 

The next_expected_TSN is the Transmission sequence number (TSN) following the TSN of the last in-sequence 
reordering PDU received. It shall be updated according to the procedures given in subclauses 11. 6. 4. 5. 2, 1 1.6.4.8 
and 1 1.6.4.9. For CELL_DCH, the initial value of next_expected_TSN =0. For states other than CELL_DCH the 
initial value of the next_expected_TSN = RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1. 

RcvWindo w_UpperEdge : 

The RcvWindow_UpperEdge represents the TSN, which is at the upper edge of the receiver window. After the 
first reordering PDU has been received successfully, it also corresponds to the reordering PDU with the highest 
TSN of all received reordering PDUs. The initial RcvWindow_UpperEdge equals 2™-"^"-l. 
RcvWindow_UpperEdge is updated based on the reception of new reordering PDU according to the procedure 
given below. 

- T1_TSN: 

The TSN of the latest reordering PDU that cannot be delivered to the reassembly entity, when the timer Tl is 
started. 

Timers 

- Re-ordering release timer (Tl): 

The Re-ordering release timer Tl controls the stall avoidance in the UE reordering buffer as described below. 

The value of Tl is configured by upper layers. 

- Reset timer (Treset) (FDD and 1 .28 Mcps TDD) 

Treset controls the reset of the MAC-ehs reordering functionality. This timer is not used when the UE is in 
CELL_DCH state. For 1 .28 McpsTDD, this timer is also not used when usage of Treset is disabled indicated by 
upper layers for the UE in CELL_FACH and CELL_PCH state with dedicated H-RNTI. 

Other definitions 

Receiver window: 

The receiver window defines TSNs of those reordering PDUs that can be received in the receiver without 
causing an advancement of the receiver window according to the procedure below. The size of the receiver 
window equals RECEIVE_WINDOW_SIZE and spans TSNs going from RcvWindow_UpperEdge - 
RECEIVE_WDTOOW_SIZE + 1 to RcvWindow_UpperEdge included. 
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1 1 .6.4.5.2 Reordering functionality 

If no timer Tl is active: 

- the timer Tl shall be started when a reordering PDU with TSN > next_expected_TSN is correctiy received. 

- T1_TSN shall be set to the TSN of this reordering PDU. 
If a timer Tlis already active: 

no additional timer shall be started, i.e. only one timer Tl may be active at a given time. 
The timer Tl shall be stopped if: 

- the reordering PDU with TSN = T1_TSN can be delivered to the reassembly entity before the timer expires. 
When the timer Tlexpires and T1_TSN > next_expected_TSN: 

- all correctly received reordering PDUs with TSN > next_expected_TSN up to and including T1_TSN-1 shall be 
delivered to the reassembly entity; 

all correctly received reordering PDUs up to the next not received reordering PDU shall be deUvered to the 
reassembly entity. 

- next_expected_TSN shall be set to the TSN of the next not received reordering PDU. 

When the timer Tl is stopped or expires, and there still exist some received reordering PDUs that can not be dehvered 
to higher layer: 

timer Tl is started 

- set T1_TSN to the highest TSN among those of the reordering PDUs that can not be deUvered. 

For FDD and 1.28 Mcps TDD, if the UE is not in CELL_DCH state and if the timer Treset is not active, and for 1.28 
Mcps TDD, except that usage of Treset is disabled indicated by upper layers for the UE in CELL_FACH and 
CELL_PCH state with dedicated H-RNTI: 

- the timer Treset shall be started when a reordering PDU is correctly received. 

For FDD and 1 .28 Mcps TDD, if the UE is in any state other than CELL_DCH state and if a timer Treset is already 
active: 

- the timer Treset shall be restarted when a reordering PDU is correctly received. 

- no additional timer shall be started, i.e. only one timer Treset may be active at a given time. 
When the timer Treset expires: 

- perform a MAC-ehs reset. 

For FDD and 1.28 Mcps TDD, if the UE enters CELL_DCH state: 

- stop all configured Treset timers. 

For 1.28 Mcps TDD, when the UE is allocated with dedicated H-RNTI in CELL_FACH and CELL_PCH state, if usage 
of Treset is disabled indicated by upper layers: 

if there is timer Treset being active, 

- stop all active Treset timers, 

- consider these Treset timers have expired, 

- perform MAC-ehs reset due to the expiry of Treset timers. 
Transmitter operation: 
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After the transmitter has transmitted a reordering PDU with TSN=SN, any reordering PDU with TSN < SN - 
TRANSMIT_WINDOW_SIZE should not be retransmitted to avoid sequence number ambiguity in the receiver. 

Receiver operation: 

When a reordering PDU with TSN = SN is received: 

- if SN is within the receiver window: 

- if SN < next_expected_TSN, or this reordering PDU has previously been received: 

- the reordering PDU shall be discarded; 

- else: 

the reordering PDU shall be placed in the reordering buffer at the place indicated by the TSN. 

if SN is outside the receiver window: 

the received reordering PDU shaU be placed above the highest received TSN in the reordering buffer, at the 
position indicated by SN; 

RcvWindow_UpperEdge shall be set to SN thus advancing the receiver window; 

- any reordering PDU with TSN < RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE, i.e. outside the 
receiver window after its position is updated, shall be removed from the reordering buffer and be delivered to 
the reassembly entity; 

- if next_expected_TSN is below the updated receiver window: 

- next_expected_TSN shall be set to RcvWindow_UpperEdge - RECEIVE_WINDOW_SIZE + 1 ; 

if the reordering PDU with TSN = next_expected_TSN is stored in the reordering buffer: 

- all received reordering PDUs with consecutive TSNs from next_expected_TSN (included) up to the first not 
received reordering PDU shall be delivered to the reassembly entity; 

- next_expected_TSN shall be advanced to the TSN of this first not received reordering PDU. 

In case a UE has insufficient memory to process a received reordering PDU, it shall perform the following set of 
operations: 

- select TSN_flush such that: next_expected_TSN < TSN_flush < RcvWindow_UpperEdge + 1 ; 

deliver all correctly received reordering PDUs with TSN < TSN_flush to the reassembly entity; 

if the reordering PDU with TSN=TSN_flush has previously been received: 

deliver all received reordering PDUs with consecutive TSNs from TSN_flush (included) up to the first not 
received reordering PDU to the reassembly entity; 

advance next_expected_TSN to the TSN of this first not received reordering PDU. 

- else: 

- set next_expected_TSN to TSN_flush. 

1 1 .6.4.6 Reassembly unit 

The reassembly unit processes the SI field associated with a reordering PDU. The UE shall: 

- if SI field is set to "00": 

- deliver all MAC-d or MAC-c PDUs corresponding to MAC-ehs SDUs in the reordering PDU to 
demultiplexing entity; 

- discard any previously stored segment of MAC-ehs SDU. 
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- ifSIfieldissetto"01": 

- if the received and stored segments of a MAC-ehs SDU are consecutive: 

- combine the first reordering SDU with the stored segment of MAC-ehs SDU; 

- deliver the MAC-d or MAC-c PDU corresponding to the combined MAC-ehs SDU to demultiplexing 
entity. 

- if the received and stored segments of MAC-ehs SDU are not consecutive 

- discard the first received reordering SDU and the stored segment of MAC-ehs SDU. 

- deliver all MAC-d or MAC-c PDUs corresponding to subsequent MAC-ehs SDUs in the reordering queue to 
demultiplexing entity; 

- ifSIfieldissetto'lO": 

- deliver all MAC-d or MAC-c PDUs corresponding to all but last reordering SDU in the reordering PDU to 
the demultiplexing entity; 

- discard any previously stored segment of MAC-ehs SDU and store the last reordering SDU of the received 
reordering PDU 

- ifSIfieldissetto'll": 

- if the received and stored MAC-ehs SDUs are consecutive: 

- if there is only one reordering SDU in the reordering PDU: 

- combine the received reordering SDU with the stored segment of MAC-ehs SDU: 

- if there is more than one reordering SDU in the reordering PDU: 

combine the first received reordering SDU with the stored segment MAC-ehs SDU; 

- deliver the MAC-d or MAC-c PDU corresponding to the combined MAC-ehs SDU to demultiplexing 
entity. 

- deliver all MAC-d or MAC-c PDUs corresponding to all but last reordering SDU in the reordering 
PDU to demultiplexing entity; 

- discard any previously stored segment of MAC-ehs SDU and store the last reordering SDU of the 
received reordering PDU. 

- if the received and stored segments of the MAC-ehs SDU are not consecutive: 

- discard the first received reordering SDU and the stored segment of MAC-ehs SDU; 

- if there is more than one reordering SDU in the reordering PDU: 

- deliver all MAC-d or MAC-c PDUs corresponding to all but first and last reordering SDUs in the 
reordering PDU to demultiplexing entity and store the last reordering SDU of the received reordering 
PDU. 

1 1 .6.4.7 Demultiplexing entity 

For each MAC-d or MAC-c PDU that is delivered to the demultiplexing entity, the UE shall: 

- route MAC-d or MAC-c PDU to the correct logical channel based on the corresponding LCH ID field. 

1 1 .6.4.8 MAC-ehs Reset 

If a reset of the MAC-ehs entity is requested by upper layers, the UE shall at the activation time indicated by higher 
layers: 
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- flush soft buffer for all configured HARQ processes; 

- stop all active re-ordering release timer (Tl) and set all timer Tl to their initial value; 

- stop all active reset timers (Treset) and set all timers Treset to their initial value; 

- start TSN with value for the next transmission on every configured HARQ process; 

- initialise the variables RcvWindow_UpperEdge and next_expected_TSN to their initial value; 
deliver all reordering PDUs in the re-ordering buffer to the reassembly entity; 

- deliver any successfully reassembled MAC-ehs SDUs to logical channel demultiplexing entity; 

- route any MAC-d or MAC-c PDUs delivered to the demultiplexing entity to the correct logical channel; 

- flush the re-ordering buffer; 

- discard any stored segment in the reassembly entity; 

- treat next received Transport Block as new data. 

If a reset of the MAC-ehs entity is required by the expiry of Treset, the UE shall: 
if the Treset has expired for all the configured reordering queues: 

- flush soft buffer for all configured HARQ processes; 

- treat next received Transport Block as new data. 

- for each reordering queue where Treset has expired: 

- stop the active re-ordering release timer (Tl) and set the timer Tl to its initial value; 

- start TSN with value for the next transmission on every configured HARQ process; 

- initialise the variable RcvWindow_UpperEdge to its initial value; 
initialise the variable next_expected_TSN to its initial value; 

deliver all reordering PDUs in the re-ordering buffer to the reassembly entity; 

- deliver any successfully reassembled MAC-ehs SDUs to logical channel demultiplexing entity; 

- route any MAC-d or MAC-c PDUs delivered to the demultiplexing entity to the correct logical channel; 

- flush the re-ordering buffer; 

- discard any stored segment in the reassembly entity; 

1 1 .6.4.9 Reconfiguration of MAC-elis parameters 

The parameters for a MAC-ehs entity may be reconfigured (modifed) by upper layers. 
When a parameter is reconfigured by the upper layer, the UE shall: 

- start using the reconfigured value of the parameter at the activation time indicated by higher layers. 
If the parameter Tl is reconfigured for an already existing re-ordering queue, the UE shall: 

start to use the new value of Tl the next time Tl is started. 
If the parameter RECE1VE_W1ND0W_S1ZE is reconfigured for a re-ordering queue, the UE shall: 

- set RECEIVE_WINDOW_SIZE to the new value; 
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remove any reordering PDUs in this re-ordering queue with TSN < RcvWindow_UpperEdge - 
RECEIVE_WINDOW_SIZE (i.e. outside the receiver window after its size is updated) from the reordering 
buffer and deliver these reordering PDUs to the reassembly entity; 

- if next_expected_TSN is below the receiver window after its size is updated: 

- set next_expected_TSN to RcvWindow_UpperEdge - RECE1VE_W1ND0W_S1ZE + 1 ; 

- deliver all received reordering PDUs in this re-ordering queue with consecutive TSNs from 
next_expected_TSN (included) up to the first not received reordering PDU to the reassembly entity; 

advance next_expected_TSN to the TSN of this first not received reordering PDU. 

If the "Memory Partitioning" (see [7]) for soft buffer is reconfigiu'ed, the UE shall: 

flush soft buffer for all configured HARQ processes. 

For 1.28Mcps TDD, if the "TSN-Length" is reconfigured, the UE shaU: 

- perform the operation as per subclause 1 1 .6.4.8. 

1 1 .6.4.1 HARQ procedure for HS-SCCH less operation (FDD only) 

When the HS-SCCH less mode of operation is enabled, the UE shall be able to store 13 TTIs in a cyclic soft buffer. 
For each received MAC-ehs PDU provided by the lower layers the UE shall: 

- If the associated HS-SCCH corresponds to an HS-SCCH less retransmission as defined in subclause 4.6A.2.2.1 

of [16]: 

- If the data in the soft buffer identified by the TTI [5*CFN + subframe number - 6 - PTR]mod 13 has been 
decoded successfully: 

generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- consider the data in the soft buffer identified by the TTI [5*CFN + subframe numberjmod 13 has been 
decoded successfully. 

- Else: 

- combine the received data with the data currently in the soft buffer identified by [5*CFN + subframe 
number - 6 - PTR]mod 13 where PTR is the value of the pointer to the previous transmission as defined 
in subclause 4.6A.2.2.1.2 of [16]. 

- If the combined data in the soft buffer has been successfully decoded and no error was detected; 

- deliver the decoded MAC-ehs PDU to the disassembly entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI. 

- consider the data in the soft buffer identified by the TTI [5*CFN + subframe number]mod 13 has been 
decoded successfully. 

- Else: 

- place the combined data for the HS-SCCH less TTI in the soft buffer identified by [5*CFN + subframe 
number]mod 13, replacing any data previously stored in that buffer. 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI. 

- Else if the associated HS-SCCH corresponds to a HS-SCCH type 1 as defined in subclause 4.6 of [16]; 

- process the received MAC-ehs PDU provided by the lower layers as per subclause 11.6.4.2. 
Else if HS-SCCH less operation is active according to the definition in [13]: 

- If the data has been successfully decoded and no error was detected; 
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- deliver the decoded MAC-ehs PDU to the disassembly entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- consider the data in the soft buffer identified by the TTI [5*CFN + subframe number]mod 13 has been 
decoded successfully. 

- Else: 

- place the data for the HS-SCCH less TTI in the soft buffer identified by [5 *CFN + subframe 
number]mod 13, replacing any data previously stored in that buffer. 

1 1 .6.4.1 1 HARQ procedure for HS-DSCH SPS operation (1 .28 Mcps TDD only) 

When the HS-DSCH SPS operation is enabled, the UE shall maintain cyclic virtual IR buffers with number of N where 
N is configured by higher layer as in [7]. And the value tagged to the virtual IR buffers should be all set to NULL. 

For each received MAC-ehs PDU provided by the lower layers the UE shall: 

- If the associated HS-SCCH corresponds to an HS-SCCH SPS retransmission as defined in subclause 4.6C or 
4.6Gof [19]: 

- if the data in the virtual IR buffer tagged with the value [2*CFN + subframe number - 4 - PTR] mod 512 has 
not been decoded successfully: 

combine the received data with the data currently in the virtual IR buffer tagged with the value [2*CFN + 
subframe number - 4 - PTR] mod 512, where PTR is the value of the pointer to the previous transmission 
as defined in subclause 4.6C or 4.6G of [19]. 

- If the data in the virtual IR buffer has been successfully decoded and no error was detected: 

deliver the decoded MAC-ehs PDU to the reordering entity; 

generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value NULL. 

- else: 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value [2*CFN + subframe number]. 

- else: 

generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 
discard the received data. 

- Else if the associated HS-SCCH corresponds to a HS-SCCH as defined in subclause 4.6 of [19]: 

- process the received MAC-ehs PDU provided by the lower layers as per subclause 1 1 .6.2.2. 

- Else if the TTI is allocated to the UE with HS-DSCH SPS resources: 

- if there is virtual IR buffer of which the tagged value is set to NULL: 

- place the received data for the HS-DSCH SPS TTI in any of the virtual IR buffers of which the tagged 
value is set to NULL. 

- else: 

- place the received data for the HS-DSCH SPS TTI in the virtual IR buffer which contains the oldest 
MAC-ehs PDU, replacing any data previously stored in this buffer. 

- If the received data has been successfully decoded and no error was detected; 
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- deliver the decoded MAC-ehs PDU to the reordering entity; 

- generate a positive acknowledgement (ACK) of the data corresponding to this TTI; 

- tag the virtual IR buffer with the value NULL. 

- else: 

- generate a negative acknowledgement (NACK) of the data corresponding to this TTI; 
tag the virtual IR buffer with the value [2*CFN + subframe number]. 

- For the data stored in each virtual IR buffer of which the tagged value is not set to NULL, if the time waiting for 
retransmission has been longer than 4+PTRmax TTIs, where PTRmax is the maximum value that can be 
indicated by PTR: 

- tag the virtual IR buffer with the value NULL. 

1 1 .7 HS-DSCH Provided Bit Rate measurement 

The HS-DSCH Provided Bit Rate measurements is defined as follows: 

for each priority class the MAC-hs/ehs entity measures the total number of MAC-d PDU bits whose transmission 
over the radio interface has been considered successful by MAC-hs in Node-B during the last measurement 
period, divided by the duration of the measurement period; 

- the values reported by MAC-hs/ehs shall be raw samples; 

- the measurement period shall be [100 ms]; 

- when the cell portions are defined in a cell, the HS-DSCH Provided Bit Rate shall be measured for each cell 
portion. 

1 1 .8 Control of E-DCH transmission and reception (FDD) 
11.8.1 UE operation 

11.8.1.1 HARQ Operation 

11.8.1.1.1 HARQ entity 

There is one HARQ entity per E-DCH at the UE. A number of parallel HARQ processes are used in the UE to support 
the HARQ entity, allowing transmissions to take place continuously while waiting for the feedback on the successful or 
unsuccessful reception of previous transmissions. 

At a given TTI, the HARQ entity identifies the HARQ process for which a transmission should take place. Also, based 
on the timing, it routes the receiver feedback (ACK/NACK information), relayed by the physical layer, to the 
appropriate HARQ process. 

The number of HARQ processes per HARQ entity is equal to the HARQ round-trip-time (HARQ_RTT). The 
HARQ_RTT is equal to 4 for 10ms TTI and 8 for 2ms TTI. The TTI duration shall be configured by the higher layers. 
Each process is associated with a number from to HARQ_RTT-1. 

After each TTI, the HARQ entity shall: 

- if the buffer of the HARQ process corresponding to the next TTI is empty: 

- notify the E-TFC selection entity that the next TTI is available for a new transmission; 

- if the "E-TFC Selection" entity indicates the need for a new transmission: 
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obtain the transmission information (i.e. HARQ profile, whether triggered Scheduling Information is 
included and whether it is sent alone) from the "E-TFC Selection" entity; 

- obtain the MAC-e or MAC-i PDU to transmit from the "Multiplexing and TSN setting" entity; 

- instruct the HARQ process corresponding to this TTI to trigger the transmission of this new payload 
using the identified HARQ profile parameters. 

- else: 

- instruct the HARQ process to generate a re-transmission. 

11.8.1.1.2 HARQ process 

Each HARQ process is associated with a physical buffer (HARQ buffer). 

Each HARQ process maintains the state variable CURRENT_TX_NB, which indicates the number of transmissions that 
have taken place for the MAC-e or MAC-i PDU currently in the buffer. When the HARQ process is established, 
CURRENT_TX_NB shaU be initiaUzed to 0. 

At the time of a new transmission, the HARQ entity provides the HARQ profile to use for all transmissions and re- 
transmissions of this MAC-e or MAC-i PDU. This HARQ profile includes information on the maximum number of 
transmissions to perform, and the power offset with which to configure the physical layer. 

If the HARQ entity provides a new PDU, the HARQ process shall: 

- set CURRENT_TX_NB to 0; 

- set CURRENT_RSN to 0; 

- store the MAC-e or MAC-i PDU in the associated HARQ buffer; 

- generate a transmission as described below. 

If the HARQ entity requests a re-transmission, the HARQ process shall: 

- generate a transmission as described below. 

To generate a transmission, the HARQ process shall, regardless of any overlapping with a compressed mode gap: 

- instruct the physical layer to set the RSN field on the E-DPCCH to CURRENT_RSN; 

- instruct the physical layer to generate a transmission with the power offset corresponding to the HARQ profile 
and the redundancy version corresponding to the RSN value and the transmission timing (i.e. the CFN and in the 
case of 2ms TTI, sub-frame number as described in [16]); 

- if CURRENT_RSN < 3 : 

- increment CURRENT_RSN by 1 ; 

- increment CURRENT_TX_NB by 1 ; 
The HARQ process shall: 

if an ACK is received from the RLS containing the serving cell; or 

- if an ACK is received from any RLS and the transmission included higher layer data (i.e. not only included 
Scheduling Information); or 

if CURRENT_TX_NB > maximum number of transmissions indicated in the transmission HARQ profile: 

- fiush the HARQ buffer; 

- if the transmission included ScheduUng Information which was triggered per subclause 1 1 .8. 1 .6 and if no 
ACK for that transmission was received from the RLS containing the serving cell: 
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notify the Scheduling Information Reporting function that the HARQ process failed to deliver the 
triggered Scheduling Information to the RLS containing the serving cell and take the actions as described 
in subclause 11.8.1.6.3. 

NOTE: In the case where the Scheduling Information is transmitted alone, without any higher layer data the UE 
will keep re-transmitting the Scheduling Information until an ACK is received from the RLS containing 
the serving cell or the maximum number of re-transmissions is reached. In the latter case, periodic 
triggering will be relied upon for reliability. 

Upon deactivation of the Secondary Uphnk Frequency: 

- flush HARQ processes associated to the Secondary Uplink Frequency. 

1 1 .8.1 .2 Multiplexing and TSN setting entity 

There is one Multiplexing and TSN setting entity at the UE. A number of TSN setting processes are used to support 
independent numbering of transmissions from different logical channels. 

11 .8.1 .2.1 TSN setting process operation 

There is one TSN setting process at the UE for each logical channel. When a MAC-es or MAC-is PDU is transmitted, 
the UE operation in support of the re-ordering functionality consists in generating an explicit sequence number (TSN) 

for the MAC-es or MAC-is PDU intended for the associated re-ordering queue. In one TTI, there is only one TSN per 
logical channel per Activated Uplink Frequency: one for each MAC-es or MAC-is PDU that is transmitted. 

Each TSN setting process maintains the state variable CURRENT_TSN, which indicates the sequence number to be 
included in the header of the following MAC-es or MAC-is PDU to be generated. When the TSN setting process is 
established, CURRENT_TSN shall be initialized to 0. 

When a new payload needs to be generated for the associated re-ordering queue, the TSN setting entity shall: 

- set the TSN of the transmission to CURRENT_TSN; 

When one uplink frequency is configured, after each MAC-es PDU or MAC-is PDU is multiplexed: 

- increment CURRENT_TSN by 1 ; 

- if CURRENT_TSN > 63: 

- set CURRENT_TSN = 0. 

When more than one uplink frequency is configured, after each MAC-is PDU is multiplexed: 

- increment CURRENT_TSN by 1 ; 

- if CURRENT_TSN > 16383: 

- set CURRENT_TSN = 0. 

1 1 .8. 1 .2a Segmentation entity 

There is one segmentation entity per logical channel in the UE. 

When the MAC-d PDU size, the untransmitted part of the MAC-d PDU, the MAC-c PDU size (FDD only) or the 
untransmitted part of the MAC-c PDU (FDD only) exceeds available space in the transport block according to the E- 
TFC selection, the segmentation entity shall: 

- segment the MAC-d PDU, the untransmitted part of the MAC-d PDU, the MAC-c PDU or the untransmitted part 
of the MAC-c PDU to fit the available space in the transport block according to the E-TFC selection and store 
the untransmitted part of the MAC-d PDU or MAC-c PDU; 

- set the segmentation status (SS) field of the transmission to indicate the segmentation status as described in 
subclause 9.2.4.3. 
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1 1 .8. 1 .3 Serving Grant Update 

UEs in CELL_DCH state, configured with an E-DCH transport channel shall maintain a Serving Grant and the list of 
active HARQ processes based on the absolute and relative grant commands decoded on the configured E-AGCH and E- 
RGCH(s). 

UEs in CELL_DCH state, configured with more than one E-DCH transport channel, shall maintain per Activated 
Uplink Frequency, a Serving Grant and the list of active HARQ processes, based on the absolute and relative grant 
commands decoded on the configured E-AGCH and E-RGCH(s) associated with each of the Activated Uplink 

Frequencies. 

Each Absolute Grant or Relative Grant command is appUed at a specific TTI. This association is implicit based on the 
timing of the E-AGCH and E-RGCH (see [13]). The timing is tight enough that this relationship is un-ambiguous. 

The activation/deactivation of one or aU processes is only apphcable to processes for which transmission of scheduled 
data is allowed according to RRC signalling 

Process activation of an active process does not result in any action taken by the UE. 

UEs in CELL_FACH state and Idle mode, allocated with a common E-DCH transport channel, shall maintain a Serving 
Grant. For DCCH/DTCH transmission in CELL_FACH state the Serving Grant is maintained based on the absolute and 
relative grant commands decoded on the configured E-AGCH and E-RGCH. For CCCH transmission in CELL_FACH 
state and Idle mode the Serving Grant is maintained based only on the initial serving grant value provided by higher 
layers. 

Unless specified otherwise, the following procedures are run independently for each of the Activated Uplink 
Frequencies. For example, the Absolute Grant, Serving Relative Grant, and non-serving Relative grants are used in 
conjunction with the scheduled transmission on the associated Activated Uplink Frequency (along with other 
parameters and events), to determine the Serving_Grant on that frequency. 

11.8.1.3.1 Baseline Procedure 

For UEs in CELL_DCH state the Serving Grant Update procedme shall be applied at every TTI boundary and shall take 
into account the Absolute Grant message. Serving Relative Grant and non-serving Relative Grants that apply to the TTI. 

The UE shall: 

1> set reference_ETPR2 to reference_ETPR as defined in subclause 3.1.2; 

1> set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3.1.2; 

1> if an Absolute Grant was received for this TTI: 

2> if the Identity type is "Primary", and the Absolute Grant value is set to "INACTIVE": 

3> if Absolute Grant Scope indicates "Per HARQ process" and a 2ms TTI is configured: 

4> de-activate the process given by the value of CURRENT_HARQ_PROCESS. 

3> if Absolute Grant Scope indicates "All HARQ processes" and a secondary E-RNTI was configured by 
higher layers: 

4> activate all HARQ processes; 

4> set Serving_Grant = Stored_Secondary_Grant; 

4> set Primary_Grant_Available to "False". 

3> if Absolute Grant Scope indicates "All HARQ processes", a 2ms TTI is configured and a secondary E- 
RNTI was not configured by higher layers: 

4> deactivate all HARQ processes (if a process was inactive it remains inactive, if a process was active it 
becomes inactive). 

2> else if the Absolute Grant Value is different from "INACTIVE": 
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3> if the Identity Type is "Secondary": 

4> if the Absolute Grant Value is different from "Zero_Grant": 

5> set Stored_Secondary_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant 
Value). 

4> else: 

5> set Stored_Secondary_Grant = "Zero_Grant". 
3> if the Identity Type is "Primary" or Primary_Grant_Available is set to "False": 
4> if the Absolute Grant Value is different from "Zero_Grant": 

5> set Serving_Grant = MAX(Absolute Grant Value, Lowest Configured Serving Grant Value). 
4> else: 

5> set Serving_Grant = "Zero_Grant". 
4> if the Identity Type is "Primary": 

5> set Primary _Grant_Available to "True"; 

5> if Absolute Grant Scope indicates "Per HARQ process": 

6> activate the process given by the value of CURRENT_HARQ_PROCESS. 
5> if Absolute Grant Scope indicates "All HARQ processes": 

6> activate all HARQ processes. 
5> if AG_Timer is not active, it shall be started, otherwise it shall be restarted. 
1> else (no Absolute Grant received): 

2> if the HARQ process given by the value of CURRENT_HARQ_PROCESS is active; and 
2> if Primary_Grant_Available is equal to "True"; and 
2> if Serving_Grant <> "Zero_Grant" ; and 
2> if AG_Timer has expired; and 

2> if there was a scheduled transmission (see NOTE 2) in the previous TTl of the HARQ process given by the 
value of CURRENT_HARQ_PROCESS: 

3> if the Serving Relative Grant indicates "UP": 

4> determine the Serving_Grant in accordance with subclause 9.2.5.2.1. 
3> else, if the Serving Relative Grant indicates "DOWN": 

4> determine the Serving_Grant in accordance with subclause 9.2.5.2.1. 
3> else: 

4> the Serving_Grant is unchanged (i.e. kept from previous TTI). 

1> if any Non-Serving Relative Grants indicate "DOWN" for this TTI and Serving_Grant <> "Zero_Grant" : 

2> Serving_Grant = MIN(Serving_Grant, Maximum_Serving_Grant, Serving_Grant determined in accordance 
with subclause 9.2.5.2.1); 

2> Maximum_Serving_Grant = Serving_Grant. 

2> if Non_Serving_RG_Timer is not active it shall be started, otherwise it shall be restarted; 
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1> else if no Non-Serving Relative Grants indicate "DOWN" for this TTI: 

2> if Non_Serving_RG_Timer has not expired: 

3> Serving_Grant = MIN(Maximum_Serving_Grant, Serving_Grant). 

1> if Non_Serving_RG_Timer expires: 

2> set the Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 9.2.5.2.1.2 
as configured by higher layers). 

For UEs in CELL_FACH state and in case of DCCH/DTCH transmission the Serving Grant Update procedure shall be 
applied at every TTI boundary and shall take into account the Absolute Grant message and Serving Relative Grant that 
apply to the TTI. 

The UE shall: 

1> set reference_ETPR to the E-DPDCH to DPCCH power ratio as defined in subclause 3. 1.2; 
1> if an Absolute Grant was received for this TTI: 

2> if the Absolute Grant value is set to "INACTIVE": 

3> deactivate all HARQ processes (and act as described section 11.2.2A). 
2> else if the Absolute Grant Value is different from "INACTIVE": 
3> set Serving_Grant = Absolute Grant Value; 

3> if AG_Timer is not active, it shall be started, otherwise it shall be restarted. 
1> else (no Absolute Grant received): 

2> if Serving_Grant <> "Zero_Grant"; and 
2> if AG_Timer has expired; and 

2> if there was a scheduled transmission (see NOTE 2) in the previous TTI of the HARQ process given by the 
value of CURRENT_HARQ_PROCESS: 

3> if the Serving Relative Grant indicates "UP": 

4> determine the Serving_Grant in accordance with subclause 9.2.5.2.1. 
3> else, if the Serving Relative Grant indicates "DOWN": 

4> determine the Serving_Grant in accordance with subclause 9.2.5.2.1. 

3> else: 

4> the Serving_Grant is unchanged (i.e. kept from previous TTI). 
NOTE 1: MIN("Zero_Grant", any numerical value) = "Zero_Grant". 
NOTE 2: Scheduling Information sent alone is not considered as a scheduled transmission. 

1 1 .8.1 .3.2 Handling at start of E-DCH transmission 

In CELL_DCH state when E-DCH transmission is started on an Activated UpUnk Frequency, the UE shall, on that 
frequency: 

activate all HARQ processes; 

if the lE's "Serving Grant value" and "Primary /Secondary Grant Selector" are provided by higher layers: 
- update the state variables and timers according to subclause 1 1.8.1.3.5. 
- else: 
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- initialise the state variable Serving_Graiit to Zero_Graiit; 

- initialise the state variable Primary_Grant_Available to "False"; 

- initialise the state variable Stored_Secondary_Grant to "Zero_Grant". 

- initialise the state variables reference_ETPR and reference_ETPR2 to "Minimum_Grant"; 

- initialise the state variable Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 

9.2.5.2.1.1 or 9.2.5.2.1.2 as configured by higher layers). 

For DCCH/DTCH transmission in CELL_FACH state when common E-DCH transmission is started, the UE shall: 

- activate all HARQ processes; 

initialise the state variable Serving_Grant according to subclause 1 1.8.1.3.5; 
initialise the state variable reference_ETPR to "Minimum_Grant" ; 

- start AG_Timer. 

For CCCH transmission in CELL_FACH state and Idle Mode when common E-DCH transmission is started, the UE 
shall: 

- activate all HARQ processes; 

- initialise the state variable Serving_Grant according to subclause 11.8.1.3.5. 

1 1 .8.1 .3.3 Handling at serving cell change 

At E-DCH serving cell change, the UTRAN may configure the UE with the grant value to use in the new cell and shall 
indicate whether the UE should monitor Absolute Grant Messages with the secondary E-RNTI. 

The UE shall: 

- activate all HARQ processes; 

if the lE's "Serving Grant value" and "Primary/Secondary Grant Selector" are provided by higher layers: 

- update the state variables and timers according to subclause 1 1.8.1.3.5. 

- else: 

- continue to use the current values of state variables Serving_Grant and Primary_Grant_Available; 

- initialise the state variable Stored_Secondary_Grant to "Zero_Grant". 

11.8.1.3.4 Handling at TTI Change 
At E-DCH TTI change, the UE shaU: 

- activate all HARQ processes; 

- initialise the state variables reference_ETPR and reference_ETPR2 to "Minimum_Grant"; 
reset Non_Serving_RG_Timer and AG_Timer; 

- set the state variable Maximum_Serving_Grant to the highest possible value (i.e. index 37 in table 9.2.5.2.1.1 or 

9.2.5.2.1.2 as configured by higher layers). 

- if the lE's "Serving Grant value" and "Primary/Secondary Grant Selector" are provided by higher layers: 

- update the state variables and timers according to subclause 11.8.1.3.5. 

- else: 

- continue to use the current values of state variables Serving_Grant and Primary_Grant_Available; 
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- initialise the state variable Stored_Secondary_Graiit to "Zero_Graiit". 

11.8.1.3.5 Higher Layer Signalling 

In CELL_DCH state when the lE's "Serving Grant value" and "Primary/Secondary Grant Selector" are provided by 
higher layers: 

- set the state variable Serving_Grant to the value of the lE's "Serving Grant value" provided by higher layers; 
if the lE's "Primary/Secondary Grant Selector" is provided by higher layers as "Primary": 

if AG_Timer is not active, it shall be started, otherwise it shall be restarted; 

- set the state variable Primary_Grant_Available to "True"; 

- set the state variable Stored_Secondary_Grant to "Zero_Grant" . 

- if the lE's "Primary/Secondary Grant Selector" is provided by higher layers as "Secondary": 

- set the state variable Primary_Grant_Available to "False" ; 

- set the state variable Stored_Secondary_Grant to the value of the lE's "Serving Grant value" provided by 
higher layers. 

In CELL_FACH state and Idle Mode when the IE "Initial Serving grant value" is provided by higher layers: 

- set the state variable Serving_Grant to the value of the IE "Initial Serving grant value" provided by higher layers. 

11.8.1.3.6 Handling in UE DTX Cycle 2 

In FDD, for each Activated Uplink Frequency, in case the DTX feature is configured by higher layers, and there has not 
been any E-DCH transmission for the last "Inactivity Threshold for UE DTX cycle 2" E-DCH TTIs on the 
corresponding Activated Uplink Frequency: 

- If Default-SG-in-DTX-Cycle-2 has been signalled by higher layers: 

- set the state variable Serving_Grant to the value of Default-SG-in-DTX-Cycle-2 at the TTI boundary when 
the UE moves from UE DTX cycle 1 to UE DTX cycle 2. 

11.8.1.4 E-TFC Selection 

In FDD mode, the rules for E-TFC selection provided below shall apply to UEs in CELL_DCH state, CELL_FACH 
state and Idle Mode with an E-DCH transport channel configured. These UEs shall apply the E-TFC selection 
procedure when invoked by the HARQ entity (see subclause 11. 8. 1.1.1). In the case where a 2ms TTI is configured, E- 
TFC selection shall not be performed for TTIs that overlap with an uplink compressed mode gap. The E-TFC restriction 
procedure described in [12J shall always be applied before the E-TFC selection process below. When the UE has more 
than one Activated Uplink Frequency, the E-TFC restriction procedure described in [12] shall always be applied after 
the power for each uplink frequency has been determined. E-TFCs which (according to calculations in [16]) require 
channehsation codes which are not allowed by the value given by the Maximum channelisation codes for E-DPDCH or 
are not supported by the UE capability shall be considered as blocked. Furthermore, for UEs that are also configured 
with a DCH transport channel on uplink, the TEC selection procedure shall be applied before either of these. 

For each MAC-d flow, RRC configures MAC with a HARQ profile and a multiplexing hst. Additionally, RRC 
configures MAC with a power offset for "Control-only" transmissions. This power offset and a maximum number of 
HARQ transmissions of 8 will be used to define a HARQ profile for "Control-only" transmissions which will be used, 
in case the Scheduhng Information needs to be transmitted without any higher-layer data. The HARQ profile includes 
the power offset and maximum number of HARQ transmissions to use for this MAC-d flow. The multiplexing list 
identifies for each MAC-d flow(s), the other MAC-d flows from which data can be multiplexed in a transmission that 
uses the power offset included in its HARQ profile. 

RRC can control the scheduling of uplink data by giving each logical channel a priority between 1 and 8, where 1 is the 
highest priority and 8 the lowest. E-TFC selection in the UE shall be done in accordance with the priorities indicated by 
RRC. Logical chaimels have absolute priority, i.e. the UE shall maximise the transmission of higher priority data. 
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RRC can allocate non-scheduled transmission grants to individual MAC-d flows in order to reduce the transmission 
delays. Non-scheduled transmissions are only allowed on the Primary Uplink Frequency. When a 2ms TTI is 
configured each non-scheduled grant is applicable to the specific set of HARQ processes indicated by RRC. The 
appUcability of scheduled grants can be also restricted to a specific set of HARQ processes when a 2ms TTI is 
configured. HARQ process restriction and reservation is under the control of the serving cell Node B and indicated to 
the UE by RRC. 

When the UE has more than one Activated Uplink Frequency, if the E-TFC selection in this TTI is invoked by a 
HARQ entity on only one of the Activated Uplink Frequency, then the maximum remaining power allowed for E-DCH 

transmission is determined according to the procedures specified in 1 12]. 

When the UE has more than one Activated Uplink Frequency, if the E-TFC selection in this TTI is invoked by HARQ 
entities on more than one of the Activated Uplink Frequencies or if the HARQ entities on all Activated Uplink 
Frequencies in this TTI are generating retransmissions, the maximum remaining power allowed for E-DCH 
transmission on each Activated Uplink Frequency is determined by: 

- The power pre-allocated for non-empty non-scheduled MAC-d flows. The amount of power pre-allocated for a 
non-empty non-scheduled flow shall be the minimum of the power necessary to transmit data up to the non- 
scheduled grant for this flow, and the power necessary to transmit all the data in the queue for this flow taking 
into account the power offset for a transmission of the HARQ profile of the MAC-d flow with the highest- 
priority among "non- scheduled" non-empty MAC-d flows. 

- The power allocation to a frequency i. Pi, is calculated as: 

p _ p ^ DPCCH.target.i'^^ i 



' remaming, s p q/-< 

/ . k^DPCCH,target,k'^*-Jk 



where Premaimng.s IS the remaining power for scheduled transmissions once the power for non-scheduled 
transmissions has been taken into account, PDPCCH,target,i is the filtered DPCCH power defined in [12], and SGj is 
the Serving Grant on frequency i. 

For the Primary Uplink Frequency, the maximum remaining power allowed for E-DCH transmission is the sum 
of the total power pre-allocated for all the non-empty non-scheduled MAC-d flows and the power Pi allocated 
to the Primary Uplink Frequency . For the Secondary Uplink Frequency, the maximum remaining power allowed 
for E-DCH transmission is the power Pi for this frequency. 

The E-TFC restriction procedure described in [12] shall be appUed on each frequency based on the maximum remaining 
power allowed for E-DCH transmission on that frequency. 

When the UE has more than one Activated Uplink Frequency and E-TFC selection is invoked by more than one HARQ 
entity, the following E-TFC selection procedure is first applied to the Secondary Uplink Frequency and then to Primary 
Uplink Frequency. 

For each configured MAC-d flow, a given E-TFC can be in any of the following states on each of the Activated Uplink 
Frequencies: 

- Supported state; 

- Blocked state. 

When the UE has only one Activated Uplink Frequency, at each TTI boundary, UEs in CELL_DCH state, 
CELL_FACH state and Idle mode with an E-DCH transport channel configured shall determine the state of each E-TFC 
for every MAC-d flow configured based on its required transmit power versus the maximum UE transmit power (see 
[7] and [12]). The UE shall consider that E-TFCs included in the minimum set of E-TFCs are always in supported state 
(see [7]). 

When the UE has more than one Activated Uplink Frequency, at each TTI boundary, UEs shall determine the state of 
each E-TFC for every MAC-d flow configured on each uplink frequency, based on its required transmit power versus 
the maximum remaining power allowed for E-DCH transmission on that frequency (see [7] and [12]). The UE shall 
consider that E-TFCs included in the minimum set of E-TFCs are always in supported state (see [7]). 
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At every TTI boundary for which a new transmission is requested by the HARQ entity (see subclause 1 1.8.1.1.1), the 
UE shall perform the operations described below. UEs configured both with DCH and E-DCH transport channels shall 
perform TFC selection before performing E-TFC selection. 

When the UE has more than one Activated Uplink Frequency and E-TFC selection is invoked by one HARQ entity, the 
following E-TFC selection procedure is applied to the uplink frequency where the E-TFC selection is invoked. The 
Serving Grant Update function provides the E-TFC selection function with the maximum E-DPDCH to DPCCH power 
ratio that the UE is allowed to allocate for the upcoming transmission for scheduled data (held in the Serving Grant state 
variable - see subclause 1 1.8.1.3). This power ratio shall be used to determine a maximum number of bits of scheduled 
data with a 1 bit granularity for the upcoming transmission, calculated from number of bits corresponding to the 
reference E-TFCs (E-TFCref,m). and that the highest value is lower or equal to: 

If E-DPDCH power extrapolation formula is configured: 



K 



Serving_Grant 

e,ref,m j ,2 -in.Mmrql\ii 



This maximum number of bits shall be lower than ^ bits, where ^ corresponds to any higher n'^ 

reference E-TFC (E-TFCref,n ) and shall be higher or equal to ^ of E-TFCref,m except if m=l . 



Else if E-DPDCH power interpolation formula is configured: 
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This maximum number of bits shall be lower than bits except if corresponds to the number 

of bits of the highest reference E-TFC (E-TFCret, m ) and shall be higher or equal to ^ of E-TFCref,m except 

ifm=l. 



^erefm ^"^^ ref m above are givcu in [13]. A^^^ denotes the quantized ampUtude ratio assigned to E-TFCref,n 



and is defined in [22]. 



The HARQ process ID for the upconoing transmission on each Activated Uplink Frequency is determined using the 
following formulae: 

- For 2ms TTI: CURRENT_HARQ_PR0CESS_1D = [5*CFN + subframe number] mod HARQ_RTT 

- For 10ms TTI: CURRENT_HARQ_PROCESS_ID = [CFN] mod HARQ_RTT 

Based on this current HARQ process ID and the RRC configuration, the UE shall determine whether to take the 
scheduled and non-scheduled grants into account in the upcoming transmission. If they are not supposed to be taken 
into account, then the corresponding grant shall be assumed to not exist. If the variable Serving_Grant has the value 
"Zero_Grant" after the Serving Grant Update, then the Serving Grant shall not be taken into account in the upcoming 
transmission. 

For CELL_DCH state, when Scheduling Information is triggered per subclause 1 1.8.1.6, the E-TFC selection and data- 
allocation process shall assume that a non-scheduled grant is available for its transmission and that Scheduling 
Information has a priority higher then any other logical channel. Furthermore the HARQ process used for the upcoming 
transmission shall be assumed to be active and not L3 restricted for the transmission of the Scheduling Information, i.e. 
transmission of Scheduling Information can take place on this process. 

For CELL_FACH state and Idle mode, when Scheduling Information is triggered per subclause 11.8.1.6, the E-TFC 

selection and data-allocation process shall not assume that a non-scheduled grant is available for its transmission, unless 
the Scheduling Information is triggered by a periodic Scheduling Information triggering mechanism or the Scheduling 
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Information is sent as a stand-alone in which case the E-TFC selection and data-allocation process shall assume that a 
non-scheduled grant is available for its transmission. 

The transmission format and data allocation shall follow the requirements below: 

- Only E-TFCs from the configured E-TFCS shall be considered for the transmission; 

For all logical channels, if the logical channel belongs to a non-scheduled MAC-d flow, its data shall be 
considered as available up to the corresponding non-scheduled grant, if the logical channel does not belong to a 
non-scheduled MAC-d flow, its data shall be considered as available up to the Serving Grant; 

The power offset for the transmission is the one from the HARQ profile of the MAC-d flow that allows highest- 
priority data to be transmitted on the Uplink Frequency for which E-TFC selection is being performed. If more 
than one MAC-d flow allows data of the same highest priority to be transmitted, it is left to implementation to 
select which MAC-d flow to prefer); 

- In case the variable Serving_Grant has the value "Zero_Grant" after the Serving Grant Update function and there 
is no data available for MAC-d flows for which non-scheduled grants were configured and the transmission of 
Scheduling Information has been triggered, the "Control-only" HARQ profile configured by the higher layers 
shall be used. 

The Nominal Power Offset shall be set to the power offset included in the transmission HARQ profile; 
The UE shall not use the following E-TFCIs; 

- If the UE is configured witii E-TFCI table (see [7]) and 2ms TTI, it shall not use E-TFCI 120 in tiie 
mapping defined in Annex B.l 

- If the UE is configured with E-TFCI table 1 (see [7]) and 2ms TTI, it shall not use E-TFCI 1 15 in the 
mapping defined in Annex B.2 

- If the UE is configured with E-TFCI table 2 (see [7]) and 2ms TTI, it shall not use E-TFCI 121 in the 
mapping defined in Annex B.2a 

- If the UE is configured with E-TFCI table 3 (see [7]) and 2ms TTI, it shall not use E-TFCIs 101 and 102 in 
the mapping defined in Annex B.2b 

The data allocation shall maximize the transmission of higher priority data. When scheduled and non-scheduled 
grants are taken into account for the upcoming transmission: 

- Data of a given priority belonging to a scheduled MAC-d flow shall have precedence over any lower priority 
data, whether they belong to a scheduled or a non-scheduled MAC-d flow; 

- Data of a given priority belonging to a non-scheduled MAC-d flow shall have precedence over any lower 
priority data, whether they belong to a scheduled or a non-scheduled MAC-d flow; 

- If several MAC-d flows are associated with logical chaimels of equal priority, the data allocation should 
ensure that all equal priority flows are served. 

The amount of data and corresponding MAC-e/es or MAC-i/is headers from MAC-d flows for which non- 
scheduled grants were configured shall not exceed the value of the non-scheduled grant. 

- If a 10ms TTI is configured and the TTI for the upcoming transmission overlaps with a compressed mode gap, 
the Serving_Grant provided by the Serving Grant Update function shall be scaled back as follows: 

SG'=SG*(^) 
15 

where SG' represents the modified serving grant considered by the E-TFC selection algorithm and Nc represents 
the number of non DTX slots in the compressed TTI; 

For CELL_DCH state, if the transmission contains any scheduled data, the size of the selected MAC-e or MAC-i 
PDU shall not exceed the total of: 

- all non-scheduled grants which are applicable for transmission in this TTI; 
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the maximum number of scheduled bits based on the Serving Grant (after adjustment for compressed frames) 
and the power offset from the selected HARQ profile; 

the size of the triggered scheduling information (if any). 

- For CELL_FACH state and Idle mode, if the transmission contains any scheduled data, the size of the selected 
MAC-i PDU shall not exceed the total of: 

- the maximum number of scheduled bits based on the Serving Grant and the power offset from the selected 
HARQ profile; 

the size of the triggered scheduling information (only if Scheduling Information is triggered by a periodic 
Scheduling Information reporting as specified in subclause 1 1. 8. 1. 6). 

In the case a 2ms TTI is configured and the HARQ process is inactive, the UE shall not include in the 
transmission any data from MAC-d flows for which no non-scheduled grants were configured; 

- For CELL_DCH state, the Scheduling Information is always sent when triggered (see subclause 11.8.1.6); 

- Only E-TFCs in supported state shall be considered; 

- Once all other requirements have been fulfilled, the E-TFC resulting in the smallest amount of padding for the 
selected MAC-es or MAC -is PDUs and corresponding MAC-e/es or MAC-i/is headers, shall be selected 
including the case when the Scheduling Information needs to be transmitted. 

While respecting all the above listed requirements, for each logical channel using RLC-UM, at every TTI, the UE may 
select the RLC PDU size so as to maximise the amount of data of this logical channel that can be transmitted. 

Once an appropriate E-TFC and data allocation are found according to the rules above, the "Multiplexing and TSN 
Setting" entity shall generate the corresponding MAC-e or MAC-i PDU. 

The E-TFC selection function shall provide this MAC-e or MAC-i PDU and transmission HARQ profile to the HARQ 
entity. The maximum number of HARQ transmissions and the power offset in this profile, shall be set respectively to 
the maximum of the Max Number of HARQ Transmissions of the HARQ profiles from all the MAC-d flows from 
which data is multiplexed into the transmission and to the Nominal Power Offset. The HARQ entity shall also be 
informed of whether the transmission includes Scheduling Information and whether this information is sent by itself or 
with higher-layer data. The E-TFC selection function shall provide the E-TFCI for the selected E-TFC to the HARQ 
entity. 

In FDD, for each Activated Uplink Frequency, in case the DTX feature is configured by higher layers and no E-DCH 
transmission is performed in this TTI on that Activated UpUnk Frequency: 

if MAC Inactivity Threshold > 1 and no E-DCH transmission has been performed for MAC Inactivity Threshold - 
1 previous TTls or, 

- if MAC Inactivity Threshold = 1 : 

- E-TFC selection shall only be performed for the TTIs where the following conditions are fulfilled: 

- For 2ms TTI: [5 *CFN + subframe number - UE DTX DRX Offset] mod MAC DTX Cycle = 0; 

- For 10ms TTI: [5*CFN - UE DTX DRX Offset] mod MAC DTX Cycle = 0. 

In 2ms TTI case, if the TTI that fulfilled [5*CFN + subframe number - UE DTX DRX Offset] mod MAC 
DTX Cycle = overlapped with an uplink compressed mode transmission gap, the E-TFC selection shall be 
performed for the first TTI not overlapping with an uplink compressed mode transmission gap. 

11.8.1.5 Happy Bit Setting 

The Happy Bit is included on the E-DPCCH for every E-DCH transmission on each Activated Uplink Frequency. E- 
DCH transmissions shall not be triggered specifically to allow the transmission of the happy bit. 

RRC configures MAC with the duration Happy_Bit_Delay_Condition, over which to evaluate the current grant relative 
to the TEES after application of the E-TFC selection procedure described in subclause 1 1 .8. 1 .4. 
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For every E-DCH transmission and for each Activated Uplink Frequency, the Happy Bit on a frequency shall be set to 
"unhappy" if the three following criteria are met on that frequency: 

1) UE is transmitting as much scheduled data as allowed by the current Serving_Grant in E-TFC selection on that 
frequency; and 

2) UE has enough power available to transmit at higher data rate on that frequency; and 

3) Based on the same power offset as the one selected in E-TFC selection to transmit data in the same TTI as the 
Happy Bit, TEBS would require more than Happy_Bit_Delay_Condition ms to be transmited with the current 
Serving_Grant x the ratio of active processes to the total number of processes. 

If there is more than one Activated Uplink Frequency, based on the same power offset as the one selected in E- 
TFC selection on each Activated Uplink Frequency to transmit data in the same TTI as the Happy Bit, TEBS 
would require more than Happy_Bit_Delay_Condition ms to be transmited with the current (Serving_Grant x the 
ratio of active processes to the total number of processes on the Primary Uplink Frequency) plus (Serving_Grant 
X the ratio of active processes to the total number of processes on the Secondary Uplink Frequency). 

The first criteria is always true for a deactivated process and the ratio of the third criteria is always I for 10ms TTI. 

Otherwise, the Happy Bit shall be set to "happy". When the UE has more than one Activated Uplink Frequency, the 
power used to assess whether the UE has enough power to transmit at a higher data rate on one Activated Uplink 
Frequency is based on the maximum remaining power allowed for E-DCH transmission on that Activated Uplink 
Frequency as determined by E-TFC selection described in subclause 1 1.8.1.4 and in [12]. 

In order to assess if it has enough power available to transmit at higher data rate on an Activated Uplink Frequency, the 
UE shall: 

1) If MAC-i/is is configured, identify the E-TFC that has a transport block size at least 32 bits larger than the 
transport block size of the E-TFC selected for transmission in the same TTI as the Happy Bit. Otherwise, 
identify the E-TFC that has a transport block size at least x bits larger than the transport block size of the E-TFC 
selected for transmission in the same TTI as the Happy Bit, where x is the smallest RLC PDU size configured 
among all the logical channels that do not belong to non-scheduled MAC-d flows and which have data in the 
buffer; and 

2) Based on the same power offset as the one selected in E-TFC selection to transmit data in the same TTI as the 
Happy Bit, check that the identified E-TFC is supported i.e. not blocked. 

1 1 .8.1 .6 Scheduling Information reporting 

Scheduling information reports will be triggered differently depending on the value of the variable Serving_Grant after 
the Serving Grant Update function. The triggering of a report shall be indicated to the E-TFC selection function at the 
first new transmission opportunity. 

Even if multiple events are triggered by the time a new transmission can take place, only a single scheduling 
information header will be included in the payload. 

Even if multiple events are triggered on an Activated Uplink Frequency by the time a new transmission can take place, 
only a single scheduling information header will be included in the payload on that frequency. 

In CELL_DCH state, when MAC-e or MAC-i is configured, the Scheduling Information shall not be transmitted if the 
TEBS is zero, even if it was triggered by one of the configured triggering mechanisms. 

In CELL_DCH state, when MAC-i is configured, and in CELL_FACH state for FDD and for DCCH/DTCH 
transmission, if the size of the data plus header is less than or equal to the TB size of the E-TFC selected by the UE 
minus 18 bits, a Scheduling Information shall be concatenated into this MAC-i PDU. Otherwise a ScheduUng 
Information is not included. 

For FDD and for CCCH transmission in CELL_FACH state and Idle mode, the transmission of ScheduUng Information 
shall only be triggered when TEBS becomes zero and the MAC-i PDU containing the last data is being transmitted. 
The SI is transmitted with the MAC-i PDU carrying the last data, given the serving grant is sufficient to carry the SI 
with the last remaining data. Otherwise, the empty buffer status report is transmitted separately with the next MAC-i 
PDU. 

For FDD and for DTCH/DCCH transmission in CELL_FACH state, the transmission of Scheduling Information shall 
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be triggered once, if the TEBS remains zero and no higher layer data remains in MAC to be transmitted for a period 
given by the E-DCH transmission continuation back off period unequal "infinity". For FDD and for DTCH/DCCH 
transmission in CELL_FACH state with E-DCH transmission continuation back off period set to "infinity" or "zero", 
the transmission of Scheduling Information shall be triggered each time when the TEBS becomes zero and no higher 
layer data remains in MAC to be transmitted after the transmission of the MAC-i PDU containing the scheduling 
information with the empty buffer status report. When "E-DCH transmission continuation back off is set to "infinity", 
the ScheduUng Information with empty buffer status report shall be transmitted with the MAC-i PDU carrying the last 
DCCH/DTCH data, given the serving grant is sufficient to carry the SI in the same MAC-i PDU together with the 
remaining DCCH/DTCH data. Otherwise, the Scheduling Information with empty buffer status report is transmitted 
separately with the next MAC-i PDU. 

In CELL_FACH state, for FDD and DCCH/DTCH transmission during the collision resolution phase, a ScheduUng 
Information with TEBS value different from zero can only be transmitted at the end of a MAC-is SDU. 

If the Scheduling Information needs to be included in the MAC-e according to subclause 9.2.4.2, it shall be transmitted 
regardless of TEBS status. 

The transmission of Scheduling Information can take place on every HARQ process, even on those processes for which 
transmission is restricted according to RRC or deactivated by absolute grants, i.e. processes on which scheduled and/or 
non-scheduled transmission can not take place. 

The description of the behaviour in the two cases is provided below. When more than one uplink frequency is 
configured, the Scheduling Information reporting mechanisms are evaluated independently per Activated Uplink 
Frequency. 

1 1 .8.1 .6.1 Report Triggering when SG = "Zero_Grant" or all processes are deactivated 

If the Serving_Grant has the value "Zero_Grant" or all processes are deactivated on that frequency, and the TEBS 
becomes larger than zero, the transmission of Scheduling Information shall be triggered on that frequency. 

If data with higher priority than the data already in the transmission buffer arrives, the transmission of a Scheduling 
Information shall be triggered on that frequency. 

RRC can also configure MAC with periodic Scheduling Information triggering. The periodic trigger timer T_SING 

(Timer Scheduling Information - "Zero_Grant") on a frequency shall be started once the Serving_Grant variable 
becomes "Zero_Grant" or all processes are deactivated on that frequency and TEBS is larger than zero. The T_SING 
timers for all the Activated Uplink Frequencies shall have the same value. 

When T_SING expires, the transmission of a Scheduling Information shall be triggered on that frequency. 

T_S1NG timer on a frequency shall be restarted when the transmission of a ScheduUng Information is triggered on that 
frequency. 

T_SING on a frequency shall be stopped and reset once the Serving_Grant variable in the Serving Grant Update 
function takes a value other than "Zero_Grant" and at least one process is activated on that frequency. 

When the secondary uplink frequency is deactivated, the T_SING timer corresponding to the secondary uplink 
frequency shall be stopped and reset, if running. 

1 1 .8.1 .6.2 Report Triggering when SG <> "Zero_Grant" and at least one process is 
activated 

If SG becomes too small to allow transmission of a single PDU from any scheduled MAC-d flow or if the SG is too 
small to allow transmission of a single PDU from any scheduled MAC-d flow on that frequency and TEBS becomes 
larger than zero, the transmission of Scheduling Information should be triggered on that frequency . 

If an E-DCH serving cell change occurs and if the new E-DCH serving cell was not part of the previous Serving E-DCH 
RLS, the transmission of a ScheduUng Information shall be triggered on that frequency. 

RRC can configure MAC with periodic triggering also for the case when the variable Serving_Grant <> "Zero_Grant" 
and at least one process is activated on that frequency. The periodic trigger timer T_SIG (Timer Scheduling Information 
- different from "Zero_Grant") can be configured to a different value than T_S1NG. The T_S1G timers for all the 
Activated Uplink Frequencies shaU have the same value. 
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T_SIG shall be started once the Serving_Graiit variable becomes <> "Zero_Grant" and at least one process is activated 

on that frequency. 

When T_SIG expires, the transmission of a new Scheduling Information shall be triggered on that frequency and on the 
rest of the Activated Uplink Frequencies which T_SIG timer is nmning. 

T_SIG timer on a frequency shall be stopped and reset once the Serving_Grant variable in the Serving Grant Update 
function becomes equal to "Zero_Grant" or all processes are deactivated on that frequency. 

When the secondary uplink frequency is deactivated, the T_SIG timer corresponding to the secondary uplink frequency 
shall be stopped and reset, if rurming. 

T_SIG on a frequency shall be restarted when the transmission of a Scheduling Information is triggered on that 

frequency. 

Once the Serving_Grant variable in the Serving Grant Update function becomes equal to "Zero_Grant" or all processes 
are deactivated on a frequency and TEBS is larger than zero, the transmission of a Scheduling Information shall be 
triggered on that frequency. 

11.8.1 .6.3 HARQ delivery failure for triggered Scheduling Information 

If the HARQ process fails to deliver a MAC-e or MAC-i PDU containing a triggered ScheduUng Information to the 
RLS containing the serving cell: 

- if the TEBS field of the SI for which the HARQ transmission failed is set to zero and if UE is in CELL_FACH 
state or idle mode: 

- if this is a DTCH/DCCH transmission and "E-DCH transmission continuation back-off is set to "infinite": 

- the transmission of a new Scheduling Information shall be triggered 

- else 

- no further action is required. 

- else, if the Scheduling Information was transmitted without any higher layer data multiplexed in the same MAC- 
e or MAC-i PDU: 

- no further action is required (rely on periodic triggering). 

- else (Scheduling Information was transmitted together with higher layer data multiplexed in the same MAC-e or 
MAC-i PDU): 

- the transmission of a new Scheduling Information shall be triggered on the same uplink frequency associated 
to the serving cell. 

11.8.1.7 MAC-es/e Reset 

If a reset of the MAC-es/e or MAC-is/i entity is requested by upper layers, the UE shall at the activation time indicated 
by higher layers: 

- flush all HARQ processes; 

- set CURRENT_TSN to for all the logical channels mapped to E-DCH; 

- if MAC-i/is is configured by upper layers: 

- discard all segments stored in segmentation entities. 

NOTE: In this case, the HARQ entity will not notify the Scheduling Information Reporting function if a flushed 
MAC-e or MAC-i PDU contained a triggered Scheduling Information (rely on periodic triggering). 

1 1 .8.1 .8 Monitoring of Absolute and Relative Grant Channels 

When the DRX feature is enabled by higher layers, and in addition to the conditions defined in subclause 6C.3 of [13] 
the downlink monitoring of E-AGCH and E-RGCH sets on a frequency is required in the following conditions: 
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- At least one MAC-d flow is configured with a scheduled transmission and TEBS > or; 

a scheduled E-DCH transmission has been performed in any of the Inactivity Threshold for UE Grant 
Monitoring previous uplink TTls on the associated uplink frequency or; 

- the start of E-AGCH or E-RGCH commands overlap in time with an E-HICH corresponding to a scheduled E- 
DCH transmission on the associated uplink frequency. 

1 1 .8.1 .9 Release of common E-DCH resources (FDD only) 

If the UE is sending CCCH data in CELL_FACH state or Idle mode, the UE shall release the common E-DCH resource 
under following conditions: 

the empty buffer status (TEBS = byte) has been reported and no MAC-i PDU is left in a HARQ process for 
(re-)transmission; or 

- the maximum E-DCH resource allocation for CCCH is reached, or; 

- a LI synchronisation failure is reported. 

If the UE is sending DTCH or DCCH data, the UE shall release the common E-DCH resource under following 
conditions: 

- a LI synchronization failure occurs; or 

the maximum period for collision resolution is reached and no E-AGCH with the UE's E-RNTI (through an E- 
RNTl specific CRC attachment) has been reached; or 

an E-AGCH is received with a common E-DCH resource release command (INACTIVE) (explicit common E- 
DCH resource release) or; 

"E-DCH transmission continuation back off is not set to "infinity", the empty buffer status (TEBS = byte) has 
been reported and no MAC-i PDU is left in a HARQ process for (re-)transmission. 

1 1 .8.2 Node B operation 

11.8.2.1 HARQ Operation 

11.8.2.1.1 HARQ entity 

There is one HARQ entity per UE per E-DCH in each Node-B in its E-DCH active set. The HARQ entity routes the 
payload and the associated RSN value to the appropriate HARQ process based on the transmission timing. Based on the 
outcome of the decoding, the HARQ entity transmits an ACK or a NACK in return. 

11.8.2.1.2 HARQ process 

The HARQ process uses the RSN and the transmission timing (CFN, sub-frame) to establish the transmission number. 
Based on this it identifies the transmission redundancy version and attempts to decode the transmission. The outcome of 
the decoding is reported to the HARQ entity, so that it may be fed back to the UE. 

11.8.2.2 De-multiplexing 

There is one de-multiplexing entity per E-DCH transport channel per UE in the Node B. If the MAC-e/es is configured 
by upper layers, the SRNC configures the Node B with the mapping between the active DDI values and the 
corresponding MAC-d flow and PDU size. If the MAC-i/is if configured by upper layers, the SRNC configured the 
Node B with the mapping between the LCH-ID and the corresponding MAC-d flow. Also, it provides it with the 
mapping between MAC-d flow IDs and the corresponding lub bearer. 

If MAC-e/es is configured by upper layers, the de-multiplexing entity uses the MAC-e header information (DDI, N) to 
determine the size of each MAC-es PDU and based on this it segments the MAC-e payload into MAC-es PDUs. If 
MAC-i/is is configured by upper layers, the de-multiplexing entity uses the MAC-i header information (L) to determine 
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the size of each MAC-is SDU and based on this it segments the MAC-i payload into MAC-is PDUs. These are then 
routed onto the lub bearer indicated by the DDI value. 

With each MAC-es PDU, the Node B will send to the SRNC: 

- the associated DDI and N values; 

- the CFN and sub-frame numberwhen the payload including the MAC-es PDU was decoded correctly; 

- the total number of transmissions that were needed for the MAC-e PDU to be decoded correctly. 
With each MAC-is PDU, the Node B will send to the SRNC: 

- the associated LCH-ID and L values for each MAC-is SDU; 

the CFN and sub-frame number when the payload including the MAC-is PDU was decoded correctly; 

- the total number of transmissions that were needed for the MAC-i PDU to be decoded correctly. 

11.8.2.3 Scheduler 

There is one E-DCH Node B scheduler per Node B. The Node B scheduler is responsible for the following functions: 
Allocating uplink resources to UEs for which it acts as the serving Node B; 

- Monitoring other-cell interference and accordingly sending relative grants to UEs for which it does not act as the 
serving Node B; 

- Reporting to the SRNC on the lack of processing resources; 

1 1 .8.2.4 E-DCH Provided Bit Rate measurement 

The E-DCH Provided Bit Rate measurement is defined as follows: 

for each priority class the MAC-e or MAC-i function in the Node B measures the total number of MAC-d PDU 

bits whose transmission over the radio interface has been considered successful by MAC-e or MAC-i in Node-B 
during the last measurement period, divided by the duration of the measurement period; 

- the number of MAC-d PDU bits from UEs in softer handover shall be considered after soft combining; 

the Node-B shall allocate the bit rate received over an RLS equally divided among all cells in the RLS regardless 
of whether the RLS contains the E-DCH serving cell or not; 

the values reported shall be raw samples; 

- the measurement period shall be 100 ms. 

1 1 .8.2.5 Determination of UE-ID (FDD only) and collision resolution 

For UEs in CELL_FACH state or Idle mode, the Node B determines whether the UE id (E-RNTI) was included by the 
UE. 

If the Node B receives a MAC-i PDU with an E-RNTI included in the MAC-i header, then the Node B is aware of the 
user performing a collision resolution phase using a common E-DCH resource. The presence of the E-RNTI during the 
collision resolution phase identifies DCCH/DTCH data transmission by the UE. By sending a received E-RNTI on the 
E-AGCH, the Node B grants the common E-DCH resource explicitly to the UE with this UE id, resolving any potential 
collision. A UE adds its E-RNTI in all MAC-i PDUs at its side until the UE receives an E-AGCH with its E-RNTI 
(through an E-RNTI-specific CRC attachment). 

For CCCH data transmission, no E-RNTI is included in any MAC-i header and no collision resolution is performed. 
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1 1 .8.3 RNC operation 

1 1 .8.3.1 Re-ordering entity for DTCH/DCCH transmission 

The re-ordering entity is part of the MAC-es or MAC -is sublayer in the SRNC. There is one re-ordering entity per UE. 
Each re-ordering entity will support one re-ordering process per logical channel. If MAC-es is configured by upper 
layers, the DDI value is used to determine the logical channel for which each MAC-es PDU is meant. If MAC-is is 
configured by upper layers, the LCH-ID value is used to determine the logical channel for which each MAC-is SDU is 
meant. Based on this information, the MAC-es or MAC-is PDUs are routed to the proper re-ordering process. The re- 
ordering process may use the explicit TSN indication as well as the timing information provided by the Node B in order 
to eUminate duplicates and deliver the packets in order to RLC. The details of the re-ordering mechanism are left up to 
the implementation. 



1 1 .8.3.2 Re-ordering and CRC entity for CCCH transmission 

The re-ordering entity is part of MAC-is sublayer in the CRNC. There is one re-ordering entity per common E-DCH 
resource. Each re-ordering entity wiU support one re-ordering process. If MAC-is is configured by upper layers, the 
LCH-ID value is used to determine the logical channel for which each MAC-is SDU is meant. Based on this 
information, the received TSN and Node-B tagging i.e. (CFN, subframe number), the MAC-is PDUs are routed to the 
proper re-ordering process. The re-ordering process may use the exphcit TSN indication as well as the timing 
information provided by the Node B in order to eUminate dupUcates. When the MAC-c PDU is received correctly then 
after reassembly the CRC field is removed and the resulting data is delivered to the MAC-c. However, if a MAC-c PDU 
has been received with an incorrect CRC, the MAC-c PDU is discarded. The details of the re-ordering mechanism are 
left up to the implementation. 

Note: A CRC sequence is added to a MAC-c PDU only, if the MAC-c PDU is not sent completely in one MAC- 
iPDU. 

1 1 .9 Control of E-DCH transmission and reception (TDD) 
11.9.1 UE operation 



11.9.1.1 HARQ Operation 

The TDD HARQ protocol is a stop and wait protocol based on synchronous downlink ACK/NACKs with asynchronous 
retransmissions in the uplink. If NACK is received then the UE may only retransmit the previously transmitted MAC-e 
or MAC-i PDU if suitable physical resources are available, otherwise it must wait until it receives an appropriate 
Absolute Grant (or in the case of non-scheduled transmission, the UE must wait until resource is next designated as 
available for non-scheduled transmission/retransmission). There are a maximum of 8 HARQ processes (instances of 
the HARQ entity). For 1.28 Mcps TDD, there are a maximum of 4 HARQ processes employed for the UEs in CELL- 
EACH state and idle mode as non-scheduled transmission is not allowed. Operation of the HARQ protocol is as 
follows: 



If an Absolute Grant is received in Frame (i) then the UE transmits a data block (MAC-e or MAC-i PDU) in 
Frame (in-Tl) 

- For a MAC-e or MAC-i PDU transmitted in Frame (i-nTl) the UE receives an ACK/NACK in Frame (i4-Tl-HT2) 

If NACK is received in Frame (iH-TlH-T2) then the UE cannot retransmit the MAC-e or MAC-i PDU previously 
transmitted in Frame (in-Tl) (now stored for potential retransmission) until suitable physical resources are 
available (e.g. until Absolute Grant received) 

- The interval T3 between reception of NACK and the availability of suitable resources via reception of a Grant 
for a subsequent retransmission is variable and depends on Node B scheduling decisions 

If an ACK is received in Frjime (i+Tl-i-T2) then the MAC-e or MAC-i PDU previously transmitted in Frame 
(in-Tl) (stored for potential retransmission) is discarded and the HARQ process identity associated with the 
previously transmitted data block can now be reassigned. 
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NOTE: For 1.28 Mcps TDD, "subframe" should be used to describe the above timing relation. Tl and T2 may be 
derived from the physical layer timings given in [21]. 



Operation of the TDD HARQ protocol is illustrated by Figure 1 1 .9. 1 . 1 . 



-> i+T| -> i+Ti+Tz ---> i+Ti+T2+T3---> i+Ti+Tz+Tj+Ti 



E-AGCH 



E-DCH 



uplink 
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Figure 11.9.1.1: TDD E-DCH HARQ Operation 



11.9.1.1.1 HARQ entity 

There is one HARQ entity in the UE. A number of parallel HARQ processes (identified by a HARQ process identifier) 
are used in the UE to support the HARQ entity, allowing transmissions to take place continuously while the UE is 
granted resources. The HARQ entity identifies the HARQ process for which transmission should take place if resources 
are available. Also, based on timing with respect to a previously-transmitted MAC-e or MAC-i PDU it routes the 
receiver feedback (ACK/NACK information), relayed by the physical layer, to the appropriate HARQ process. 

The minimum number of HARQ processes is a function of Tl and T2 (see subclause 1 1.9.1.1). The maximum number 
of HARQ process identifiers is 8. Each process is associated with a HARQ process identifier numbered from to 7. 

The HARQ entity is responsible for determining which HARQ process will use the assigned resources in a given TTl 
(for both scheduled and non-scheduled resource types). It is further responsible for determining for each HARQ process 
whether new data or existing data should be transmitted from the HARQ process buffer, including the case in which 
new data is transmitted before successful delivery of the existing data. 

For transmission in a given TTl, the HARQ entity shall only consider those HARQ processes associated with the 
resource grant type (scheduled / non-scheduled). HARQ processes to 3 are associated with scheduled transmission 
whilst HARQ processes 4 to 7 are associated with non-scheduled transmission. In the following, the set of HARQ 
processes associated with the resource grant type is denoted the "associated set". 

When the E-DCH SPS operation is enabled, the grant should include E-DCH SPS resources. 

The following rules control the operation of the HARQ entity: 

If retransmissions are pending for any of the HARQ processes of the associated set: 
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the HARQ entity shall determine for each HARQ process of the associated set whether the current resource 
grant is sufficient to allow retransmission of the data. The grant is deemed to be sufficient if the 
corresponding transport block size is supportable within the allocated resources as determined by the E-TFC 
selection entity (see subclause 11.9.1.4); 

if the grant is sufficient for retransmission by at least one of the HARQ processes of the associated set, select 
the HARQ process containing the oldest MAC-e or MAC-i PDU for retransmission and notify the E-TFC 
selection entity that the TTI shall be used for retransmission; 

- if the grant is not sufficient for retransmission by any of the HARQ processes of the associated set, the 
HARQ entity shall select an available HARQ process from the associated set for transmission of new data. In 
the case that none of the HARQ processes in the associated set are available (all contain data for 
retransmission) the HARQ entity shall discard the data from the HARQ process in the associated set 
containing the oldest MAC-e or MAC-i PDU and shall select that HARQ process for transmission of new 
data. In either case, the HARQ entity shall notify the E-TFC selection entity that the TTI shall be used for a 
new transmission. 

- else: 

- the HARQ entity shall select an available HARQ process from the associated set for transmission of new data 
and shall notify the E-TFC selection entity that the TTI shall be used for a new transmission of scheduled 
data. 

11.9.1.1.2 HARQ process 

Each HARQ process is associated with a physical buffer (HARQ buffer). 

Each HARQ process maintains the state variable CURRENT_TX_NB, which indicates the number of transmissions that 
have taken place for the MAC-e or MAC-i PDU currently in the buffer. For 1.28 Mcps TDD, each HARQ process also 
maintains the timer RTX_TIMER used to determine whether a pending retransmission should be discarded. When the 
HARQ process is established, CURRENT_TX_NB shall be initialized to 0. 

At the time of a new transmission, the HARQ entity provides the HARQ profile to use for all transmissions and re- 
transmissions of this MAC-e or MAC-i PDU. This HARQ profile includes information on the maximum number of 
transmissions to perform, and the power offset with which to configure the physical layer. For 1.28 Mcps TDD, the 
HARQ profile also includes a retransmission timer attribute. 

If the HARQ entity provides a new PDU, the HARQ process shall: 

- set CURRENT_TX_NB to 0; 

- set CURRENT_RSN to 0; 

- store the MAC-e or MAC-i PDU in the associated HARQ buffer; 

- for 1 .28 Mcps TDD, if RTX_TIMER is active, it shall be stopped; 

- generate a transmission as described below. 

If the HARQ entity requests a re-transmission, the HARQ process shall: 
generate a transmission as described below. 

- for 1 .28 Mcps TDD, start RTX_TIMER for this MAC-e or MAC-i PDU if N ACK is received for the initial 
transmission. 

To generate a transmission, the HARQ process shall: 

- instruct the physical layer to set the RSN field on the E-UCCH to CURRENT_RSN; 

instruct the physical layer to generate a transmission with the power offset corresponding to the HARQ profile 
and the redundancy version corresponding to the RSN value 

- ifCURRENT_RSN<3 

- increment CURRENT_RSN by 1 ; 
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else 

- decrement CURRENT_RSN by 1 ; 

- increment CURRENT_TX_NB by 1 ; 

if CURRENT_TX_NB > maximum number of transmissions indicated in the transmission HARQ profile: 

- flush the HARQ buffer; 

- set CURRENT_TX_NB to 0; 

- set CURRENT_RSN to 0. 

- for 1 .28 Mcps TDD, if RTX_TIMER is active, it shall be stopped 

for 1 .28 Mcps TDD, if RTX_TIMER expires which value indicated in the transmission HARQ profile: 

- flush the HARQ buffer; 

- set CURRENT_TX_NB to 0; 

- set CURRENT_RSN to 0. 

If an ACK is received, the HARQ process shall: 

- flush the HARQ buffer; 

- set CURRENT_TX_NB to 0; 

- set CURRENT_RSN to 0. 

- for 1 .28 Mcps TDD, if RTX_TIMER is active, it shall be stopped. 

For 1.28 Mcps TDD, in case of CCCH transmission with common E-RNTI, all MAC-i PDUs that were negatively 
acknowledged finally and all MAC-is segmentations (if any) that have not been transmitted shall be flushed at the end 
of the Available Scheduling Window for this selected common E-RNTl. The calculation of Available Scheduling 
Window is defined in subclause 11.9.1.5b. 

When CCCH transmission finishes, a CMAC-STATUS-Ind shall be sent from MAC to informs the RRC about the end 
of the Enhanced Uplink for CELL_FACH state and Idle mode. 

If UE is in the idle interval, UE should not transmit data to physical layer. For 1 .28Mcps TDD, If UE is in the 
measurement occasion and all the resource granted is included in the measurement occasion, UE should not transmit 
data to physical layer. 

If the feedback reception of the transmission is in the inter-RAT measurement period, UE should consider the feedback 
as ACK. 

1 1 .9.1 .2 Multiplexing and TSN setting entity 

As subclause 11.8.1.2. 

11 .9.1 .2a Segmentation entity 

There is one segmentation entity per logical channel in the UE. 

When the MAC-d PDU size, the untransmitted part of the MAC-d PDU, the MAC-c PDU size (1.28 Mcps TDD only) 
or the untransmitted part of the MAC-c PDU (1.28 Mcps TDD only) exceeds available space in the transport block 
according to the E-TFC selection, the segmentation entity shall: 

- segment the MAC-d PDU, the untransmitted part of the MAC-d PDU, the MAC-c PDU or the untransmitted part 
of the MAC-c PDU to fit the available space in the transport block according to the E-TFC selection and store 
the untransmitted part of the MAC-d PDU or MAC-c PDU; 
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- set the segmentation status (SS) field of the transmission to indicate the segmentation status as described in 
subclause 9.2.4.3. 

1 1 .9. 1 .3 Receiving a Grant 

The UE detemiines whether each TTI is available for scheduled or non-scheduled transmissions. 

The parameters applicable to a transmission are timeslots, code and maximum power. In the case of non-scheduled 

transmission, these parameters are set by RRC and retransmissions and/or new transmissions may occur in frames at 
intervals set by RRC. For scheduled transmission, the parameters are received via the E-AGCH. 

UEs in CELL_FACH state and idle mode (1.28 Mcps TDD only) shall only use the scheduled transmission. 

For given grant, the HARQ entity determines which HARQ process to use in the TTI (see subclause 11.9.1.1.1). 

For 1 .28 Mcps TDD in CELL_FACH state and idle mode the UE with common E-RNTl shall only monitor the selected 
common E-RNTI on the pre-configured E-AGCH(s) for the scheduled grants within the Available ScheduUng Window 
assigned for this selected common E-RNTI. At the end of the Available Scheduling Window this selected common E- 
RNTI shall be released. 

11.9.1.4 E-TFC Selection 

In TDD, rules for E-TFC selection shall be applied as provided below. 

UEs shall apply E-TFC selection when invoked by the HARQ entity (see subclause 11.9.1.1.1). 

For CELL-DCH state in TDD, for each MAC-d flow, RRC configures MAC-e or MAC-i with a HARQ profile and 
multiplexing list. Additionally, for 3.84/7.68 Mcps TDD, RRC configures MAC with a power offset in case the 
Scheduling Information needs to be transmitted without any higher- layer data. For 1 .28 Mcps TDD, RRC also 
configures MAC with a retransmission timer and the maximum number of HARQ transmissions in case the Scheduling 
Information needs to be transmitted without any higher-layer data. The HARQ profile includes the power offset and 
maximum number of HARQ transmissions to use for this MAC-d flow. For 1 .28 Mcps TDD, the HARQ profile also 
includes a retransmission timer attribute. The multiplexing list identifies for each MAC-d flow(s), the other MAC-d 
flows for which data can be multiplexed in a transmission that uses the power offset included in its HARQ profile. 

For 1 .28 Mcps TDD in CELL_FACH state and idle mode, for common mac flows, RRC configures MAC with a 
HARQ profile and multiplexing list. The HARQ profile includes the power offset/maximum number of HARQ 
transmissions to use for this common mac flows and a retransmission timer attribute. 

RRC can control the scheduling of uplink data by giving each logical channel a priority between 1 and 8, where 1 is the 
highest priority and 8 the lowest. E-TFC selection in the UE shall be done in accordance with the priorities indicated by 
RRC. Logical channels have absolute priority, i.e. the UE shall maximise the transmission of higher priority data. 

For 1 .28 Mcps TDD in CELL_FACH state and idle mode, CCCH shall not be multiplexed with any other logical 
channel, and the CCCH data shall have higher priority than that of any other logical channel. 

RRC can allocate non-scheduled transmission grants to individual MAC-d flows in order to reduce the transmission 
delays. 

The UE shall determine whether to take scheduled or non-scheduled grants into account in the upcoming transmission. 
If neither are supposed to be taken into account (i.e. the TTI is not available for non-scheduled transmission and no 
Grant for scheduled transmission has been received) then no grant shall be assumed to exist. If a grant exists then the 
transmission format and data allocation shall follow the requirements below. 

For each configured MAC-d flow or common flow (1.28 Mcps TDD only), a given E-TFC can be in any of the 
following states: 

- Supported state; 

- Blocked state. 

The E-TFC states are derived according to the following: 

- If the transmission is a retransmission then only the E-TFC with the same block size as the original transmission 
may be in the supported state. 
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- For 1 .28Mcps TDD, only E-TFCs from the E-TFCS (the table of TB sizes) which are consistent with the UE's E- 
DCH capability category shall be considered for the transmission; 

- Only E-TFCs from the E-TFCS (the table of TB sizes) which can be supported by (exactly) the number of slots 
assigned by the grant shall be considered for the transmission; 

- Only E-TFCs which result (for the granted timeslot and code physical resources) in a coderate lying between the 
maximum and minimum (inclusive) allowable coderates set by RRC [7] shall be considered for the transmission 
{note: the definition of the term "coderate" as used here is the same as that provided by [18]}. This shall be 
evaluated for both QPSK and 16-QAM modulation; 

- Pharq, the HARQ profile power offset is selected (for 3.84/7.68Mcps TDD the HARQ profile for the 
transmission shall be selected among the HARQ profiles of MAC-d flows on which the highest priority logical 
channels with available data are mapped, for 1.28Mcps TDD, for the UE which uses common E-RNTI, the 
HARQ power offset shall be set to the maximum of HARQ power offset of all the common flows mapped to the 
scheduled resource, for the UE which uses dedicated E-RNTl, the HARQ power offset shall be set to the 
maximum of HARQ power offset of all the MAC-d flows mapped to the same type of resource (for CELL_DCH 
state, the resource can be scheduled or non-scheduled resource, for CELL_FACH state, the resource can only be 
scheduled resource); Scheduling Information power offset shall be used when Scheduling Information is 
transmitted without any higher-layer data.) 

- Only E-TFCs whose calculated transmission power requirement Pe-puch (see [18]) is less than or equal to both 
the available and the granted power shall be considered for the transmission (note: this requirement does not 
apply in the case of a retransmission on non-scheduled resources). For TDD, the smallest E-TFC is considered 
always in the supported state. The granted power is defined as the calculated E-PUCH transmission power of 
[18] with pe = (Absolute Grant Value + ae). The available power is the maximum UE transmission power. 

For 1 .28Mcps TDD, if the E-PUCH coexists with other physical channel within one timeslot, the sum of 
calculated transmission power requirement Pe puch and the transmission power requirement for the other physical 
channel shall be less than or equal to the available power. 

If only scheduling information is included in MAC-e or MAC-i PDU, the smallest E-TFC shall be chosen and 
the transmission power shall be equal to the granted power (the available maximum E-PUCH power shall be 
considered too). And the UE shall select QPSK modulation. (1.28 Mcps TDD only); 

From those E-TFCs in the supported state the UE determines the largest block size that it is permitted to transmit within 
the given constraints. 

The UE shall select the modulation type associated with the determined E-TFC (note: if an E-TFC is supported by both 
QPSK and 16-QAM then 16-QAM modulation shall be used if its power requirement (Pe-puch) is lower than the power 
requirement for QPSK, otherwise QPSK modulation shall be used). 

Data allocation shall then be performed in accordance with the following: 

- For all logical channels, if the logical channel belongs to a non-scheduled MAC-d flow, its data shall be 
considered as available up to the largest block size determined for the corresponding non-scheduled grant. If 
the logical channel does not belong to a non-scheduled MAC-d flow, its data shall be considered as available up 

to the largest block size determined for the Serving Grant; 

The data allocation shall maximise the transmission of higher priority data; 

- The UE shall select the E-TFC, SF and modulation which minimises the power used (3.84/7.68 Mcps TDD 
only); 

- The UE shall select the E-TFC and modulation. QPSK shall be used in the case of E-PUCH allocated with other 
physical channel in the same timeslot of one TTI for one UE, otherwise modulation shall be selected, which 
minimises the power used (1.28 Mcps TDD only); 

If several MAC-d flows are associated with logical channels of equal priority, the data allocation should ensure 
that all equal priority flows are served. 

While respecting all the above listed requirements, for each logical chaimel using RLC-UM or RLC-AM when new data 
to be transmitted, at every TTI, the UE may select the RLC PDU size so as to maximise the amount of data of this 
logical channel that can be transmitted. 
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Once an appropriate E-TFC and data allocation are found according to the rules above, the "Multiplexing and TSN 
Setting" entity shall generate the corresponding MAC-e or MAC-i PDU. 

In 1.28Mcps TDD, when Scheduhng Information is triggered by timer per subclause 11.9.1.5, the E-TFC selection and 
data-allocation process shall assume that Scheduling Information has a priority higher than any other logical channel. 

The E-TFC selection function shall provide this MAC-e or MAC-i PDU and transmission HARQ profile to the HARQ 
entity. The selected E-TFC is also provided. For 3.84Mcps TDD and 7.68Mcps TDD the maximum number of HARQ 
transmissions and the power offset in this profile shall be set respectively to the maximum of both the Max Number of 
HARQ Transmissions and of the power offset of the HARQ profiles from all the MAC-d flows from which data is 
multiplexed into the transmission. For 1.28 Mcps TDD, the maximum number of HARQ transmissions shall be set to 
the maximum of the Max Number of HARQ Transmissions of the HARQ profiles from all the MAC flows from which 
data is multiplexed into the transmission, for the UE which uses common E-RNTI, the HARQ power offset shall be set 
to the maximum of HARQ power offset of all the common flows mapped to the scheduled resource, for the UE which 
uses dedicated E-RNTI, the HARQ power offset shall be set to the maximum of HARQ power offset of all the MAC-d 
flows mapped to the same type of resource (for CELL_DCH state, the resource can be scheduled or non-scheduled 
resource, for CELL_FACH state, the resource can only be scheduled resource), and the retransmission timer shall be set 
to the maximum of the retransmission timer value of the HARQ profiles that are permitted to be multiplexed into the 
transmission. For 1 .28Mcps TDD, when the Scheduling Information needs to be transmitted without any higher-layer 
data, the specific HARQ profile should be applied. Each HARQ process which is associated with a buffer holding a 
MAC-e or MAC-i PDU for potential retransmission shall maintain the HARQ profile and the number of re- 
transmissions that have occurred. For 1.28 Mcps TDD, the HARQ process shall also maintain the value of 
RTX_T1MER. 

Further information on E-TFC selection is provided in Annex CA. 

1 1 .9.1 .4a Scheduling Information reporting (3.84/7.68 Mcps TDD only) 

The UE shall implement a scheduling information delay time mechanism. The period T-SCHED governing the 
periodicity of sending scheduling information and the period T-RUCCH governing E-RUCCH retransmissions is set by 
RRC. The delay timer shall be reset whenever Scheduhng Information is included in the MAC-e PDU. 

If a UE has no Grant and the TEBS becomes larger than zero, the transmission of Scheduling Information shall be sent 
via E-RUCCH. 

When the UE sends scheduling information via E-RUCCH it will start a timer Tr which will be stopped and reset if the 
UE receives a subsequent grant. However if this timer reaches T-RUCCH (the value T-RUCCH is set via RRC) the UE 
will resend the Scheduling information via E-RUCCH. 

If the UE has a Grant then Scheduling Information may be included in the MAC-e PDU according to subclause 9.2.4.2. 
If the UE has a Grant and scheduling information delay timer > T-SCHED then the UE shall include Scheduhng 
Information in the next MAC-e PDU sent and the scheduling information delay timer shall be restarted. If the UE does 
not receive any Grant before the scheduling information delay timer > T-SCHED + T-RUCCH II then the UE shall 
send scheduhng information via the E-RUCCH and shall stop and reset the scheduling information delay timer. 

1 1 .9.1 .5 Scheduling Information reporting (1 .28 Mcps TDD only) 

A "Grant Request" type Scheduhng Information can be triggered if any of the following events occur: 

The TEBS becomes larger than zero; 

An E-DCH serving cell change occurs and the TEBS is larger than zero; 

- An E-DCH working frequency change occurs in the serving cell and the TEBS is larger than zero; 

An E-RNTI change occurs in the serving cell; 

An optional Extended Estimation Window (defined by RRC in TTIs) may be used to prevent the UE from triggering 
unnecessary E-RUCCH transmission in case the UE potentially has an available Grant a short time in the future. The 
UE may perform a persistent check through the Extended Estimation Window to evaluate whether there is a Grant 
available for new data transmission when the UE can not take the decision just according to the related HARQ 
information, e.g, HARQ timing, HARQ retransmission numbers and so on. If an E-RNTI change occurs in the serving 
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cell, the UE shall ignore the Grant with the previous E-RNTI for "Grant Request" type ScheduUng Information 

reporting. 

If a UE has no Grant (including scheduled grant or non-scheduled grant) available for a new MAC-e or MAC-i PDU 
transmission in current TTI or in the Extended Estimation Window (if configured by RRC), as the "Grant Request" type 
Scheduling Information is triggered, the transmission of Scheduling Information shall be triggered via E-RUCCH. 

Else if the UE has a Grant (including scheduled grant or non-scheduled grant) available for a new MAC-e or MAC-i 
PDU transmission in current TTI or in Extended Estimation Window (if configured by RRC), as the "Grant Request" 
type ScheduUng Information is triggered, the scheduling information should be included in a MAC-e or MAC-i PDU 
via the Grant. If the HARQ process fails to deliver the MAC-e or MAC-i PDU containing the triggered the "Grant 
Request" type Scheduling Information, another "Grant Request" type Scheduling Information shall be triggered. 

When MAC-e is configured and assembling a MAC-e PDU, if the scheduling information needs to be included in the 
MAC-e PDU according to subclause 9.2.4.2 and it shall be transmitted regardless of TEBS status. 

When MAC-i is configured and assembling a MAC-i PDU, if the size of the data plus header is less than or equal to the 
TB size of the E-TFC selected by the UE minus 23 bits, a Scheduling Information shall be concatenated into this MAC- 
i PDU and it shall be transmitted regardless of TEBS status. 

Additional periodic timer T-Sl is used to avoid long pause duration of scheduling information reporting (defined by 
RRC). Once the grant is designated, T-SI shall be started .When the scheduling information is included in MAC-e or 
MAC-i PDU and sent, the timer shall be restarted immediately. When the timer expires, if there is a grant to send a new 
MAC-e or MAC-i PDU, it should include scheduling information, otherwise the UE shall wait for a grant to send 
scheduling information in a new MAC-e or MAC-i PDU. 

Additionally if data with higher priority than the data already in the transmission buffer arrives, the Scheduling 
Information shall be triggered and included in next available MAC-e or MAC-i PDU, i.e. higher priority data arrival 
event shall not trigger a E-RUCCH procedure. 

RRC can configure MAC with a delay timer to be used when the UE transits from having a Grant to not having a Grant 
and the TEBS is still larger than zero. The delay timer T_WAIT shall be started once the Grant expires and shall be 
stopped and reset when a Grant is received. When T_WAIT expires, the transmission of a Scheduling Information shall 
be triggered via E-RUCCH (T_WAIT shall be stopped and reset). 

Even if multiple events are triggered by the time a new Scheduling Information reporting can take place, only single 
ScheduUng information with newly updated content shaU be sent via E-RUCCH or included in a MAC-e or MAC-i 
PDU. 

In the case that only non-scheduled transmission is configured without scheduled transmission, the ScheduUng 
Information reporting mechanism above is not applicable, and ScheduUng Information reporting procedure is defined as 
below: 

The Scheduling Information shall be included in the MAC-e PDU or MAC-i PDU due to the quantization of the 
transport block sizes that can be supported as defined in subclause 9.2.4.2; 

If the periodic timer T-Sl-NST is configured by RRC, the Scheduling Information shall be triggered upon the 
expiriration of the periodic timer T-Sl-NST, and the triggered Scheduling Information shall be included in the 
next new MAC-e PDU or MAC-i PDU, the maintenance of timer T-SI-NST is the same as T-SI; 

- If both events are triggered by the time a new Scheduling Information reporting can take place, only single 
scheduling information with newly updated content shaU be included in a MAC-e PDU or MAC-i PDU. 

- E-RUCCH procedure shall not be iiuatiated for non-scheduled transmission only case. 

11 .9.1 .5a Cell Reselection Indication In CELL_FACH state (1 .28 IVIcps TDD only) 

UE in CELL_FACH state with E-DCH transmission and HS-DSCH reception and having available dedicated E-RNTI 
and H-RNTl may send Cell Reselection Indication to the Node B scheduler of the serving cell in order to notify the 
scheduler that the UE is to leave from this cell. 

When the Cell Reselection criteria are met as in [5] and if any of the condition is fulfilled, the Cell Reselection 
Indication procedure shall be triggered and performed as below: 
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when the UE has sent the scheduling information with TEBS > byte to Node B scheduler, i.e. Node B may 
think the UE has data pending for transmission: 

- The Cell Reselection Indication is presented by the scheduling information with TEBS = and HLBS = 
"1111"; 

if the UE has a grant in next TTI or within Extended Estimation Window: 
- include the Cell Reselection Indication in next MAC-i PDU; 

- else 

initiate E-RUCCH procedure to transmit the Cell reselection Indication, regarding Mmax = 1 . Upon 
reception of PHY-ACCESS-CNF primitive, MAC sends the indication to RRC. The Control of E- 
RUCCH transmission is described in 11.9.2.3.2.1. 

- when the UE is during synchronization procedure; 

- The Cell Reselection Indication is presented by the scheduling information with TEBS = and HLBS = 
"1111"; 

- initiate E-RUCCH procedure to transmit the Cell reselection Indication, regarding Mmax = 1, Upon 
reception of PHY-ACCESS-CNF primitive, MAC send the indication to RRC. The Control of E-RUCCH 

transmission is described in 11.9.2.3.2.1. 

when the UE is during the downlink data receiving procedure; 

- The Cell Reselection Indication is carried in associated HS-SICH by setting RTBS field to 0. 

Once the Cell Reselection Indication procedure was accomplished or terminated, then MAC informs RRC the 
termination of Cell Reselection Indication procedure with CMAC-STATUS-Ind primitive. 

1 1 .9.1 .5b Common E-RNTI selection in CELL_FACH state and idle mode (1 .28 Mops 
TDD only) 

RRC may configure MAC a common E-RNTIs list associated to each E-RUCCH on which common E-RNTI may be 
used with the CMAC-CONFIG-Req primitive, each common E-RNTIs list related for an E-RUCCH is divided into K 
groups and there is N E-RNTIs in each group as configured by RRC. The K groups are numbered in (0. . .k) as indicated 
by RRC. 

Common E-RNTI selection procedure is invoked in case of sending E-RUCCH with common E-RNTI for CCCH 
transmission, when performing common E-RNTI selection, the SEN or the SEN' on which the E-RUCCH shall be sent 
and the TTI length of E-RUCCH shall be provided. Common E-RNTI Selection procedure is performed as below: 

k= SFNe-rucch mod K, for TTI of E-RUCCH = 10ms; 

or k = SFN'e.rucch mod K, for TTI of E-RUCCH = 5ms; 

Where k is the "Index of selected Common E-RNTI group" and K is the total number of E-RNTI groups related to this 
E-RUCCH; SFNe-rucch or SFN'e.rucch is the irame or sub-frame on which the E-RUCCH shall be sent which is 
indicated by physical layer as the response of physical random access procedure. 

Upon the conmion E-RNTI group was determined as above, the UE shall randomly select a common E-RNTI within the 
group. 

The Available Scheduling Window of each CCCH transmission is equal to the length of K E-RUCCH TTIs, which 
means that the CCCH only can be scheduled within the consecutive K frames (in case of 10ms E-RUCCH) or sub- 
frames(in case of 5ms E-RUCCH) upon receiving the E-RUCCH by the Node B scheduler. The start point of the 
Available Scheduling Window associated with a common E-RNTI corresponds to the frame on which the common E- 
RNTI is correctly received on E-RUCCH. 

1 1 .9.1 .6 MAC-es/e Reset (1 .28 Mops TDD only) 

If a reset of MAC-es/e or MAC-is/i entity is requested by upper layers, the UE shall at the activation time indicated by 
higher layer: 
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- flush all HARQ processes; 

- set CURRENT_TSN to for all the logical channels mapped to E-DCH; 

- stop all active timers (the timers include Retransmisstion timer, T_SI, T_WAIT, T_RUCCH); 

- setCURRENT_RUCCHtoO; 

- if MAC-i/is is configured by upper layers: 

- discard all segments stored in segmentation entities. 

1 1 .9.2 Node B operation 

11.9.2.1 HARQ Operation 

11.9.2.1.1 HARQ entity 

There is one HARQ entity per UE in the Node-B. The HARQ entity routes the payload and the associated RSN value to 
the indicated HARQ process (the HARQ procees identifier is signalled to the Node B via the E-UCCH). Based on the 
outcome of the decoding, the HARQ entity transmits an ACK or a NACK in return. 

11.9.2.1.2 HARQ process 

The HARQ process uses the RSN to identify the redundancy version, The Node B uses the identified redundancy 
version to attempt to decode the transmission. The outcome of the decoding is reported to the HARQ entity, so that it 
may be fed back to the UE as ACK or NACK. 

11.9.2.2 De-multiplexing 

There is one de-multiplexing entity per UE in the Node B. If the MAC-e/es is configured by upper layers, the SRNC 
configures the Node B with the mapping between the active DDI values and the corresponding MAC-d flow and PDU 
size. If the MAC-i/is is configured by upper layers, the SRNC configured the Node B with the mapping between the 
LCH-ID and the corresponding MAC-d flow. Also, it provides it with the mapping between MAC-d flow IDs and the 
corresponding lub bearer. 

If MAC-e/es is configured by upper layers, the de-multiplexing entity uses the MAC-e header information (DDI, N) to 
determine the size of each MAC-es PDU and based on this it segments the MAC-e payload into MAC-es PDUs. These 
are then routed onto the lub bearer indicated by the DDI value. If MAC-i/is is configured by upper layers, the de- 
multiplexing entity uses the MAC-i header information (L) to determine the size of each MAC-is SDU and based on 
this it segments the MAC-i payload into MAC-is PDUs. 

With each MAC-es PDU, the Node B will send to the SRNC: 

- the associated DDI and N values; 

- the CFN when the payload including the MAC-es PDU was decoded correctly (3.84/7.68 Mcps only); 

- the CFN and sub-frame number when the payload including the MAC-es PDU was decoded correctly (1 .28 
Mcps TDD only); 

- the total number of transmissions that were needed for the MAC-e PDU to be decoded correctly. 
With each MAC-is PDU, the Node B will send to the SRNC: 

- the associated LCH-ID and L values for each MAC-is SDU; 

the CFN when the payload including the MAC-is PDU was decoded correctly (3.84/7.68 Mcps only); 

- the CFN and sub-frame number when the payload including the MAC-is PDU was decoded correctly (1.28 Mcps 
TDD only); 

the total number of transmissions that were needed for the MAC-i PDU to be decoded correctly. 
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11.9.2.3 Scheduler 

There is one E-DCH Node B scheduler per Node B. The Node B scheduler is responsible for the following functions: 

- Allocating uplink resources to UEs and signalUng these to UEs via Absolute Grants; 
Reporting uplink interference measurements to the SRNC 

Reporting to the SRNC on the lack of processing resources 

- Determining the TDD ECSN (the UE specific ECSN is incremented for each E-AGCH transmission) 

Determining which E-HICH will be used for the incoming transmission and the value of the associated E-HICH 
Indicator (1.28 Mcps TDD only) 

- Determining how many E-UCCHs should be carried on the incoming E-PUCHs and the value of the associated 
E-UCCH Number Indicator (1.28 Mcps TDD only). 

NOTE: The scheduler should not schedule the UE who is in the idle interval. For 1.28Mcps TDD, the scheduler 
should not schedule the UE who is in the measurement occasion. 

1 1 .9.2.4 E-DCH Provided Bit Rate measurement 

The E-DCH Provided Bit Rate measurement is defined as follows: 

for each priority class the MAC-e or MAC-i function in the Node B measures the total number of MAC-d PDU 
bits whose transmission over the radio interface has been considered successful by MAC-e or MAC-i in Node-B 
during the last measurement period, divided by the duration of the measurement period; 

- the measurement period shall be [100 ms]. 

1 1 .9.3 RNC operation 

1 1 .9.3.1 Re-ordering entity for DTCH/DCCH transmission 

The re-ordering entity is part of the MAC-es or MAC -is sublayer in the SRNC. There is one re-ordering entity per UE. 
Each re-ordering entity will support one re-ordering process per logical channel. If MAC-es is configured by upper 
layers, the DDI value is used to determine the logical channel for which each MAC-es PDU is meant. If MAC -is is 
configured by upper layers, the LCH-ID value is used to determine the logical channel for which each MAC -is SDU is 
meant. Based on this information, the MAC-es or MAC-is PDUs are routed to the proper re-ordering process. The re- 
ordering process may use the explicit TSN indication as well as the timing information provided by the Node B in order 
to ehminate duplicates and deliver the packets in order to RLC. The details of the re-ordering mechanism are left up to 
the implementation. 

1 1 .9.3.2 Re-ordering entity for CCCH transmissio (1 .28 Mcps TDD only) 

The re-ordering entity is part of MAC-is sublayer in the CRNC. There is one re-ordering entity per UE. Each re- 
ordering entity will support one re-ordering process. If MAC-is is configured by upper layers, the LCH-ID value is used 
to determine the logical channel for which each MAC-is SDU is meant. Based on this information, the received TSN 
and Node-B tagging i.e. (CFN, subframe number), the MAC-is PDUs are routed to the proper re-ordering process. The 
re-ordering process may use the exphcit TSN indication as well as the timing information provided by the Node B in 
order to ehminate duplicates. When the MAC-c PDU is received correctly then after reassembly the resulting data is 
dehvered to the MAC-c. The details of the re-ordering mechanism are left up to the implementation. 
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Annex A (normative): 

HS-DSCH Transport Block Size Table for FDD 

The following table provides the mapping between kt (as per the definition in subclause 9.2.3.1) and the HS-DSCH 
Transport Block Size (L(/(()) corresponding to table 9.2.3.1: 



Index IB Size index 



1 


137 


86 


2 


149 


87 


3 


161 


88 


4 


173 


89 


5 


185 


90 


6 


197 


91 


7 


209 


92 


8 


221 


93 


9 


233 


94 


10 


245 


95 


11 


257 


96 


12 


269 


97 


13 


281 


98 


14 


293 


99 


15 


305 


100 


16 


317 


101 


17 


329 


102 


18 


341 


103 


19 


353 


104 


20 


365 


105 


21 


377 


106 


22 


389 


107 


23 


401 


108 


24 


413 


109 


25 


425 


110 


26 


437 


111 


27 


449 


112 


28 


461 


113 


29 


473 


114 


30 


485 


115 


31 


497 


116 


32 


509 


117 


33 


521 


118 


34 


533 


119 


35 


545 


120 


36 


557 


121 


37 


569 


122 


38 


581 


123 


39 


593 


124 


40 


605 


125 


41 


616 


126 


42 


627 


127 


43 


639 


128 


44 


650 


129 


45 


662 


130 



Size 


Index 


IB Size 


1380 


171 


6324 


1405 


172 


6438 


1430 


173 


6554 


1456 


174 


6673 


1483 


175 


6793 


1509 


176 


6916 


1537 


177 


7041 


1564 


178 


7168 


1593 


179 


7298 


1621 


180 


7430 


1651 


181 


7564 


1681 


182 


7700 


1711 


183 


7840 


1742 


184 


7981 


1773 


185 


8125 


1805 


186 


8272 


1838 


187 


8422 


1871 


188 


8574 


1905 


189 


8729 


1939 


190 


8886 


1974 


191 


9047 


2010 


192 


9210 


2046 


193 


9377 


2083 


194 


9546 


2121 


195 


9719 


2159 


196 


9894 


2198 


197 


10073 


2238 


198 


10255 


2279 


199 


10440 


2320 


200 


10629 


2362 


201 


10821 


2404 


202 


11017 


2448 


203 


11216 


2492 


204 


11418 


2537 


205 


11625 


2583 


206 


11835 


2630 


207 


12048 


2677 


208 


12266 


2726 


209 


12488 


2775 


210 


12713 


2825 


211 


12943 


2876 


212 


13177 


2928 


213 


13415 


2981 


214 


13657 


3035 


215 


13904 
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674 


47 


686 


48 


699 


49 


711 


50 


724 


51 


737 


52 


751 


53 


764 


54 


778 


55 


792 


56 


806 


57 


821 


58 


836 


59 


851 


60 


866 


61 


882 


62 


898 


63 


914 


64 


931 


65 


947 


66 


964 


67 


982 


68 


1000 


69 


1018 


70 


1036 


71 


1055 


72 


1074 


73 


1093 


74 


1113 


75 


1133 


76 


1154 


77 


1175 


78 


1196 


79 


1217 


80 


1239 


81 


1262 


82 


1285 


83 


1308 


84 


1331 


85 


1356 
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131 


3090 


216 


14155 


132 


3145 


217 


14411 


133 


3202 


218 


14671 


134 


3260 


219 


14936 


135 


3319 


220 


15206 


136 


3379 


221 


15481 


137 


3440 


222 


15761 


138 


3502 


223 


16045 


139 


3565 


224 


16335 


140 


3630 


225 


16630 


141 


3695 


226 


16931 


142 


3762 


227 


17237 


143 


3830 


228 


17548 


144 


3899 


229 


17865 


145 


3970 


230 


18188 


146 


4042 


231 


18517 


147 


4115 


232 


18851 


148 


4189 


233 


19192 


149 


4265 


234 


19538 


150 


4342 


235 


19891 


151 


4420 


236 


20251 


152 


4500 


237 


20617 


153 


4581 


238 


20989 


154 


4664 


239 


21368 


155 


4748 


240 


21754 


156 


4834 


241 


22147 


157 


4921 


242 


22548 


158 


5010 


243 


22955 


159 


5101 


244 


23370 


160 


5193 


245 


23792 


161 


5287 


246 


24222 


162 


5382 


247 


24659 


163 


5480 


248 


25105 


164 


5579 


249 


25558 


165 


5680 


250 


26020 


166 


5782 


251 


26490 


167 


5887 


252 


26969 


168 


5993 


253 


27456 


169 


6101 


254 


27952 


170 


6211 
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The following table provides the mapping between kf (as per the definition in subclause 9.2.3.1) and the HS-DSCH 
Transport Block Size (L(/(f)) corresponding to table 9.2.3.2: 





TB Size 


Index 


TB Size 


Index 


TB Size 


Index 


TB Size 


1 


120 


86 


1000 


171 


4592 


256 


21000 


2 


128 


87 


1016 


172 


4672 


257 


21384 


3 


136 


88 


1040 


173 


4760 


258 


21768 


4 


144 


89 


1056 


174 


4848 


259 


22160 


5 


152 


90 


1072 


175 


4936 


260 


22560 


6 


160 


91 


1096 


176 


5024 


261 


22968 


7 


168 


92 


1112 


177 


5112 


262 


23384 


8 


176 


93 


1136 


178 


5208 


263 


23808 


9 


184 


94 


1152 


179 


5296 


264 


24232 


10 


192 


95 


1176 


180 


5392 


265 


24672 


11 


200 


96 


1200 


181 


5488 


266 


25120 


12 


208 


97 


1216 


182 


5592 


267 


25568 


13 


216 


98 


1240 


183 


5688 


268 


26032 


14 


224 


99 


1264 


184 


5792 


269 


26504 


15 


232 


100 


1288 


185 


5896 


270 


26976 


16 


240 


101 


1312 


186 


6008 


271 


27464 


17 


248 


102 


1336 


187 


6112 


272 


27960 


18 


256 


103 


1360 


188 


6224 


273 


28464 


19 


264 


104 


1384 


189 


6336 


274 


28976 


20 


272 


105 


1408 


190 


6448 


275 


29504 


21 


280 


106 


1432 


191 


6568 


276 


30032 


22 


288 


107 


1456 


192 


6688 


277 


30576 


23 


296 


108 


1488 


193 


6808 


278 


31128 


24 


304 


109 


1512 


194 


6928 


279 


31688 


25 


312 


110 


1536 


195 


7056 


280 


32264 


26 


320 


111 


1568 


196 


7184 


281 


32848 


27 


328 


112 


1600 


197 


7312 


282 


33440 


28 


336 


113 


1624 


198 


7440 


283 


34040 


29 


344 


114 


1656 


199 


7576 


284 


34656 


30 


352 


115 


1688 


200 


7712 


285 


35280 


31 


360 


116 


1712 


201 


7856 


286 


35920 


32 


368 


117 


1744 


202 


7992 


287 


36568 


33 


376 


118 


1776 


203 


8136 


288 


37224 


34 


384 


119 


1808 


204 


8288 


289 


37896 


35 


392 


120 


1840 


205 


8440 


290 


38576 


36 


400 


121 


1872 


206 


8592 


291 


39272 


37 


408 


122 


1912 


207 


8744 


292 


39984 


38 


416 


123 


1944 


208 


8904 


293 


40704 


39 


424 


124 


1976 


209 


9064 


294 


41440 


40 


440 


125 


2016 


210 


9224 


295 


42192 


41 


448 


126 


2048 


211 


9392 






42 


456 


127 


2088 


212 


9560 






43 


464 


128 


2128 


213 


9736 






44 


472 


129 


2168 


214 


9912 






45 


480 


130 


2200 


215 


10088 






46 


488 


131 


2240 


216 


10272 






47 


496 


132 


2288 


217 


10456 






48 


504 


133 


2328 


218 


10648 






49 


512 


134 


2368 


219 


10840 






50 


528 


135 


2408 


220 


11032 






51 


536 


136 


2456 


221 


11232 






52 


544 


137 


2496 


222 


11432 
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53 


552 


138 


2544 


223 


11640 


54 


560 


139 


2592 


224 


11848 


55 


576 


140 


2632 


225 


12064 


56 


584 


141 


2680 


226 


12280 


57 


592 


142 


2736 


227 


12504 


58 


608 


143 


2784 


228 


12728 


59 


616 


144 


2832 


229 


12960 


60 


624 


145 


2880 


230 


13192 


61 


640 


146 


2936 


231 


13432 


62 


648 


147 


2984 


232 


13672 


63 


664 


148 


3040 


233 


13920 


64 


672 


149 


3096 


234 


14168 


65 


688 


150 


3152 


235 


14424 


66 


696 


151 


3208 


236 


14688 


67 


712 


152 


3264 


237 


14952 


68 


728 


153 


3328 


238 


15224 


69 


736 


154 


3384 


239 


15496 


70 


752 


155 


3448 


240 


15776 


71 


768 


156 


3512 


241 


16064 


72 


776 


157 


3576 


242 


16352 


73 


792 


158 


3640 


243 


16648 


74 


808 


159 


3704 


244 


16944 


75 


824 


160 


3768 


245 


17256 


76 


840 


161 


3840 


246 


17568 


77 


848 


162 


3912 


247 


17880 


78 


864 


163 


3976 


248 


18200 


79 


880 


164 


4048 


249 


18536 


80 


896 


165 


4120 


250 


18864 


81 


912 


166 


4200 


251 


19208 


82 


928 


167 


4272 


252 


19552 


83 


952 


168 


4352 


253 


19904 


84 


968 


169 


4432 


254 


20264 


85 


984 


170 


4512 


255 


20632 



Annex B (normative): 

E-DCH Transport Block Size Tables for FDD 

The mapping between the chosen E-TFCI and the corresponding E-DCH transport block size is given in the following 
tables: 



B.1 2ms TTI E-DCH Transport Block Size Table 



E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 




(bits) 




(bits) 




(bits) 




(bits) 




(bits) 





18 


30 


342 


60 


1015 


90 


3008 


120 


N/A 


1 


120 


31 


355 


61 


1053 


91 


3119 


121 


9241 


2 


124 


32 


368 


62 


1091 


92 


3234 


122 


9582 


3 


129 


33 


382 


63 


1132 


93 


3353 


123 


9935 


4 


133 


34 


396 


64 


1173 


94 


3477 


124 


10302 


5 


138 


35 


410 


65 


1217 


95 


3605 


125 


10681 


6 


143 


36 


426 


66 


1262 


96 


3738 


126 


11075 
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7 


149 


37 


AAA 

441 


67 


1308 


97 


3876 


8 


154 


38 


458 


68 


1356 


98 


4019 


9 


160 


39 


474 


69 


1406 


99 


4167 


10 


166 


40 


492 


70 


1458 


100 


4321 


1 1 


172 


41 


510 


71 


1512 


101 


A A nf\ 

4480 


12 


178 


42 


529 


72 


1568 


102 


4645 


13 


185 


43 


c A n 

548 


73 


1626 


1 03 


481 6 


14 


192 


44 


569 


74 


1685 


104 


4994 


15 


199 


45 


590 


75 


1748 


105 


5178 


16 


206 


46 


61 1 


76 


1812 


106 


5369 


1 7 


214 


47 


634 


77 


1879 


107 


5567 


18 


222 


48 


657 


78 


1948 


108 


5772 


19 


230 


49 


682 


79 


2020 


109 


5985 


20 


238 


50 


707 


80 


2094 


1 1 


6206 


21 


247 


51 


733 


81 


2172 


111 


6435 


22 


256 


52 


760 


82 


2252 


112 


6672 


23 


266 


53 


788 


83 


2335 


113 


6918 


24 




54 


817 


84 


2421 


114 


7173 


25 


286 


55 


847 


85 


2510 


115 


7437 


26 


296 


56 


878 


86 


2603 


116 


7711 


27 


307 


57 


911 


87 


2699 


117 


7996 


28 


318 


58 


944 


88 


2798 


118 


8290 


29 


330 


59 


979 


89 


2901 


119 


8596 



127 



11484 



NOTE: Non applicable E-TFCI values are marked as N/A. 



B.2 2ms TTI E-DCH Transport Block Size Table 1 



E-TFCI 


TB Size 
(bits) 


E-TFCI 


TB Size 
(bits) 


E-TFCI 


TB Size 
(bits) 





18 


43 


2724 


86 


7252 


1 


186 


44 


2742 


87 


7288 


2 


204 


45 


3042 


88 


7428 


3 


354 


46 


3060 


89 


7464 


4 


372 


47 


3078 


90 


7764 


5 


522 


48 


3298 


91 


7800 


6 


540 


49 


3316 


92 


7908 


7 


674 


50 


3334 


93 


7944 


8 


690 


51 


3378 


94 


8100 


9 


708 


52 


3396 


95 


8136 


10 


726 


53 


3414 


96 


8436 


11 


858 


54 


3732 


97 


8472 


12 


876 


55 


3750 


98 


8564 


13 


1026 


56 


3972 


99 


8600 


14 


1044 


57 


3990 


100 


8772 


15 


1062 


58 


4068 


101 


8808 


16 


1194 


59 


4086 


102 


9108 


17 


1212 


60 


4404 


103 


9144 


18 


1330 


61 


4422 


104 


9220 


19 


1348 


62 


4628 


105 


9256 


20 


1362 


63 


4646 


106 


9444 


21 


1380 


64 


4740 


107 


9480 


22 


1398 


65 


4758 


108 


9780 
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23 


1530 


66 


5076 


^ r\f\ 

109 


9816 


24 


1548 


67 


r~ r\r\ a 

5094 


110 


9876 


25 


1698 


68 


cor* A 

5284 


AAA 

111 


OO A O 

9912 


26 


1 71 6 


69 


5302 


112 


1 01 1 6 


27 


1734 


70 


5412 


113 


10152 


28 


1866 


71 


5430 


-1 -4 yl 
114 


10452 


29 


1 884 


72 


5748 


1 1 5 


K 1 / A 

N/A 


30 


1 986 


73 


5766 


1 1 6 


1 0532 


31 


2004 


74 


5940 


117 


10568 


32 


2022 


75 


COCO 

5958 


A A Q 

118 


10788 


33 


2034 


76 


6084 


A A f\ 

119 


^ r\no /( 

10824 


34 


2052 


—f—T 

11 


6102 


120 


A A A A 

1 1 124 


35 


2070 


78 


6420 


121 


1 1 178 


36 


2370 


79 


6438 


122 


A A A 

1 1 1 88 


O / 








1?T 


1 1?4? 


38 


2406 


81 


6614 


124 


11460 


39 


2642 


82 


6756 


125 


11478 


40 


2660 


83 


6774 






41 


2678 


84 


7092 






42 


2706 


85 


7110 







NOTE: Non applicable E-TFCI values are marked as N/A. 



B.2a 2nns TTI E-DCH Transport Block Size Table 2 



E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 




(bits) 




(bits) 




(bits) 




(bits) 




(bits) 





18 


30 


402 


60 


1405 


90 


4913 


120 


17173 


1 


120 


31 


419 


61 


1465 


91 


5122 


121 


N/A 


2 


125 


32 


437 


62 


1528 


92 


5341 


122 


18667 


3 


130 


33 


455 


63 


1593 


93 


5568 


123 


19462 


4 


135 


34 


475 


64 


1661 


94 


5805 


124 


20291 


5 


141 


35 


495 


65 


1731 


95 


6053 


125 


21155 


6 


147 


36 


516 


66 


1805 


96 


6310 


126 


22056 


7 


154 


37 


538 


67 


1882 


97 


6579 


127 


22995 


8 


160 


38 


561 


68 


1962 


98 


6859 






9 


167 


39 


585 


69 


2046 


99 


7152 






10 


174 


40 


610 


70 


2133 


100 


7456 






11 


182 


41 


636 


71 


2224 


101 


7774 






12 


189 


42 


663 


72 


2319 


102 


8105 






13 


197 


43 


691 


73 


2417 


103 


8450 






14 


206 


44 


721 


74 


2520 


104 


8810 






15 


215 


45 


752 


75 


2628 


105 


9185 






16 


224 


46 


784 


76 


2740 


106 


9577 






17 


233 


47 


817 


77 


2856 


107 


9985 






18 


243 


48 


852 


78 


2978 


108 


10410 






19 


254 


49 


888 


79 


3105 


109 


10853 






20 


265 


50 


926 


80 


3237 


110 


11316 






21 


276 


51 


965 


81 


3375 


111 


11798 






22 


288 


52 


1007 


82 


3519 


112 


12300 






23 


300 


53 


1049 


83 


3669 


113 


12824 






24 


313 


54 


1094 


84 


3825 


114 


13370 






25 


326 


55 


1141 


85 


3988 


115 


13940 






26 


340 


56 


1189 


86 


4158 


116 


14534 
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27 


354 


57 


1240 


87 


4335 


117 


15153 


28 


370 


58 


1293 


88 


4520 


118 


15798 


29 


385 


59 


1348 


89 


4712 


119 


16471 



NOTE: Non applicable E-TFCI values are marked as N/A. 



B.2b 2nns TTI E-DCH Transport Block Size Table 3 



E-TFCI 


TB Size 
(bits) 


E-TFCI 


TB Size 
(bits) 


E-TFCI 


TB Size 
(bits) 


E-TFCI 


TB Size 
(bits) 


E-TFCI TB Size 
(bits) 





18 


30 


1902 


60 


6614 


90 


14184 


120 21966 


1 


186 


31 


1986 


61 


6774 


91 


14538 


121 22302 


2 


204 


32 


2004 


62 


7110 


92 


14874 


122 22430 


3 


354 


33 


2034 


63 


7270 


93 


15210 


1 23 22638 


4 


372 


34 


2052 


64 


7446 


94 


15546 


124 22996 


5 


522 


35 


2370 


65 


7782 


95 


15882 




6 


540 


36 


2388 


66 


7926 


96 


16218 




7 


558 


37 


2642 


67 


8118 


97 


16554 




8 


674 


38 


2660 


68 


8454 


98 


16890 




9 


692 


39 


2706 


69 


8582 


99 


17226 




10 


708 


40 


2724 


70 


8790 


100 


17562 




11 


858 


41 


3042 


71 


9126 


101 


N/A 




12 


876 


42 


3060 


72 


9238 


102 


N/A 




13 


894 


43 


3298 


73 


9462 


103 


18252 




14 


1026 


44 


3316 


74 


9798 


104 


18476 




15 


1044 


45 


3378 


75 


9894 


105 


18588 




16 


1194 


46 


3396 


76 


10134 


106 


18924 




17 


1212 


47 


3750 


77 


10470 


107 


19132 




18 


1230 


48 


3990 


78 


10550 


108 


19260 




19 


1330 


49 


4086 


79 


10806 


109 


19596 




20 


1348 


50 


4422 


80 


11160 


110 


19788 




21 


1362 


51 


4646 


81 


11224 


111 


19932 




22 


1380 


52 


4758 


82 


11496 


112 


20268 




23 


1530 


53 


5094 


83 


11880 


113 


20444 




24 


1548 


54 


5302 


84 


12168 


114 


20604 




25 


1566 


55 


5430 


85 


12536 


115 


20940 




26 


1698 


56 


5766 


86 


12840 


116 


21100 




27 


1716 


57 


5958 


87 


13192 


117 


21276 




28 


1866 


58 


6102 


88 


13512 


118 


21612 




29 


1884 


59 


6438 


89 


13848 


119 


21774 





NOTE: Non applicable E-TFCl values are marked as N/A. 



B.3 10ms TTI E-DCH Transport Block Size Table 



E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 


E- 


TB Size 


E- 


TB Size 




(bits) 




(bits) 




(bits) 


TFCI 


(bits) 


TFCI 


(bits) 





18 


30 


389 


60 


1316 


90 


4452 


120 


15051 


1 


120 


31 


405 


61 


1371 


91 


4636 


121 


15675 
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2 


124 


32 


422 


62 


1428 


92 


A n o o 

4828 


122 


16325 


3 


130 


33 


440 


63 


1487 


93 


5029 


123 


17001 


4 


135 


34 


458 


64 


1549 


94 


5237 


124 


17706 


5 


141 


35 


477 


65 


1613 


95 


5454 


125 


18440 


6 


147 


36 


497 


66 


1680 


96 


5680 


126 


19204 


7 


153 


37 


517 


67 


1749 


97 


5915 


127 


20000 


8 


159 


38 


539 


68 


1822 


98 


61 61 






9 


166 


39 


561 


69 


1897 


99 


6416 






10 


172 


40 


584 


70 


1976 


100 


6682 






1 1 


180 


41 


608 


71 


2058 


101 


6959 






12 


187 


42 


634 


72 


2143 


1 02 


7247 






13 


195 


43 


660 


73 


2232 


103 


7547 






14 


203 


44 


687 


74 


2325 


1 04 


7860 






1 5 


21 1 


45 


71 6 


75 


2421 


1 05 


81 86 






16 


220 


46 


745 


76 


2521 


106 


8525 






17 


229 


47 


776 


77 


2626 


107 


8878 






18 


239 


48 


809 


78 


2735 


108 


9246 






19 


249 


49 


842 


79 


2848 


109 


9629 






20 


259 


50 


877 


80 


2966 


110 


10028 






21 


270 


51 


913 


81 


3089 


1 1 1 


10444 






22 


281 


52 


951 


82 


3217 


1 12 


10877 






23 


293 


53 


991 


83 


3350 


113 


1 1328 






24 


305 


54 


1032 


84 


3489 


1 14 


1 1797 






25 


317 


55 


1074 


85 


3634 


115 


12286 






26 


331 


56 


1119 


86 


3784 


116 


12795 






27 


344 


57 


1165 


87 


3941 


117 


13325 






28 


359 


58 


1214 


88 


4105 


118 


13877 






29 


374 


59 


1264 


89 


4275 


119 


14453 







B.4 lOms TTI E-DCH Transport Block Size Table 1 



E-TFCI 


TB Size 


E-TFCI 


TB Size 


E-TFCI 


TB Size 




(bits) 




(bits) 




(bits) 





18 


41 


5076 


82 


11850 


1 


186 


42 


5094 


83 


12132 


2 


204 


43 


5412 


84 


12186 


3 


354 


44 


5430 


85 


12468 


4 


372 


45 


5748 


86 


12522 


5 


522 


46 


5766 


87 


12804 


6 


540 


47 


6084 


88 


12858 


7 


690 


48 


6102 


89 


13140 


8 


708 


49 


6420 


90 


13194 


9 


858 


50 


6438 


91 


13476 


10 


876 


51 


6756 


92 


13530 


11 


1026 


52 


6774 


93 


13812 


12 


1044 


53 


7092 


94 


13866 


13 


1194 


54 


7110 


95 


14148 


14 


1212 


55 


7428 


96 


14202 


15 


1362 


56 


7464 


97 


14484 


16 


1380 


57 


7764 


98 


14556 


17 


1530 


58 


7800 


99 


14820 


18 


1548 


59 


8100 


100 


14892 


19 


1698 


60 


8136 


101 


15156 


20 


1716 


61 


8436 


102 


15228 
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Annex BA (normative): 

E-DCH Transport Block Size Tables for 3.84 Mops TDD 

The mapping between the chosen E-TFC index and the corresponding E-DCH transport block size is given in the 
following tables: 



BA.1 10ms TTI E-DCH Transport Block Size Table 



Nslots 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


K„ 





18 


28 


36 


42 


46 


50 


54 


57 


60 


62 


65 


TBS index 






mmw/, 























60 


119 


174 


237 


298 


347 


405 


472 


529 


593 


641 


718 


•| 


62 


123 


181 


246 


31 


361 


421 


490 


550 


61 6 


665 


746 


2 


64 


128 


188 


256 


322 


375 


437 


509 


571 


641 


691 


775 


3 


67 


133 


196 


266 


334 


390 


454 


529 


593 


665 


71 8 


806 


4 


69 


139 


203 


276 


347 


405 


472 


550 


61 6 


691 


746 


837 


5 


72 


144 


21 1 


287 


361 


421 


490 


571 


641 


71 8 


775 


870 


g 


75 


1 50 


219 


298 


375 


437 


509 


593 


665 


746 


806 


904 


7 


78 


155 


228 


31 


390 


454 


529 


61 6 


691 


775 


837 


939 


s 


81 


162 


237 


322 


405 


472 


550 


641 


71 8 


806 


870 


975 


g 


84 


168 


246 


334 


421 


490 


571 


665 


746 


837 


904 


1013 


10 


87 


174 


256 


347 


437 


509 


593 


691 


775 


870 


939 


1 053 


-| -1 


91 


181 


266 


361 


454 


529 


61 6 


71 8 


806 


904 


975 


1 094 


12 


94 


188 


276 


375 


472 


550 


641 


746 


837 


939 


1013 


1 136 


13 


98 


196 


287 


390 


490 


571 


665 


775 


870 


975 


1 053 


1 181 


14 


102 


203 


298 


405 


509 


593 


691 


806 


904 


1013 


1094 


1227 


15 


106 


21 1 


31 


421 


529 


61 6 


718 


837 


939 


1 053 


1 136 


1275 


16 


110 


219 


322 


437 


550 


641 


746 


870 


975 


1 094 


1 181 


1324 


"17 


114 


228 


334 


454 


571 


665 


775 


904 


1013 


1 136 


1227 


1376 


18 


1 1 9 


237 


347 


472 


593 


691 


806 


939 


1 053 


1 181 


1275 


1429 


19 


123 


246 


361 


490 


616 


718 


837 


975 


1094 


1227 


1324 


1485 


20 


128 


256 


375 


509 


641 


746 


870 


1013 


1136 


1275 


1376 


1543 


21 


133 


266 


390 


529 


665 


775 


904 


1 053 


1 181 


1324 


1429 


1 603 


22 


139 


276 


405 


550 


691 


806 


939 


1 094 


1227 


1376 


1485 


1 665 


23 


144 


287 


421 


571 


71 8 


837 


975 


1 136 


1275 


1429 


1 543 


1 730 


24 


150 


298 


437 


593 


746 


870 


1013 


1 181 


1324 


1485 


1603 


1798 


25 


155 


310 


454 


616 


775 


904 


1053 


1227 


1376 


1543 


1665 


1868 


26 


162 


322 


472 


641 


806 


939 


1094 


1275 


1429 


1603 


1730 


1941 


27 


168 


334 


490 


665 


837 


975 


1136 


1324 


1485 


1665 


1798 


2016 


28 


174 


347 


509 


691 


870 


1013 


1181 


1376 


1543 


1730 


1868 


2095 


29 


181 


361 


529 


718 


904 


1053 


1227 


1429 


1603 


1798 


1941 


2176 


30 


188 


375 


550 


746 


939 


1094 


1275 


1485 


1665 


1868 


2016 


2261 


31 


196 


390 


571 


775 


975 


1136 


1324 


1543 


1730 


1941 


2095 


2349 


32 


203 


405 


593 


806 


1013 


1181 


1376 


1603 


1798 


2016 


2176 


2441 


33 


211 


421 


616 


837 


1053 


1227 


1429 


1665 


1868 


2095 


2261 


2536 


34 


219 


437 


641 


870 


1094 


1275 


1485 


1730 


1941 


2176 


2349 


2634 


35 


228 


454 


665 


904 


1136 


1324 


1543 


1798 


2016 


2261 


2441 


2737 


36 


237 


472 


691 


939 


1181 


1376 


1603 


1868 


2095 


2349 


2536 


2844 


37 


246 


490 


718 


975 


1227 


1429 


1665 


1941 


2176 


2441 


2634 


2954 


38 


256 


509 


746 


1013 


1275 


1485 


1730 


2016 


2261 


2536 


2737 


3070 


39 


266 


529 


775 


1053 


1324 


1543 


1798 


2095 


2349 


2634 


2844 


3189 
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40 


276 


550 


806 


1094 


1376 


1603 


1868 


2176 


2441 


2737 


2954 


3313 


41 


287 


571 


837 


1136 


1429 


1665 


1941 


2261 


2536 


2844 


3070 


3442 


42 


298 


593 


870 


1181 


1485 


1730 


2016 


2349 


2634 


2954 


3189 


3576 


43 


310 


616 


904 


1227 


1543 


1798 


2095 


2441 


2737 


3070 


3313 


3716 


44 


322 


641 


939 


1275 


1603 


1868 


2176 


2536 


2844 


3189 


3442 


3861 


45 


334 


665 


975 


1324 


1665 


1941 


2261 


2634 


2954 


3313 


3576 


4011 


46 


347 


691 


1013 


1376 


1730 


2016 


2349 


2737 


3070 


3442 


3716 


4167 


47 


361 


718 


1053 


1429 


1798 


2095 


2441 


2844 


3189 


3576 


3861 


4329 


48 


375 


746 


1094 


1485 


1868 


2176 


2536 


2954 


3313 


3716 


4011 


4498 


49 


390 


775 


1136 


1543 


1941 


2261 


2634 


3070 


3442 


3861 


4167 


4673 


50 


405 


806 


1181 


1603 


2016 


2349 


2737 


3189 


3576 


4011 


4329 


4855 


51 


421 


837 


1227 


1665 


2095 


2441 


2844 


3313 


3716 


4167 


4498 


5044 


52 


437 


870 


1275 


1730 


2176 


2536 


2954 


3442 


3861 


4329 


4673 


5241 


53 


454 


904 


1324 


1798 


2261 


2634 


3070 


3576 


4011 


4498 


4855 


5445 


54 


472 


939 


1376 


1868 


2349 


2737 


3189 


3716 


4167 


4673 


5044 


5657 


55 


490 


975 


1429 


1941 


2441 


2844 


3313 


3861 


4329 


4855 


5241 


5877 


56 


509 


1013 


1485 


2016 


2536 


2954 


3442 


4011 


4498 


5044 


5445 


6106 


57 


529 


1053 


1543 


2095 


2634 


3070 


3576 


4167 


4673 


5241 


5657 


6344 


58 


550 


1094 


1603 


2176 


2737 


3189 


3716 


4329 


4855 


5445 


5877 


6591 


59 


571 


1136 


1665 


2261 


2844 


3313 


3861 


4498 


5044 


5657 


6106 


6848 


60 


593 


1181 


1730 


2349 


2954 


3442 


4011 


4673 


5241 


5877 


6344 


7115 


61 


616 


1227 


1798 


2441 


3070 


3576 


4167 


4855 


5445 


6106 


6591 


7392 


62 


641 


1275 


1868 


2536 


3189 


3716 


4329 


5044 


5657 


6344 


6848 


7680 


63 


665 


1324 


1941 


2634 


3313 


3861 


4498 


5241 


5877 


6591 


7115 


7979 


64 


691 


1376 


2016 


2737 


3442 


4011 


4673 


5445 


6106 


6848 


7392 


8289 


65 


718 


1429 


2095 


2844 


3576 


4167 


4855 


5657 


6344 


7115 


7680 


8612 


66 


746 


1485 


2176 


2954 


3716 


4329 


5044 


5877 


6591 


7392 


7979 


8948 


67 


775 


1543 


2261 


3070 


3861 


4498 


5241 


6106 


6848 


7680 


8289 


9296 


68 


806 


1603 


2349 


3189 


4011 


4673 


5445 


6344 


7115 


7979 


8612 


9658 


69 


837 


1665 


2441 


3313 


4167 


4855 


5657 


6591 


7392 


8289 


8948 


10034 


70 


870 


1730 


2536 


3442 


4329 


5044 


5877 


6848 


7680 


8612 


9296 


10425 


71 


904 


1798 


2634 


3576 


4498 


5241 


6106 


7115 


7979 


8948 


9658 


10831 


72 


939 


1868 


2737 


3716 


4673 


5445 


6344 


7392 


8289 


9296 


10034 


11253 


73 


975 


1941 


2844 


3861 


4855 


5657 


6591 


7680 


8612 


9658 


10425 


1 1691 


74 


1013 


2016 


2954 


4011 


5044 


5877 


6848 


7979 


8948 


10034 


10831 


12146 


75 


1053 


2095 


3070 


4167 


5241 


6106 


7115 


8289 


9296 


10425 


11253 


12620 


76 


1094 


2176 


3189 


4329 


5445 


6344 


7392 


8612 


9658 


10831 


11691 


13111 


77 


1136 


2261 


3313 


4498 


5657 


6591 


7680 


8948 


10034 


11253 


12146 


13622 


78 


1181 


2349 


3442 


4673 


5877 


6848 


7979 


9296 


10425 


11691 


12620 


14152 


79 


1227 


2441 


3576 


4855 


6106 


7115 


8289 


9658 


10831 


12146 


13111 


14703 


80 


1275 


2536 


3716 


5044 


6344 


7392 


8612 


10034 


11253 


12620 


13622 


15276 


81 


1324 


2634 


3861 


5241 


6591 


7680 


8948 


10425 


11691 


13111 


14152 


15871 


82 


1376 


2737 


4011 


5445 


6848 


7979 


9296 


10831 


12146 


13622 


14703 


16489 


83 


1429 


2844 


4167 


5657 


7115 


8289 


9658 


11253 


12620 


14152 


15276 


17131 


84 


1485 


2954 


4329 


5877 


7392 


8612 


10034 


11691 


13111 


14703 


15871 


17798 


85 


1543 


3070 


4498 


6106 


7680 


8948 


10425 


12146 


13622 


15276 


16489 


18491 


86 


1603 


3189 


4673 


6344 


7979 


9296 


10831 


12620 


14152 


15871 


17131 


19212 


87 


1665 


3313 


4855 


6591 


8289 


9658 


11253 


13111 


14703 


16489 


17798 


19960 


88 


1730 


3442 


5044 


6848 


8612 


10034 


11691 


13622 


15276 


17131 


18491 


20737 


89 


1798 


3576 


5241 


7115 


8948 


10425 


12146 


14152 


15871 


17798 


19212 


21545 


90 


1868 


3716 


5445 


7392 


9296 


10831 


12620 


14703 


16489 


18491 


19960 


22384 


91 


1941 


3861 


5657 


7680 


9658 


11253 


13111 


15276 


17131 


19212 


20737 


23256 


92 


2016 


4011 


5877 


7979 


10034 


1 1691 


13622 


15871 


17798 


19960 


21545 


24161 
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93 


2095 


4167 


6106 


8289 


10425 


12146 


14152 


16489 


18491 


20737 


22384 


25102 


94 


2176 


4329 


6344 


8612 


10831 


12620 


14703 


17131 


19212 


21545 


23256 


26080 


95 


2261 


4498 


6591 


8948 


11253 


13111 


15276 


17798 


19960 


22384 


24161 


27095 


96 


2349 


4673 


6848 


9296 


11691 


13622 


15871 


18491 


20737 


23256 


25102 


28151 


97 


2441 


4855 


7115 


9658 


12146 


14152 


16489 


19212 


21545 


24161 


26080 


29247 


98 


2536 


5044 


7392 


10034 


12620 


14703 


17131 


19960 


22384 


25102 


27095 


30386 


99 


2634 


5241 


7680 


10425 


13111 


15276 


17798 


20737 


23256 


26080 


28151 


31569 


100 


2737 


5445 


7979 


10831 


13622 


15871 


18491 


21545 


24161 


27095 


29247 


32799 


101 


2844 


5657 


8289 


11253 


14152 


16489 


19212 


22384 


25102 


28151 


30386 


34076 


102 


2954 


5877 


8612 


11691 


14703 


17131 


19960 


23256 


26080 


29247 


31569 


35403 


103 


3070 


6106 


8948 


12146 


15276 


17798 


20737 


24161 


27095 


30386 


32799 


36782 


104 


3189 


6344 


9296 


12620 


15871 


18491 


21545 


25102 


28151 


31569 


34076 


38214 


105 


3313 


6591 


9658 


13111 


16489 


19212 


22384 


26080 


29247 


32799 


35403 


39703 


106 


3442 


6848 


10034 


13622 


17131 


19960 


23256 


27095 


30386 


34076 


36782 


41249 


107 


3576 


7115 


10425 


14152 


17798 


20737 


24161 


28151 


31569 


35403 


38214 


42855 


108 


3716 


7392 


10831 


14703 


18491 


21545 


25102 


29247 


32799 


36782 


39703 


44524 


109 


3861 


7680 


11253 


15276 


19212 


22384 


26080 


30386 


34076 


38214 


41249 


46258 


110 


4011 


7979 


11691 


15871 


19960 


23256 


27095 


31569 


35403 


39703 


42855 


48060 


111 


4167 


8289 


12146 


16489 


20737 


24161 


28151 


32799 


36782 


41249 


44524 


49932 


112 


4329 


8612 


12620 


17131 


21545 


25102 


29247 


34076 


38214 


42855 


46258 


51876 


113 


4498 


8948 


13111 


17798 


22384 


26080 


30386 


35403 


39703 


44524 


48060 


53896 


114 


4673 


9296 


13622 


18491 


23256 


27095 


31569 


36782 


41249 


46258 


49932 


55995 


115 


4855 


9658 


14152 


19212 


24161 


28151 


32799 


38214 


42855 


48060 


51876 


58176 


116 


5044 


10034 


14703 


19960 


25102 


29247 


34076 


39703 


44524 


49932 


53896 


60442 


117 


5241 


10425 


15276 


20737 


26080 


30386 


35403 


41249 


46258 


51876 


55995 


62796 


118 


5445 


10831 


15871 


21545 


27095 


31569 


36782 


42855 


48060 


53896 


58176 


65241 


119 


5657 


11253 


16489 


22384 


28151 


32799 


38214 


44524 


49932 


55995 


60442 


67782 


120 


5877 


11691 


17131 


23256 


29247 


34076 


39703 


46258 


51876 


58176 


62796 


70422 


121 


6106 


12146 


17798 


24161 


30386 


35403 


41249 


48060 


53896 


60442 


65241 


73164 


122 


6344 


12620 


18491 


25102 


31569 


36782 


42855 


49932 


55995 


62796 


67782 


76013 


123 


6591 


13111 


19212 


26080 


32799 


38214 


44524 


51876 


58176 


65241 


70422 


78974 


124 


6848 


13622 


19960 


27095 


34076 


39703 


46258 


53896 


60442 


67782 


73164 


82049 


125 


7115 


14152 


20737 


28151 


35403 


41249 


48060 


55995 


62796 


70422 


76013 


85245 


126 


7392 


14703 


21545 


29247 


36782 


42855 


49932 


58176 


65241 


73164 


78974 


88565 


127 


7680 


15276 


22384 


30386 


38214 


44524 


51876 


60442 


67782 


76013 


82049 


92014 
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Annex BB (normative): 

E-DCH Transport Block Size Tables for 7.68 Mops TDD 

The mapping between the chosen E-TFC index and the corresponding E-DCH transport block size is given in the 
following tables: 

BB.1 lOms TTI E-DCH Transport Block Size Table 



Nslots 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


kn 





15 


25 


31 


36 


41 


44 


47 


50 


52 


54 


56 


TBS 
index 





























60 


115 


178 


232 


288 


359 


409 


467 


532 


581 


634 


691 


1 


62 


120 


186 


242 


301 


375 


428 


487 


556 


606 


662 


722 


2 


65 


126 


195 


253 


315 


392 


447 


509 


581 


634 


691 


755 


3 


68 


131 


203 


264 


329 


409 


467 


532 


606 


662 


722 


788 


4 


71 


137 


212 


276 


344 


428 


487 


556 


634 


691 


755 


823 


5 


74 


143 


222 


288 


359 


447 


509 


581 


662 


722 


788 


860 


6 


77 


150 


232 


301 


375 


467 


532 


606 


691 


755 


823 


899 


7 


81 


156 


242 


315 


392 


487 


556 


634 


722 


788 


860 


939 


8 


85 


163 


253 


329 


409 


509 


581 


662 


755 


823 


899 


981 


9 


88 


171 


264 


344 


428 


532 


606 


691 


788 


860 


939 


1024 


10 


92 


178 


276 


359 


447 


556 


634 


722 


823 


899 


981 


1070 
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Annex BC (normative): 

E-DCH Transport Block Size Tables for 1 .28 Mops TDD 

The mapping between the TB index k(k= {0,1,. ..63}) and the corresponding E-DCH transport block size is given in 
the following tables. 

BC.1 Sms TTI E-DCH Transport Block Size Table 





Category 1-2 


Category 3-6 


TB 
index 


1 Timeslot 
TBS 


2 Timeslots 
TBS 


3 Timeslots 
TBS 


1 Timeslot 
TBS 


2 Timeslots 
TBS 


3 Timeslots 
TBS 


4 Timeslots 
TBS 


5 Timeslots 
TBS 





23 


23 


23 


23 


23 


23 


23 


23 


1 


116 


116 


116 


116 


116 


116 


116 


116 


2 


162 


162 


162 


162 


162 


162 


162 


162 


3 


167 


169 


170 


169 


171 


172 


173 


173 


4 


173 


177 


180 


177 


181 


184 


186 


186 


5 


179 


186 


190 


186 


192 


196 


199 


199 


6 


186 


195 


200 


194 


204 


209 


213 


213 


7 


192 


204 


211 


204 


216 


223 


229 


229 


8 


199 


214 


222 


213 


229 


238 


245 


245 


9 


206 


224 


235 


223 


242 


254 


263 


263 


10 


213 


234 


247 


234 


257 


271 


282 


282 


11 


221 


246 


261 


245 


272 


289 


302 


302 


12 


229 


257 


275 


257 


288 


309 


324 


324 


13 


237 


270 


290 


269 


306 


329 


347 


347 


14 


245 


282 


306 


282 


324 


351 


372 


372 


15 


254 


296 


323 


295 


343 


375 


399 


399 


16 


263 


310 


341 


309 


364 


400 


427 


427 
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17 


272 


325 


359 


324 


385 


427 


458 


458 


18 


282 


340 


379 


339 


408 


455 


491 


491 


19 


292 


356 


400 


355 


433 


486 


526 


526 


20 


302 


373 


422 


372 


459 


518 


564 


564 


21 


313 


391 


445 


390 


486 


553 


605 


605 


22 


324 


410 


469 


408 


515 


589 


648 


648 


23 


335 


429 


495 


427 


546 


629 


695 


695 


24 


347 


450 


522 


448 


578 


671 


745 


745 


25 


359 


471 


550 


469 


613 


716 


799 


799 


26 


372 


493 


581 


491 


649 


764 


856 


856 


27 


385 


517 


612 


514 


688 


815 


918 


918 


28 


399 


541 


646 


539 


729 


869 


983 


983 


29 


413 


567 


681 


564 


773 


927 


1054 


1054 


30 


428 


594 


718 


591 


819 


989 


1130 


1130 


31 


443 


622 


758 


619 


867 


1055 


1211 


1211 


32 


458 


652 


799 


648 


919 


1125 


1298 


1298 


33 


475 


683 


843 


679 


974 


1201 


1392 


1392 


34 


491 


716 


889 


711 


1032 


1281 


1492 


1492 


35 


509 


750 


937 


745 


1094 


1366 


1599 


1599 


36 


527 


785 


989 


780 


1159 


1458 


1714 


1714 


37 


545 


823 


1043 


817 


1228 


1555 


1837 


1837 


38 


565 


862 


1100 


856 


1301 


1659 


1969 


1969 


39 


585 


903 


1160 


896 


1379 


1770 


2110 


2110 


40 


605 


946 


1223 


938 


1461 


1888 


2262 


2262 


41 


627 


991 


1290 


983 


1548 


2014 


2425 


2425 


42 


649 


1038 


1361 


1029 


1640 


2148 


2599 


2599 


43 


672 


1087 


1435 


1078 


1738 


2292 


2786 


2786 


44 


696 


1139 


1514 


1129 


1841 


2445 


2986 


2986 


45 


720 


1193 


1596 


1183 


1951 


2608 


3200 


3200 


46 


746 


1250 


1684 


1239 


2067 


2782 


3430 


3430 


47 


772 


1309 


1776 


1297 


2191 


2968 


3677 


3677 
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48 


799 


1372 


1873 


1359 


2321 


3166 


3941 


3941 


49 


827 


1437 


1975 


1423 


2460 


3377 


4224 


4224 


50 


857 


1505 


2083 


1491 


2606 


3603 


4528 


4528 


51 


887 


1577 


2197 


1561 


2762 


3843 


4853 


4853 


52 


918 


1652 


2317 


1635 


2926 


4100 


5202 


5202 


53 


951 


1730 


2444 


1712 


3101 


4374 


5576 


5576 


54 


984 


1813 


2578 


1794 


3285 


4666 


5976 


5976 


55 


1019 


1899 


2719 


1878 


3481 


4977 


6406 


6406 


56 


1055 


1989 


2867 


1967 


3689 


5310 


6866 


6866 


57 


1092 


2084 


3024 


2060 


3908 


5664 


7359 


7359 


58 


1131 


2183 


3189 


2158 


4141 


6042 


7888 


7888 


59 


1171 


2287 


3364 


2260 


4388 


6446 


8455 


8455 


60 


1212 


2395 


3547 


2367 


4650 


6876 


9062 


9062 


61 


1255 


2509 


3741 


2479 


4927 


7335 


9713 


9713 


62 


1300 


2629 


3946 


2597 


5220 


7825 


10411 


10411 


63 


1346 


2754 


4162 


2720 


5532 


8348 


11160 


11160 
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Annex C (informative): 

Pseudo-Code for E-TFC Selection (FDD) 

The pseudo-code below describes one possible implementation of the E-TFC Selection when there is one Activated 
Uplink Frequency in CELL_DCH state as described in subclause 11.8.1.4: 

1> determine whether to take the scheduled and non-scheduled grants into account in the upcoming transmission. 

1> if scheduled and/or non-scheduled data can be transmited: 

2> select a MAC-d flow that allows highest-priority data to be transmitted (when more than one MAC-d flow 
allows data of the same highest priority to be transmitted, it is left to implementation to select which MAC-d 
flow to prefer); 

2> identify the MAC-d flow(s) whose multiplexing lists allow them to be transmitted in the same TTl as this 
MAC-d flow, and whose grants allow them to transmit in this TTI and ignore the one(s) that cannot. 

2> based on the HARQ profile of this MAC-d flow, identify the power offset to use; 

2> based on this power offset and the E-TFC restriction procedure, determine the "Maximum Supported 
Payload" (i.e. maximum MAC-e or MAC-i PDU size or E-TFC that can be sent by the UE during the 
upcoming transmission); 

2> if the upcoming transmission overlaps with a compressed mode gap on 10ms TTI, scale down the current 
serving grant (SG); 

2> set "Remaining Scheduled Grant Payload" to the highest payload that could be transmitted according to SG 
and selected power offset; 

2> for each MAC-d flow with a non-scheduled grant, set the "Remaining Non-scheduled Payload" to the value 

of the grant; 

2> if Scheduhng Information needs to be transmitted: 

3> set "Total Granted Payload" to the sum of "Remaining Non Scheduled Payload" for all non-scheduled 
MAC-d flows + "Remaining Scheduled Grant Payload" + size of the scheduling information. 

2> else: 

3> set "Total Granted Payload" to the sum of "Remaining Non Scheduled Payload" for all non-scheduled 
MAC-d flows + "Remaining Scheduled Grant Payload". 

2> set "Remaining Available Payload" to MIN ("Max Supported Payload", "Total Granted Payload"); 

2> if "Remaining Available Payload"= an ETFC size: 

3> set "Quantisation Loss" to zero. 

2> else: 

3> set "Quantization Loss" to the value of "Remaining Available Payload" - ("Remaining Available 
Payload" rounded down to the next smaller E-TFC). 

2> if scheduling information needs to be transmitted: 

3> subtract the size of scheduling information ftom "Remaining Available Payload". 

2> set "Quantisation AppUed" to FALSE; 

2> perform the following loop for each logical channel, in the order of their priorities: 
3> if this logical channel belongs to a MAC-d flow with a non-scheduled grant, then: 
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4> consider the "Remaining Non-scheduled Payload" corresponding to the MAC-d flow on which this 

logical channel is mapped; 

4> fill the MAC-e or MAC-i PDU with SDU(s) from this logical channel up to MIN ("Remaining Non- 
scheduled Payload" taking into account the MAC-e/es or MAC-i/is headers, Available Data for this 
logical channel, "Remaining Available Payload" taking into account the MAC-e/es or MAC-i/is 

headers); 

4> subtract the corresponding bits if any from "Remaining Available Payload" and "Remaining Non- 
scheduled Payload" taking into account the MAC-e/es or MAC-i/is headers. 

3> else: 

4> If "Quantisation AppUed" is TRUE: 

5> fill the MACe PDU with SDU(s) from this logical channel up to MIN ("Renoaining Scheduled 
Grant Payload" taking into account the MAC-e/es or MAC-i/is headers. Available Data for this 
logical channel, "Remaining Available Payload" taking into account the MAC-e/es or MAC-i/is 
headers); 

5> subtract the corresponding bits if any from "Remaining Available Payload" and "Remaining 
Scheduled Grant Payload" taking into account the MAC-e/es or MAC-i/is headers. 

4> else: 

5> fill the MAC-e or MAC-i PDU with SDU(s) from this logical channel up to MIN ("Remaining 
Scheduled Grant Payload" taking into account the MAC-e/es or MAC-i/is headers. Available Data 
for this logical channel, "Remaining Available Payload" - "Quantisation Loss" taking into account 

the MAC-e/es or MAC-i/is headers); 

5> if bits can be transnoitted on this logical channel: 

6> set "Remaining Available Payload" to ("Remaining Available Payload" - "Quantisation 

Loss"); 

6> subtract the corresponding bits from "Remaining Available Payload" and "Remaining 
Scheduled Grant Payload" taking into account the MAC-e/es or MAC-i/is headers; 

6> set "Quantisation Applied" to TRUE. 

2> if Scheduling Information needs to be transmitted: 

3> add Scheduling Infornaation to the MAC-e or MAC-i PDU; 

3> determine the smallest E-TFC that can carry the resulting MAC-e or MAC-i PDU; 
3> if the padding allows a DDIq to be sent, add it to the end of the MAC-e header. 
2> else: 

3> determine the smallest E-TFC that can carry the resulting MAC-e or MAC-i PDU; 

3> if the padding allows a Scheduling Information to be sent, add it to the MAC-e or MAC-i PDU; 

3> if a ScheduUng Information was added to the PDU and if the padding allows a DDIq or LCH-IDq to be 
sent, add it to the end of the MAC-e or MAC-i header. 

2> set the maximum number of HARQ transmissions to the maximum among the maximum number of HARQ 
transmissions of the HARQ profiles of the MAC-d flows selected for transmissions. 

1> else if Scheduling Information needs to be transmitted: 

2> select the "control-only" HARQ profile; 

2> fill the MAC-e or MAC-i PDU with the scheduUng information; 
2> select the smallest E-TFC. 
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Annex CA (informative): 

Pseudo-Code for E-TFC Selection (TDD) 

The pseudo-code below describes one possible implementation of UE E-TFC Selection as described in subclause 
11. 9. 1.4. It consists of three separate procedures which are normally executed Procedure 1, 2 and then 3: 

Procedure 1: 

1> Determine set B, the set of logical channels which consist of a) the highest priority logical channel which has 
data buffered for transmission b) the set of logical channels which have data buffered for transmission and which 
may be multiplexed with the highest priority channel. The detailed steps involved are as follows: 

2> Determine whether or not a TTI is designated for scheduled or non scheduled transmission. 

2> Determine the set A of logical channels which have data buffered for transmission and which are consistent 
with the TTI designation (scheduled or non-scheduled). 

2> Determine X, the highest priority logical channel in set A. 

2> For 3.84 and 7.68Mcps TDD, select the HARQ profile of the MAC-d flow, flow Y, to which logical channel 
X belongs. (Note: A logical channel can only belong to one MAC-d flow and can therefore only have one 
HARQ profile). For I.28Mcps TDD, for the UE which uses dedicated E-RNTI, the HARQ power offset shall 
be set to the maximum of HARQ power offset of all the MAC-d flows mapped to the same type of resource 
(for CELL_DCH state, the resource can be scheduled or non-scheduled resource, for CELL_FACH state, the 
resource can only be scheduled resource), for the UE which uses common E-RNTI, the HARQ power offset 
shall be set to the maximum of HARQ power offset of all the MAC-c flows mapped to the scheduled 
resource. 

2> Determine set B, the set of logical channels which are in set A and which belong to flow Y or to a flow which 
may be multiplexed with flow Y 

Procedure 2: 

1> Generate the largest block size that can be supported by the resources granted. The detailed steps involved are as 
follows: 

2> Determine the sets of TFCs Ci (QPSK) and C2 (I6-QAM) whose code rates fall within the allowed maximum 
and minimum (inclusive) coderates specified by RRC for the assigned number of time slots and the assigned 
channelisation code (the UE is not allowed to use more or less slots than are assigned nor to use a code 
associated with a lower spreading factor). For 1.28 Mcps TDD, the spreading factor can not be changed by 
the UE and the current value of ENI should be considered when choosing the allowed maximum and 
minimum code rates if a scheduled transmission is designated. 

2> Determine the subsets D| and D2 of Cj and C2 respectively which require transmit power that is less than or 
equal to the power available taking into account of the power offset of the HARQ profile (the power offset is 
determined in procedure 1), Pe-base. Pathloss and beta values (see [18]) associated with TFCs for QPSK and 
16QAM. 

2> For 1.28McpsTDD, 

If the data of other type physical channel within the E-PUCH limeslots in the TTI shall be transmitted, the 
UE selects QPSK modulation. Determine k, the largest MAC-e / MAC-i PDU block size that can be 
supported from the set Dl, which require transmit power that is less than or equal to the power that 
consider other type physical channel transmit power. 

- Otherwise determine K, the largest MAC-e / MAC-i PDU block size that can be supported, from the sets 
Dl and D2. 

2> For 3.84Mcps and 7.68Mcps TDD, determine k, the largest MAC-e / MAC-i PDU block size that can be 
supported, from the sets Di and D2 
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2> If k belongs exclusively to set D|, select QPSK modulation. If k belongs exclusively to set D2, select 16- 
QAM modulation. If k appears in both sets Di and D2, select 16-QAM modulation only if it offers a lower 
power requirement than QPSK, otherwise select QPSK modulation. 

Procedure 3: 

1> Generate the largest MAC-e / MAC-i PDU, having a size < k, by taking MAC-d PDUs from logical channels in 
set B (in order of priority) and select SF (for 1 .28 Mcps TDD, the SF can not be changed) and modulation so as 
to minimise the power used. The detailed steps are as follows: 

2> For 3.84Mcps and 7.68Mcps TDD, generate the largest MAC-e / MAC-i PDU < k, taking MAC-d PDUs 
from logical channels belonging to set B (in priority order); For 1.28Mcps TDD, generate the largest MAC-e 
/ MAC-i PDU =k, taking MAC-d PDUs from logical channels belonging to set B(in priority order). Padding 
is included in the end of the MAC-e / MAC-i PDU if the total size of the MAC-e / MAC-i payload plus the 
MAC-e / MAC-i header is smaller than k; 

2> If this is successful (i.e. sufficient resources granted): 

3> select the SF (for 1.28 Mcps TDD, the SF cannot be changed) and modulation according to the result of 
Procedure 2 to use. 

2> If this is not successful (i.e. the MAC-e / MAC-i PDU is empty due to insufficient resources granted): 
3> A:= A-B; 

3> if A is not empty (i.e. other logical channels have data buffered for transmission): 

4> determine a new set B (repeat Procedure 1 and then Procdure 3). 

3> if A is empty (i.e. no other logical channels have data buffered for transmission): 

4> transmit scheduhng information only in the MAC-e / MAC-i PDU. For 1.28Mcps TDD,select the 
QPSK modulation and the transmit power uses the lower power of the granted power and the available 
maximum E-PUCH power. 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



191 



ETSI TS 125 321 V9.8.0 (2012-07) 



Annex D (informative): 
Cliange history 



Change history 



■e 


TSG# 


TSG Doc. 


CR 


Rev 




06/1999 


RP-04 


RP-99312 






Approved at TSG-RAN #4 and placed under Change Control 




3.0.0 


10/1999 


RP-05 


RP-99463 


001 


1 


Modified MAC handling of PCH and FACH 


3.0.0 


3.1.0 




RP-05 


RP-99463 


002 




Modifications of MAC prirnitives 


3.0.0 


3.1.0 




RP-05 


RP-99463 


003 


2 


RACH/FACH MAC header - Channel type identification 


3.0.0 


3.1 .0 




RP-05 


RP-99463 


004 




Support for USCH/DSCH signaliing in TDD 


3.0.0 


3.1.0 




RP-05 


RP-99463 


006 




Clarification on RACH partitioning and prioritization via access 
service ciass (ASC) and reiation to back-off algorithm 


3.0.0 


3.1 .0 




RP-05 


RP-99463 


010 


1 


Modifications on UE-ld formats 


3.0.0 


3.1.0 




RP-05 


RP-99463 


Oil 




CPCH primitives 


3.0.0 


3.1.0 




RP-05 


RP-99463 


012 




Timing advance for TDD 


3.0.0 


3.1.0 




RP-05 


RP-99463 


013 


1 


Traffic volume measurement report procedure 


3.0.0 


3.1.0 




RP-05 


RP-99463 


014 




Mapping of BCCH logical channel onto FACH transport channel 


3.0.0 


3.1.0 




RP-05 


RP-99463 


015 


1 


MAC PDU formats for DCCH/DTCH on DSCH and for PCCH 


3.0.0 


3.1.0 




RP-05 


RP-99463 


016 


1 


Informative parts that shall not specify or constrain implementations 


3.0.0 


3.1.0 




RP-05 


RP-99463 


017 


1 


Modification of RACH transmission control procedure 


3.0.0 


3.1.0 




RP-05 


RP-99463 


018 




Removal of MAC function for system Information and paging 

scheduling 


3.0.0 


3.1.0 




RP-05 


RP-99463 


019 


1 


RACH transmission control procedure on MAC for TDD mod 


3.0.0 


3.1.0 




RP-05 


RP-99463 


021 


1 


Removal of Annex A and B of TS 25.321 


3.0.0 


3.1.0 


12/1999 


RP-06 


RP-99638 


022 


3 


Modified MAC header field sizes 


3.1.0 


3.2.0 




RP-06 


RP-99638 


023 




MAC: Multiple shared channels (DSCH/USCH) 


3.1.0 


3.2.0 




RP-06 


RP-99638 


024 




Parameters for Status Primitive 


3.1.0 


3.2.0 




Rp-oe 


RP-99638 


025 


1 


Support of shared channel operation in TDD 


3.1.0 


3.2.0 




RP-06 


RP-99638 


028 




Modification of Ceil Broadcast Service (CBS) 


3.1.0 


3.2.0 




RP-06 


RP-99637 


030 


1 


Editorial changes 


3.1.0 


3.2.0 




RP-06 


RP-99638 


031 


1 


Simultaneous mapping of logical channels on 


3.1.0 


3.2.0 


03/2000 


RP-07 


RP-000039 


032 




Bit Aligned TDD MAC Headers 


3.2.0 


3.3.0 




RP-07 


RP-000039 


035 


2 


CPCH including Channel Assignment 


3.2.0 


3.3.0 




RP-07 


RP-000039 


036 




UE-ID type Indication 


3.2.0 


3.3.0 




RP-07 


RP-000039 


037 


1 


RACH transmission control procedure 


3.2.0 


3.3.0 




RP-07 


RP-000039 


039 




CPCH start of message indication 


3.2.0 


3.3.0 




RP-07 


RP-000039 


040 




Removal of SCH and SCCH 


3.2.0 


3.3.0 




RP-07 


RP-000039 


041 


1 


Clarification of bit order 


3.2.0 


3.3.0 


06/2000 


RP-08 


RP-000219 


042 




CPCH correction 


3.3.0 


3.4.0 




RP-08 


RP-000219 


043 


1 


End of CPCH transmission 


3.3.0 


3.4.0 




RP-08 


RP-000219 


044 


2 


Clarification of prioritisation of loqical channels in UE 


3.3.0 


3.4.0 




RP-08 


RP-000219 


045 


1 


CPCH MAC procedures 


3.3.0 


3.4.0 




RP-08 


RP-000219 


046 




Traffic Volume Measurement for dynamic radio bearer control 


3.3.0 


3.4.0 


09/2000 


RP-09 


RP-000357 


047 




Movement of primitives text to the correct section 


3.4.0 


3.5.0 




RP-09 


RP-000357 


048 




Corrections to RACH procedure 


3.4.0 


3.5.0 




RP-09 


RP-000357 


049 




Clarification on the parameters of the MAC-RLC primitives 


3.4.0 


3.5.0 




RP-09 


RP-000357 


051 


1 


Editorial Cleanup 


3.4.0 


3.5.0 


12/2000 


RP-10 


RP-000567 


053 


2 


Corrections to logical channel priorities in MAC Protocol 


3.5.0 


3.6.0 




RP-10 


RP-000567 


055 


1 


Removal of FAUSCH 


3.5.0 


3.6.0 




RP-10 


RP-000567 


056 


2 


General MAC clarification 


3.5.0 


3.6.0 




RP-10 


RP-000567 


057 


1 


Error Handlina in MAC 


3.5.0 


3.6.0 




RP-10 


RP-000567 


058 


1 


Error handling for MAC RACH and CPCH transmission control 
procedure 


3.5.0 


3.6.0 




RP-10 


RP-000567 


059 




Inclusion of stage 3 for ciphering 


3.5.0 


3.6.0 


03/2001 


RP-11 


RP-010025 


061 




Removal of FAUSCH 


3.6.0 


3.7.0 




RP-11 


RP-010025 


066 


3 


TFC selection algorithm correction 


3.6.0 


3.7.0 




RP-11 


RP-010025 


067 


3 


Miscellaneous corrections 


3.6.0 


3.7.0 




RP-11 


RP-010025 


068 


2 


Clarification on Traffic Volume Measurement Procedure 


3.6.0 


3.7.0 




RP-11 


RP-010025 


070 


1 


Clarification on parameters of the primitives 


3.6.0 


3.7.0 




RP-11 


RP-010037 


064 




1 .28Mcps TDD 


3.7.0 


4.0.0 


06/2001 


RP-12 


RP-010308 


074 




RLC Tr Discard 


4.0.0 


4.1.0 




RP-12 


RP-010308 


076 




Clarification on compressed mode 


4.0.0 


4.1.0 




RP-12 


RP-010308 


078 




Correction of relation between MAC functions and transport 
channels 


4.0.0 


4.1.0 




RP-12 


RP-010308 


080 




Rate adaptation 


4.0.0 


4.1.0 




RP-12 


RP-010308 


082 




Cleanup of MAC services and functions 


4.0.0 


4.1.0 




RP-12 


RP-010322 


083 




Correction to control of RACH Transmissions for 1 .28Mcps TDD 


4.0.0 


4.1.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



192 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


D3te 


TSG # 


TSG Doc 


CR 


Rev 


^iihippt/f^nmmpnt 


Old 


New 




rir 1 




nftt^ 

UOU 






A 1 


A 9 




nr 1 o 


rir U 1 UOM- 1 


nft7 




IVIMO r\OV_/ bclcOLIUI 1 U|Jt:;lctUU[ 1 WIlcll aOOcob L>lctoo lo UbfcJU lU 

Hptprminp AfiO 

vj^i^i 1 1 III 1^ r\\j\j 


4 10 
1 .u 


AO C\ 




RP-13 


RP-ni 0^41 

111 W 1 W vJT^ 1 


089 




Adrlitinn nf npinhhni ir ppII RHH tn MAC-h mnrlpl fnr thp I IF 


4.1 .0 


4.2.0 




RP-13 


RP-ni n'i4i 

III W 1 \J 1 


093 


1 


nia rif irpitinn nn TFH c;p|pptinn 

\-/ IdlMJk^ClUvJII ^11 1 1 O ^ 1 LI V/ 1 1 


4.1 .0 


4.2.0 


12/2001 


RP-14 


RP-01 07fi0 

III \J I \J i \J\J 


091 


"1 


Oai itinnarv MntP fnr Intprfrpmipnpu Mpfl^iirpmpntQ in OpII-FAOH 

\_/ d LI LIul ICLI y I^ULw t\Ji III LUI 1 1 CULl wl Iv V 1 vl wCLOi«l 1 wl 1 1 wl 1 LO 1 1 1 x^w 1 1 1 1 1 


4.2.0 


4.3.0 




RP-14 


RP-01 07fi0 

III \J I \J 1 \J\J 


095 




Onrrpptinn nn rinntrni nf RAriH TranQmlQQinnQ 

V_/ 1 1 Ll\ri/I 1 v^l 1 N-/V-/ 1 1 LI v^l \Ji 1 1 /V V-/ 1 1 IIClllOIIIIOOIwllO 


4.2.0 


4.3.0 




RP-14 


RP-01 07fi0 

III \J I \J 1 \J\J 


097 




Onrrpntinn nn Traffir Vnliimp Onntrnl 

V_/ \J 1 I^OLIvJIIwll lldlllO VkJIUIII^ V/ \J 1 1 LI ViJ 1 


4.2.0 


4.3.0 




RP-14 


RP-01 07fi0 

III \J I \J i \J\J 


099 




fipnpi-3| rnrTPrtinn nn Annp^^ Rpn/inp Ola^^ ^plpntinn 

v^d Iv7l Cll V^VJ 1 1 CV^LIUI 1 VJI 1 / \J^l V WICIOO OdCOLIUI 1 


4.2.0 


4.3.0 




RP-14 


RP-01 07fi0 

III \J I \J i \J\J 


101 




TFO t^plprtinn in rnmnrpQQPri mnrip 

1 1 \^ O^I^OLIV.^11 III v,/L.>llll<JI ^OOwU 1 1 1 


4.2.0 


4.3.0 




RP-15 


RP-0200fi7 

1 11 \JC\J\J\J t 


103 




Olarifiratinn nn ninhprinn 

Idl 1 1 IL^dLI Wl 1 Ull l.'Il.Jlldlll^ 


4.3.0 


4.4.0 




RP-15 


RP-0200fi7 

1 11 \JC\J\J\J 1 


106 




TDD MAO 1 avpr Riihnhannpl A^^Qinnmpnt 

1 l_/ l_/ 1 V l/^vy Ld y ^ 1 V_J U U\j I Idl II 1^1 riOO lu 1 1 1 1 1 ^ 1 1 L 


4.3.0 


4.4.0 




RP-15 


RP-0200fi7 

1 11 \JC\J\J\J t 


1 1 




MiQQinn DTr^H nhannpl tvnp in 1 IF-ID Tunp InHinatnr 

1 V 1 lOOl 1 IM 1 ' II Ol ICLI 1 1 lUI Ly Lyw 1 1 1 ItJ 1— 1 lykJU IIIUIwdLWI 


4.3.0 


4.4.0 




RP-15 


RP-0200fi7 

1 11 \JC\J\J\J t 


112 




Onrrprtion on LJE Id for D55CH 

\_/ VJ 1 1 WOLIWI 1 \Jt 1 1— t\A t\Jt I—/ \mj \mj 1 1 


4.3.0 


4.4.0 




RP-15 


RP-0200fi7 

1 11 \JC\J\J\J I 


114 




1 IF iinHpfinpH hphfiviniir whpn nPiHrlinn 1^ rpniiirpH 

<^ 1 — UIIUCIIIICU k^d ICIV lUUI VVI ICI 1 UCIUVJIIIU lO 1 CUUII 


4.3.0 


4.4.0 




RP-15 


RP-0200<54 


104 


2 


IntrnHiirtinn nf HRDPA 

IIILIUvJLI^llvJII \Jl 1 1 w 1 / V 


4.4.0 


5.0.0 


06/2002 


RP-16 


RP-020326 

1 11 \JC\J\JC\J 


1 1 7 




I Inriatp Rpfprpnrp^ tn inrliidp ?R 1?*^ /TDD^ 


5.0.0 


5.1 .0 




RP-16 


RP-020326 

1 11 \JC\J\JC\J 


120 




TFHS Qplprtinn niiiHplinp nnrrpntinn 


5.0.0 


5.1 .0 




RP-16 


RP-020341 

1 11 \J W 1 


121 




HRDPA rplafpd MAO rorrprtiorr? 

1 1 \J l_/ 1 / \ 1 ^ 1 dL^U IV l/V \_/ 1 1 ^l^LIWI lO 


5.0.0 


5.1 .0 




RP-16 


RP-020341 


122 




npciprintinn fnr MAO-hQ rp^^pt 

^Owl 1 L/ LI 1 1 \\J\ 1 Vl#^ 1 1 1 L 


5.0.0 


5.1 .0 


OQ/2002 


RP-17 


RP-0205?S 

1 11 \JC-\J\J\J\J 


130 




MAO TVM Onrrprfinn<; 

1 V ir^ V./ 1 V 1 VI \^ \J \ 1 ^l_/LI v.' 1 1 o 


5.1 .0 


5.2.0 




RP-17 


RP-0205?S 

1 11 \JC-\J\J\J\J 


133 




MAO hpadpr for DTOH and DOOH 

ivir^vy 1 iwdVfiui \\J\ 1 \^\ \ di i\J ^-^\tJ\J\ 1 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 

1 11 \JC-\J\J\J\J 


123 




Ontinnal iiqp nf 3 maYlmiim tranQmlQQinn HpI^v fnr MAf^-hQ RDI Iq 

vy L/LI Wl Idl LIOw \l\ dill uAI IIILllll LIdllOIIIIOOIwll VJwIdy \\J\ 1 Vlf^^y 1 lO L-/ L^ O 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 

1 11 \JC-\J\J\J\J 


124 




MAn-h«!" Srhpdiilpr anri HARO pntitv fiinrtinn«i fnr TRN 

1 V l/^^y 1 lO ■ Owl 1 wxJU 1 w 1 dl \\a 1 If^l Ixx wllLILy liJII\^LIwllO \\J\ 1 1 ^ 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 

1 11 \JC-\J\J\J\J 


125 




Onrrprtion on 0/T fipid dpfinition for HS-DSCH 

\_/ 1 1 ^OLIwI 1 \J\ 1 xy/ 1 llUlU UUIII IILIwl 1 \\J\ 1 l^y L-/ \^ \y 1 1 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 


126 




OnrrpntinnQ tn rp-nrHprinn nrntnnnl rIpQprinfinn 

WJ 1 1 Cv.'LIUI lO WJ \\j \JIUC^IIIILJ l^'IVJ LVJ>^VJI UCO\.f 1 ll_f LIVJI 1 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 


127 




1 imitinn nf ni imhpr nf PDI Iq npr TTI 

^IIIIILIIIu \J\ IILilllL'^l \J\ \ LJ KJ O P<J^ 1 ] 11 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 

1 11 \JC-\J\J\J\J 


134 




Rionalinn nf Tran^nnrt BInrk Ri7P<? fnr HS-DSOH 

v_jiui idiii iLJ \ji 1 1 dl iop<jwi l lj 1 r\ oi^^o lyji i lo i 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 


135 




Tran^nnrt hlnnk t^i7p ^innallinn Mpn^ TDH 

1 1 dl lOI^/VJI L l_f lUL/lv OI^C^ Ol^lldlllllLj \J- IVIL'I^'O 1 


5.1 .0 


5.2.0 




RP-17 


RP-0205'i6 


136 




Rtatir HRDPA Trannnrt Blork Ri7P<; fnr 1 28 Mrn«; TDD 

V_J Ld Ll\^ 1 1 L/ 1 / \ 1 1 dl 1 1 L Ly 1 WLf l\ O I^^O l\Ji I mCKJ 1 VIV^L^O 1 Ly Ly 


5.1 .0 


5.2.0 


1 2/2002 


RP-18 


RP-020718 

III \J L—\J 1 \ \J 


142 




TFO Qpjpptinn fnr RAOH tranQmiQQinnQ 

1 1 vy owi^v^Liv^ii ivi 1 i/txy 1 1 Lidiioiiiiooiv^iio 


5.2.0 


5.3.0 




RP-18 


RP-02071 8 


145 




RR iH in pinhprinn 

1 1 Ly i\j 111 ^iiyii^iiiiu 


5.2.0 


5.3.0 




RP-18 


RP-020718 

III \J L-\J 1 \ \J 


148 




Dnrrpntinn tn TFO c:p|pr>tinn fnr THD 

\J L/llt7L/LI\JII L\J 1 1 \—f Ov7Iv7VjIIL/II IL/I 1 Ly Ly 


5.2.0 


5.3.0 




RP-18 


RP-n2n7ia 

III \J L-\J 1 1 t_J 


1 51 




1 Inhlnnkpihip TFClc: in pyppqc nnwpr cjtatp 

wi 1 Lf 1 ^ L/fvuL^ 1 ^ 1 1 vyo II J ^Av^^oo Lyvyvv^i OLdL^ 


5.2.0 


5.3.0 




RP-18 


RP-020715 

1 11 \JC\J 1 \J\J 


137 




fipnpratinn nf Rl C\ RtatiiQ RpnnrtQ tn pnnrrlinafp with MAf^-hQ rPQPt 

C 1 Id dLIVJI 1 KJl 1 11— W OLdLUO 1 ICUVyi LO L\J KAll IdLC VVILI 1 lvl#^\_/ 1 lO 1 COoL 


5.2.0 


5.3.0 




RP-18 


RP-0207?5 

1 11 \JC\J 1 \J\J 


138 




Rp-nrrlprinn MpphaniQm 

1 1^ \J} \J \^ 1 II 1^ IVI^OI Idl IIOI 1 1 


5.2.0 


5.3.0 




RP-18 


RP-020735 


139 




Transport Block Size Signalling for 1 .28Mcps TDD 


5.2.0 


5.3.0 




RP 1 P. 
nr 1 o 




1 oo 




l-lllllLdllUII Ull ilUIIIUUI Ul rUUb pUI blliyic 1 1 1 lUI 1 .cO IVIO|Jb 1 LJU 


9 




O.O.U 




RP 1 ft 
nr 1 o 




1 




1 lie; InUIIIUUI Ul IlldU (J pUU b III d blliyiC llldLr Mo rUU lUl 1 UU 


9 


T 
O.O.U 




RP 1 ft 
nr 1 o 


rir UiiUOO 1 


1 Rc; 

1 O J 




nOL'rM riULI dl Ibi 1 llbblUM UIUOI\ Ol^c 


9 




O.O.U 




RP 1 ft 
nr 1 o 


RP C\0C\9.7A 


1 oo 




Oipi It:;! II ly Ul MIUIll|Jlc^ rUUb pel 1 1 1 


9 




O.O.U 




RP 1 Q 
nr 1 o 


rir UOU 1 UU 


1 DD 




OfcrlLlliy Ul Uipilfcrllliy aL-UVctllUM IMllfcr lUI 1 Ivl UfcJdltrib 


^ T n 


^ A C\ 
0.4.U 




RP 1 Q 
nr- 1 y 


RP mm nn 

nr-UoU 1 UU 


1 Da 


1 


~r n + rn 1 1 rvi n 1 ^ yyy ^ n t of i n n 

1 r\j OUllUUi 11 npitJI 1 lt;l 1 LdllUl 1 




^ A C\ 




RP-19 


RP-030115 


159 




TDD HCSN determination in MAC-hs 


5.3.0 


5.4.0 




nr-1 y 


Kr-UoUl 1 


1 bU 




Correction to the use of Transport Block Size index equal to 
111111 fnr Tnn 

1 1 1 1 1 1 lUI 1 UU 


C O A 
O.O.U 


0.4.U 




RP 1 Q 
nr 1 y 


RP n'^ni 1 ^ 
nr UOU 1 1 o 


1 DO 




CUILUIIdl UildiiytJb lU IVIMVy lib 


T 
O.O.U 


^ A C\ 




RP 1 Q 
nr 1 C7 


rir UOU 1 1 O 


1 70 
1 / u 




C3Q_nr*HQri nn Qntit\/ nnrrontinnc 
nc UiUcIlliy sillily UUI 1 cUllUI lb 


T 

O.O.U 


^ A C\ 




RP 90 
nr 


nr "UOUOU^ 


1 71 
1 / 1 




Tavt nlaan im nf tha Hooncintinn nf +hQ rQnrrJQrinn Qntlt\/ 
1 c;aI Ult^dll U|J Ul Lilt; U^bUI l|JLIUi 1 Ul LIIU lUUIUallliy cllllly 


R Ar\ 


^ ^ 
O.O.U 




RP 90 
nr 


nr "UOUOU^ 


1 79 
1 / ^ 




MAP hparlpr fnr nTPM anrJ PlPPI-l mannpH tn WQ-nQPH 
ivir\o iiUdUt^i lui u I on dl lu uoon iiidijpt^u lu nouo\_*n 


R AV\ 


f^ f^ 
O.O.U 


U<7/ ^uuo 


RP 9i 
nr ^ 1 


RP n'^nROi 

nr-uouou 1 


1 7ft 




TFPQ oQlQntii~»n m liHQliriQc fnr TFP d ihcat 

1 roo bt^icLrUUii yuluuiiilUb lui i ouubc^i 


R R 
O.O.U 


R R 
O.O.U 




RP 9i 


RP n^nR'^f; 

nr -UOUOOD 


1 / ^ 


o 


n /I A 1^ no nr^Qn nn D m+nn^l l^nirimn'^inn J?- nn A no vji/i r\nn\At rr\ 

ivir\v_»-tib nc UlUtJiiiiy r^ruLUuiJi vyurrcuLioii ot ivirtv_^-iio wiriuuw le- 

nrHprinn 

L/ 1 ^ 1 1 1 1 M 


'^ I^ n 
O.O.U 


I^ A n 

O.O.U 




RP-21 


RP-mnAQA 


1 75 




Arlrlitinn nf H'-^-D^PI-l Prnviriprl Rit Rpitp inp3c;i irptnpnt 

1 1 1 ^y 1 1 ^y 1 1 J w Ly o vy i i J i vy v L\y i ' il i idL^ iJi^dOLii^iii^iiL 


5.5.0 


5.6.0 


1 2/200'^ 

1 CI CKJXJxJ 


RP-22 


RP-030624 


179 




Onrrprfinn"? Rplatino to HSDPA TB Sizpq for 1 28Mrn'? TDD 

\_/ \J \ I ^v^LIV.'l lO 1 l^ldLII lU Lu 1 l^yLyl / » 1 Ly ^yl^UO lui 1 -^UIVIuL^O 1 Ly Ly 


5.6.0 


5.7.0 




RP-22 


RP-030624 


180 




HSDPA Transport block size table for 3.84l\/lcps TDD 


5.6.0 


5.7.0 




RP-22 


RP-030624 


181 




HSDPA TB size table 


5.6.0 


5.7.0 




RP-22 


RP-030624 


182 




Unwarranted HARQ re-transrnissions 


5.6.0 


5.7.0 




RP-22 


RP-030624 


183 




MAC-tis Re-ordering Protocol Flushing correction 


5.6.0 


5.7.0 




RP-22 


RP-030624 


184 




Correction to window based stali avoidance mechanism 


5.6.0 


5.7.0 




RP-22 








Upgrade to Release 6 - no technical change 


5.7.0 


6.0.0 


03/2004 


RP-23 


RP-040104 


186 


1 


UE handling of NDI and TBS for HSDPA 


6.0.0 


6.1.0 




RP-23 


RP-040104 


188 




HSDPA related corrections on MAC-hs reconfiguration 


6.0.0 


6.1.0 




RP-23 


RP-040104 


190 




Reconfiguration of soft memory buffer partitioning 


6.0.0 


6.1.0 


06/2004 


RP-24 


RP-040200 


194 




Use of U-RNTI in downlink 


6.1.0 


6.2.0 




RP-24 


RP-040234 


196 




State variables arithmetic comparison 


6.1.0 


6.2.0 


12/2004 


RP-26 


RP-040480 


198 




MAC-hs header extension 


6.2.0 


6.3.0 




RP-26 


RP-040480 


200 




Clarification on the C/T field use in the HSDPA l\^ac-d header 


6.2.0 


6.3.0 




RP-26 


RP-040489 


201 


1 


Introduction of MBMS MAC header 


6.2.0 


6.3.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



193 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Old 


New 




Rp-2e 


RP-040489 


202 




Introduction of MBMS 


6.2.0 


6.3.0 




Rp-2e 


RP-040497 


203 




Introduction of EUL in iVIAC specification 


6.2.0 


6.3.0 


03/2005 


RP-27 


RP-050078 


204 




Correction to MBMS header for MBMS 


6.3.0 


6.4.0 


06/2005 


RP-28 


RP-050301 


0207 




Correction of HSDPA state variable 


6.4.0 


6.5.0 




RP-28 


RP-050319 


0208 




Corrections to the description of TCTF field 


6.4.0 


6.5.0 




RP-28 


RP-050301 


0210 




Reconfiguration of MAC-hs parameters 


6.4.0 


6.5.0 




RP-28 


RP-050308 


0212 




Feature Clean-up: Removal of DSCH (FDD) 


6.4.0 


6.5.0 




RP-28 


RP-050309 


0214 




Feature Clean Up: Removal of CPCH 


6.4.0 


6.5.0 




RP-28 


RP-050323 


0215 




HS-DSCH Provided Bit Rate measurement per Cell Portion 


6.4.0 


6.5.0 




RP-28 


RP-050375 


0216 


2 


Additional text on EUL in MAC specification 


6.4.0 


6.5.0 


09/2005 


RP-29 


RP-050462 


0218 




Correction of TB size for 1 .28 Mcps TDD 


6.5.0 


6.6.0 




RP-29 


RP-050e02 


0219 


5 


Additional text on EUL in MAC specification 


6.5.0 


6.6.0 




RP-29 


RP-050452 


0220 




Definition of UE power Headroom 


6.5.0 


6.6.0 




RP-29 


RP-050457 


0222 




Feature Clean Up: Removal of CPCH 


6.5.0 


6.6.0 


12/2005 


RP-30 


RP-050791 


0223 




Multi-step handling for E-RGCH 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0224 




Clarifications and Corrections of E-TFC Selection 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0225 


1 


Criteria for the Happy Bit 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0226 


1 


Correction to definition of reference ETPR 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0227 




TEBS and HLBS Coding 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0228 




Correction on MAC-e PDU format 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0229 




SI Triggering Timer 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0230 




Maximum number of transmissions for control-only information 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0231 




Additional error case on the Absolute Grant channel 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0232 




HARQ process restricition/reservation 


6.6.0 


6.7.0 




RP-30 


RP-050791 


0233 




Behavior at E-DCH TTI change 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0234 




Buffer status for Scheduling Information 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0235 




Buffer definition for Hannv Bit ^pttinn 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0236 




Sneriflration of rate rontrnl romhininn rules in baselinp nroopdurp 

for Serving Grant update 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0237 




Definition of sample for E-DCH bit rate measurement 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0238 




Si7e of Ab'^olutp Grant field 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0239 




Transmission of Scheduling Information without higher layer data 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0241 




Size of UPH field and assembly of Scheduling Information 

message 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0242 




E-DCH SI MAC-e PDU and SI timers 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0243 




MAC es/e reset indicator 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0244 




E-DCH handling at serving cell change 


6.6.0 


6.7.0 




RP-30 


RP-050792 


0245 




RSN sequence In the presence of compressed mode transmission 

gaps 


6.6.0 


6.7.0 


03/2006 


RP-31 


RP-0e0085 


0246 




Definition of reference ETPR 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0247 


1 


AG_Timer for IE "Serving Grant" 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0248 




TEBS and HLBS Coding 


6.7.0 


6.8.0 




RP-31 


RP-060194 


0249 


1 


Correction related to automatic triggering of SI retransmissions 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0250 




Clarifications at TTI Change 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0251 


2 


MAC-es/e and MAC-hs reset procedure 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0254 




Enhanced Uplini< Corrections 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0255 




E-TFC Selection Pseudo Code Correction 


6.7.0 


6.8.0 




RP-31 


RP-060088 


0256 




Correction of MBMS-ld field (MAC header of MTCH) 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0257 




E-DCH Serving Grant Update 


6.7.0 


6.8.0 




RP-31 


RP-060085 


0258 




One PDU size per logical channel per TTI 


6.7.0 


6.8.0 




RP-31 


RP-060098 


0253 




7.68 Mpcs TDD Option (Release 7) 


6.8.0 


7.0.0 


06/2006 


RP-32 


RP-060352 


0260 




Buffer Statu*? for the Hannv Bit and Srhediilino Information 
Reporting 


7.0.0 


7.1.0 




RP-32 


RP-060352 


0262 




Serving RG and Scheduling Information 


7.0.0 


7.1.0 




RP-32 


RP-060352 


0264 




Definition of RG step size 


7.0.0 


7.1.0 




RP-32 


RP-060352 


0266 




Correction to AG Timer Start 


7.0.0 


7.1.0 




RP-32 


RP-060352 


0268 




Miscellaneous corrections for E-DCH 


7.0.0 


7.1.0 




RP-32 


RP-060353 


0270 




Correction to Notification of SI transmission failure and variable 

resets 


7.0.0 


7.1.0 




RP-32 


RP-060353 


0272 




Correction to Handling at Start of E-DCH Transmission 


7.0.0 


7.1.0 




RP-32 


RP-060353 


0274 




Additional inconsistent information on E-AGCH 


7.0.0 


7.1.0 




RP-32 


RP-060370 


0276 




Clarifications on E-TFCI 


7.0.0 


7.1.0 




RP-32 


RP-060353 


0282 




Transmission of SI if TEBS is zero 


7.0.0 


7.1.0 




RP-32 


RP-060419 


0284 


1 


Serving_Grant and Unquantized E-DPDCH to DPCCH power ratios 


7.0.0 


7.1.0 


09/2006 


RP-33 


RP-060625 


0286 


2 


Maximum number of transmissions 


7.1.0 


7.2.0 




RP-33 


RP-060574 


0289 




HLBS values in Scheduling Information message 


7.1.0 


7.2.0 




RP-33 


RP-060580 


0290 


1 


Note on Serving Grant Update with Zero Grant 


7.1.0 


7.2.0 




RP-33 


RP-060586 


0291 




Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH 


7.1.0 


7.2.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



194 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Old 


New 




RP-33 


RP-060578 


0293 




MAC-hs reset 


7.1.0 


7.2.0 


1 2/2006 


RP-34 


RP-060716 


0301 




Grant and MAC-e/es headers for E-DCH 


7.2.0 


7.3.0 




RP-34 


RP-060716 


0303 




Clarification to Maximum channelisation codes and E-TFC 
selection 


7.2.0 


7.3.0 




RP-34 


RP-060716 


0305 


1 


Correction for E-DCH SG and compressed mode 


7.2.0 


7.3.0 




RP-34 


RP-060716 


0307 




SG update procedure correction 


7.2.0 


7.3.0 


03/2007 


RP-35 


RP-070150 


0310 




Modification of HS-DSCH TB size for LCR TDD 


7.3.0 


7.4.0 




RP-35 


RP-070163 


0312 


1 


Introduction of 64QAM in MAC specification 


7.3.0 


7.4.0 




RP-35 


RP-070157 


0313 




Introduction of 1 .28 Mcps TDD E-DCH 


7.3.0 


7.4.0 




RP-35 


RP-070160 


0314 




Editorial Corrections for 3.84/7.68 Mcps TDD E-DCH 


7.3.0 


7.4.0 




RP-35 


RP-070158 


0315 




Introduction of DTX-DRX and HS-SCCH less in MAC 


7.3.0 


7.4.0 




RP-35 


RP-0701 61 


031 6 




IntroducinQ MIMO in MAC specification 


7.3.0 


7.4.0 


06/2007 


RP-36 


RP-070402 


031 1 


2 


Introdiirinn IfiOAM unlink *5unr^ort 


7.4.0 


7.5.0 




RP-36 


RP-070393 


0317 




"Maximum_Serving_Grant" setting at III change 


7.4.0 


7.5.0 




RP '^R 
nr OD 


RP-070405 


0318 


3 


II III UDUOLIUi 1 Ul li 1 l|JI UVtjU l_^ bU|J|JUlL lUl Miyil Udla Idlco ctl lU 

Enhanced CELL FACH state 


7 4 n 


7 R n 




RP-36 


RP-070407 


0319 




Rpmnvinn an inrnmnlptp nntimization for RLO onprations durinn 

1 i^iii\.7VIii^ dll 1 k^l w V^k^LII 1 1 I^CiLI wl 1 1 wl 1 1 1— Nk./ 1 ClLlwllO UdllllU 

HSDPA cell change 


7.4.0 


7.5.0 




RP-36 


RP-070397 


0321 




Clarification for control of E-RUCCH transmission in LCR TDD 


7.4.0 


7.5.0 




RP-36 


RP-070397 


0322 




Some Small Editorial Corrections to TS 25.321 


7.4.0 


7.5.0 




RP-36 


RP-070397 


0323 




Introduction of E-TFC Selection for 1.28Mcps TDD 


7.4.0 


7.5.0 




RP-36 


RP-070397 


0324 


_ 


Some clarifications related to E-DCH Scheduling Information in 
TDD mode 


7.4.0 


7.5.0 




RP-36 


RP-070393 


0326 


_ 


Clarification on calculation of "Scheduled Grant Payload" 


7.4.0 


7.5.0 




RP-36 


RP-070393 


0327 


_ 


Recommandation on RLC PDU size selection on E-DCH 


7.4.0 


7.5.0 




RP-36 


RP-070491 


0329 




Clarifications on priority of requirements in E-TFC selection 


7.4.0 


7.5.0 


09/2007 


RP-37 


RP-070623 


0333 




Correction on E-DCH compress mode 


7.5.0 


7.6.0 




RP-37 


RP-070670 


0337 




Correction to HS-DSCH transport block size table 


7.5.0 


7.6.0 




RP-37 


RP-070626 


0338 




Correction to operation of SI field in reassembly entity 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0339 




MAC DTX timing start restrictions & compressed mode 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0340 


1 


Handling of long preambles in CPC 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0341 




LI parameter name changes 


7.5.0 


7.6.0 




RP-37 


RP-070670 


0343 


1 


Removing MIMO requirements from MAC-hs 


7.5.0 


7.6.0 




RP-37 


RP-070623 


0345 




Serving grant 'HOLD' 


7.5.0 


7.6.0 




RP-37 


RP-070623 


0347 




Correction to quantisation requirements in E-TFC selection 


7.5.0 


7.6.0 




RP-37 


RP-070671 


0348 




Periodic MAC-ehs reset and setting of the expected TSN 


7.5.0 


7.6.0 




RP-37 


RP-070626 


0349 




Enhanced L2 processing 


7.5.0 


7.6.0 




RP-37 


RP-070626 


0350 




Correction to MAC-ehs PDU definition 


7.5.0 


7.6.0 




RP-37 


RP-070626 


0351 


1 


Defining of reordering SDU and correction to the definition of the SI 
field 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0352 


1 


Clarification on the HARQ procedure for HS-SCCH less operation 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0354 




Clarifications of CPC Grant Channel Monitoring 


7.5.0 


7.6.0 




RP-37 


RP-070627 


0355 




Avoid unnprp<i<iarilv derrpa^iinn LJE DRX nns'^ibilitv 

f\ vyjiyj u 1 1 1 1 v^^coodi i ■ y vjc^i ccioi ■ \j i — ^-f i i_f\_fooii../iiiLy 


7.5.0 


7.6.0 




RP-37 


RP-070629 


0356 




Timing Advance Corrections for 3.84/7.68 Mcps TDD EDCH 


7.5.0 


7.6.0 




RP-37 


RP-070631 


0357 




3.84/7.68 Mcps TDD EDCH: Sending Scheduling Information 
Periodically 


7.5.0 


7.6.0 




RP-37 


RP-070670 


0358 


1 


Correction to HARQ operation in MIMO 


7.5.0 


7.6.0 




RP-37 


RP-070670 


0360 




Oalnilation of 'Scheduled firant Pavioad' in RpI-7 

V./CII V^U lull v^l 1 \J 1 1 1 LJ 1 Nw^ 1 dl 1 L 1 'vCLkJ III 1 1^1 f 


7.5.0 


7.6.0 




RP-37 


RP-070650 

III \J 1 \J\J\J\J 


0361 




Intrnrli iptinn nf mi ilti-frpni ipnpv nnpratinn for 1 PRMrnQ TDD 

llllll^VJLJV.^LIWII \J\ IIIUILI M^ULJ^IlN/y WkJ^IClLJWII IWI Ii^UIVIOlJO 1 1— ^ 1— / 


7.5.0 


7.6.0 




RP-37 


RP-070636 


0362 




Addition of an Si trinopr whpn UE orant <■> d and at lpa<=;t onp 

VJ 1 11 1 1 1 Cll r w 1 LII^MV'I VVII^II \J 1 — ^IdllL \J dllU C4L I^CIOl v^l 1^ 

process is activated 


7.5.0 


7.6.0 




RP-37 


RP-070623 


0364 




Reference ETPR definition alignment 


7.5.0 


7.6.0 


1 2/2007 


RP-38 


RP-070903 


0365 




Introduction of an additional UE category for 1 .28Mcps TDD E-DCH 


7.6.0 


7.7.0 




RP-38 


RP-070903 


0366 




Clarification on E-TFC selection for 1 .28Mcps TDD 


7.6.0 


7.7.0 




RP-38 


RP-070903 


0367 




Clarification of TEBS and HLBS in Scheduling Information for TDD 
mode 


7.6.0 


7.7.0 




RP-38 


RP-070938 


0368 




Scheduled Grant setting in DTX Cycle 2 during CPC operation 


7.6.0 


7.7.0 




RP-38 


RP-070901 


0369 




Clarification on SG table for 1 60AM 


7.6.0 


7.7.0 




RP-38 


RP-070900 


0370 




Correction to the UE behaviour when receiving RV=0 


7.6.0 


7.7.0 




RP-38 


RP-070905 


0371 




Reassembly Unit 


7.6.0 


7.7.0 




RP-38 


RP-070911 


0372 




Clarification on E-DPDCH power extrapolation/interpolation 


7.6.0 


7.7.0 




RP-38 








Upgrade to the Release 8 - no technical change 


7.7.0 


8.0.0 


03/2008 


RP-39 


RP-080189 


0374 




Inconsistency of MAC header when BCCH mapped to HS-DSCH 


8.0.0 


8.1.0 




RP-39 


RP-080189 


0376 




Correction to the operation of the timer Treset 


8.0.0 


8.1.0 




RP-39 


RP-080203 


0381 




Correction of the EUL relative grant from non-serving cell 


8.0.0 


8.1.0 




RP-39 


RP-080176 


0384 




Correction to UTRAN side MAC-e depiction 


8.0.0 


8.1.0 




RP-39 


RP-080190 


0386 




Support of octet aligned HS-DSCH transport block sizes for non- 
64QAM 


8.0.0 


8.1.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



195 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Old 


New 




RP-39 


RP-080190 


0388 




trsnsmission schsdulinQ in MAC-Ghs sntity 


8.0.0 


8.1 .0 




RP-39 


RP-080185 


0390 




Clsrificstion of SchGduling Infomstion FiGlds for TDD E-DCH 


8.0.0 


8.1.0 




RP-39 


RP-080184 


0392 


- 


PGrsistGnce scaling values and scheduling information for 3.84/7.68 
Mcps TDD E-DCH 


8.0.0 


8.1.0 




RP-39 


RP-080190 


0394 


- 


Editorial corrections to MAC-etis 


8.0.0 


8.1.0 




RP '^Q 


rir UOU 1 o / 








ft n n 
o.u.u 


ft 1 n 

O. 1 .u 




RP-39 


RP-080202 


0397 


- 


Introducing MAC-l/ls 


8.0.0 


8.1.0 




nr-oy 


Kr-UoUl oO 


norm 

Uoyy 




Clarification of SI transmission priority over Non-sctieduled MAC-e 
pni 1 


Q n n 


Q H n 






rir UOUM-HU 


0400 


o 


1-I*^-C;PP1-I nrrlorc fnr MQ-QPPl-l-locc nnoratinn 


ft 1 
O. 1 .u 


ft 9 






RP-dAnAnri 

rirUOUM-UU 


0409 




OUIIt^OUUII Ull Lilt:; IVIdpiJIIILj Ul 1 nm IICIU dl lU IVIOD/l_OD lUI 

1 .28Mcps TDD EUL 


ft 1 
O. 1 -U 


ft 9 




RP-40 


RP-080404 


0404 


- 


Completion of the mechanism for Scheduling Information 
transmission on MAC-e PDU alone for 1 .28 Mcps TDD In EUL 


8.1.0 


8.2.0 




RP-40 


RP-080414 


0405 




Cnrrpotion nf a snpllinn prror of E-TFC spjpction and addition of a 
missing figure 


8.1.0 


8.2.0 




RP-40 


RP-080395 


0407 




Change of MAC-d flow definition for MAC-Ghs 


8.1.0 


8.2.0 




RP-40 


RP-080400 


0409 


1 


Clarification of method In dGtGrmIng StatG of a E-TFC for TDD 


8.1.0 


8.2.0 




RP-40 


RP-080397 


0411 




Modification of TBS tabiGS and E-TFC SGlGCtlon for LCR TDD 


8.1.0 


8.2.0 




RP-40 


RP-080398 


0415 


- 


Clarification of the dGfinitlon of PRRI for TDD 


8.1.0 


8.2.0 




RP-40 


RP-080400 


0417 




HARQ power offset selection during multiplexing of multiple MAC-d 

flows 


8.1.0 


8.2.0 




RP-40 


RP-080417 


0418 




Introduction of 64QAM In MAC for LCR TDD 


8.1.0 


8.2.0 


09/2008 


RP-41 


RP-080677 


0423 




HSDPA TBS Table correction for LCR TDD 


8.2.0 


8.3.0 




RP-41 


RP-080682 


0425 




Kl restriction for FDD UE HS-DSCH categories 13 and 15 


8.2.0 


8.3.0 




RP-41 


RP-080683 


0427 


1 


LCH-ID field structurG and mapping to logical channel Identity 


8.2.0 


8.3.0 




RP-41 


RP-080679 


0429 




MAC-es/e RESET for LCR TDD 


8.2.0 


8.3.0 




RP-41 


RP-080696 


0430 


1 


Introduction of Enhanced Uplink in CELL FACH state and Idle 

mode In 25.321 


8.2.0 


8.3.0 




RP-41 


RP-080686 


0432 




TEBS definition update for MAC-i/ls 


8.2.0 


8.3.0 




RP-41 


RP-080679 


0434 




Modification of TBS tables and E-TFC selection for LCR TDD 


8.2.0 


8.3.0 




RP-41 


RP-080679 


0436 


1 


Triggers and transmission of Scheduling Information for LCR TDD 


8.2.0 


8.3.0 




RP-41 


RP-080683 


0438 




Editohal correction to MAC-ehs entity UTRAN Side 


8.2.0 


8.3.0 




RP-41 


RP-080679 


0442 


1 


Clarifications and Corrections of HARQ process for TDD 


8.2.0 


8.3.0 




RP-41 


RP-080679 


0444 




Recommandation on RLC PDU size selection on E-DCH for TDD 


8.2.0 


8.3.0 




RP-41 


RP-080685 


0446 


1 


The number of reordering PDUs belonging to the same reordehng 
queue 


8.2.0 


8.3.0 


1 2/2008 


RP-42 


RP-081002 


0448 




Removal of the reference to E-TFCI threshold 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0449 




Resource release after collision resolution failure 


8.3.0 


8.4.0 




RP-42 


RP-081013 


0450 




Happy Bit Setting with Improved i-2 for UL 


8.3.0 


8.4.0 




RP-42 


RP-081013 


0451 




Add MAC-i PDU In the description of HARQ entity 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0452 


1 


Replacement of E-AICH in 25.321 


8.3.0 


8.4.0 




RP-42 


RP-081002 


0454 


2 


Correcting E-TFC minimum set behaviour when DCH is configured 


8.3.0 


8.4.0 




RP-42 


RP-081024 


0455 




Introduction of additional UE categories for 1 .28Mcps TDD 64QAM 

DL 


8.3.0 


8.4.0 




RP-42 


RP-081007 


0457 


1 


Clarification of E-RUCCH transmission in 25.321 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0458 




Correction to the segmentation status field 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0459 


- 


HARQ feedbacl< with Enhanced Upllnl< In Cell_FACH state 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0460 




Clarification of common E-DCH resource usage in 25.321 


8.3.0 


8.4.0 




RP-42 


RP-OSIOni 

ill \J\J \ \J\J \ 


0463 




1 IF rpQtrirtinnci nn F-TFril<? 


8.3.0 


8.4.0 




RP-42 


RP-081008 

1 II \J\J 1 \J\J\J 


0465 




Sotting of NDI after MIMO to non-MIMO configuration 


8.3.0 


8.4.0 




RP-42 


RP-081030 

1 II \J\J 1 \J\J\J 


0467 




Introduction of Dual Cell HSDPA operation 


8.3.0 


8.4.0 




RP-42 


RP-081022 


0468 


1 


CRC attachment point for MAC-is when transmitting MAC-c PDU 


8.3.0 


8.4.0 




RP AO 


RP nAi c\o^ 

rir UO 1 \J^\J 






IntmHi irtinn nf tho Fnhanrcirl PFI 1 FAPH PFI 1 PPH 1 IRA PPH 
II III UUUOLIUi 1 Ul lllc Ci II Idl IUc;U Od_l_ rMOn, Od_l_ rOn, UriM rOn 

state for 1 .28 Mcps TDD 


ft n 
o.o.u 


ft 4 n 




RP AO 


RP nA1 C\00 
rir UO 1 \jc.c. 


/ 1 




Plarificatinn r»n ^1 trancmiccinn fnr PPPM in PFI 1 FAPW c+ato anH 
OlctMlludLIUM Ull Ol LI dllol 1 lloolUI 1 lUI OOOn III W^l— 1- nrMh^n oLdlc dl lU 

idle mode 


ft n 
o.o.u 


ft n 

O.'T.U 




RP AO 


RP n?^1 099 
rir UO 1 \jc.c. 






Pnrron+inn tn F-TFP colontinn in PFI 1 FAPH 
OUIIUULIUII LU C 1 i\j oclcULIUM III Od— 1- FMOrl 


ft n 
o.o.u 


ft 4 n 
o.t.u 




RP AO 


RP nj^1 01 Q 
rir -UO 1 U 1 O 


U4/ o 




FalUiIoIUII Ul bUlllc; piUL>c?UUlco LU lvlMV_«~l/lo 


ft "5 n 
o.o.u 


ft 4 n 




RP 


RP n?^1 007 
rir UO 1 UU / 






Plarifiratinn nf RY Tl^ylFR rncot tn OR "^91 fnr 1 9ftN^rnc THH 
Oldi 1 1 lUdLlUi 1 Ul r\/\ IIIVICrilUbc^llM^O.O^I lUI 1 .^OIvlU|Jo 1 l-'l-' 


ft T n 
o.o.u 


ft 4 n 




RP-42 


RP-OftlOOQ 
ri r UO 1 UUv? 


0476 




Rpmn\/pl nf Qpntpnnp nn RRP nrn\/it;inninn nf nnnfini iratinn 
lAdiiuvdi \J\ ocii iLiC Ull III iv^ LjiuvioiuiiiiiM vi 11 luui diixji 1 

parameters to the UE for MAC-hs on UTRAN side. 


8.3.0 


8.4.0 




RP-42 


RP-081011 


0477 




Removal of sentence on RRC provisioning of configuration 
parameters to the UE for MAC-ehs on UTRAN side 


8.3.0 


8.4.0 




RP-42 


RP-081007 


0478 




Modification of E-RUCCH uplink sync transmission for 1 .28Mcps 
TDD 


8.3.0 


8.4.0 


03/2009 


RP-43 


RP-090116 


0482 




Corrections to E-TFC selection in case of E-DPDCH extrapolation 


8.4.0 


8.5.0 




RP-43 


RP-090116 


0485 




SI reporting and compressed mode 


8.4.0 


8.5.0 




RP-43 


RP-090121 


0487 


1 


Corrections to E-TFC selection in case of E-DPDCH interpolation 


8.4.0 


8.5.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



196 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


D3t6 


TSG # 


TCf5 Dor 


CR 


R6V 


OUUJCVf 1/ wV^I illllCIII 


Old 


New 




rir ^-o 


RP nQni RC\ 


UHOO 




I'^riTio^+i/^t^ tnQ Ti ino+i/^i^ /^f 1— 1 ^ PA ^^h\Q/HiilQ^ 
V^rldiMIOclLIUrl lUl lllc lUllOUUil Ul rloUrM bOilfcJUUIfcJf 


p A n 


ft n 

O.O.U 






RP_nQni 

ni Uy7U 1 o 1 


n^ftQ 
utoy 




ncl|J|JUI LcUl o on LrUllt:;Oiniy bUllIc \ II 1 l|Jlc;l 1 IcIUdLIUl 1 looUco III 

25.321 


ft A n 


ft 1^ n 

O.O.U 




RP A*^ 


RP nom 1 ft 


UH-y 1 




MLIUIIIUII Ul nMriW fJI UL-fcJUUl c lUl FlO 0\_/\_/n Icbb UpcldllUll Wl Ici 1 

l\/l/\Q_gj^3 13 configur6cl 


ft A n 


ft n 

O.O.U 




RP-43 


RP-090136 


0492 


1 


Sstting of initicil SGrviriQ Qrant valuG for common E-DCH 
transmission 


8.4.0 


8.5.0 




RP-43 


RP-090120 


0494 


- 


Correction on Absolute Grant Value for LCR TDD 


8.4.0 


8.5.0 




RP-43 


RP-090132 


0495 




Support E-UTRAN Inter-RAT measurement by UTRA TDD UE 


8.4.0 


8.5.0 




RP-43 


RP-090147 


0496 




Introduction of CPC for 1 .28Mcps TDD 


8.4.0 


8.5.0 




RP A"^ 


RP noni 91 


uouu 


1 


OUIIfcJOllUII LU IvIrtO 1 Idi lUlli ILj Ul rtO di lU OO IdUIco VvilfcJil 1 DWrtlVI Ul_ 

ronfinured 

lO l_«V^llilM*-^I^VJ 


ft A. n 


ft n 

O.O.U 




RP-43 


RP-0901 18 


0502 


2 


Onrrertion to HARO onpration for HS-SOOH Ip*?*? onpration 


8.4.0 


8.5.0 




RP-43 


RP-090150 

III \J \J\J 1 \J\J 


0503 




Handlino of ^ipoondarv «iprvinn HS-DSOH ppII dpartivatinn 

1 idiivjiiiiu vyi owvwi iv^ciiy owiviiiu 1 1 w i— / \^ \y 1 1 v^ui 1 v-Jv^ci^Li v ciii 1 1 


8.4.0 


8.5.0 




RP-43 


RP-0901 51 


0504 




Modification of ciphsrsd part unit for a MAC PDU 


8.4.0 


8.5.0 




RP-43 


RP-090136 

III \J \J\J 1 \j\J 


0505 




Pronnspd CIR to HARO dpiivprv failure for trinnpred "^rhedulino 

1 1 v-y k_/v-/ov-^vj \y i i wj i i/^i ixx v#i^iiv^iy iciiilji^ liimMvIGvj ov^ii^v^uiiiiu 

information for CELL FACH state and Idle mode 


8.4.0 


8.5.0 




RP-43 


RP-090120 


0507 




25.321 (R8,A) on correction of E-TFC selection procedure for LCR 
TDD 


8.4.0 


8.5.0 




RP-43 


RP-0901 49 


0508 


_ 


25.321 CR of introduction of MIMO for 1.28Mcps TDD 


8.4.0 


8.5.0 


06/2009 


RP-44 


RP-090519 


0509 


1 


Correction on adding CMAC_STATUS in figure 1 1 .2.2A-3 


8.5.0 


8.6.0 




RP-44 


RP-090519 


0510 


_ 


Correction on the Scfieduling Information Indication 


8.5.0 


8.6.0 




RP-44 


RP-090519 


0511 


1 


HARQ delivery correction 


8.5.0 


8.6.0 




RP-44 


RP-090519 


0512 


2 


Correction to HS-DSCH SPS operation for 1 .28Mcps TDD 


8.5.0 


8.6.0 




RP-44 


RP-090504 


0514 


1 


Reordering configuration for BCCH and paging 


8.5.0 


8.6.0 




RP-44 


RP-090519 


0517 




MAC-STATUS-Ind for CCCH transmissions 


8.5.0 


8.6.0 




RP-44 


RP-090501 

1 II \J\J\J\J\J I 


0519 




Correction to non-scheduled transmission for 1.28 Mcps TDD 


8.5.0 


8.6.0 




RP-44 


RP-090503 


0521 




Correction to Improved L2 for 1 .28Mcps TDD 


8.5.0 


8.6.0 




RP AA 


rir-uyuOUo 




1 


Pf-irrc»r«tir»n tn TRC taKlctc fr»r lmr»r(-*\/c»(-l 1 O ir\r 1 OflK^crto THH 
V^rUllcLLIUll lU 1 DO IdUIco lUl IlliprUVcU 1 .^OIvILfPo 1 L/U 


ft c: A 


ft A 
O.O.U 




RP-44 


RP-090505 


0525 


1 


Clarification to grant monitoring 


8.5.0 


8.6.0 


no /o Ann 


RP-45 


Hr-uyuy 1 J 


0527 




Corrections to Enhanced Uplink procedure in CELL FACH state 

dl lU lUlc IllUUt: lUI \VJVJ 


8.6.0 


8.7.0 




RP-45 


RP-090917 


0529 


- 


Clarification of lub bearer indication 


8.6.0 


8.7.0 




DD /I C 


Kr-uyuyi o 


neon 
UOoU 




bnnancea upiinK in L/bLL_rAL'n ana laie mode. aok/nal/K tor 
BCCH and max. CCH resource allocation start time. 


Q c r\ 
o.b.U 


Q ~7 r\ 
D. /.U 




RP-45 




0540 


2 


Clarification on E-RUCCH related operation in enhanced 
CELL_FACH state for 1 .28 Mcps TDD 


8.6.0 


8.7.0 




RP-45 


nr-UyUyl 


0541 


1 


Clarification on UE category of enhanced CELL_FACH for 

1 .fiOlVlL/pb 1 i->\-> 


8.6.0 


8.7.0 




RP AR 


RP nonon'^ 


C[RA'>. 
UOHO 


1 


IvIUUIUdLIUI 1 Ul C OUi III^UI dLIUI 1 cIclllCllLo lUI l-On 1 t-ft-f 


ft n 

O.O.U 


ft 7 n 
o. / .u 




RP AR 


RP nonon^ 


UOHD 




c.O.O^ \ rUdlUI U LU Ut; 1 1 IdUc U|JIIUI Idl II 1 Iclcdoc / . Ol LI lyycl Wl Icl 1 

grant <> - Rel-8 shadow 


ft R n 


ft 7 n 

O. / -U 




RP AR 
rir -HO 


RP fiQriQnQ 


UOH-/ 




uorrecTion lo oerving_oranT ueiermiriaTion in case uc receiveu a 
Non-SGrving RGlativG Grant "DOWN" 


ft ^5 n 

O.O.U 


ft 7 n 
o. / .u 




RP-45 


RP-nQDQI'^ 
1 11 1 \j 


0551 




OnrrprtinnQ tn FnhanppH 1 Inlink in OPI 1 FAOH QtatP 3nH IHIp 

mode 


8.6.0 


8.7.0 




RP-45 


RP-090901 

1 11 \J i.J\J \J\J 1 


0556 


1 


Oorrpction to MAC-r/sh/m details 

ii^\^ii\./ii iKj 1 vir^\^ \ji oil/Ill v.j^ic4iio 


8.6.0 


8.7.0 




RP-45 


RP-090913 

III \J \J \J \J \ \J 


0557 




Scheduling method in CELL FACH state 


8.6.0 


8.7.0 


09/2009 


RP-45 


RP-090924 


0533 


1 


Introduction of Dual Cell operation with MIMO 


8.7.0 


9.0.0 


1 2/2009 


RP-46 


RP-091310 


0563 




Clarification of the transmission powGr of Sl-only MAC-g PDU for 
1 .28Mcps TDD 


9.0.0 


9.1.0 




RP-46 


RP-091329 


0565 


1 


Clarification on when to Include SI in MAC-I PDU 


9.0.0 


9.1.0 




RP-46 


RP-091322 


0567 




Corrections to some figures in MAC specification 


9.0.0 


9.1.0 




RP-46 


RP-09131 1 


0572 




TSN or SI field presences In case of consecutive BCCH/PCCH re- 
ordering PDUs 


9.0.0 


9.1.0 




RP-46 


RP-091347 


0573 




Unnntimi7ed u^ane of thp SID N rpnrp*?pntatinn in MAC-h*? hpadpr 


9.0.0 


9.1 .0 




RP-46 


RP-091310 


0576 




Clarification for scheduling information reporting for 1 .28Mcps TDD 


9.0.0 


9.1 .0 




RP-46 


RP-091313 


0583 




Corrections to IVIAC-ehs reset 


9.0.0 


9.1.0 




RP APl 


RP nQi '^'^ft 
nr uy 1 ooo 


C\RCiA 
uoyH 


1 


ivldAli 1 lUI 1 1 ilUlllUt;! Ul IvIMO Uilb 1 c;UI Uc;l II ly OI-'Uo pel 1 1 1 


Q n n 
y .u.u 


Q 1 n 

1 .u 




RP APl 


RP nQ1 '^90 


uoyo 




^UllUI Idl OUI 1 ULfLIUI 1 UN Q 1 Pih^ oclcLfLIUI 1 lUI 1 UU 


Q n n 


Q 1 n 

^7. 1 .U 




RP-46 


RP-0913?? 


0598 




r^.larifioatinn nn r^pll RoQ^i^ntinn InHinatinn nrnnoHiirp fnr 1 PR ^^nnQ 

TDD 


9.0.0 


9.1 .0 




RP-46 


RP-091329 


0609 




Clarification on when to include SI In MAC-i PDU for 1 .28Mcps 
TDD 


9.0.0 


9.1.0 




RP-46 


RP-091244 


0613 


1 


Capturing RAN2 agreement for DC-HSUPA in MAC+F36 


9.0.0 


9.1.0 


03/2010 


RP-47 


RP-1 00287 


0615 




Clarification on Scheduling Information reporting for 1.28 Mcps 

TDD 


9.1.0 


9.2.0 




RP-47 


RP-1 00294 


0617 




Correction of HS-SCCH Type 3 usage with MAC-ehs for LCR TDD 


9.1.0 


9.2.0 




RP-47 


RP-1 00288 


0619 




Error Detection instead of error correction in Enhanced Uplink in 


9.1.0 


9.2.0 



ETSI 



3GPP TS 25.321 version 9.8.0 Release 9 



197 



ETSI TS 125 321 V9.8.0 (2012-07) 



Change history 


Date 


TSG# 


TSG Doc. 


CR 


Rev 


Subject/Comment 


Old 


New 












CELL FACH 








RP-47 


RP-1 00303 


0620 




Corrections for DC-HSUPA in 25.321 


9.1.0 


9.2.0 




RP-47 


RP-1 00284 


0623 


- 


Correction to MAC-ehs reset at Treset expiry 


9.1.0 


9.2.0 




RP A7 


nr - 1 uuouo 






nallUlliiy Ul Ol lllllcio dL ocLrUIIUcliy Uctlllcl UcaLrLlvaLIUi 1 


9. 1 .U 


Q 9 n 






rir - 1 UU^OO 






C+ of +1 mor for oori+oritiori roool i ition 


Q 1 n 


Q 9 n 




RP-47 


RP-1 00287 


0628 


- 


Clarification on CRC Attachment for CCCH transmission in 

onhanrciH PFI 1 FAPH ctatn fnr 1 9ft ^/lrnc TPin 
cl 11 Idi IOc;U O^l-I- rMV_«n olctlc/ lUl 1 .^O IVIO|Jo 1 uu 


9.1.0 


9.2.0 




RP-47 


RP-1 00289 


0632 


- 


Correction to HARQ procedure for HS-DSCH SPS operation for 

1 Oft Mrnc Tfin 


9.1.0 


9.2.0 




RP-47 


RP-1 00324 


0634 


1 


Modification on TB size for 1 .28 Mcps TDD 


9.1.0 


9.2.0 




Hr-4/ 


DD ^ riAOAO 
Hr-l UUoUo 


UboO 




Clarification on E-TFC selection and happy bit procedures for DC- 


n ^ n 


n o n 




RP-47 


RP-1 00281 


0637 


1 


Correction to handling of equal priority flows in E-TFC selection 


9.1.0 


9.2.0 


^Jb/<iu^ u 


RP-48 


HP-IOUooo 


0642 




Clarification on Hb-oCCH less operation wnen MAo-ens is 

/^onfioi ira/H 

oui Miyuicu 


9.2.0 


9.3.0 




rir M-O 


RP inn^'^Q 
nr - 1 uuooy 


nf^44 




1 Qi'if ioafion on ooia/qt offoot oolQofion in QnhanoQH ^^Pl 1 PAPI— 1 for 
OldF IMOdllUM Ul 1 puWUi UlloUl oUlcOllUll III c^l II Idi lOcU V^/QI-I- FMOrl lUi 

LCR TDD 


Q 9 n 


Q '5 

y.o.u 




RP-48 


RP-1 00539 


0646 


- 


Correction to the description of scheduler in enhanced 
CELL FACH for 1 .28Mcps TDD 


9.2.0 


9.3.0 




RP-48 


RP-1 00537 


0648 




Corrections to MAC-i/is 


9.2.0 


9.3.0 




RP-48 


RP-1 00550 


0649 




Fintirp rorrprtinn' IJE sidp MAO arrhitprturp / MAO-i*!/i dptails 
(FDD) 


9.2.0 


9.3.0 




RP-48 


RP-1 00537 


0651 




Scheduling Information transmission for Enhanced CELL FACH 


9.2.0 


9.3.0 




RP-48 


RP-1 00537 


0653 




Clarification of UE Id handling after collision resolution 


9.2.0 


9.3.0 




RP-48 


RP-1 00539 


0655 


- 


Clarification on the usage of Treset for 1 .28 Mcps TDD 


9.2.0 


9.3.0 




Apt. 


RP 100^40 


UDD 1 




^^occQotionc to tl^o 1 icooa of k\if alionaH TD foh\lo of 1— IC_r^C^^I— 1 

ou[[t;ouuiib LU uic Uodye Ul uiL diiyiicu 1 o oizc Lduic Ul no uoon 

for 1 .28l\/lcps TDD 


Q 9 n 


9.0.U 




RP Afi 


RP 100^40 




1 


Qnorial ^/IAP he QnH ^ylAP c^hc Pfll 1 fnr 1 9ft^ylhnc THPl 
OpcUldl IvIrtO 1 lb di lU ivlrtO tJi lb ruu lUi 1 .^Olviupb \ LJU 


Q 9 n 


Q ft n 




RP Afi 


RP ionc;49 

rir 1 UUOM-^ 


UDDD 




Old! II lOdLlUI 1 lU 11 Ic ID bl^U IdUlc Ul IVIIIvlw lUI 1 .^OlVlopb 1 UU 


Q 9 n 


Q ft n 




RP-48 


RP-1 00532 


0669 


1 


Correction to Mac headers in CELL FACH, CELL PCH and URA 

PPH 
ron 


9.2.0 


9.3.0 




RP-48 


RP-1 00533 


0675 


2 


Reordering entity for eacfi configured Queue iD at UE 


9.2.0 


9.3.0 


Ua/iiUl U 




nr-1 UUo4/ 


Ub/ / 




Ularitication ot tne i u i r tieio encoding tor o.o4 ivicps i uu iMb 
IVIBSFN 


n o A 

y.o.u 


A yl A 
9.4.U 




DD An 


D D ^ AnOCD 

nr-1 UUoOo 


nc~70 




Clarification of primary uplink frequency and secondary upiinl< 
frequency 


O O A 

9.O.0 


A yl A 
9.4.0 




RP-49 


D D H AnOC O 


0679 




Ulanfication on the u \ x operation tor uu-HoUrA 


9.3.0 


9.4.0 




DD An 


D D H AHOCn 

nr-1 UUooy 


UboU 




Clarification to the CELL_DCH measurement occasion in MAC for 
1 .^oiviopb 1 uu 


A O A 

y.o.u 


A /I A 

y.4.u 






nr 1 uuo^o 






PorrQr*tiono to '^Qrv/ino f^ront 1 IoiHq+q otooqiHi irQ to ci moort Ak^coli i+q 
OUI I fcJOUUI lb lU OtJiVlliy OldllL UjJUdLt; [JIUOcUUIfc; lU bUp[JUil MUbUIULc 

Grant value Zero_Grant 


Q n 


Q 4 n 




RP AQ 


RP innft4Q 
nr 1 uuo^y 


UDOD 




Olal iiiOaLiUl 1 Ul! lliU UoU Ul Liliit:;! 1^ ill Qllllcil iUc;U Upiil ir\ III 

CELL FACH state and Idle mode for FDD 


Q n 


Q A n 




RP-49 


RP-1 00849 


0700 


1 


Corrections for Enhanced Uplink in CELL FACH state and idle 
mode 


9.3.0 


9.4.0 




RP-49 


RP-1 00840 


0703 


1 


State transition upon HS-DSCH reception in CELL PCH state 


9.3.0 


9.4.0 


12/2010 


RP-50 


RP-101194 


0706 




Clarification to the default SG in DTX Cycle 2 


9.4.0 


9.5.0 




RP-50 


RP-1012nO 


0709 




pDrrprtinn in rpjpa^p nf mmmnn F-DP.H rp^niirrp^^ 

V^L^ 1 I^OLIViJII III l^l^dO^ yji l./WIIMIIV.^II ^ \^ 1 1 1 ^O^U 1 


9.4.0 


9.5.0 




RP-50 


RP-101195 


0713 


2 
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NOTE: CR0413rl to 25.321 vS.l.O "Triggers and transmission of ScheduUng Information for LCR TDD" was 
approved in RP-080443 at RAN #40 but it but could not be implemented in the specification as CR was 
based on an older specification version. See therefore CR0436rl of RAN #41. 
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